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	Reason for change:
	At Step 81, the current TTCN implementation checks for the Switch OFF bit setting. However, the Prose specifies in special message content for Step 81 that the Switch OFF bit should be not be checked.

This needs to be updated in TTCN.
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1 Corrections required

1.1 fl_22_5_6_Body
	Template name
	fl_22_5_6_Body

	Reason for change
	At Step 81, the current TTCN implementation checks for the Switch OFF bit setting. However, the Prose specifies in special message content for Step 81 that the Switch OFF bit should be not be checked.

This needs to be updated in TTCN.

	Summary of change
	When pc_USIM_Removal is TRUE, instead of checking for the Switch OFF bit to be set to ‘1’B, replaced it with ?.
Similarly, when pc_USIM_Removal is FALSE, instead of calling f_NBIOT_UE_DetachMO(nbiot_Cell50, RRC_CONNECTED);, called f_NBIOT_UE_DetachMO(nbiot_Cell50, RRC_CONNECTED, cr_DetachType(?, tsc_DetachMO_EpsOnly));  

	TTCN module
	NBIOT_NAS_Attach.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
if (pc_USIM_Removal) {
      //@siclog "Step 80a1" siclog@ // @sic R5-174464 sic@
      f_UT_USIM_Remove(UT, NO_CNF_REQUIRED); // @sic R5s180172 sic@
      //The UE will set the SwitchOFF bit to 0 in case of a Normal Detach which happens on USIM removal
      //@siclog "Step 81" siclog@
      f_NBIOT_UE_DetachMO(nbiot_Cell50, RRC_CONNECTED, cr_DetachType('0'B, tsc_DetachMO_EpsOnly));
      // @sic R5s180057 sic@
      //@siclog "Step 81Aa1" siclog@ // @sic R5-174464 sic@
      SRB.send(cas_NB_SRB_NasPdu_REQ(nbiot_Cell50,
                                     tsc_SRB1bis,
                                     cs_TimingInfo_Now,
                                     cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                    cs_508_DETACH_ACCEPT)));
      f_NBIOT_RRC_ConnectionRelease(nbiot_Cell50); // @sic R5-177054 sic@
      //@siclog "Step 82a1" siclog@ // @sic R5-174464 sic@
      f_NBIOT_UE_Page_NoReaction(nbiot_Cell50,// @sic R5s180057 sic@
                                 cs_NB_Paging_OneRecord(cs_PagingUE_Identity_S_TMSI(v_Guti1_Params.MME_Code, v_Guti1_Params.M_TMSI)),
                                 30.0);
      //@siclog "Step 83a1" siclog@ // @sic R5-174464 sic@
      f_UT_USIM_Insert (UT, omit);
    }
    else {
      //@siclog "Step 80b1" siclog@ // @sic R5-174464 sic@
      f_UT_SwitchOffUE(UT, true);
      //@siclog "Step 81" siclog@
      f_NBIOT_UE_DetachMO(nbiot_Cell50, RRC_CONNECTED);
      f_NBIOT_SS_SRBs_DRBs_Reset (nbiot_Cell50, CONTROL_PLANE, delay500ms); // @sic R5s180057 sic@ // @sic R5s180453 sic@
      //Step 82 not required here since the UE is switched Off and wont respond to Paging anyway !!
      //@siclog "Step 83b1" siclog@ // @sic R5-174464 sic@
      f_UT_SwitchOnUE(UT, true);
    }
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>
if (pc_USIM_Removal) {
      //@siclog "Step 80a1" siclog@ // @sic R5-174464 sic@
      f_UT_USIM_Remove(UT, NO_CNF_REQUIRED); // @sic R5s180172 sic@
      //The UE will set the SwitchOFF bit to 0 in case of a Normal Detach which happens on USIM removal
      //@siclog "Step 81" siclog@
      f_NBIOT_UE_DetachMO(nbiot_Cell50, RRC_CONNECTED, cr_DetachType(?, tsc_DetachMO_EpsOnly));//WA#22_5_6
      // @sic R5s180057 sic@
      //@siclog "Step 81Aa1" siclog@ // @sic R5-174464 sic@
      SRB.send(cas_NB_SRB_NasPdu_REQ(nbiot_Cell50,
                                     tsc_SRB1bis,
                                     cs_TimingInfo_Now,
                                     cs_NAS_Request(tsc_SHT_IntegrityProtected_Ciphered,
                                                    cs_508_DETACH_ACCEPT)));
      f_NBIOT_RRC_ConnectionRelease(nbiot_Cell50); // @sic R5-177054 sic@
      //@siclog "Step 82a1" siclog@ // @sic R5-174464 sic@
      f_NBIOT_UE_Page_NoReaction(nbiot_Cell50,// @sic R5s180057 sic@
                                 cs_NB_Paging_OneRecord(cs_PagingUE_Identity_S_TMSI(v_Guti1_Params.MME_Code, v_Guti1_Params.M_TMSI)),
                                 30.0);
      //@siclog "Step 83a1" siclog@ // @sic R5-174464 sic@
      f_UT_USIM_Insert (UT, omit);
    }
    else {
      //@siclog "Step 80b1" siclog@ // @sic R5-174464 sic@
      f_UT_SwitchOffUE(UT, true);
      //@siclog "Step 81" siclog@
      f_NBIOT_UE_DetachMO(nbiot_Cell50, RRC_CONNECTED, cr_DetachType(?, tsc_DetachMO_EpsOnly)); //WA#22_5_6
      f_NBIOT_SS_SRBs_DRBs_Reset (nbiot_Cell50, CONTROL_PLANE, delay500ms); // @sic R5s180057 sic@ // @sic R5s180453 sic@
      //Step 82 not required here since the UE is switched Off and wont respond to Paging anyway !!
      //@siclog "Step 83b1" siclog@ // @sic R5-174464 sic@
      f_UT_SwitchOnUE(UT, true);
    }
<<SKIPPED CODE>>


