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Change 1 f_TC_8_2_4_27_EUTRA
	Module name
	f_TC_8_2_4_27_EUTRA

	Reason for change
	According to the prose the RRCConnectionReconfiguration message at Step 7 is specified to include SystemInformationBlockType1-BR  in systemInfomationBlockType1Dedicated-r11

	Summary of change
	updated variable f_EUTRA_CellInfo_GetSIB1_BR to include SystemInformationBlockType1-BR as part of v_SystemInfomationBlockType1Dedicated_r11

	TTCN module
	RRC_Handover.ttcn

	MCC160 Comment
	


Before change
function f_TC_8_2_4_27_EUTRA() runs on EUTRA_PTC

  {  //@sic R5-171426, R5-172884 sic@

    var template (value) CellPowerList_Type v_CellPowerList_AtT0 := { cs_CellPower(eutra_Cell2, -91) };

    var template (value) CellPowerList_Type v_CellPowerList_AtT1 := { cs_CellPower(eutra_Cell2, -79) };

    var Frequency_IE_Type v_Frequency_IE_Cell1;

    var ChannelBandwidthDependency_Type v_ChBandDependency_Cell1;

    var PhysCellId v_PhysicalCellIdentity_Cell2;

    var default v_DefaultRef;

    var SysinfoType_Type v_SysinfoType;

    var template (value) SystemInformationBlockType1 v_SystemInformationBlockType1;

    var template (value) octetstring v_SystemInfomationBlockType1Dedicated_r11;

    var template (omit) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs := omit; //@sic R5-185159 sic@

  <<SKIPPED CODE>>
f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 6: Measurement Report received");

    //@siclog "Step 7-8" siclog

    //Reconfigure SS and send RRCConnectionReconfiguration for HO to cell

    //Receive RRCConnectionReconfigurationComplete

    if(pc_CEmodeA or pc_CEmodeB) { //@sic R5-185159 sic@

      v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(eutra_Cell2);

      if (v_SysinfoType == sysinfoAndBR) {

        v_SystemInformationBlockType1 := f_EUTRA_CellInfo_GetSIB1(eutra_Cell2);

        v_SystemInfomationBlockType1Dedicated_r11:= bit2oct(f_OctetAlignedBitString(encvalue(v_SystemInformationBlockType1)));

        v_RRCConnectionReconfiguration_v890_IEs := cs_RRCConnectionReconfiguration_v890_IEs(cs_RRCConnectionReconfiguration_v920_IEs(-, -, cs_RRCConnectionReconfiguration_v1020_IEs(-, -, cs_RRCConnectionReconfiguration_v1130_IEs(v_SystemInfomationBlockType1Dedicated_r11))));

      }

    }

    f_EUTRA_508RRC_IntraLTE_HO_InterCell(eutra_Cell1, eutra_Cell2, -, -, -, -, -, -, -, -, -, -, v_RRCConnectionReconfiguration_v890_IEs); //@sic R5-185159 sic@

After Change 
  function f_TC_8_2_4_27_EUTRA() runs on EUTRA_PTC

  {  //@sic R5-171426, R5-172884 sic@

    var template (value) CellPowerList_Type v_CellPowerList_AtT0 := { cs_CellPower(eutra_Cell2, -91) };

    var template (value) CellPowerList_Type v_CellPowerList_AtT1 := { cs_CellPower(eutra_Cell2, -79) };

    var Frequency_IE_Type v_Frequency_IE_Cell1;

    var ChannelBandwidthDependency_Type v_ChBandDependency_Cell1;

    var PhysCellId v_PhysicalCellIdentity_Cell2;

    var default v_DefaultRef;

    var SysinfoType_Type v_SysinfoType;

    var template (value) SystemInformationBlockType1 v_SystemInformationBlockType1_BR; 

    var template (value) octetstring v_SystemInfomationBlockType1Dedicated_r11;

    var template (omit) RRCConnectionReconfiguration_v890_IEs v_RRCConnectionReconfiguration_v890_IEs := omit; //@sic R5-185159 sic@

  <<SKIPPED CODE>>
  f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 6: Measurement Report received");

    //@siclog "Step 7-8" siclog

    //Reconfigure SS and send RRCConnectionReconfiguration for HO to cell

    //Receive RRCConnectionReconfigurationComplete

    if(pc_CEmodeA or pc_CEmodeB) { //@sic R5-185159 sic@

      v_SysinfoType := f_EUTRA_CellInfo_GetSysinfoType(eutra_Cell2);

      if (v_SysinfoType == sysinfoAndBR) {

        v_SystemInformationBlockType1_BR := f_EUTRA_CellInfo_GetSIB1_BR(eutra_Cell2);

        v_SystemInfomationBlockType1Dedicated_r11:= bit2oct(f_OctetAlignedBitString(encvalue(v_SystemInformationBlockType1_BR)));

        v_RRCConnectionReconfiguration_v890_IEs := cs_RRCConnectionReconfiguration_v890_IEs(cs_RRCConnectionReconfiguration_v920_IEs(-, -, cs_RRCConnectionReconfiguration_v1020_IEs(-, -, cs_RRCConnectionReconfiguration_v1130_IEs(v_SystemInfomationBlockType1Dedicated_r11))));

      }

    }

    f_EUTRA_508RRC_IntraLTE_HO_InterCell(eutra_Cell1, eutra_Cell2, -, -, -, -, -, -, -, -, -, -, v_RRCConnectionReconfiguration_v890_IEs); //@sic R5-185159 sic@  
