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	Reason for change:
	It is not clear in the current specification how E-UTRA UE capability is filtered when the UE capability is requested via NR RRC UECapabilityEnquiry.

	
	

	Summary of change:
	It is specified that:

· capabilityRequestFilter contains the UECapabilityEnquiry message defined in TS36.331 if the requested rat-Type is eutra.
· The UE includes UE-EUTRA-Capability as specified in the section 5.6.3.3 of TS 36.331 according to the received capabilityRequestFilter.

	
	

	Consequences if not approved:
	EUTRA UE capability filtering is not possible when it is requested in NR.
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UE capability enquirty procedure in NR standalone operation.
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2. If the UE is implemented according to the CR and the network is not; There is no inter-operability problem since the network will not include the new UE capability filter for EUTRA UE capability.
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5.6.1.3
Reception of the UECapabilityEnquiry by the UE

The UE shall set the contents of UECapabilityInformation message as follows:

1>
if the ue-CapabilityRAT-RequestList contains a UE-CapabilityRAT-Request with rat-Type set to nr:

2>
include in the ue-CapabilityRAT-ContainerList a UE-CapabilityRAT-Container of the type UE-NR-Capability and with the rat-Type set to nr;

2>
include the supportedBandCombinationList, featureSets and featureSetCombinations as specified in clause 5.6.1.4;

1>
if the ue-CapabilityRAT-RequestList contains a UE-CapabilityRAT-Request with rat-Type set to eutra-nr:

2> if the UE supports EN-DC:

3>
include in the ue-CapabilityRAT-ContainerList a UE-CapabilityRAT-Container of the type UE-MRDC-Capability and with the rat-Type set to eutra-nr;

3>
include the supportedBandCombinationList and featureSetCombinations as specified in clause 5.6.1.4;

1>
if the ue-CapabilityRAT-RequestList contains a UE-CapabilityRAT-Request with rat-Type set to eutra:

2>
if the UE supports E-UTRA:

3>
include in the ue-CapabilityRAT-ContainerList a ue-CapabilityRAT-Container of the type UE-EUTRA-Capability and with the rat-Type set to eutra as specified in TS 36.331 [10], clause 5.6.3.3, according to the capabilityRequestFilter, if received;
1>
submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends.

6.3.3
UE capability information elements
[…]
–
UE-CapabilityRAT-RequestList
The IE UE-CapabilityRAT-RequestList is used to request UE capabilities for one or more RATs from the UE.

UE-CapabilityRAT-RequestList information element

-- ASN1START

-- TAG-UE-CAPABILITYRAT-REQUESTLIST-START

UE-CapabilityRAT-RequestList ::=        SEQUENCE (SIZE (1..maxRAT-CapabilityContainers)) OF UE-CapabilityRAT-Request

UE-CapabilityRAT-Request ::=            SEQUENCE {

    rat-Type                                RAT-Type,

    capabilityRequestFilter                 OCTET STRING                    OPTIONAL,   -- Need N

    ...

}

-- TAG-UE-CAPABILITYRAT-REQUESTLIST-STOP

-- ASN1STOP

	UE-CapabilityRAT-Request field descriptions

	capabilityRequestFilter
Information by which the network requests the UE to filter the UE capabilities.

For ratType set to nr: the encoding of the capabilityRequestFilter is defined in UE-CapabilityRequestFilterNR. 
For rat-Type set to eutra: the encoding of the capabilityRequestFilter is defined by UECapabilityEnquiry message defined in TS36.331 [10], in which RAT-Type in UE-CapabilityRequest includes only ‘eutra’.

	rat-Type
The RAT type for which the NW requests UE capabilities.
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