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9.2.1.22
Handover Restriction List
This IE defines roaming or access restrictions for subsequent mobility action for which the eNB provides information about the target of the mobility action towards the UE, e.g., handover and CCO, or for SCG selection during dual connectivity operation. If the eNB receives the Handover Restriction List IE, it shall overwrite previously received restriction information.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality 

	Serving PLMN
	M
	
	9.2.3.8
	
	
	

	Equivalent PLMNs
	
	0..<maxnoofEPLMNs>
	
	Allowed PLMNs in addition to Serving PLMN.

This list corresponds to the list of “equivalent PLMNs” as defined in TS 24.301 [24].

This list is part of the roaming restriction information. Roaming restrictions apply to PLMNs other than the Serving PLMN and Equivalent PLMNs.
	
	

	>PLMN Identity
	M
	
	9.2.3.8
	
	
	

	Forbidden TAs
	
	0..<maxnoofEPLMNsPlusOne>
	
	Intra LTE roaming restrictions.
	
	

	>PLMN Identity
	M
	
	9.2.3.8
	The PLMN of forbidden TACs.
	
	

	>Forbidden TACs
	
	1..<maxnoofForbTACs>
	
	
	
	

	>>TAC
	M
	
	9.2.3.7
	The TAC of the forbidden TAI.
	
	

	Forbidden LAs
	
	0..<maxnoofEPLMNsPlusOne>
	
	Inter-3GPP RAT roaming restrictions.
	
	

	>PLMN Identity
	M
	
	9.2.3.8
	
	
	

	>Forbidden LACs
	
	1..<maxnoofForbLACs>
	
	
	
	

	>>LAC
	M
	
	OCTET STRING (SIZE(2))
	
	
	

	Forbidden inter RATs
	O
	
	ENUMERATED(ALL, GERAN, UTRAN, CDMA2000, …,

GERAN and UTRAN, CDMA2000 and UTRAN)
	Inter-3GPP and 3GPP2 RAT access restrictions. “ALL” means that all RATs mentioned in the enumeration of this IE are restricted.
	
	

	NR Restriction in EPS as Secondary RAT
	O
	
	ENUMERATED(NRrestrictedinEPSasSecondaryRAT, …)
	Restriction to use NR when the NR is used as secondary RAT in EN-DC.
	YES
	ignore

	Unlicensed Spectrum Restriction
	O
	
	ENUMERATED(UnlicensedRestricted, …)
	Restriction to use unlicensed spectrum in the form of LAA or LWA/LWIP as described in TS 23.401 [11].
	YES
	ignore

	Core Network Type Restrictions
	
	0..<maxnoofEPLMNsPlusOne>
	
	Core network type restriction information as specified in TS 23.501 [46].
	
	

	>PLMN Identity
	
	
	9.2.3.8
	The PLMN of forbidden core network.
	
	

	>Core Network Type
	
	
	ENUMERATED(5GCForbiddden, …)
	The indication indicates whether UE is allowed to connect to 5GC for this PLMN.
	
	

	NR Restriction in 5GS
	O
	
	ENUMERATED(NRrestrictedin5GS, …)
	Restriction to use NR when the NR connects to 5GS.
	YES
	ignore

	Last NG-RAN PLMN Identity
	O
	
	9.2.3.8
	Indicates the NG-RAN PLMN ID from where the UE formerly handed over to EPS and which is preferred in case of subsequent mobility to 5GS.
	YES
	ignore


	Range bound
	Explanation

	maxnoofEPLMNs
	Maximum no. of equivalent PLMN Ids. Value is 15.

	maxnoofEPLMNsPlusOne
	Maximum no. of equivalent PLMN Ids plus one. Value is 16.

	maxnoofForbTACs
	Maximum no. of forbidden Tracking Area Codes. Value is 4096.

	maxnoofForbLACs
	Maximum no. of forbidden Location Area Codes. Value is 4096.


Next change
9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

S1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-E-RABInformationListItem,


id-E-RABItem,


id-Bearers-SubjectToStatusTransfer-Item,

id-Time-Synchronisation-Info,

id-x2TNLConfigurationInfo,


id-eNBX2ExtendedTransportLayerAddresses,


id-MDTConfiguration,


id-Time-UE-StayedInCell-EnhancedGranularity,


id-HO-Cause,


id-M3Configuration,


id-M4Configuration,


id-M5Configuration,


id-MDT-Location-Info,


id-SignallingBasedMDTPLMNList,

id-MobilityInformation,


id-ULCOUNTValueExtended,


id-DLCOUNTValueExtended,


id-ReceiveStatusOfULPDCPSDUsExtended,


id-eNBIndirectX2TransportLayerAddresses,


id-Muting-Availability-Indication,


id-Muting-Pattern-Information,


id-NRrestrictioninEPSasSecondaryRAT,


id-NRrestrictionin5GS,


id-Synchronisation-Information,


id-uE-HistoryInformationFromTheUE,


id-LoggedMBSFNMDT,


id-SON-Information-Report,


id-RecommendedCellItem,


id-RecommendedENBItem,


id-ProSeUEtoNetworkRelaying,


id-ULCOUNTValuePDCP-SNlength18,


id-DLCOUNTValuePDCP-SNlength18,


id-ReceiveStatusOfULPDCPSDUsPDCP-SNlength18,


id-M6Configuration,


id-M7Configuration,


id-RAT-Type,


id-extended-e-RAB-MaximumBitrateDL,


id-extended-e-RAB-MaximumBitrateUL,


id-extended-e-RAB-GuaranteedBitrateDL,


id-extended-e-RAB-GuaranteedBitrateUL,


id-extended-uEaggregateMaximumBitRateDL,


id-extended-uEaggregateMaximumBitRateUL,


id-SecondaryRATDataUsageReportItem,


id-E-RABUsageReportItem,

id-UEAppLayerMeasConfig,


id-serviceType,


id-UnlicensedSpectrumRestriction, 

id-CNTypeRestrictions,
id-DownlinkPacketLossRate,


id-UplinkPacketLossRate,


id-BluetoothMeasurementConfiguration,


id-WLANMeasurementConfiguration,

id-LastNG-RANPLMNIdentity,


maxnoofCSGs,

maxnoofE-RABs,


maxnoofErrors,


maxnoofBPLMNs,


maxnoofPLMNsPerMME,


maxnoofTACs,

maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofCellsinUEHistoryInfo,


maxnoofCellID,


maxnoofDCNs,


maxnoofEmergencyAreaID,


maxnoofTAIforWarning,


maxnoofCellinTAI,


maxnoofCellinEAI,


maxnoofeNBX2TLAs,


maxnoofeNBX2ExtTLAs,


maxnoofeNBX2GTPTLAs,


maxnoofRATs,


maxnoofGroupIDs,


maxnoofMMECs,


maxnoofTAforMDT,


maxnoofCellIDforMDT,


maxnoofMDTPLMNs,


maxnoofCellsforRestart,


maxnoofRestartTAIs,


maxnoofRestartEmergencyAreaIDs,


maxnoofMBSFNAreaMDT,


maxEARFCN,


maxnoofCellsineNB,


maxnoofRecommendedCells,


maxnoofRecommendedENBs,


maxnooftimeperiods,


maxnoofCellIDforQMC,


maxnoofTAforQMC,


maxnoofPLMNforQMC,


maxnoofBluetoothName,


maxnoofWLANName

FROM S1AP-Constants
Asn1 not modified
HandoverRestrictionList ::= SEQUENCE {


servingPLMN




PLMNidentity,


equivalentPLMNs



EPLMNs




OPTIONAL,


forbiddenTAs



ForbiddenTAs


OPTIONAL,


forbiddenLAs



ForbiddenLAs


OPTIONAL,


forbiddenInterRATs


ForbiddenInterRATs

OPTIONAL, 


iE-Extensions



ProtocolExtensionContainer { {HandoverRestrictionList-ExtIEs} }
OPTIONAL,


...

}

HandoverRestrictionList-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {


{ ID id-NRrestrictioninEPSasSecondaryRAT

CRITICALITY ignore
EXTENSION NRrestrictioninEPSasSecondaryRAT

PRESENCE optional}|


{ ID id-UnlicensedSpectrumRestriction

CRITICALITY ignore
EXTENSION UnlicensedSpectrumRestriction
PRESENCE optional}|

{ ID id-CNTypeRestrictions

CRITICALITY ignore
EXTENSION CNTypeRestrictions
PRESENCE optional}|


{ ID id-NRrestrictionin5GS

CRITICALITY ignore
EXTENSION NRrestrictionin5GS 
PRESENCE optional}[


{ ID id-LastNG-RANPLMNIdentity

CRITICALITY ignore
EXTENSION PLMNidentity


PRESENCE optional},


...

}

Asn1 not modified
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

S1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

Asn1 not modified
id-serviceType









ProtocolIE-ID ::= 276

id-AerialUEsubscriptionInformation




ProtocolIE-ID ::= 277

id-Subscription-Based-UE-DifferentiationInfo

ProtocolIE-ID ::= 278
id-EndIndication








ProtocolIE-ID ::= 280

id-EDT-Session









ProtocolIE-ID ::= 281
id-CNTypeRestrictions







ProtocolIE-ID ::= 282

id-PendingDataIndication






ProtocolIE-ID ::= 283

id-BluetoothMeasurementConfiguration



ProtocolIE-ID ::= 284

id-WLANMeasurementConfiguration





ProtocolIE-ID ::= 285

id-WarningAreaCoordinates






ProtocolIE-ID ::= 286

id-NRrestrictionin5GS







ProtocolIE-ID ::= 287
id-LastNG-RANPLMNIdentity






ProtocolIE-ID ::= 290
END

