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<<< START OF CHANGES >>>
5.5B.4
Inter-band EN-DC within FR1

Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.521-1 [10] and for NR operating bands and CA configurations in TS 38.521-1 [8] and present document.
5.5B.4.1
Inter-band EN-DC configurations within FR1 (two bands)

<<< Unchanged Sections Skipped >>>
5.5B.5
Inter-band EN-DC including FR2

Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.521-1 [10] and for NR operating bands and CA configurations in TS 38.521-1 [8], TS 38.521-2 [9] and present document. 

5.5B.5.1
Inter-band EN-DC configurations including FR2 (two bands)
<<< Unchanged Sections Skipped >>>
5.5B.6
Inter-band EN-DC including FR1 and FR2

Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.521-1 [10] and for NR operating bands and CA configurations in TS 38.521-1 [8], TS 38.521-2 [9] and present document.

5.5B.6.1
Inter-band EN-DC configurations including FR1 and FR2 (two bands)

<<< Unchanged Sections Skipped >>>
5.5B.7
Inter-band NR-DC between FR1 and FR2

Supported channel bandwidths for E-UTRA operating bands and CA configurations are defined in TS 36.521-1 [10] and for NR operating bands and CA configurations in TS 38.521-1 [8], TS 38.521-2 [9] and present document.
5.5B.7.1
Inter-band NR-DC configurations between FR1 and FR2 (two bands)
<< End of changes >>
