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7.1.7.2	Transport block size determination
<Unchanged parts are omitted>
-	for DCI format 1/1B/1D/2/2A/2B/2C/2D with CRC scrambled by C-RNTI;
-	for [image: ], the UE shall first determine the TBS index ([image: ]) using[image: ]and Table 7.1.7.1-1B except if the transport block is disabled in DCI formats 2, 2A, 2B, 2C and 2D as specified below. When [image: ], if the UE is scheduled by DCI formats 2C/2D and is configured with a33 in tbsIndexAlt, [image: ] is 33A, or if the UE is scheduled by DCI formats 1/1B/2/2A and is configured with b33 in tbsIndexAlt2, [image: ] is 33B; otherwise [image: ] is 33. When [image: ], if the UE is scheduled by DCI formats 2C/2D and is configured with a37 in tbsIndexAlt3, [image: ] is 37A, otherwise [image: ] is 37. For a transport block that is not mapped to more than single-layer spatial multiplexing, the TBS is determined by the procedure in Subclause 7.1.7.2.1. For a transport block that is mapped to two-layer spatial multiplexing, the TBS is determined by the procedure in Subclause 7.1.7.2.2. For a transport block that is mapped to three-layer spatial multiplexing, the TBS is determined by the procedure in Subclause 7.1.7.2.4. For a transport block that is mapped to four-layer spatial multiplexing, the TBS is determined by the procedure in Subclause 7.1.7.2.5.
-	for [image: ], the TBS is assumed to be as determined from DCI transported in the latest PDCCH/EPDCCH for the same transport block using [image: ]. If there is no PDCCH/EPDCCH for the same transport block using [image: ], and if the initial PDSCH for the same transport block is semi-persistently scheduled, the TBS shall be determined from the most recent semi-persistent scheduling assignment PDCCH/EPDCCH.
<Unchanged parts are omitted>
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for 0= Jyps <26, the UE shall first determine the TBS index (/) using/,,.; and Table 7.1.7.1-1B except if the
transport block is disabled in DCT formats 2, 24, 2B, 2C and 2D as specified below. When Ly =22, if the UE
is scheduled by DCI formats 2C/2D and is configured with 233 in thslnderdll, 1, is 33A, or if the UE is
scheduled by DCI formats 1/1B/212A and is configured with b33 in tbslndexAlt?, I,,, is 33B; otherwise I, is
33. When Jyps =26, if the UE is ccheduled b DL formats 262D and ie configured with 237 in thsindexdld,
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