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	Reason for change:
	In RAN2#105 meeting, it was agreed that the UE shall not delete the CGI reporting configurations autonomously and the network has to release it explicitly in rel-15.
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-	Ericsson think current the network has to remove this explicitly and the network also wouldn't know if the UE implements this.
=>	Not agreed

However, in RAN2#105bis meeting, it was identified that the current informative text related to the timer T321 in section 7.1.1. informs the UE to releease the measID associated to the CGI reporting autonomously upon the expriry of the timer T321.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the information needed to set all fields of cgi-info, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI and upon detecting that a cell is not broadcasting SIB1.
	Initiate the measurement reporting procedure, stop performing the related measurements and remove the corresponding measId.
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-	Huawei agrees that MN needs to know when CGI reporting can be configured to the UE but this approach doesn’t solve the problem. The SN might not release the UE configuration when the timer expires, so it is better for the SN to explicitly inform the MN once it is released.
-	Nokia think the time is one solution but we don't need to specify how the network does this. Think it would be ok if the UE still has a left over report config after it has finished and report to the UE.
-	LG think the UE can trigger re-establishment if it is configured with a second reportCGI  configuration.
-	ZTE think the autonomous removal of the meas config after the timer expiry could resolve this.
-	OPPO point put that even in 38.331 we do have specified the autonomous clean-up of this measurements config after the expiry of T321. Intel think this is only captured in the informative timer table and was a copy paste error from LTE.
=>	CR to be submitted to next meeting to align T321 description in the informative annex for the timers to the normative requirements (Ericsson)
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7.1	Timers
[bookmark: _Toc5285519]7.1.1	Timers (Informative)
	Timer
	Start
	Stop
	At expiry

	T300
	Upon transmission of RRCSetupRequest.
	Upon reception of RRCSetup or RRCReject message, cell re-selection and upon abortion of connection establishment by upper layers.
	Perform the actions as specified in 5.3.3.7. 

	T301
	Upon transmission of RRCReestabilshmentRequest
	Upon reception of RRCReestablishment or RRCSetupmessage as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Upon reception of RRCReject while performing RRC connection establishment or resume, upon reception of RRCRelease with waitTime.
	Upon entering RRC_CONNECTED or RRC_IDLE, upon cell re-selection and upon reception of RRCReject message.
	Inform upper layers about barring alleviation as specified in 5.3.14.4

	T304
	Upon reception of RRCReconfiguration message including reconfigurationWithSync
	Upon successful completion of random access on the corresponding SpCell
For T304 of SCG, upon SCG release
	For T304 of MCG, in case of the handover from NR or intra-NR handover, initiate the RRC re-establishment procedure; In case of handover to NR, perform the actions defined in the specifications applicable for the source RAT.

For T304 of SCG, inform network about the reconfiguration with sync failure by initiating the SCG failure information procedure as specified in 5.7.3.

	T310

	Upon detecting physical layer problems for the SpCell i.e. upon receiving N310 consecutive out-of-sync indications from lower layers.
	Upon receiving N311 consecutive in-sync indications from lower layers for the SpCell, upon receiving RRCReconfiguration with reconfigurationWithSync for that cell group, and upon initiating the connection re-establishment procedure.
Upon SCG release, if the T310 is kept in SCG.

	If the T310 is kept in MCG: If AS security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure.
If the T310 is kept in SCG, Inform E-UTRAN/NR about the SCG radio link failure by initiating the SCG failure information procedure as specified in 5.7.3.

	T311

	Upon initiating the RRC connection re-establishment procedure
	Upon selection of a suitable NR cell or a cell using another RAT.
	Enter RRC_IDLE

	T319
	Upon transmission of RRCResumeRequest or RRCResumeRequest1.
	Upon reception of RRCResume, RRCSetup, RRCRelease, RRCRelease with suspendConfig or RRCReject message, cell re-selection and upon abortion of connection establishment by upper layers.
	Perform the actions as specified in 5.3.13.5.

	T320
	Upon reception of t320 or upon cell (re)selection to NR from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	Upon entering RRC_CONNECTED, upon reception of RRCRelease, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT).
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the information needed to set all fields of cgi-info, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI and upon detecting that a cell is not broadcasting SIB1.
	Initiate the measurement reporting procedure, stop performing the related measurements and remove the corresponding measId.

	T325
	Upon reception of RRCRelease message with deprioritisationTimer.
	
	Stop deprioritisation of all frequencies or NR signalled by RRCRelease.

	T342
	Upon transmitting UEAssistanceInformation message with DelayBudgetReport.
	Upon initiating the connection re-establishment/resume procedures, and upon receiving delayBudgetReportingConfig set to release.
	No action.

	T345
	Upon transmitting UEAssistanceInformation message with overheatingAssistance
	Upon initiating the connection re-establishment procedure and upon initiating the connection resumption procedure
	No action.

	T380
	Upon reception of t380 in RRCRelease.
	Upon reception of RRCResume, RRCSetup or RRCRelease.

	Perform the actions as specified in 5.3.13.

	T390
	When access attempt is barred at access barring check for an Access Category. The UE shall maintain one instance of this timer per Access Category.
	Upon cell (re)selection, upon entering RRC_CONNECTED, upon reception of RRCReconfiguration including reconfigurationWithSync, upon change of PCell while in RRC_CONNECTED, upon reception of MobilityFromNRCommand, or upon reception of RRCRelease.
	Perform the actions as specified in 5.3.14.4.
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