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//////////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////
9.3.1.38
PDCP Configuration 

This IE carries the PDCP configuration.

	IE/Group Name


	Presence
	Range
	IE type and reference
	Semantics description

	PDCP SN UL Size
	M
	
	PDCP SN Size

9.3.1.61
	Indicates the PDCP SN UL size in bits. For more information see PDCP-Config IE in TS 38.331 [10].
Shall be ignored if received through DRB To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message.

	PDCP SN DL Size
	M
	
	PDCP SN Size

9.3.1.61
	Indicates the PDCP SN DL size in bits. For more information see PDCP-Config IE in TS 38.331 [10].
Shall be ignored if received through DRB To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message.

	RLC mode
	M
	
	ENUMERATED (RLC-TM, RLC-AM, RLC-UM-Bidirectional, RLC-UM-Unidirectional-UL, RLC-UM-Unidirectional-DL, …)
	Indicates the RLC mode for the DRB. For more information see PDCP-Config IE in TS 38.331 [10]. 
Shall be ignored if received through DRB To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message.

	ROHC Parameters
	O
	
	9.3.1.40
	

	T-Reordering Timer
	O
	
	9.3.1.41
	

	Discard Timer
	O
	
	9.3.1.42
	

	UL Data Split Threshold
	O
	
	9.3.1.43
	

	PDCP Duplication 
	O
	
	ENUMERATED (True, …)
	Indicates whether PDCP duplication is to be configured for the DRB.

	PDCP Re-establishment
	O
	
	ENUMERATED (true,…)
	Indicates PDCP entity re-establishment to be triggered as defined in TS 38.323 [17]

	PDCP Data Recovery
	O
	
	ENUMERATED (true,…)
	Indicates PDCP data recovery to be triggered as defined in TS 38.323 [17]

	Duplication Activation
	O
	
	ENUMERATED (

Active, Inactive, …) 
	Information on the initial state of  DL PDCP duplication

	Out Of Order Delivery
	O
	
	ENUMERATED (true,…)
	Indicates whether or not outOfOrderDelivery specified in TS 38.323 [17] is configured. Out of order delivery is configured only when the radio bearer is established.


