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	Reason for change:
	RAN3 have agreed to use UE CONTEXT MODIFICATION REQUEST message for N2 AMF Mobility Notification. However, neither TS 38.413 nor TS 29.413 mention such usage of that message. Moreover, according to the current version of the specification, an NG-RAN node does not expect such message from an AMF it does not have a UE-associated logical NG connection. 

Furthermore, in TS 38.413 defines that RAN UE NGAP ID is only used used with the NG-RAN node which is an gNB or ng-eNB node.  



	
	

	Summary of change:
	
a) Add procedural description clarifying N3IWF behaviour when it receives a UE CONTEXT MODIFICATION REQUEST indicating N2 AMF Mobility
b) Add descriptions that the RAN UE NGAP ID IE in the applicable NGAP messages identifies the UE association over the NG interface within the N3IWF node.
 

Impact assessment towards the previous version of the specification (same release):
This CR has an isolated impact towards the previous version of the specification (same release).
This CR only has an impact on N3IWF.


	
	

	Consequences if not approved:
	UE registration procedure with N3IWF is not supported 
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	This CR's revision history:
	Rev1 changes:
· “shall identify the old AMF” -> “shall identify the old AMF and the UE”





[bookmark: _Toc534729944][bookmark: _Hlk7523678]5.3	Exceptions for NGAP message contents and information element coding when used for non-3GPP access 
For the NGAP messages transferred between the N3IWF and the AMF, the following exceptions to the specification in TS 38.413 [2] shall be applied:
PDU SESSION RESOURCE SETUP REQUEST message:
-	the following IEs shall be ignored, when received:
-	RAN Paging Priority IE
PDU SESSION RESOURCE RELEASE COMMAND message:
-	the following IEs shall be ignored, when received:
-	RAN Paging Priority IE
PDU SESSION RESOURCE MODIFY REQUEST message:
-	the following IEs shall be ignored, when received:
-	RAN Paging Priority IE
INITIAL CONTEXT SETUP REQUEST	message:
-	the following IEs shall be ignored, when received:
[bookmark: _Hlk509393909]-	Core Network Assistance Information IE
-	Trace Activation IE
-	MobilityRestriction List IE
-	UE Radio Capability IE
-	Index to RAT/Frequency Selection Priority IE 
-	Emergency Fallback Indicator IE
-	RRC Inactive Transition Report Request IE
-	UE Radio Capability for Paging IE
UE CONTEXT RELEASE COMPLETE message:
-	the following IEs shall be ignored, when received:
-	Information on Recommended Cells and RAN Nodes for Paging IE
UE CONTEXT MODIFICATION REQUEST message:
-	the following IEs shall be ignored, when received:
-	RAN Paging Priority IE
-	Index to RAT/Frequency Selection Priority IE 
-	Core Network Assistance Information IE
-	Emergency Fallback Indicator IE
-	RRC Inactive Transition Report Request IE
-	if this is the first message received from a new AMF, the N3IWF shall identify the old AMF and the UE using the received RAN UE NGAP ID, release the UE-associated logical NG-connection to the old AMF and create a new UE-associated logical NG-connection to the new AMF
UE CONTEXT MODIFICATION RESPONSE message:
-	the following IEs shall be ignored, when received:
-	RRC State IE
INITIAL UE MESSAGE message:
-	RRC Establishment Cause IE: the information given within this IE is to indicate the establishment cause as specified in TS 23.502 [4]. 
DOWNLINK NAS TRANSPORT message:
-	the following IEs shall be ignored, when received:
-	RAN Paging Priority IE
-	MobilityRestriction List IE
-	Index to RAT/Frequency Selection Priority IE 
NG SETUP REQUEST message:
-	the following IEs shall be ignored, when received:
-	Default Paging DRX IE
RAN CONFIGURATION UPDATE message:
-	the following IEs shall be ignored, when received:
-	Default Paging DRX IE
The Global RAN Node ID IE in the applicable NGAP messages includes the Global N3IWF ID as specified in TS 38.413 [2]. 
The User Location Information IE in the applicable NGAP messages includes the IP address and port number as specified in TS 38.413 [2]. 
The RAN UE NGAP ID IE in the applicable NGAP messages identifies the UE association over the NG interface within the N3IWF node as specified in TS 38.413 [2]. 


