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7.3A.9
Reference sensitivity level for 4DL CA
Editor’s note: Following aspects missing or not yet determined:
-
Reference sensitivity QPSK PREFSENS has defined and made for some CA bands, some of are incomplete.

7.3A.9.1
Test purpose

Same as in clause 7.3A.1.1.

7.3A.9.2
Test applicability

This test case applies to all types of E-UTRA UE and forward that support 4DL with CA configurations in Table 7.1-2b.
7.3A.9.3
Minimum conformance requirements

The minimum conformance requirements are defined in clause 7.3A.0.

7.3A.9.4
Test description

<Text skipped>

7.3A.9.5
Test requirement

For intra-band contiguous carrier aggregation the throughput of each component carrier shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2, A.2.3 and A.3.2 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3A.9.5-1. The reference sensitivity is defined to be met with all downlink component carriers active and one of the uplink carriers active.

Table 7.3A.9.5-1: Reference sensitivity QPSK PREFSENS for Intra-band contiguous

	Channel bandwidth

	EUTRA CA Configuration
	EUTRA band
	1.4 MHz

(dBm)
	3 MHz

(dBm)
	5 MHz

(dBm)
	10 MHz

(dBm)
	15 MHz

(dBm)
	20 MHz

(dBm)
	Duplex mode

	CA_40E
	40
	-
	-
	-99.3
	-96.3
	-94.5
	-93.3
	TDD

	
	
	-
	-
	-1024
	-994
	-97.24
	-964
	

	CA_42E
	40
	-
	-
	-98.0
	-95.0
	-93.2
	-92.0
	TDD

	
	
	-
	-
	-100.24
	-97.24
	-95.44
	-94.24
	

	NOTE 1:
The transmitter shall be set to PUMAX as defined in subclause 6.2.5A.

NOTE 2:
Reference measurement channel is A.3.2 with one sided dynamic OCNG Pattern OP.1 FDD/TDD as described in Annex A.5.1.1/A.5.2.1.

NOTE 3:
The signal power is specified per port.

NOTE 4:
Applicable only if operation with 4 antenna ports is supported in the band with carrier aggregation configured.


