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<<< START OF CHANGES >>>
6.2A.4.0.2
ΔTIB,c for CA
6.2A.4.0.2.1

Void
6.2A.4.0.2.2

Void
6.2A.4.0.2.3

ΔTIB,c for Inter-band CA
For the UE which supports inter-band NR CA configuration, ΔTIB,c in tables below applies. Unless otherwise stated, ΔTIB,c is set to zero.

Table 6.2A.4.0.2.3-1: ΔTIB,c due to NR CA (two bands)

	Inter-band CA combination
	NR Band
	ΔTIB,c (dB)

	CA_n3-n77
	n3
	0.6

	
	n77
	0.8

	CA_n3-n78
	n3
	0.6

	
	n78
	0.8

	CA_n3-n79
	n3
	0.3

	
	n79
	0.8

	CA n8-n75
	n8
	0.3

	CA n8-n78
	n8
	0.6

	
	n78
	0.8

	CA_n8-n79
	n8
	0.3

	
	n79
	0.8

	CA n28-n75
	n28
	0.3

	CA_n28-n78
	n28
	0.5

	
	n78
	0.8

	CA_n41-n781
	n41
	0.3

	
	n78
	0.8

	CA_n75-n78
	n78
	0.8

	CA_n76-n78
	n78
	0.8

	CA n77-n79
	n77
	0.5

	
	n79
	0.5

	CA_n78-n79
	n78
	0.5

	
	n79
	0.5

	NOTE:
The requirements only apply when the sub-frame and Tx-Rx timings are synchronized between the component carriers. In the absence of synchronization, the requirements are not within scope of these specifications.
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