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[bookmark: _Toc4689704]<Several sections unchanged>
[bookmark: _Toc4504201]6.2A.1	
[bookmark: _Toc4504202]6.2A.1.1	UE maximum output power for inter-band NR CA between FR 1 and FR 2 without EN-DC
FFS
6.2A.1.1.1	Test purpose
Same test purpose as in clause 6.2.1 in TS 38.521-1 [8] for NR FR1 carrier(s) and clause 6.2.1 in TS 38.521-2 [9] for NR FR2 carrier(s).
6.2A.1.1.2	Test applicability
The requirements in this test are not testable due to issues with combined testing of NR FR1 conducted mode with NR FR2 in radiated mode. Therefore, the conducted and radiated requirements are tested separately.
No test case details are specified. The SA requirements for maximum output power apply and are tested in TS 38.521-1 [8[ clauses 6.2 and 6.2A and TS 38.521-2 [9] clauses 6.2 and 6.2A
<Several sections unchanged>
[bookmark: _Toc4504208]6.2A.4.1	UE Configured output power level for inter-band NR CA between FR 1 and FR 2 without EN-DC
6.2A.4.1.1	Test purpose
Same test purpose as in clause 6.2.4 in TS 38.521-1 [8] for NR FR1 carrier(s) and clause 6.2.4 in TS 38.521-2 [9] for NR FR2 carrier(s).
6.2A.4.1.2	Test applicability
The requirements in this test are not testable due to issues with combined testing of NR FR1 conducted mode with NR FR2 in radiated mode. Therefore, the conducted and radiated requirements are tested separately.
No test case details are specified. The SA requirements for configured output power level apply and are tested in TS 38.521-1 [8[ clauses 6.2 and 6.2A and TS 38.521-2 [9] clauses 6.2 and 6.2A

<Several sections unchanged>
[bookmark: _Toc4504338]6.4	Transmit signal quality
6.4A	Transmit Signal Quality for inter-band NR CA between FR and FR2 without EN-DC
6.4A.1	Frequency error for  inter-band NR CA between FR 1 and FR 2 without EN-DC
6.4A.1.1	Test purpose
Same test purpose as in clause 6.4.1 in TS 38.521-1 [8] for NR FR1 carrier(s) and clause 6.4.1 in TS 38.521-2 [9] for NR FR2 carrier(s).
6.4A.1.2	Test applicability
The requirements in this test are not testable due to issues with combined testing of NR FR1 conducted mode with NR FR2 in radiated mode. Therefore, the conducted and radiated requirements are tested separately.
No test case details are specified. The SA requirements for frequency error apply and are tested in TS 38.521-1 [8[ clauses 6.4 and 6.4A and TS 38.521-2 [9] clauses 6.4 and 6.4A
6.4A.2	Transmit Modulation Quality for inter-band NR CA without EN-DC
6.4A.2.1	Error Vector Magnitude for  inter-band NR CA between FR 1 and FR 2  without EN-DC
6.4A.2.1.1	Test purpose
Same test purpose as in clause 6.4.2.1 in TS 38.521-1 [8] for NR FR1 carrier(s) and clause 6.4.2.1 in TS 38.521-2 [9] for NR FR2 carrier(s).
6.4A.2.1.2	Test applicability
The requirements in this test are not testable due to issues with combined testing of NR FR1 conducted mode with NR FR2 in radiated mode. Therefore, the conducted and radiated requirements are tested separately.
No test case details are specified. The SA requirements for error vector magnitude apply and are tested in TS 38.521-1 [8[ clauses 6.4 and 6.4A and TS 38.521-2 [9] clauses 6.4 and 6.4A
6.4A.2.2	Carrier Leakage  for  inter-band NR CA between FR 1 and FR 2  without EN-DC
6.4A.2.2.1	Test purpose
Same test purpose as in clause 6.4.2.2 in TS 38.521-1 [8] for NR FR1 carrier(s) and clause 6.4.2.2 in TS 38.521-2 [9] for NR FR2 carrier(s).
6.4A.2.2.2	Test applicability
The requirements in this test are not testable due to issues with combined testing of NR FR1 conducted mode with NR FR2 in radiated mode. Therefore, the conducted and radiated requirements are tested separately.
No test case details are specified. The SA requirements for carrier leakage apply and are tested in TS 38.521-1 [8[ clauses 6.4 and 6.4A and TS 38.521-2 [9] clauses 6.4 and 6.4A
6.4A.2.3	In-band Emissions  for  inter-band NR CA between FR 1 and FR 2  without EN-DC
6.4A.2.3.1	Test purpose
Same test purpose as in clause 6.4.2.3 in TS 38.521-1 [8] for NR FR1 carrier(s) and clause 6.4.2.3 in TS 38.521-2 [9] for NR FR2 carrier(s).
6.4A.2.3.1	Test applicability
The requirements in this test are not testable due to issues with combined testing of NR FR1 conducted mode with NR FR2 in radiated mode. Therefore, the conducted and radiated requirements are tested separately.
No test case details are specified. The SA requirements for in-band emissions apply and are tested in TS 38.521-1 [8[ clauses 6.4 and 6.4A and TS 38.521-2 [9] clauses 6.4 and 6.4A
6.4A.2.4	EVM Equalizer Spectral Flatness  for  inter-band NR CA between FR 1 and FR 2  without EN-DC
6.4A.2.4.1	Test purpose
Same test purpose as in clause 6.4.2.4 in TS 38.521-1 [8] for NR FR1 carrier(s) and clause 6.4.2.4 in TS 38.521-2 [9] for NR FR2 carrier(s).
6.4A.2.4.1	Test applicability
The requirements in this test are not testable due to issues with combined testing of NR FR1 conducted mode with NR FR2 in radiated mode. Therefore, the conducted and radiated requirements are tested separately.
No test case details are specified. The SA requirements for EVM equalizer spectral flatness apply and are tested in TS 38.521-1 [8[ clauses 6.4 and 6.4A and TS 38.521-2 [9] clauses 6.4 and 6.4A
<Several sections unchanged>
[bookmark: _Toc4504371]6.5A.1	Occupied bandwidth for CA without EN-DC
FFS
6.5A.1.1	Test purpose
Same test purpose as in clause 6.5.1 in TS 38.521-1 [8] for NR FR1 carrier(s) and clause 6.5.1 in TS 38.521-2 [9] for NR FR2 carrier(s).
6.4A.2.4.1	Test applicability
The requirements in this test are not testable due to issues with combined testing of NR FR1 conducted mode with NR FR2 in radiated mode. Therefore, the conducted and radiated requirements are tested separately.
No test case details are specified. The SA requirements for occupied bandwidth apply and are tested in TS 38.521-1 [8[ clause 6.5 and 6.5A and TS 38.521-2 [9] clauses 6.5 and 6.5A
<Several sections unchanged>
[bookmark: _Toc4504374]6.5A.3	Spurious emissions for CA without EN-DC
FFS
6.5A.3.1	Test purpose
Same test purpose as in clause 6.5.3 in TS 38.521-1 [8] for NR FR1 carrier(s) and clause 6.5.3 in TS 38.521-2 [9] for NR FR2 carrier(s).
6.5A.3.2	Test applicability
The requirements in this test are not testable due to issues with combined testing of NR FR1 conducted mode with NR FR2 in radiated mode. Therefore, the conducted and radiated requirements are tested separately.
No test case details are specified. The SA requirements for occupied bandwidth apply and are tested in TS 38.521-1 [8[ clauses 6.5 and 6.5A and TS 38.521-2 [9] clauses 6.5 and 6.5A

<End of changes>

