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<Start of 1st modified section>
4.6.1
Contents of RRC messages

<Skip to next change >

–
RRCConnectionReconfigurationComplete
Table 4.6.1-9: RRCConnectionReconfigurationComplete
	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCConnectionReconfigurationComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcConnectionReconfigurationComplete-r8 SEQUENCE {
	
	
	

	      nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	MCG_and_SCG, MCG_and_split, SCG-DRB(n,m)

	          nonCriticalExtension SEQUENCE {
	
	
	

	            nonCriticalExtension SEQUENCE {
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    scg-ConfigResponseNR-r15
	OCTET STRING including the RRCReconfigurationComplete message according TS 38.508-1 [67], table 4.6.1-14.
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	MCG_and_SCG
	EN-DC with MCG and SCG.

	MCG_and_split
	EN-DC with MCG and split.

	SCG-DRB(n,m)
	EN-DC establishment of additional n x AM DRB:s and m x UM DRB:s in SCG.


<Skip to next change >

–
UECapabilityInformation
Table 4.6.1-23: UECapabilityInformation

	Derivation Path: 36.331 clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier-UL
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE{
	
	
	

	      ueCapabilityInformation-r8 SEQUENCE {
	
	
	

	        ue-CapabilityRAT-ContainerList SEQUENCE (SIZE (1..maxRAT-Capabilities)) OF SEQUENCE {
	1 entry
	
	

	          rat-Type
	Set according to specific message content
	
	

	          ueCapabilityRAT-Container
	
	
	

	            ue-EUTRA-Capability SEQUENCE {
	
	
	

	              accessStratumRelease
	Same as indicated in TC applicability in TS 36.523-2 [19]
	
	

	              ue-Category
	Not checked
	
	

	              pdcp-Parameters SEQUENCE {
	
	
	

	                supportedROHC-Profiles SEQUENCE {
	
	
	

	                  profile0x0001
	Not checked
	
	

	                  profile0x0001
	true
	
	ROHC

	                  profile0x0002
	Not checked
	
	

	                  profile0x0002
	true
	
	ROHC

	                  profile0x0003
	Not checked
	
	

	                  profile0x0004
	Not checked
	
	

	                  profile0x0006
	Not checked
	
	

	                  profile0x0101
	Not checked
	
	

	                  profile0x0102
	Not checked
	
	

	                  profile0x0103
	Not checked
	
	

	                  profile0x0104
	Not checked
	
	

	                }
	
	
	

	                maxNumberROHC-ContextSessions
	Not checked
	
	

	              }
	
	
	

	              phyLayerParameters
	Not checked
	
	

	              rf-Parameters
	Not checked
	
	

	              measParameters
	Not checked
	
	

	              featureGroupIndicators
	
	
	

	                -- FGI 1
	Not checked
	
	

	                -- FGI 2
	Not checked
	
	

	                -- FGI 3
	Not checked
	
	

	                -- FGI 4
	Not checked
	
	

	                -- FGI 5
	Not checked
	
	

	                -- FGI 6
	Not checked
	
	

	                -- FGI 7
	Not checked
	
	

	                -- FGI 8
	Not checked
	
	

	                -- FGI 9
	Not checked
	
	

	                -- FGI 10
	Not checked
	
	

	                -- FGI 11
	Not checked
	
	

	                -- FGI 12
	Not checked
	
	

	                -- FGI 13
	Not checked
	
	

	                -- FGI 14
	Not checked
	
	

	                -- FGI 15
	Not checked
	
	

	                -- FGI 16
	Not checked
	
	

	                -- FGI 17
	Not checked
	
	

	                -- FGI 18
	Not checked
	
	

	                -- FGI 19
	Not checked
	
	

	                -- FGI 20
	Not checked
	
	

	                -- FGI 21
	Not checked
	
	

	                -- FGI 22
	Not checked
	
	

	                -- FGI 23
	Not checked
	
	

	                -- FGI 24
	Not checked
	
	

	                -- FGI 25
	Not checked
	
	

	                -- FGI 26
	Not checked
	
	

	                -- FGI 27
	Not checked
	
	

	                -- FGI 28
	Not checked
	
	

	                -- FGI 29
	Not checked
	
	

	                -- FGI 30
	Not checked
	
	

	                -- FGI 31
	Not checked
	
	

	                -- FGI 32
	‘0’B (Undefined)
	
	

	              interRAT-Parameters SEQUENCE {
	
	
	

	                utraFDD
	Not checked
	
	

	                utraTDD128
	Not checked
	
	

	                utraTDD384
	Not checked
	
	

	                utraTDD768
	Not checked
	
	

	                geran
	Not checked
	
	

	                cdma2000-HRPD
	Not checked
	
	

	                cdma2000-1xRTT
	Not checked
	
	

	                cdma2000-1xRTT
	Not checked
	
	

	              }
	
	
	

	              nonCriticalExtension SEQUENCE {
	
	
	

	                phyLayerParameters-v920
	Not checked
	
	

	                interRAT-ParametersGERAN-v920
	Not checked
	
	

	                interRAT-ParametersUTRA-v920
	Not checked
	
	

	                interRAT-ParametersCDMA2000-v920
	Not checked
	
	

	                deviceType-r9
	Not checked
	
	

	                csg-ProximityIndicationParameters-r9
	Not checked
	
	

	                neighCellSI-AcquisitionParameters-r9
	Not checked
	
	

	                son-Parameters-r9
	Not checked
	
	

	                nonCriticalExtension SEQUENCE {
	
	
	

	                  lateNonCriticalExtension SEQUENCE {
	
	
	

	                    featureGroupIndRel9Add-r9
	
	
	

	                      -- FGI 33
	Not checked
	
	

	                      -- FGI 34
	Not checked
	
	

	                      -- FGI 35
	Not checked
	
	

	                      -- FGI 36
	Not checked
	
	

	                      -- FGI 37
	Not checked
	
	

	                      -- FGI 38
	Not checked
	
	

	                      -- FGI 39
	Not checked
	
	

	                      -- FGI 40
	Not checked
	
	

	                      -- FGI 41
	Not checked
	
	

	                      -- FGI 42-64
	‘0’B (Undefined)
	
	

	                    fdd-Add-UE-EUTRA-Capabilities-r9 SEQUENCE {
	
	
	

	                      phyLayerParameters-r9
	Not checked
	
	

	                      featureGroupIndicators-r9
	
	BITSTRING 32
	

	                        -- FGI 1F
	Not checked
	
	

	                        -- FGI 2F
	Not checked
	
	

	                        -- FGI 3F
	Not checked
	
	FDD = TDD

	                        -- FGI 4F
	Not checked
	
	

	                        -- FGI 5F
	Not checked
	
	FDD = TDD

	                        -- FGI 6F
	Not checked
	
	FDD = TDD

	                        -- FGI 7F
	Not checked
	
	FDD = TDD

	                        -- FGI 8F
	Not checked
	
	

	                        -- FGI 9F
	Not checked
	
	

	                        -- FGI 10F
	Not checked
	
	

	                        -- FGI 11F
	Not checked
	
	

	                        -- FGI 12F
	Not checked
	
	

	                        -- FGI 13F
	Not checked
	
	FDD = TDD

	                        -- FGI 14F
	Not checked
	
	FDD = TDD

	                        -- FGI 15F
	Not checked
	
	

	                        -- FGI 16F
	Not checked
	
	FDD = TDD

	                        -- FGI 17F
	Not checked
	
	FDD = TDD

	                        -- FGI 18F
	Not checked
	
	FDD = TDD

	                        -- FGI 19F
	Not checked
	
	

	                        -- FGI 20F
	Not checked
	
	FDD = TDD

	                        -- FGI 21F
	Not checked
	
	FDD = TDD

	                        -- FGI 22F
	Not checked
	
	

	                        -- FGI 23F
	Not checked
	
	

	                        -- FGI 24F
	Not checked
	
	

	                        -- FGI 25F
	Not checked
	
	FDD = TDD

	                        -- FGI 26F
	Not checked
	
	

	                        -- FGI 27F
	Not checked
	
	

	                        -- FGI 28F
	Not checked
	
	

	                        -- FGI 29F
	Not checked
	
	

	                        -- FGI 30F
	Not checked
	
	FDD = TDD

	                        -- FGI 31F
	Not checked
	
	FDD = TDD

	                        -- FGI 32F
	‘0’B (Undefined) if present
	
	

	                      featureGroupIndRel9Add-r9
	
	BITSTRING 32
	

	                        -- FGI 33F
	Not checked
	
	

	                        -- FGI 34F
	Not checked
	
	

	                        -- FGI 35F
	Not checked
	
	

	                        -- FGI 36F
	Not checked
	
	

	                        -- FGI 37F
	Not checked
	
	

	                        -- FGI 38F
	Not checked
	
	

	                        -- FGI 39F
	Not checked
	
	

	                        -- FGI 40F
	Not checked
	
	

	                        -- FGI 41F
	Not checked
	
	

	                        -- FGI 42F-64F
	‘0’B (Undefined) if present
	
	

	                      interRAT-ParametersGERAN-r9
	Not checked
	
	

	                      interRAT-ParametersUTRA-r9
	Not checked
	
	

	                      interRAT-ParametersGERAN-r9
	Not checked
	
	

	                      interRAT-ParametersCDMA2000-r9
	Not checked
	
	

	                      neighCellSI-AcquisitionParameters-r9
	Not checked
	
	

	                    }
	
	
	

	                    tdd-Add-UE-EUTRA-Capabilities-r9 SEQUENCE {
	
	
	

	                      phyLayerParameters-r9
	Not checked
	
	

	                      featureGroupIndicators-r9
	
	BITSTRING 32
	

	                        -- FGI 1T
	Not checked
	
	

	                        -- FGI 2T
	Not checked
	
	

	                        -- FGI 3T
	Not checked
	
	FDD = TDD

	                        -- FGI 4T
	Not checked
	
	

	                        -- FGI 5T
	Not checked
	
	FDD = TDD

	                        -- FGI 6T
	Not checked
	
	FDD = TDD

	                        -- FGI 7T
	Not checked
	
	FDD = TDD

	                        -- FGI 8T
	Not checked
	
	

	                        -- FGI 9T
	Not checked
	
	

	                        -- FGI 10T
	Not checked
	
	

	                        -- FGI 11T
	Not checked
	
	

	                        -- FGI 12T
	Not checked
	
	

	                        -- FGI 13T
	Not checked
	
	FDD = TDD

	                        -- FGI 14T
	Not checked
	
	FDD = TDD

	                        -- FGI 15T
	Not checked
	
	

	                        -- FGI 16T
	Not checked
	
	FDD = TDD

	                        -- FGI 17T
	Not checked
	
	FDD = TDD

	                        -- FGI 18T
	Not checked
	
	FDD = TDD

	                        -- FGI 19T
	Not checked
	
	

	                        -- FGI 20T
	Not checked
	
	FDD = TDD

	                        -- FGI 21T
	Not checked
	
	FDD = TDD

	                        -- FGI 22T
	Not checked
	
	

	                        -- FGI 23T
	Not checked
	
	

	                        -- FGI 24T
	Not checked
	
	

	                        -- FGI 25T
	Not checked
	
	FDD = TDD

	                        -- FGI 26T
	Not checked
	
	

	                        -- FGI 27T
	Not checked
	
	

	                        -- FGI 28T
	Not checked
	
	

	                        -- FGI 29T
	Not checked
	
	

	                        -- FGI 30T
	Not checked
	
	FDD = TDD

	                        -- FGI 31T
	Not checked
	
	FDD = TDD

	                        -- FGI 32T
	‘0’B (Undefined) if present
	
	

	                      featureGroupIndRel9Add-r9
	
	BITSTRING 32
	

	                        -- FGI 33T
	Not checked
	
	

	                        -- FGI 34T
	Not checked
	
	

	                        -- FGI 35T
	Not checked
	
	

	                        -- FGI 36T
	Not checked
	
	

	                        -- FGI 37T
	Not checked
	
	

	                        -- FGI 38T
	Not checked
	
	

	                        -- FGI 39T
	Not checked
	
	

	                        -- FGI 40T
	Not checked
	
	

	                        -- FGI 41T
	Not checked
	
	

	                        -- FGI 42T-64T
	‘0’B (Undefined) if present
	
	

	                      interRAT-ParametersGERAN-r9
	Not checked
	
	

	                      interRAT-ParametersUTRA-r9
	Not checked
	
	

	                      interRAT-ParametersGERAN-r9
	Not checked
	
	

	                      interRAT-ParametersCDMA2000-r9
	Not checked
	
	

	                      neighCellSI-AcquisitionParameters-r9
	Not checked
	
	

	                    }
	
	
	

	                    nonCriticalExtension SEQUENCE {
	Not checked
	
	

	                      interRAT-ParametersUTRA-v9c0
	Not checked
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        phyLayerParameters-v9d0
	Not checked
	
	

	                        nonCriticalExtension SEQUENCE {
	
	
	

	                          rf-Parameters-v9e0
	Not checked
	
	

	                          nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                  nonCriticalExtension SEQUENCE {
	
	
	

	                    ue-Category-v1020
	Not checked
	
	

	                    phyLayerParameters-v1020
	Not checked
	
	

	                    rf-Parameters-v1020
	Not checked
	
	

	                    measParameters-v1020
	Not checked
	
	

	                    featureGroupIndRel10-r10
	
	BITSTRING 32
	

	                      -- FGI 101
	Not checked
	
	

	                      -- FGI 102
	Not checked
	
	

	                      -- FGI 103
	Not checked
	
	

	                      -- FGI 104
	Not checked
	
	

	                      -- FGI 105
	Not checked
	
	

	                      -- FGI 106
	Not checked
	
	

	                      -- FGI 107
	Not checked
	
	

	                      -- FGI 108
	Not checked
	
	

	                      -- FGI 109
	Not checked
	
	

	                      -- FGI 110
	Not checked
	
	

	                      -- FGI 111
	Not checked
	
	

	                      -- FGI 112
	Not checked
	
	

	                      -- FGI 113
	Not checked
	
	

	                      -- FGI 114
	Not checked
	
	

	                      -- FGI 115
	Not checked
	
	

	                      -- FGI 116
	Not checked
	
	

	                      -- FGI 117-132
	‘0’B (Undefined) if present
	
	

	                    interRAT-ParametersCDMA2000-v1020
	Not checked
	
	

	                    ue-BasedNetwPerfMeasParameters-r10
	Not checked
	
	

	                    interRAT-ParametersUTRA-TDD-v1020
	Not checked
	
	

	                    nonCriticalExtension SEQUENCE {
	Not checked
	
	

	                      fdd-Add-UE-EUTRA-Capabilities-v1060
	Not checked
	
	

	                      tdd-Add-UE-EUTRA-Capabilities-v1060
	Not checked
	
	

	                      rf-Parameters-v1060
	Not checked
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                        rf-Parameters-v1090
	Not checked
	
	

	                        nonCriticalExtension SEQUENCE { 
	
	
	

	                          pdcp-Parameters-v1130
	Not checked
	
	

	                          phyLayerParameters-v1130
	Not checked
	
	

	                          rf-Parameters-v1130
	Not checked
	
	

	                          measParameters-v1130
	Not checked
	
	

	                          interRAT-ParametersCDMA2000-v1130
	Not checked
	
	

	                          otherParameters-r11
	Not checked
	
	

	                          fdd-Add-UE-EUTRA-Capabilities-v1130
	Not checked
	
	

	                          tdd-Add-UE-EUTRA-Capabilities-v1130
	Not checked
	
	

	                          nonCriticalExtension SEQUENCE {
	Not checked
	
	

	                          phyLayerParameters-v1170
	Not checked
	
	

	                          ue-Category-v1170
	Not checked
	
	

	                        nonCriticalExtension SEQUENCE {
	
	
	

	                        rf-Parameters-v1180
	Not checked
	
	

	                        mbms-Parameters-r11
	Not checked
	
	

	                        fdd-Add-UE-EUTRA-Capabilities-v1180
	Not checked
	
	

	                        tdd-Add-UE-EUTRA-Capabilities-v1180
	Not checked
	
	

	                        nonCriticalExtension SEQUENCE {
	
	
	

	                        ue-Category-v11a0
	Not checked
	
	

	                        measParameters-v11a0
	Not checked
	
	

	                      nonCriticalExtension SEQUENCE {
	
	
	

	                      phyLayerParameters-v1250
	Not checked
	
	

	                      rf-Parameters-v1250
	Not checked
	
	

	                      rlc-Parameters-r12
	Not checked
	
	

	                      ue-BasedNetwPerfMeasParameters-v1250
	Not checked
	
	

	                      ue-Category-v1250
	Not checked
	
	

	                      wlan-IW-Parameters-r12
	Not checked
	
	

	                      measParameters-v1250
	Not checked
	
	

	                      dc-Parameters-r12
	Not checked
	
	

	                      mbms-Parameters-v1250
	Not checked
	
	

	                      mac-Parameters-r12
	Not checked
	
	

	                      fdd-Add-UE-EUTRA-Capabilities-v1250
	Not checked
	
	

	                      tdd-Add-UE-EUTRA-Capabilities-v1250
	Not checked
	
	

	                      sl-Parameters-r12
	Not checked
	
	

	                      nonCriticalExtension SEQUENCE {}
	
	
	

	                                    ue-CategoryDL-v1260
	Not checked
	
	

	                                    nonCriticalExtension {
	
	
	

	                                      rf-Parameters-v1270
	Not checked
	
	

	                                      nonCriticalExtension {
	
	
	

	                                        phyLayerParameters-v1280
	Not checked
	
	

	                                        nonCriticalExtension {
	
	
	

	                                          phyLayerParameters-v1280
	Not checked
	
	

	                                          nonCriticalExtension {
	
	
	

	                                            ue-CategoryDL-v1310
	Not checked
	
	

	                                            ue-CategoryUL-v1310
	Not checked
	
	

	                                            pdcp-Parameters-v1310
	Not checked
	
	

	                                            rlc-Parameters-v1310
	Not checked
	
	

	                                            mac-Parameters-v1310
	Not checked
	
	

	                                            phyLayerParameters-v1310
	Not checked
	
	

	                                            rf-Parameters-v1310
	Not checked
	
	

	                                            measParameters-v1310
	Not checked
	
	

	                                            dc-Parameters-v1310
	Not checked
	
	

	                                            sl-Parameters-v1310
	Not checked
	
	

	                                            scptm-Parameters-r13
	Not checked
	
	

	                                            ce-Parameters-r13
	Not checked
	
	

	                                            interRAT-ParametersWLAN-r13
	Not checked
	
	

	                                            laa-Parameters-r13
	Not checked
	
	

	                                            lwa-Parameters-r13
	Not checked
	
	

	                                            wlan-IW-Parameters-v1310
	Not checked
	
	

	                                            lwip-Parameters-r13
	Not checked
	
	

	                                            fdd-Add-UE-EUTRA-Capabilities-v1310
	Not checked
	
	

	                                            tdd-Add-UE-EUTRA-Capabilities-v1310
	Not checked
	
	

	                                            nonCriticalExtension {
	
	
	

	                                              ce-Parameters-v1320
	Not checked
	
	

	                                              rf-Parameters-v1320
	Not checked
	
	

	                                              nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	                                              nonCriticalExtension SEQUENCE {
	
	
	Aerial UE

	                                                nonCriticalExtension SEQUENCE {
	
	
	

	                                                  nonCriticalExtension SEQUENCE {
	
	
	

	                                                    nonCriticalExtension SEQUENCE {
	
	
	

	                                                      nonCriticalExtension SEQUENCE {
	
	
	

	                                                      nonCriticalExtension SEQUENCE {
	
	
	

	                                                        nonCriticalExtension SEQUENCE {
	
	
	

	                                                          nonCriticalExtension SEQUENCE {
	
	
	

	                                                            nonCriticalExtension SEQUENCE {
	
	
	

	                                                              nonCriticalExtension SEQUENCE {
	
	
	

	                                                                UE-EUTRA-Capability-v1530-IEs SEQUENCE {
	
	
	

	                                                                  measParameters-v1530 SEQUENCE {
	
	
	

	                                                                  heightMeas-r15

	Not checked
	
	

	                                                                  multipleCellsMeasExtension-r15
	Not checked
	
	

	                                                                }
	
	
	

	                                                                  phyLayerParameters-v1530 SEQUENCE {
	
	
	

	                                                                    ul-PowerControlEnhancements-r15

	Not checked
	
	

	                                                                  }
	
	
	

	                                                                  otherParameters-v1530 SEQUENCE {
	
	
	

	                                                                    flightPathPlan-r15
	Not checked
	
	

	                                                                  }
	
	
	

	                                                                  nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	                                                                }
	
	
	

	                                                              }
	
	
	

	                                                            }
	
	
	

	                                                          }
	
	
	

	                                                        }
	
	
	

	                                                      }
	
	
	

	                                                    }
	
	
	

	                                                  }
	
	
	

	                                                }
	
	
	

	                                              }
	
	
	

	                                            }
	
	
	

	                                          }
	
	
	

	                                        }
	
	
	

	                                      }
	
	
	

	                                    }
	
	
	

	                                  }
	
	
	

	                        }
	
	
	

	                        }
	
	
	

	                         }
	
	
	

	                         }
	
	
	

	                        }
	
	
	

	                      }
	
	
	

	                    }
	
	
	

	                  }
	
	
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        nonCriticalExtension SEQUENCE {}
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	ROHC
	 Support of ROHC profile0x0001 and ROHC profile0x0002 (TS 36.523-2 table A.4.4-1/40 and A.4.4-1/41).

	FDD = TDD
	UE is not allowed to signal different values for FDD and TDD, is not checked per default

	Aerial UE
	For Aerial vehicles


<End of 1st modified section>

<Start of 2nd modified section>

4.6.3
Radio resource control information elements
<Skip to next change >

–
PhysicalConfigDedicatedSCell-r10-DEFAULT

Table 4.6.3-6A: PhysicalConfigDedicatedSCell-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicatedSCell-r10-DEFAULT ::= SEQUENCE {
	
	
	

	  nonUL-Configuration-r10 SEQUENCE {
	
	
	

	    antennaInfo-r10  SEQUENCE {
	
	
	

	      transmissionMode-r10
	tm1
	
	1TX

	
	tm2
	
	2TX

	      codebookSubsetRestriction-r10
	Not present
	
	

	      ue-TransmitAntennaSelection
	release
	
	

	}
	
	
	

	    crossCarrierSchedulingConfig-r10
	Not present
	
	

	    csi-RS-Config-r10
	Not present
	
	

	    pdsch-ConfigDedicated-r10
	PDSCH-ConfigDedicated-DEFAULT
	
	

	  }
	
	
	

	  ul-Configuration-r10
	Not present
	
	

	  ul-Configuration-r10 SEQUENCE {
	
	
	UL CA

	    antennaInfoUL-r10
	Not present
	
	

	    pusch-ConfigDedicatedSCell-r10
	Not present
	
	

	    uplinkPowerControlDedicatedSCell-r10
	UplinkPowerControlDedicatedSCell-r10-DEFAULT
	
	

	    cqi-ReportConfigSCell-r10
	CQI-ReportConfigSCell-r10-DEFAULT
	
	

	    soundingRS-UL-ConfigDedicated-r10
	Not present
	
	

	    soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	    soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	  }
	
	
	

	  cqi-ReportConfigSCell-v1250
	Not present
	
	

	
	CQI-ReportConfig-v1250-DEFAULT
	
	DL 256QAM

	  pucch-Cell-r13
	Not present
	
	

	
	true
	
	PUCCH-SCell1

	  pucch-SCell
	Not present
	
	

	  pucch-SCell CHOICE {
	
	
	PUCCH-SCell

	    setup SEQUENCE {
	
	
	

	      pucch-ConfigDedicated-r13
	PUCCH-ConfigDedicated-r13-DEFAULT
	
	

	      schedulingRequestConfig-r13
	SchedulingRequestConfigSCell-r13-DEFAULT
	
	

	      tpc-PDCCH-ConfigPUCCH-SCell-r13
	TPC-PDCCH-ConfigSCell-r13-DEFAULT
	
	

	      pusch-ConfigDedicated-r13
	Not present
	
	

	      uplinkPowerControlDedicated-r13
	UplinkPowerControlDedicatedSCell-v1310-DEFAULT
	
	

	    }
	
	
	

	  }
	
	
	

	  crossCarrierSchedulingConfig-r13
	Not present
	
	

	  pdcch-ConfigSCell-r13
	Not present
	
	

	  cqi-ReportConfig-v1310
	Not present
	
	

	  pdsch-ConfigDedicated-v1310
	Not present
	
	

	  soundingRS-UL-ConfigDedicated-v1310
	Not present
	
	

	  soundingRS-UL-ConfigDedicatedUpPTsExt-r13
	Not present
	
	

	  soundingRS-UL-ConfigDedicatedAperiodic-v1310
	Not present
	
	

	  soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13
	Not present
	
	

	  csi-RS-Config-v1310
	Not present
	
	

	  Laa-ScellConfiguration-r13
	Not present
	
	

	  Laa-ScellConfiguration-r13 SEQUENCE {
	
	
	LAA

	    subframeStartPosition
	‘s0’
	
	

	    Laa-SCellSubframeConfig
	‘00000000’
	
	

	  }
	
	
	

	  csi-RS-ConfigNZPToAddModListExt-r13
	Not present
	
	

	  csi-RS-ConfigNZPToReleaseListExt-r13
	Not present
	
	

	  laa-SCellConfiguration-v1430 SEQUENCE {
	
	
	eLAA

	    pdcch-ConfigLAA-r14 SEQUENCE {
	
	
	

	      maxNumberOfSchedSubframes-Format0B-r14
	sf4
	
	

	      maxNumberOfSchedSubframes-Format4B-r14
	sf4
	
	

	    }
	
	
	

	  }
	
	
	

	  typeB-SRS-TPC-PDCCH-Config-r14
	SRS-TPC-PDCCH-Config-r14-DEFAULT condition SETUP
	
	SRS-Switching

	  uplinkPUSCH-LessPowerControlDedicated-v14xy SEQUENCE {
	
	
	SRS-Switching

	    p0-UE-PeriodicSRS
	0
	
	

	    p0-UE-AperiodicSRS
	0
	
	

	    accumulationEnabled
	true
	
	

	  }
	
	
	

	  soundingRS-UL-PeriodicConfigDedicatedList-r14 SEQUENCE (SIZE (1..2)) OF SEQUENCE {
	
	
	SRS-Switching

	    soundingRS-UL-ConfigDedicated
	SoundingRS-Ul-ConfigDedicated-DEFAULT
	
	

	  }
	
	
	

	  soundingRS-UL-PeriodicConfigDedicatedUpPTsExtList-r14
	Not Present
	
	

	  soundingRS-UL-AperiodicConfigDedicatedList-r14
	Not Present
	
	

	  soundingRS-UL-ConfigDedicatedApUpPTsExtList-r14
	Not Present
	
	

	  uplinkPowerControlDedicatedSCell-v1530
	Not present
	
	

	  uplinkPowerControlDedicatedSCell-v1530
	UplinkPowerControlDedicated-v1530-DEFAULT
	
	Aerial UE

	}
	
	
	


	Condition
	Explanation

	UL CA
	When UL Carrier Aggregation is used

	1TX
	1 SS Tx antenna environment

	2TX
	2 SS Tx antenna environment

	DL 256QAM
	When DL 256QAM is used

	LAA
	For LAA test cases

	SRS-Switching
	SRS transmission is switched to a PUSCH-less TDD SCell

	PUCCH-SCell1
	When PUCCH feedback of this SCell is sent on the PUCCH SCell

	PUCCH-SCell
	When this SCell is configured as PUCCH SCell

	eLAA
	When this SCell is configured as uplink LAA SCell

	Aerial UE
	For Aerial vehicles


<Skip to next change >
–
UplinkPowerControlDedicated-v1250-DEFAULT

Table 4.6.3-26BB: UplinkPowerControlDedicated-v1250-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-v1250 ::= SEQUENCE {
	
	
	

	    set2PowerControlParameter CHOICE {
	
	
	

	      setup SEQUENCE {
	
	
	

	       tpc-SubframeSet-r12
	0001100111
	
	

	       p0-NominalPUSCH-SubframeSet2-r12
	-85 (-85 dBm)
	
	

	       alpha-SubframeSet2-r12
	al08 (0.8)
	
	

	       p0-UE-PUSCH-SubframeSet2-r12
	0
	
	

	      }
	
	
	

	    }
	
	
	

	}
	
	
	


–
UplinkPowerControlDedicated-v1530-DEFAULT

Table 4.6.3-26BC: UplinkPowerControlDedicated-v1530-DEFAULT
	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicated-v1530 ::= SEQUENCE {
	
	
	

	  alpha-UE-r15
	al0
	
	

	  p0-UE-PUSCH-r15
	1
	
	

	}
	
	
	


–
UplinkPowerControlDedicatedSCell-r10-DEFAULT

Table 4.6.3-26B: UplinkPowerControlDedicatedSCell-r10-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	UplinkPowerControlDedicatedSCell-r10 ::= SEQUENCE {
	
	
	

	  p0-UE-PUSCH-r10
	0
	
	

	  deltaMCS-Enabled-r10
	en0
	
	

	  accumulationEnabled-r10
	TRUE
	
	

	  pSRS-Offset-r10
	7
	
	

	  pSRS-OffsetAp-r10
	7
	
	

	  filterCoefficient-r10
	fc4
	
	

	  pathlossReferenceLinking-r10
	sCell
	
	

	}
	
	
	


<End of 2nd modified section>

<Start of 3rd modified section>

4.6.6
Measurement information elements

-
MeasConfig-DEFAULT

Table 4.6.6-1: MeasConfig-DEFAULT

	Derivation Path: 36.331, clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	MeasConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  measObjectToRemoveList
	Not present
	
	

	  measObjectToAddModList
	Not present
	
	

	
	MeasObjectEUTRA-GENERIC
	
	 RF

	  reportConfigToRemoveList
	Not present
	
	

	  reportConfigToAddModList 
	Not present
	
	

	
	ReportConfigToAddModList_DEFAULT
	
	 RF

	  measIdToRemoveList
	Not present
	
	

	  measIdToAddModList
	Not present
	
	

	
	MeasIdToAddModList_DEFAULT
	
	 RF

	  quantityConfig
	QuantityConfig-DEFAULT
	
	

	  s-Measure
	Not present
	
	

	  preRegistrationInfoHRPD
	Not present
	
	

	  speedStatePars
	Not present
	
	

	
	
	
	

	  measObjectToAddModList-v9e0 SEQUENCE {
	
	
	Band > 64 and RF

	    measObjectEUTRA-v9e0 SEQUENCE {
	N entries
	N needs to be the same number of entries as in measObjectToAddModList
	

	    carrierFreq-v9e0[n]
	Downlink EARFCN for Freq
	
	

	    }
	
	
	

	  }
	
	
	

	  measScaleFactor-r12
	sf-EUTRA-cf1
	specifies the factor for scaling the measurement performance requirements in TS 36.133
	IncMon

	heightThreshRef-r15
	Not present
	
	

	}
	
	
	

	Note:
For signalling test, table 6.5.1-1 is applied.


	Condition
	Explanation

	INTER-FREQ
	For E-UTRA inter-freq measurements

	INTER-RAT
	For inter-RAT measurements with UTRAN and GERAN

	Band > 64
	If band > 64 is selected

	intraFreq-CE-NeedForGaps
	For UE having set pc_intraFreq-CE-NeedForGaps to TRUE.

	RF
	For RF, performance and RRM testing

	IncMon
	For IncMon RRM testing


<End of 3rd modified section>

<Start of 4th modified section>
4.6.7
Other information elements

–
FlightPathInfoReportConfig
Table 4.6.7-0: FlightPathInfoReportConfig
	Derivation Path: 36.331 clause 6.3.6

	Information Element
	Value/remark
	Comment
	Condition

	FlightPathInfoReportConfig-r15 ::= SEQUENCE {
	
	
	

	  maxWayPointNumber-r15

	1
	
	

	  includeTimeStamp-r15
	Not present
	
	

	}
	
	
	


<End of 4th modified section>

<Start of 5th modified section>

4.8.2.1
SRB and DRB parameters

<Skip to next change >

4.8.2.1.6
Physical Layer configurations

Table 4.8.2.1.6-1: PhysicalConfigDedicated-DEFAULT

	Derivation Path: 36.331 clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  pdsch-ConfigDedicated
	PDSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA or

PSCell_Mod or PSCell_Add_Split_DRB or PSCell_Add_SCG_DRB

	
	Not present
	
	RBC or RBC-HO or

SCell_AddMod

	  pucch-ConfigDedicated 
	PUCCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 and not (CE Mode A or CE Mode B)) or RBC-HO or HO-TO-EUTRA or

PSCell_Mod or PSCell_Add_Split_DRB or PSCell_Add_SCG_DRB

	 
	Not present
	
	RBC or

SCell_AddMod or

CEmodeA or CEmodeB

	  pusch-ConfigDedicated
	PUSCH-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA or

PSCell_Mod or PSCell_Add_Split_DRB or PSCell_Add_SCG_DRB

	
	Not present
	
	RBC or RBC-HO or

SCell_AddMod

	  uplinkPowerControlDedicated
	UplinkPowerControlDedicated-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA or

PSCell_Mod or PSCell_Add_Split_DRB or PSCell_Add_SCG_DRB

	
	Not present
	
	RBC or RBC-HO or

SCell_AddMod

	  tpc-PDCCH-ConfigPUCCH 
	Not present 
	
	SRB1 or

SCell_AddMod

	
	TPC-PDCCH-Config-DEFAULT using condition PUCCH
	See subclause 4.6.3
	RBC or RBC-HO or HO-TO-EUTRA or

PSCell_Mod or PSCell_Add_Split_DRB or PSCell_Add_SCG_DRB

	  tpc-PDCCH-ConfigPUSCH 
	Not present
	
	SRB1

SCell_AddMod

	
	TPC-PDCCH-Config-DEFAULT using condition PUSCH
	See subclause 4.6.3
	RBC or RBC-HO or HO-TO-EUTRA or

PSCell_Mod or PSCell_Add_Split_DRB or PSCell_Add_SCG_DRB

	  cqi-ReportConfig
	CQI-ReportConfig-DEFAULT
	See subclause 4.6.3
	SRB1 or HO-TO-EUTRA or

PSCell_Mod or PSCell_Add_Split_DRB or PSCell_Add_SCG_DRB

	
	CQI-ReportConfig- DEFAULT using condition CQI_PERIODIC
	See subclause 4.6.3
	(RBC or RBC-HO) and not RBC-HO-CA

	
	Not present
	
	CA

HalfDuplex

	  soundingRS-UL-ConfigDedicated
	Not present
	
	SRB1 or HO-TO-EUTRA 

SCell_AddMod

PSCell_AddMod
HalfDuplex

	
	SoundingRS-Ul-ConfigDedicated-DEFAULT
	See subclause 4.6.3
	RBC or RBC-HO

	  antennaInfo CHOICE {
	
	
	

	    explicitValue SEQUENCE {
	
	
	2TX or 4TX

	      transmissionMode
	tm3
	
	

	      codebookSubsetRestriction CHOICE {
	
	
	

	        n2TxAntenna-tm3
	'11'
	BIT STRING (SIZE (2))
	2TX

	        n4TxAntenna-tm3
	'1111'
	BIT STRING (SIZE (4))
	4TX

	      }
	
	
	

	      ue-TransmitAntennaSelection CHOICE {
	
	
	

	        Release
	NULL
	
	

	      }
	
	
	

	    }
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	  schedulingRequestConfig
	SchedulingRequest-Config-DEFAULT
	See subclause 4.6.3
	SRB1 or RBC-H or HO-TO-EUTRA 

	
	Not present
	
	RBC
SCell_AddMod

PSCell_AddMod

	  cqi-ReportConfig-v920
	Not present
	
	

	  antennaInfo-v920
	Not present
	
	

	  antennaInfo-r10
	Not present
	
	

	  antennaInfoUL-r10
	Not present
	
	

	  cif-Presence-r10
	FALSE
	
	SCell_AddMod

	
	Not present
	
	

	  cqi-ReportConfig-r10
	CQI-ReportConfig-r10-DEFAULT
	
	SCell_AddMod or RBC-HO-CA

	
	Not present
	
	

	  csi-RS-Config-r10
	Not present
	
	

	  pucch-ConfigDedicated-v1020
	PUCCH-ConfigDedicated-v1020-DEFAULT
	
	SCell_AddMod

	  pusch-ConfigDedicated-v1020
	Not present
	
	

	  schedulingRequestConfig-v1020
	Not present
	
	

	  soundingRS-UL-ConfigDedicated-v1020
	Not present
	
	

	  soundingRS-UL-ConfigDedicatedAperiodic-r10
	Not present
	
	

	  uplinkPowerControlDedicated-v1020
	UplinkPowerControlDedicated-v1020-DEFAULT
	
	SCell_AddMod and (TxD or SRSAp)

	
	Not present
	
	

	  additionalSpectrumEmissionCA-r10
	Not present
	
	

	  additionalSpectrumEmissionCA-r10
	Not present
	
	SCell_AddMod and Intra-BC CA

	  additionalSpectrumEmissionCA-r10 CHOICE {
	
	
	SCell_AddMod and Inter-B CA and UL CA

	    setup SEQUENCE {
	
	
	

	      additionalSpectrumEmissionPCell-r10
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  epdcch-Config-r11
	EPDCCH-Config-r11-DEFAULT
	
	ePDCCH or (Not(RBC) and (CE Mode A or CE Mode B))

	
	Not present
	
	

	  csi-RS-ConfigNZPToReleaseList-r11
	Not present
	
	

	  csi-RS-ConfigNZPToAddModList-r11
	Not present
	
	

	  csi-RS-ConfigNZPToAddModList-r11 SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF {
	1 entry
	
	DL_CoMP

	    CSI-RS-ConfigNZP-r11[1]
	CSI-RS-ConfigNZP-r11-DEFAULT
	
	

	  }
	
	
	

	  csi-RS-ConfigZPToReleaseList-r11
	Not present
	
	

	  csi-RS-ConfigZPToAddModList-r11
	Not present
	
	

	  csi-RS-ConfigZPToAddModList-r11 SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF {
	1 entry
	
	DL_CoMP

	    CSI-RS-ConfigZP-r11[1]
	CSI-RS-ConfigZP-r11-DEFAULT
	
	

	  }
	
	
	

	  pdsch-ConfigDedicated-v1130
	PDSCH-ConfigDedicated-v1130-DEFAULT
	
	DL_CoMP

	
	Not present
	
	

	  cqi-ReportConfig-v1130
	CQI-ReportConfig-v1130-DEFAULT
	
	DL_CoMP

	
	Not present
	
	

	  pusch-EnhancementsConfig-r14
	PUSCH-EnhancementsConfig-r14-DEFAULT
	
	eVoLTE

	
	Not present
	
	

	  pucch-ConfigDedicated-v1130
	PUCCH-ConfigDedicated-v1130-DEFAULT
	
	UL_CoMP

	
	Not present
	
	

	  pusch-ConfigDedicated-v1130
	PUSCH-ConfigDedicated-v1130-DEFAULT
	
	UL_CoMP

	
	Not present
	
	

	  uplinkPowerControlDedicated-v1130
	UplinkPowerControlDedicated-v1130-DEFAULT
	
	UL_CoMP

	
	Not present
	
	

	  cqi-ReportConfigPCell-v1250
	CQI-ReportConfig-v1250-DEFAULT
	
	DL 256QAM

	
	Not present
	
	

	  uplinkPowerControlDedicated-v1250
	Not present
	
	

	  pusch-ConfigDedicated-v1250
	Not present
	
	

	  csi-RS-Config-v1250
	Not present
	
	

	  pdsch-ConfigDedicated-v1280
	Not present
	
	

	  pdsch-ConfigDedicated-v1310
	Not present
	
	

	  pucch-ConfigDedicated-r13
	Not present
	
	

	
	PUCCH-ConfigDedicated- r13-DEFAULT
	
	Not (RBC) and ( CEmodeA or CemodeB)

	  pusch-ConfigDedicated-r13
	Not present
	
	

	  pdcch-CandidateReductions-r13
	Not present
	
	

	  cqi-ReportConfig-v1310
	Not present
	
	

	  soundingRS-UL-ConfigDedicated-v1310
	Not present
	
	

	  soundingRS-UL-ConfigDedicatedUpPTsExt-r13
	Not present
	
	

	  soundingRS-UL-ConfigDedicatedAperiodic-v1310
	Not present
	
	

	  soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13
	Not present
	
	

	  csi-RS-Config-v1310
	Not present
	
	

	  ce-Mode-r13 CHOICE {}
	Not present
	
	

	  ce-Mode-r13 CHOICE {
	
	
	Not (RBC) and ( CEmodeA OR CemodeB)

	    Setup
	ce-ModeA
	
	CEmodeA

	    setup
	ce-ModeB
	
	CEmodeB

	  }
	
	
	

	  uplinkPowerControlDedicated-v1530
	Not present
	
	

	  uplinkPowerControlDedicated-v1530
	UplinkPowerControlDedicated-v1530-DEFAULT
	
	Aerial UE

	}
	
	
	

	Note:
For signalling test, table 6.6B.1.1.1-1 is applied.


	Condition
	Explanation

	SRB1
	Used at configuration of SRB1 during RRC connection (re-)establishment

	RBC
	Used at configuration of a radio bearer combination during SRB2+DRB establishment

	2TX
	Used for cells with two antenna ports

	4TX
	Used for cells with four antenna ports

	RBC-HO
	Used during Handover

	RBC-HO-CA
	Used during Handover when Carrier Aggregation is configured for the source cells

	SCell_AddMod
	Addition or modification of SCell

	HO-TO-EUTRA
	Inter-RAT handover to E-UTRA

	ePDCCH
	Used at configuration of ePDCCH

	DL_CoMP
	Used for DL CoMP

	UL_CoMP
	Used for UL CoMP

	CA
	For Carrier Aggregation Test cases

	TxD
	When PUCCH Transmission Diversity is performed.

	SRSAp
	Aperiodic SRS configured

	Intra-BC CA
	Intra-band contiguous Carrier Aggregation

	Inter-B CA
	Inter-band Carrier Aggregation

	UL CA
	When UL Carrier Aggregation is used.

	PSCell_Mod
	Modification of PSCell

	PSCell_Add_Split_DRB
	Add PSCell(s) and setup of Split DRB

	PSCell_Add_SCG_DRB
	Add PSCell(s) and setup of SCG DRB

	CEmodeA
	Used for CE mode A testing

	CEmodeB
	Used for CE mode B testing

	HalfDuplex
	Used during Type B HalfDuplexOperation

	DL 256QAM
	When DL 256QAM is used

	eVoLTE
	When VoLTE enhancement is used.

	Aerial UE
	For Aerial vehicles


<End of 5th modified section>
