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<< Unchanged sections omitted >>
7.3.52
E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync for CE UE in CEModeA
<< Unchanged sections omitted >>
7.3.52.4.2
Test procedure

Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 20 ms.

1.
Ensure the UE is in State 3A-RF-CE with the condition CEModeA according to TS 36.508 [7] clause 7.2A.3AA.


2.
Set the parameters according to T1 in Table 7.3.52.5-1. Propagation conditions are set according to Annex B clause B.1. T1 starts.

3.
When T1 expires the SS shall change the SNR value to T2 as specified in Table 7.3.52.5-1. T2 starts.

4.
When T2 expires the SS shall change the SNR value to T3 as specified in Table 7.3.52.5-1. T3 starts.

5.
If the SS:
a) detects uplink power equal to or higher than -39 dBm in each subframe configured for CQI transmission (according CQI reporting mode PUCCH 1-0) during the period from time point A to time point B

and
b) does not detect any uplink power higher than -48.5 dBm from time point C (440 ms after the start of T3) until T3 expires; the number of successful tests is increased by one.

Otherwise the number of failed tests is increased by one.

6.
When T3 expires the SS shall change the SNR value to T1 as specified in Table 7.3.52.5-1.

7.
If the UE has not re-established the connection in at least 1s, the UE is switched off and then on. Ensure the UE is in State 3A-RF-CE with CE ModeA activated according to TS 36.508 [7] clause 7.2A.3AA.
8.
Repeat steps 2-8 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.
<< Unchanged sections omitted >>
7.3.52.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 7.3.52.4.3-1: Common Exception messages for E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync for CE UE in CEModeA
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.4-1

Table H.2.8-1

	Default RRC messages and information elements contents exceptions
	Table H.7.1-1


Table 7.3.52.4.3-2: CQI-ReportConfig-DEFAULT: Additional E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync for CE UE in CEModeA
	Derivation Path: TS 36.508 [7] clause 4.6.3, Table 4.6.3-2 CQI-ReportConfig-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	CQI-ReportConfig-DEFAULT ::= SEQUENCE {
	
	
	

	  cqi-ReportPeriodic
	ON
	
	

	  cqi-ReportPeriodic ::= CHOICE {
	
	
	CQI_PERIODIC

	    setup SEQUENCE {
	
	
	

	      cqi-PUCCH-ResourceIndex
	0
	
	

	      cqi-pmi-ConfigIndex
	17
	(see Table 7.2.2-1A in TS 36.213)
	

	      cqi-FormatIndicatorPeriodic CHOICE {
	
	
	

	        widebandCQI
	NULL
	
	

	      }
	
	
	

	      ri-ConfigIndex
	OFF
	(see Table 7.2.2-1B in TS 36.213)
	

	      simultaneousAckNackAndCQI
	FALSE
	BOOLEAN
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	CQI_PERIODIC
	When periodic CQI reporting should be enabled


Table 7.3.52.4.3-3: EPDCCH-Config-r11-DEFAULT: Additional E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync for CE UE in CEModeA
	Derivation Path: Clause H.7.1, Table 7.1-1 EPDCCH-Config-r11-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	config-r11{
	
	
	

	Setup SEQUENCE{
	
	
	

	setConfigToAddModList-r11{
	
	
	

	        mpdcch-config-r13 CHOICE {
	
	
	

	          setup SEQUENCE {
	
	
	

	            csi-NumRepetitionCE-r13
	sf4
	
	

	            mpdcch-NumRepetition-r13
	r8
	
	

	          }
	
	
	

	        }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.3.52.4.3-4: PhysicalConfigDedicated-DEFAULT: Additional E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync for CE UE in CEModeA
	Derivation Path: TS 36.508 [7] clause 4.8.2, Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 7.3.52.4.3-5: MAC-MainConfig-RBC: E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync for CE UE in CEModeA
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	  timeAlignmentTimerDedicated
	Infinity
	
	


<< Unchanged sections omitted >>
7.3.53
E-UTRAN HD-FDD Radio Link Monitoring Test for In-sync for CE UE in CEModeA
<< Unchanged sections omitted >>

7.3.53.4.2
Test procedure

Prior to the start of the time duration T1, the UE shall be fully synchronized to cell 1. The UE shall be configured for periodic CQI reporting in PUCCH 1-0 mode with a reporting periodicity of 20 ms.

1.
Ensure the UE is in State 3A-RF-CE with the condition CEModeA according to TS 36.508 [7] clause 7.2A.3AA.


2.
Set the parameters according to T1 in Table 7.3.53.5-1. Propagation conditions are set according to Annex B.2. T1 starts.

3.
When T1 expires the SS shall change the SNR value to T2 as specified in Table 7.3.53.5-1. T2 starts.

4.
When T2 expires the SS shall change the SNR value to T3 as specified in Table 7.3.53.5-1. T3 starts.

5.
When T3 expires the SS shall change the SNR value to T4 as specified in Table 7.3.53.5-1. T4 starts.

6.
When T4 expires the SS shall change the SNR value to T5 as specified in Table 7.3.53.5-1. T5 starts.

7.
If the SS detects uplink power equal to or higher than -39 dBm in each subframe configured for CQI transmission (according CQI reporting mode PUCCH 1-0) during the period from time point A to time point F (740 ms after the start of time duration T5) the number of successful tests is increased by one.

Otherwise the number of failed tests is increased by one.

8
. After T5 expires, repeat steps 2-8 until the confidence level according to Tables G.2.3-1 in Annex G clause G.2 is achieved.

<< Unchanged sections omitted >>
7.3.53.4.3
Message contents

Message contents are according to TS 36.508 [7] clause 4.6 with the following exceptions:

Table 7.3.53.4.3-1: Common Exception messages for E-UTRAN HD-FDD Radio Link Monitoring Test for in-sync for CE UE in CEModeA
	Default Message Contents

	Common contents of system information blocks exceptions
	Table H.2.4-2

Table H.2.8-1

	Default RRC messages and information elements contents exceptions
	Table H.7.1-1


<< Unchanged sections omitted >>
Table 7.3.53.4.3-3: EPDCCH-Config-r11-DEFAULT: Additional E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync for CE UE in CEModeA
	Derivation Path: Clause H.7.1, Table H.7.1-1 EPDCCH-Config-r11-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	config-r11{
	
	
	

	Setup SEQUENCE{
	
	
	

	setConfigToAddModList-r11{
	
	
	

	        mpdcch-config-r13 CHOICE {
	
	
	

	          setup SEQUENCE {
	
	
	

	            csi-NumRepetitionCE-r13
	sf4
	
	

	            mpdcch-NumRepetition-r13
	r8
	
	

	          }
	
	
	

	        }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.3.53.4.3-4: PhysicalConfigDedicated-DEFAULT: Additional E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync for CE UE in CEModeA
	Derivation Path: TS 36.508 [7] clause 4.8.2, Table 4.8.2.1.6-1 PhysicalConfigDedicated-DEFAULT

	Information Element
	Value/remark
	Comment
	Condition

	PhysicalConfigDedicated-DEFAULT ::= SEQUENCE {
	
	
	

	  antennaInfo CHOICE {
	
	
	

	    defaultValue
	NULL
	
	

	  }
	
	
	

	}
	
	
	


Table 7.3.53.4.3-5: MAC-MainConfig-RBC: E-UTRAN HD-FDD Radio Link Monitoring Test for Out-of-sync for CE UE in CEModeA
	Derivation Path: TS 36.508 [7] clause 4.8.2.1.5, Table 4.8.2.1.5-1 MAC-MainConfig-RBC

	Information Element
	Value/remark
	Comment
	Condition

	  timeAlignmentTimerDedicated
	Infinity
	
	


<< Unchanged sections omitted >>
<<End of change>>
