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<Start of change>
7.1.1.4
Floor Control handling

MCPTT requires that Floor Control messages are made available and handled in TTCN as structured messages. 

The TTCN configures the SS, via the SRTP port, to setup the dedicated UDP media port for floor control which was negotiated via SDP at call setup and also to set encryption keys for SRTP if secure RTP has been negotiated. 
The SRTP system interface is defined in Annex C.
< End of change>

<Start of next change>
Annex B (informative):
Style Guide

B.1
Introduction

The style guide specified in TS 36.523-3 [27] Annex B applies to the present document.

Annex C (informative) 
TTCN-3 Definitions

C.1
SRTP_ASP_TypeDefs

SRTCP_OpMode_Type

	TTCN-3 Enumerated Type

	Name
	SRTCP_OpMode_Type

	
	

	NoReporting
	

	ReportFloorCtrl
	


Media_Crypto_Suite_Type

	TTCN-3 Enumerated Type

	Name
	Media_Crypto_Suite_Type

	
	See RFC 4568 clause 6.2

	AES_CM_128_HMAC_SHA1_80
	

	AES_CM_128_HMAC_SHA1_32
	

	F8_128_HMAC_SHA1_80
	

	Null_Suite
	For testing


Media_Crypto_Type

	TTCN-3 Record Type

	Name
	Media_Crypto_Type

	
	

	Rx_Key
	octetstring
	
	key | salt  for Rx-direction as passed in the SDP crypto parameters, RFC 4568

	Rx_CryptoSuite
	Media_Crypto_Suite_Type
	
	

	Tx_Key
	octetstring
	
	key | salt  for Tx-direction as passed in the SDP crypto parameters, RFC 4568

	Tx_CryptoSuite
	Media_Crypto_Suite_Type
	
	


SRTCP_DataRequest_Type

	TTCN-3 Union Type

	Name
	SRTCP_DataRequest_Type

	
	

	FloorCtrlMsg
	FloorControlMsg_Type
	


SRTCP_DataIndication_Type

	TTCN-3 Union Type

	Name
	SRTCP_DataIndication_Type

	
	

	FloorCtrlMsg
	FloorControlMsg_Type
	


SRTP_ConnectionCfg_Type

	TTCN-3 Record Type

	Name
	SRTP_ConnectionCfg_Type

	
	

	RtpConnection
	IP_Connection_Type
	
	RTP/SRTP connection

	FloorCtrlConnection
	IP_Connection_Type
	
	Floor Control connection

	OpMode
	SRTCP_OpMode_Type
	
	Report floor control reporting, no reporting

	SSRC
	O4_Type
	opt
	Synchronization Source (SSRC) identifier to be used in Tx-direction

	Crypto
	Media_Crypto_Type
	opt
	If present we are configuring SRTP/SRTCP, if not present we have RTP/RTCP


SRTP_CTRL_REQ

	TTCN-3 Record of Type

	Name
	SRTP_CTRL_REQ

	
	List of SRTP connection configs (e.g. for audio and video)

	record  of SRTP_ConnectionCfg_Type


SRTCP_DATA_REQ

	TTCN-3 Record Type

	Name
	SRTCP_DATA_REQ

	
	

	ConnectionId
	IP_Connection_Type
	
	

	Req
	SRTCP_DataRequest_Type
	
	


SRTP_CtrlIndication_Type

	TTCN-3 Union Type

	Name
	SRTP_CtrlIndication_Type

	
	

	Success
	Null_Type
	

	Error
	Null_Type
	


SRTP_CTRL_IND

	TTCN-3 Record Type

	Name
	SRTP_CTRL_IND

	
	

	Ind
	SRTP_CtrlIndication_Type
	
	


SRTCP_DATA_IND

	TTCN-3 Record Type

	Name
	SRTCP_DATA_IND

	
	

	ConnectionId
	IP_Connection_Type
	
	

	Ind
	SRTCP_DataIndication_Type
	
	


C.1.1
System_Interface

SRTP_ASP_REQ

	TTCN-3 Union Type

	Name
	SRTP_ASP_REQ

	
	

	CTRL
	SRTP_CTRL_REQ
	

	DATA
	SRTCP_DATA_REQ
	


SRTP_ASP_IND

	TTCN-3 Union Type

	Name
	SRTP_ASP_IND

	
	

	CTRL
	SRTP_CTRL_IND
	

	DATA
	SRTCP_DATA_IND
	


SRTP_PORT

	TTCN-3 Port Type

	Name
	SRTP_PORT

	
	

	inout
	SRTP_ASP_REQ
	

	inout
	SRTP_ASP_IND
	


C.2
References to TTCN-3

	References to TTCN-3

	SRTP_ASP_TypeDefs
	Common/SRTP_ASP_TypeDefs.ttcn
	Rev 24324
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< End of change>
