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<Start of modified section1>
4
Recommended Test Case Applicability

<Text Skipped>

Table 4-1: Applicability of tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	                    Skipped Items

	8.2.4.1
	RRC connection reconfiguration / Handover / Success / Dedicated preamble
	Rel-8
	C12
	(UEs supporting E-UTRA and NOT Category M1) or (UEs supporting E-UTRA and CE Mode A and “eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A” and “intra-frequency handover to target cell in normal coverage and CE Mode A”)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.2
	RRC connection reconfiguration / Handover / Success / Common preamble
	Rel-8
	C12
	(UEs supporting E-UTRA and NOT Category M1) or (UEs supporting E-UTRA and CE Mode A and “eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A” and “intra-frequency handover to target cell in normal coverage and CE Mode A”)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.3
	RRC connection reconfiguration / Handover / Success / Intra-cell / Security reconfiguration
	Rel-8
	R
	UEs supporting E-UTRA 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.4
	RRC connection reconfiguration / Handover / Failure / Intra-cell / Security reconfiguration
	Rel-8
	R
	UEs supporting E-UTRA 
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.5
	RRC connection reconfiguration / Handover / All parameters included
	Rel-8
	C12
	(UEs supporting E-UTRA and NOT Category M1) or (UEs supporting E-UTRA and CE Mode A and “eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A” and “intra-frequency handover to target cell in normal coverage and CE Mode A”)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.6
	RRC connection reconfiguration / Handover / Success / Inter-frequency
	Rel-8
	C21F
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25 and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	C21T
	
	pc_eTDD
	
	
	

	8.2.4.7
	RRC connection reconfiguration / Handover / Failure / Re-establishment successful
	Rel-8
	C12
	(UEs supporting E-UTRA and NOT Category M1) or (UEs supporting E-UTRA and CE Mode A and “eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A” and “intra-frequency handover to target cell in normal coverage and CE Mode A”)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.8
	RRC connection reconfiguration / Handover / Failure / Re-establishment failure
	Rel-8
	C12
	(UEs supporting E-UTRA and NOT Category M1) or (UEs supporting E-UTRA and CE Mode A and “eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A” and “intra-frequency handover to target cell in normal coverage and CE Mode A”)
	pc_eFDD
	
	
	

	
	
	
	
	
	pc_eTDD
	
	
	

	8.2.4.9
	RRC connection reconfiguration / Handover / Inter-band blind handover / Success
	Rel-8
	C185F
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25 and more than 1 FDD or TDD E-UTRA band and NOT Category M1
	pc_eFDD
	
	
	

	
	
	
	C185T
	
	pc_eTDD
	
	
	

	          Skipped Items

	8.3.1.12a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A3 (inter-band measurements) / Between FDD and TDD
	Rel-9
	C130
	UEs supporting E-UTRA FDD and E-UTRA TDD and FDD Feature Group Indicator 25 and TDD Feature Group Indicator 25 and NOT Category M1
	
	
	Note 3
	

	8.3.1.13
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Periodic reporting (intra-frequency and inter-band measurements)
	Rel-9
	C186F
	UEs supporting E-UTRA and Feature Group Indicator 25 or (CE Mode A and “eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A” and “intra-frequency handover to target cell in normal coverage and CE Mode A” and Feature Group Indicator 25) and more than 1 FDD or TDD E-UTRA band 
	pc_eFDD
	
	Note 3
	

	
	
	
	C186T
	
	pc_eTDD
	
	
	

	8.3.1.13a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Periodic reporting (intra-frequency and inter-band measurements) / Between FDD and TDD
	Rel-9
	C130
	UEs supporting E-UTRA FDD and E-UTRA TDD and FDD Feature Group Indicator 25 and TDD Feature Group Indicator 25 and NOT Category M1
	
	
	Note 3
	

	8.3.1.14
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (Inter-band measurements)
	Rel-9
	C186F
	UEs supporting E-UTRA and Feature Group Indicator 25 or (CE Mode A and “eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A” and “intra-frequency handover to target cell in normal coverage and CE Mode A” and Feature Group Indicator 25) and more than 1 FDD or TDD E-UTRA band 
	pc_eFDD
	
	Note 3
	

	
	
	
	C186T
	
	pc_eTDD
	
	
	

	8.3.1.14a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Two simultaneous events A2 and A3 (inter-band measurements) / Between FDD and TDD
	Rel-9
	C130
	UEs supporting E-UTRA FDD and E-UTRA TDD and FDD Feature Group Indicator 25 and TDD Feature Group Indicator 25 and NOT Category M1 
	
	
	Note 3
	

	8.3.1.15
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Inter-band handover / IE measurement configuration not present
	Rel-9
	C45F
	UEs supporting E-UTRA and Feature Group Indicator 13 and Feature Group Indicator 25 or (CE Mode A and “eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A” and “intra-frequency handover to target cell in normal coverage and CE Mode A” and Feature Group Indicator 25) and more than 1 FDD or TDD E-UTRA band 
	pc_eFDD
	
	Note 3
	

	
	
	
	C45T
	
	pc_eTDD
	
	
	

	8.3.1.15a
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Inter-band handover / IE measurement configuration not present / Between FDD and TDD
	Rel-9
	C63
	UEs supporting E-UTRA FDD and E-UTRA TDD and FDD Feature Group Indicator 25 and FDD Feature Group Indicator 30 and TDD Feature Group Indicator 25 and TDD Feature Group Indicator 30 and NOT Category M1
	
	
	Note 3
	

	8.3.1.16
	Measurement configuration control and reporting / Intra E-UTRAN measurements / Continuation of the measurements after RRC connection re-establishment / Inter-band
	Rel-9
	C186F
	UEs supporting E-UTRA and Feature Group Indicator 25 or (CE Mode A and “eventA3 for intra-frequency neighbouring cells in normal coverage CE Mode A” and “intra-frequency handover to target cell in normal coverage and CE Mode A” and Feature Group Indicator 25) and more than 1 FDD or TDD E-UTRA band 
	pc_eFDD
	
	Note 3
	

	
	
	
	C186T
	
	pc_eTDD
	
	
	


<End of modified section1>
<Start of modified section2>
Table 4-1a: Applicability of tests Conditions

	C01
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	Skipped items

	C08bT
IF A.4.1-1/2 AND A.4.5-1b/5 THEN R ELSE N/A

	C09F
IF (A.4.1-1/1 AND A.4.5-1a/25) OR (A.4.4-1/122 AND A.4.4-1A/XXX) THEN R ELSE N/A

	C09T
IF (A.4.1-1/2 AND A.4.5-1b/25) OR (A.4.4-1/122 AND A.4.4-1A/XXX) THEN R ELSE N/A

	C10F
IF A.4.1-1/1 AND A.4.5-1a/25 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C10T
IF A.4.1-1/2 AND A.4.5-1b/25 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C11F
IF (A.4.1-1/1 AND A.4.5-1a/16 AND A.4.5-1a/25) OR (A.4.4-1/122 AND A.4.4-1A/XXX) THEN R ELSE N/A

	C11T
IF (A.4.1-1/2 AND A.4.5-1b/16 AND A.4.5-1b/25) OR (A.4.4-1/122 AND A.4.4-1A/XXX) THEN R ELSE N/A

	C12
IF ((A.4.1-1/1 OR A.4.1-1/2) AND NOT A.4.3.2-2A/1)  OR ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/122 AND A.4.4-1A/XXX AND A.4.4-1A/YYY) THEN R ELSE N/A

	C13F
IF A.4.1-1/1 AND A.4.1-1/6 AND A.4.5-1a/16 AND A.4.5-1a/22 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C13T
IF A.4.1-1/2 AND A.4.1-1/6 AND A.4.5-1b/16 AND A.4.5-1b/22 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C14F
IF A.4.1-1/1 AND A.4.5-1a/5 AND A.4.5-1a/17 THEN R ELSE N/A

	C14T
IF A.4.1-1/2 AND A.4.5-1b/5 AND A.4.5-1b/17 THEN R ELSE N/A

	C15F
IF A.4.1-1/1 AND A.4.5-1a/3 AND A.4.5-1a/7 THEN R ELSE N/A

	C15T
IF A.4.1-1/2 AND A.4.5-1b/3 AND A.4.5-1b/7 THEN R ELSE N/A

	C16F
IF A.4.1-1/1 AND A.4.5-1a/7 THEN R ELSE N/A

	C16aF
IF A.4.1-1/1 AND A.4.5-1a/7 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C16T
IF A.4.1-1/2 AND A.4.5-1b/7 THEN R ELSE N/A

	C16aT
IF A.4.1-1/2 AND A.4.5-1b/7 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C17F
IF A.4.1-1/1 AND A.4.1-1/6 AND A.4.1-1/7 AND A.4.5-1a/22 AND A.4.5-1a/23 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C17T
IF A.4.1-1/2 AND A.4.1-1/6 AND A.4.1-1/7 AND A.4.5-1b/22 AND A.4.5-1b/23 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C18
IF (A.4.1-1/1 OR A.4.1-1/2) OR (A.4.4-1/122 AND A.4.4-1A/XXX) THEN R ELSE N/A

	C19F
IF A.4.1-1/1 AND A.4.5-1a/6 AND A.4.5-1a/7 AND NOT (A.4.3.2-2/1 OR A.4.3.2-1/1 OR A.4.3.2-2A/1) THEN R ELSE N/A

	C19aF
IF A.4.1-1/1 AND A.4.5-1a/6 AND A.4.5-1a/7 AND (A.4.3.2-2/1 OR A.4.3.2-1/1 OR A.4.3.2-2A/1) THEN R ELSE N/A

	C19T
IF A.4.1-1/2 AND A.4.5-1b/6 AND A.4.5-1b/7 AND NOT (A.4.3.2-2/1 OR A.4.3.2-1/1 OR A.4.3.2-2A/1) THEN R ELSE N/A

	C19aT
IF A.4.1-1/2 AND A.4.5-1b/6 AND A.4.5-1b/7 AND (A.4.3.2-2/1 OR A.4.3.2-1/1 OR A.4.3.2-2A/1) THEN R ELSE N/A

	C20F
IF A.4.1-1/1 AND A.4.1-1/7 AND A.4.5-1a/16 AND A.4.5-1a/23 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C20T
IF A.4.1-1/2 AND A.4.1-1/7 AND A.4.5-1b/16 AND A.4.5-1b/23 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C21F
IF A.4.1-1/1 AND A.4.5-1a/13 AND A.4.5-1a/25 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C21T
IF A.4.1-1/2 AND A.4.5-1b/13 AND A.4.5-1b/25 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C22
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/3 AND A.4.4-2/2 AND NOT (A.4.4-2/32) THEN R ELSE N/A

	C23
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/4 AND A.4.4-2/2 AND NOT (A.4.4-2/32) THEN R ELSE N/A

	C24F
IF A.4.1-1/1 AND A.4.1-1/3 AND A.4.5-1a/16 AND A.4.5-1a/26 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C24T
IF A.4.1-1/2 AND A.4.1-1/3 AND A.4.5-1b/16 AND A.4.5-1b/26 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C25F
IF A.4.1-1/1 AND A.4.1-1/4 AND A.4.5-1a/16 AND A.4.5-1a/24 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C25T
IF A.4.1-1/2 AND A.4.1-1/4 AND A.4.5-1b/16 AND A.4.5-1b/24 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C26
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.2.1.1-1/1 AND NOT (A.4.3.2-2A/1) THEN R ELSE N/A

	C27
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.1-1/6 OR A.4.1-1/7) AND A.4.4-1/5 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C28F
IF (A.4.1-1/1 AND A.4.5-1a/13 AND A.4.5-1a/25) OR (A.4.4-1/122 AND A.4.4-1A/XXX AND A.4.4-1A/YYY AND A.4.5-1a/25) THEN R ELSE N/A

	C28T
IF (A.4.1-1/2 AND A.4.5-1b/13 AND A.4.5-1b/25) OR (A.4.4-1/122 AND A.4.4-1A/XXX AND A.4.4-1A/YYY AND A.4.5-1b/25) THEN R ELSE N/A

	C29F
IF A.4.1-1/1 AND A.4.5-1a/7 AND (A.4.3.2-1/2 OR A.4.3.2-1/3 OR A.4.3.2-1/4 OR A.4.3.2-1/5) AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C29T
IF A.4.1-1/2 AND A.4.5-1b/7 AND (A.4.3.2-1/2 OR A.4.3.2-1/3 OR A.4.3.2-1/4 OR A.4.3.2-1/5) AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C30F
IF A.4.1-1/1 AND A.4.5-1a/20 AND (A.4.3.2-1/2 OR A.4.3.2-1/3 OR A.4.3.2-1/4 OR A.4.3.2-1/5) AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C30T
IF A.4.1-1/2 AND A.4.5-1b/20 AND (A.4.3.2-1/2 OR A.4.3.2-1/3 OR A.4.3.2-1/4 OR A.4.3.2-1/5) AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C31F
IF A.4.1-1/1 AND A.4.5-1a/7 AND A.4.5-1a/20 AND (A.4.3.2-1/2 OR A.4.3.2-1/3 OR A.4.3.2-1/4 OR A.4.3.2-1/5) AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C31T
IF A.4.1-1/2 AND A.4.5-1b/7 AND A.4.5-1b/20 AND (A.4.3.2-1/2 OR A.4.3.2-1/3 OR A.4.3.2-1/4 OR A.4.3.2-1/5) AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C32F
IF A.4.1-1/1 AND A.4.5-1a/7 AND A.4.5-1a/20 THEN R ELSE N/A

	C32T
IF A.4.1-1/2 AND A.4.5-1b/7 AND A.4.5-1b/20 THEN R ELSE N/A

	C33F
IF A.4.1-1/1 AND A.4.5-1a/20 THEN R ELSE N/A

	C33T
IF A.4.1-1/2 AND A.4.5-1b/20 THEN R ELSE N/A

	C34
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/6 AND A.4.4-1/7 THEN R ELSE N/A

	C35
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/6 THEN R ELSE N/A

	C36F
IF A.4.1-1/1 AND A.4.1-1/6 AND A.4.5-1a/8 AND A.4.5-1a/22 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C36T
IF A.4.1-1/2 AND A.4.1-1/6 AND A.4.5-1b/8 AND A.4.5-1b/22 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C37
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.1-1/6 AND (A.4.4-1/8 OR A.4.4-1/53) AND A.4.5-2/2 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C38F
IF A.4.1-1/1 AND A.4.1-1/7 AND A.4.5-1a/10 AND A.4.5-1a/23 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C38T
IF A.4.1-1/2 AND A.4.1-1/7 AND A.4.5-1b/10 AND A.4.5-1b/23 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C39F
IF A.4.1-1/1 AND A.4.1-1/6 AND A.4.5-1a/5 AND A.4.5-1a/19 AND A.4.5-1a/22 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C39T
IF A.4.1-1/2 AND A.4.1-1/6 AND A.4.5-1b/5 AND A.4.5-1b/19 AND A.4.5-1b/22 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C40F
IF A.4.1-1/1 AND A.4.1-1/7 AND A.4.5-1a/5 AND A.4.5-1a/19 AND A.4.5-1a/23 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C40T
IF A.4.1-1/2 AND A.4.1-1/7 AND A.4.5-1b/5 AND A.4.5-1b/19 AND A.4.5-1b/23 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C41
Void

	C42F
IF A.4.1-1/1 AND A.4.1-1/3 AND A.4.5-1a/12 AND A.4.5-1a/26 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C42T
IF A.4.1-1/2 AND A.4.1-1/3 AND A.4.5-1b/12 AND A.4.5-1b/26 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C44F
IF A.4.1-1/1 AND A.4.1-1/3 AND A.4.5-1a/5 AND A.4.5-1a/19 AND A.4.5-1a/26 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C44T
IF A.4.1-1/2 AND A.4.1-1/3 AND A.4.5-1b/5 AND A.4.5-1b/19 AND A.4.5-1b/26 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C45F
IF (A.4.1-1/1 AND A.4.5-1a/13 AND A.4.5-1a/25 AND A.4.1-2/1) OR (A.4.4-1/122 AND A.4.4-1A/XXX AND A.4.4-1A/YYY AND A.4.5-1a/25) THEN R ELSE N/A

	C45T
IF (A.4.1-1/2 AND A.4.5-1b/13 AND A.4.5-1b/25 AND A.4.1-2/1) OR (A.4.4-1/122 AND A.4.4-1A/XXX AND A.4.4-1A/YYY AND A.4.5-1b/25) THEN R ELSE N/A

	C46
IF (A.4.1-1/1 OR A.4.1-1/2) AND NOT A.4.4-1/9 THEN R ELSE N/A

	C47
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/2 AND A.4.4-2/1 THEN R ELSE N/A

	Skipped items

	C185F
IF A.4.1-1/1 AND A.4.5-1a/13 AND A.4.5-1a/25 AND A.4.1-2/1 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C185T
IF A.4.1-1/2 AND A.4.5-1b/13 AND A.4.5-1b/25 AND A.4.1-2/2 AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C186F
IF (A.4.1-1/1 AND A.4.5-1a/25 AND A.4.1-2/1) OR (A.4.4-1/122 AND A.4.4-1A/XXX AND A.4.4-1A/YYY AND A.4.5-1a/25) THEN R ELSE N/A

	C186T
IF (A.4.1-1/2 AND A.4.5-1b/25 AND A.4.1-2/2) OR (A.4.4-1/122 AND A.4.4-1A/XXX AND A.4.4-1A/YYY AND A.4.5-1b/25) THEN R ELSE N/A

	C187
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/86 THEN R ELSE N/A

	Skipped items

	C254a
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/122 THEN R ELSE N/A

	C254b
IF (A.4.1-1/1 OR A.4.1-1/2) AND (A.4.4-1/122 OR A.4.4-1/123) AND NOT A.4.3.2-2A/1 THEN R ELSE N/A

	C254c
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/122 AND A.4.4-1A/XXX AND A.4.4-1A/YYY THEN R ELSE N/A

	Skipped items

	C361
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/187 THEN R ELSE N/A

	C362
IF A.4.1-1/1 AND A.4.5-1a/7 OR (A.4.4-1/122 AND A.4.4-1A/XXX AND A.4.4-1A/YYY AND A.4.5-1a/7) THEN R ELSE N/A

	C363
IF A.4.1-1/2 AND A.4.5-1b/7 OR (A.4.4-1/122 AND A.4.4-1A/XXX AND A.4.4-1A/YYY AND A.4.5-1b/7) THEN R ELSE N/A

	C364
IF (A.4.1-1/1 AND A.4.5-1a/25) OR (A.4.4-1/122 AND A.4.4-1A/XXX AND A.4.5-1a/25) THEN R ELSE N/A

	C365
IF (A.4.1-1/2 AND A.4.5-1b/25) OR (A.4.4-1/122 AND A.4.4-1A/XXX AND A.4.5-1b/25) THEN R ELSE N/A

	C366
IF ((A.4.1-1/1 OR A.4.1-1/2) AND (A.4.2.1.1-1/4) AND ([8] A.4.4/90)) THEN R ELSE N/A


<End of modified section2>
<End of modified section3>
A.4.4
Additional information

Table A.4.4-1: Additional information

	Item
	Additional information
	Ref.
	Release
	Mnemonic
	Comments

	1
	Support of USIM removal without power down
	
	Rel-8
	pc_USIM_Removal
	

	Skipped items

	139
	Support of TDD Band 41 Power class 2 operation
	36.101, 6.2.2
	Rel-14
	pc_B41_UE_PC2
	

	140
	Support for PDCP Packet Delay per QCI
	TS 36.331 5.5.2
	Rel-13
	pc_PDCP_PktDelay
	

	141
	Void
	
	
	
	

	142
	Void
	
	
	
	

	143
	Support of Control plane CIoT
	24.301, 5.3.15
	Rel-13
	pc_Control_Plane_CIoT_Optimisation
	


Table A.4.4-1A: Additional UE radio access capabilities (Mandatory for Rel-11 and onward)

	Item
	Additional capabilities
	Ref.
	Release
	Status

(Note 1)
	Support

Yes/No

(Note 2)
	Mnemonic
	Comments

	1
	UL Coordinated Multi-Point operation
	36.306, 4.3.4.23
	Rel-11
	O.01
	
	pc_UL_CoMP
	This is a Rel-11 Mandatory feature

	2
	Support of TDD special subframe
	36.306, 4.3.4.21

36.331, 6.3.6
	Rel-11
	O.01
	
	pc_TDD_SpecialSubframe 
	This is a Rel-11 Mandatory feature

	
	
	
	Rel-9, Rel-10
	O
	
	
	The Capability can optionally be implemented in UEs of the indicated Releases

	3
	Support of multiple timing advances for each band combination supported by the UE
	36.306, 4.3.5.3
	Rel-11
	O.01
	
	pc_multipleTimingAdvance
	This is a Rel-11 Mandatory feature (Note 3)

	4
	Support of Extended Access Barring
	36.306, 7.3.1
	Rel-11
	O.01
	
	pc_EAB
	This is a Rel-11 Mandatory feature (Note 4)

	5
	Support of transmission of discovery announcements based on network scheduled resource allocation.
	36.306, 4.3.21.4
	Rel-12
	O.01
	
	pc_discScheduledResourceAlloc
	This is a Rel-12 Mandatory feature (Note 5)

	6
	Support of transmission of discovery announcements based on UE autonomous resource selection.
	36.306, 4.3.21.5
	Rel-12
	O.01
	
	pc_discUESelectedResourceAlloc
	This is a Rel-12 Mandatory feature (Note 5)

	7
	Support of CRS interference handling
	36.306, 4.3.4.15
	Rel-11
	O.01
	
	pc_CRS_Interference_Handling
	This is a Rel-11 Mandatory feature except UE Category 0 and Category M1 

	8
	Support of Synchronisation signal and common channel interference handling
	36.306, 4.3.4.20
	Rel-11
	O.01
	
	pc_ss_CCH_Interference_Handling
	This is a Rel-11 Mandatory feature for TDD bands except UE Category 0 and Category M1

	9
	Support of UL multi-tone transmissions on NPUSCH in NB-IoT
	36.306, 4.3.4.55
	Rel-13
	O.01
	
	pc_NB_MultiTone
	This is a Rel-13 Mandatory feature for UEs of any ue-Category-NB

	10
	Support of multi-carrier operation in NB-IoT
	36.306, 4.3.4.56
	Rel-13
	O.01
	
	pc_NB_MultiCarrier
	This is a Rel-13 Mandatory feature for UEs of any ue-Category-NB

	11
	Support of PRACH on non-anchor carrier in NB-IoT
	36.306, 4.3.4.75
	Rel-14
	O.01
	
	pc_NB_MultiCarrier_NPRACH
	This is a Rel-14 Mandatory feature for UEs of any ue-Category-NB

	12
	Support of paging on non-anchor carriers in NB-IoT
	36.306, 4.3.4.76
	Rel-14
	O.01
	
	pc_NB_MultiCarrier_Paging
	This is a Rel-14 Mandatory feature for UEs of any ue-Category-NB

	13
	Support of interference randomisation in connected mode in NB-IoT
	36.306, 4.3.4.80
	Rel-14
	O.01
	
	pc_NB_InterferenceRandomisation
	This is a Rel-14 Mandatory feature for UEs of any ue-Category-NB

	XXX
	Support of eventA3 for intra-frequency neighbouring cells in normal coverage and CE Mode A
	36.306, 4.3.29.3
	Rel-13
	O.01
	
	pc_IntraFreqA3_CE_ModeA
	This is a Rel-13 Mandatory feature for UEs supporting ce-ModeA-r13

	YYY
	Support of intra-frequency handover to target cell in normal coverage and CE Mode A
	36.306, 4.3.29.5
	Rel-13
	O.01
	
	pc_IntraFreqHO_CE_ModeA
	This is a Rel-13 Mandatory feature for UEs supporting ce-ModeA-r13

	Note 1:
From Rel-11 onwards 3GPP TSG RAN has discontinued the usage of FGI bits (see A.4.5). Instead it has introduced a different mechanism to accomplish the same purposes based on the following principles (TS 36.306 [1] clause 4): 'For optional features, the UE radio access capability parameter indicates whether the feature has been implemented and successfully tested. For mandatory features with the UE radio access capability parameter, the parameter indicates whether the feature has been successfully tested.'
Reflecting this situation, in the present table the status for Mandatory features would be indicated as conditional Optional (O.xx) until IOT testing availability is ensured. The decision when IOT testing availability can be considered ensured is made by 3GPP TSG RAN. After the 3GPP TSG RAN decision that IOT testing is available the status of the capability parameter will be changed to Mandatory (M) and the release from which this requirement apply will be explicitly stated.

Note 2:
If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release.

Note 3:
It is mandatory for UEs of this release of the specification to support this capability for band combinations having an UL on multiple FDD bands (see 36.306, 4.3.5.3). In the context of evaluating the status of the capability this would depend on the indication for UL support provided in Table A.4.3.3.3-3 i.e. if for at least one CA configurations for Inter-band CA the UE indicates A-A then the Support of multiple timing advances for this CA configuration is Mandatory.

Note 4:
It is mandatory for UEs which are supporting an access subject to Extended Access Barring (see 36.306, 7.1.3). 

Note 5:
It is mandatory for UEs which are supporting ProSe direct discovery.


<End of modified section3>
