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Change 1
	Function name
	function f_TC_6_1_1_1_EUTRA()  

	Reason for change
	Following the implementation of prose CR R5-192714 , at step 32 in alt condition t_HpPlmn_lower timer has been used. But as per test case procedure defined in  TS 36523-1 Table 6.1.1.1.3.2-2:  the RRC Connection request in step 32 should be received after t_HpPlmn_upper timer (120 seconds).

	Summary of change
	t_HpPlmn_lower timer has been replaced with t_HpPlmn_lower upper timer in alt condition at step 32.

	TTCN module
	LTE\6_1\Idle_PLMNSelection.ttcn

	MCC160 Comment
	


Before change
      function f_TC_6_1_1_1_EUTRA() runs on EUTRA_PTC

  {

    var template (value) CellPowerList_Type v_CellPowerList_AtT1;

    var template (value) CellPowerList_Type v_CellPowerList_AtT2;

    var template (value) CellPowerList_Type v_CellPowerList_AtT3;

    var float v_HpPlmnUpper;        //@sic R5-192714 sic@

    timer t_HpPlmn_lower;

    timer t_HpPlmn_upper;

    timer t_IdleMode_GenericTimer := tsc_IdleMode_GenericTimer;

    ………………………..
    //@siclog "Step 32" siclog@

    //Check: Does the UE send an RRCConnectionRequest on Cell 14 after 120 seconds, but before 660 / 7500 (for Category M1) seconds after step29 ? (Note 1 and 2)

    alt {

      [] SRB.receive( car_SRB0_RrcPdu_IND(eutra_Cell14, cr_508_RRCConnectionRequest))

        {

          //* @verdict fail RRCConnectionRequest received within t_HpPlmn_upper time

          f_EUTRA_SetVerdictFailOrInconc (__FILE__, __LINE__, "Test Case 6.1.1.1 Step 32");

        }

      [] t_HpPlmn_lower.timeout  //@sic R5-192714 sic@

        {

          if (f_EUTRA_RRC_ConnectionRequest_Common(eutra_Cell14, t_HpPlmn_upper)) {  // @sic R5-120721 change 3 R5-140751 sic@

            f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 6.1.1.1 Step 32");

          }

        }

    }

    ……………….
  };
After change
  function f_TC_6_1_1_1_EUTRA() runs on EUTRA_PTC

  {

    …………………
    //@siclog "Step 32" siclog@

    //Check: Does the UE send an RRCConnectionRequest on Cell 14 after 120 seconds, but before 660 / 7500 (for Category M1) seconds after step29 ? (Note 1 and 2)

    alt {

      [] SRB.receive( car_SRB0_RrcPdu_IND(eutra_Cell14, cr_508_RRCConnectionRequest))

        {

          //* @verdict fail RRCConnectionRequest received within t_HpPlmn_upper time

          f_EUTRA_SetVerdictFailOrInconc (__FILE__, __LINE__, "Test Case 6.1.1.1 Step 32");

        }

      [] t_HpPlmn_upper.timeout  //@sic R5-192714 sic@

        {

          if (f_EUTRA_RRC_ConnectionRequest_Common(eutra_Cell14, t_HpPlmn_upper)) {  // @sic R5-120721 change 3 R5-140751 sic@

            f_EUTRA_PreliminaryPass (__FILE__, __LINE__, "Test Case 6.1.1.1 Step 32");

          }

        }

    }

……………….
  }; 
