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	Reason for change:
	In section 9.2, it is specified that for the determination of the number of PRBs in Subclauses 9.2.3, 9.2.5.1 and 9.2.5.2, a UE assumes reference CRC. However, the determination of the number of PRBs is only defined in subclause 9.2.3 and 9.2.5.1 while multi-CSI resource selection and CSI report(s) selection are described in subclause 9.2.5.2. Therefore, it is not clear whether reference CRC defined in 9.2 is applied to multi-CSI resource selection and CSI report(s) selection.

	
	

	Summary of change:
	Delete the condition when reference CRC is assumed in section 9.2 so that reference CRC is applied to determination of the number of PRBs, multi-CSI resource selection and CSI report(s) selection defined in 9.2.3, 9.2.5.1 and 9.2.5.2.

	
	

	Consequences if not approved:
	  Unclear UE behaviour whether reference CRC or the CRC defined in TS38.212 is applied to multi-CSI resource selection and CSI report(s) selection.
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	Other comments:
	Impact analysis:

If the UE is implemented according to the change but the NW is not, or the NW is implemented according to the change but the UE is not, NW and UE may have different understanding on the CRC number for multi-CSI resource selection and CSI report(s).


9.2
UCI reporting in physical uplink control channel

UCI types reported in a PUCCH include HARQ-ACK information, SR, and CSI. UCI bits include HARQ-ACK information bits, if any, SR information bits, if any, and CSI bits, if any. The HARQ-ACK information bits correspond to a HARQ-ACK codebook as described in Subclause 9.1.

A UE may transmit one or two PUCCHs on a serving cell in different symbols within a slot of 
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 symbols as defined in [4, TS 38.211]. When the UE transmits two PUCCHs in a slot, at least one of the two PUCCHs uses PUCCH format 0 or PUCCH format 2.
In Subclauses 9.2.3, 9.2.5.1 and 9.2.5.2, a UE assumes 11 CRC bits if a number of respective UCI bits is larger than or equal to 360; otherwise, the UE determines a number of CRC bits based on the number of respective UCI bits as described in [5, TS 38.212].
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