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1	Work plan related evaluation
	Do you want to modify the time budget for this WI/SI compared to what was endorsed at the last RAN meeting?
	No



If you answered No:	Then please remove the Excel file from the zip file of this status report.
If you answered Yes:	Then please fill out the attached Excel template to request a modification of the time 		budgets for your WI /SI. The Excel table has to be filled out for all affected RAN WGs and 		up to the target date of the WI/SI. The basis are the endorsed time budgets of the last 		RAN meeting. Please highlight all changes of the values.
		One time unit (TU) corresponds to ~ 2 hours in the meeting.
		If this status report covers a WI with Core and Performance part, then please have one 		line for each in the attached Excel table.
		Note: If no Excel table is attached, then this means no time budget change.
Additional explanations/motivations for the time budget changes in the attached Excel table:


2.	Detailed progress in RAN WGs since last TSG meeting (for all involved WGs)
	NOTE: Agreements and Open issues impacted cross-TSG aspects shall be explicitly highlighted
2.1	RAN1
2.1.1	Agreements
Agreements in RAN1 #96bis
R1-1905748	Draft Response LS on short control signaling in NR-U	Qualcomm Incorporated
Final LS approved in R1-1905860

Agreement:
PRB/RE-interlaced PRACH is not considered further. Consider the following alternatives should be studied further as options.
· Alt 1: Legacy NR PRACH sequence of length 139 mapped to contiguous subcarriers, with repetitions in frequency
· FFS: Guard bands between repetitions
· FFS: Number of repetitions
· FFS: Whether repetitions are constrained to be contiguous in frequency or not
· Alt 2: A single PRACH sequence mapped to contiguous PRBs according to one of the following alternatives
· Alt 2.1: ZC sequence with longer length than 139
· Alt 2.2: New sequence with longer length than 139

Agreement:
Only coreset #0 lengths of 1 and 2 symbols are supported for NR-U

Agreement:
Select one of the following options in RAN1 #97:
· Alt 1: Legacy SSB positions in a slot
· Support Type0-PDCCH in symbol (#0, #1) for length-2 coreset 0 and symbol (#0) for length-1 coreset 0 at least for the first SSB in a slot
· Support Type0-PDCCH in symbol (#6, #7) for length-2 coreset 0 and symbol #6 or symbol #7 for length-1 coreset 0 for the second SSB in a slot
· FFS: configurable between symbols #6 and #7 for the length-1 coreset 0 for the second SSB in a slot
· Alt2: New SSB positions in a slot
· Support Type0-PDCCH in symbol (#0, #1) for length-2 coreset 0 and symbol (#0) for length-1 coreset 0 for the first SSB in a slot
· Support Type0-PDCCH in symbol (#7, #8) for length-2 coreset 0 and symbol (#7) for length-1 coreset 0 for the second SSB in a slot
· Alt 3: Legacy SSB positions in a slot
· Support Type0-PDCCH in symbol (#0, #1) for length-2 coreset 0 and symbol (#0) for length-1 coreset 0 for the first SSB in a slot
· Support Type0-PDCCH in symbol (#7) for coreset 0 for the second SSB in a slot

Agreement:
Only further discuss/consider Option 3 (PDSCH mapping type B with durations other than 2/4/7 symbols) as potential enhancements to PDSCH transmissions.

Agreement:
For a 20 MHz carrier bandwidth, if enhancements to PF0 and PF1 are supported, a mapping to physical resources of at least one full interlace is supported
· FFS: Whether or not to support enhancements to PF0/1.
· Companies are encouraged to provide user multiplexing capacity and UCI payload analysis for enabling the decision for relevant use cases

Agreement:
Support RRC configuration of an SRS resource to start at any OFDM symbol within a slot by extending the RRC parameter startPosition of resourceMapping of SRS-Config for Rel-16 to have a value range 0..13.

Agreement:
Decisions on which additional PUCCH formats (enhanced or combination of legacy and enhanced) are supported should be at least based on the following.
· Which PUCCH format(s) are to be used at least for the following use cases:
· HARQ ACK prior to dedicated PUCCH resource configuration
· HARQ ACK, SR, CSI and combinations thereof after dedicated PUCCH resource configuration
· Specification impact, e.g., UE procedures in 38.213 and 38.212, for all proposed PUCCH formats to be supported
· User multiplexing capacity and UCI payload analysis for all proposed PUCCH formats to be supported
· In-band and out-of-band emissions

Agreement:
The following common set of evaluation assumptions and reporting metrics are used for enhanced PUCCH design
[bookmark: _Hlk5850751]Evaluation assumptions
	Property
	Value

	Carrier frequency
	5 GHz

	Channel bandwidth
	20 MHz

	Channel model
	TDL-C

	Delay scaling
	At least 10ns, 100ns with 300 ns optional

	Antenna configuration at BS*
	(M,N,P) = (1,1,2) with omni-directional antenna element

	Antenna configuration at UE
	Single omni-directional antenna element

	Antenna port virtualization
	No beamforming and no beam selection

	Frequency offset
	0 ppm

	UE speed
	3 km/h

	Subcarrier spacing
	15/30 kHz (with other SCS optional)

	Number of code-division multiplexed users if applicable
	1 user, with other cases optional

	Interference assumption
	No inter-cell interference

	* See Table 7-1 of R1-1704144



Reporting metrics
	Parameter
	Value
	Notes

	Enhanced PUCCH Format
	
	e.g., E-PF0, E-PF1, E-PF2, E-PF3

	Number of OFDM symbols used for PUCCH resource
	
	e.g., 1, 2, 4, 14

	Number of RBs used for PUCCH resource (N_RB)
	
	At least 1 full interlace assumed
(Assume interlace design for 20 MHz carrier bandwidth as agreed in RAN1AH#1901 for 15kH and 30 kHz is used)


	Frequency domain OCC configuration details (if applicable)
	
	Include length and type of OCC, mapping of OCCs to control symbols and reference (DMRS) symbols, OCC cycling (if applicable)

	Time domain OCC configuration details (if applicable)
	
	Include length and type of OCC, mapping of OCCs to control symbols and reference (DMRS) symbols

	Number of multiplexed users, e.g., by code division if applicable
	
	1 user is assumed as baseline
Companies are to report other cases if evaluated

	Waveform
	
	e.g., CP-OFDM or DFT-s-OFDM

	PUCCH encoder type
	
	e.g., Reed Muller or Polar

	SCS
	
	15KHz, 30KHz

	Noise level, Np (dBm)
	
	Np = -174 + 10*log10(SCS*12*N_RB) + NF
NF = 5dB

	[bookmark: _Hlk5184969]Required SNR (dB)
	
	Required SNR needed to fulfil detection criterion(1)(2), read from simulation curve

	Cubic Metric
	
	Note: Single value reported in dB

	P_max (dBm)
	
	Maximum allowed transmit power under PSD limit of 10dBm/MHz measured in any 1MHz chunk and considers the RBs used for the PUCCH resource

	Backoff (dB)
	
	Backoff is computed as the cubic metric.
Note: If cubic metric is not used, information on the backoff metric used should be provided.

	P_TX (dBm)
	
	P_TX = min(P_max, 23- Backoff) is maximum allowed transmit power for the waveform considering backoff

	MCL (dB)
	
	MCL = P_TX – SNR – Np

	PUCCH payload size(s) (bits)
	
	If multiple payload sizes evaluated, then MCL to be plotted vs. PUCCH payload size

	PUCCH encoding rate(s)
	
	If multiple payload sizes evaluated, then multiple encoding rates to be reported (if applicable)

	(1) [bookmark: _Hlk5184979][bookmark: _Hlk5108029]For PUCCH payloads of 1 or 2 bits, detection criterion assumes that the PUCCH payload consists of randomly drawn HARQ ACK/NACK bits and is defined as P(ACK to Error) ≤ 1% and P(NACK to ACK) ≤ 0.1%. Error is defined as NACK or DTX where the decision region for DTX is determined to ensure that the maximum P(DTX to ACK) ≤ 1% for the case when the input to the receiver is noise only.
(2) For PUCCH payloads greater than 2 bits follow the requirements in TS38.104 Section 8.3

Note:
· Companies should provide details of RE mapping in frequency and time of enhanced PUCCH formats that are evaluated
· Companies should provide details about channel estimation assumptions, e.g. practical, ideal
· Definition of SNR to be reported with evaluation metrics



Conclusion:
If a category 2 LBT with a duration of 25 microseconds is required, no changes to the baseline method as followed in LAA for such LBT are needed

Agreement:
The following agreement from the SI is updated as shown:
Table 7.2.1.3.1-1: Channel access schemes for initiating a COT by gNB as LBE device
	
	Cat 2 LBT
	Cat 4 LBT

	[bookmark: _Hlk5777585]DRS alone or multiplexed with non-unicast data (e.g. OSI, paging, RAR) 
	When the DRS duty cycle ≤1/20, and the total duration is up to 1 ms: 25 µs Cat 2 LBT is used (as in LAA)
	When DRS duty cycle is > 1/20, or total duration > 1 ms
[bookmark: _Hlk5777630]Cat4 with any channel access priority class value can be used 

	DRS multiplexed with unicast data 
	N/A except for the cases discussed in the Note below
	Channel access priority class is selected according to the multiplexed data

	PDCCH and PDSCH
	N/A except for the cases discussed in the Note below
	Channel access priority class is selected according to the multiplexed data



Agreement:
For a UCI-only transmission on PUSCH in a channel occupancy initiated by the UE, Cat4 with lowest channel access priority class value can be used by the UE

Agreement:
For LBT by a UE prior to transmission of a UL burst within a gNB-initiated channel occupancy as LBE device, for gap durations shorter than 25 microseconds, choose one of the following alternatives
· Alt 1: Cat 2 LBT can be indicated (FFS: explicit and/or implicit) to the UE if the gap is 16 microseconds (allowing for implementation tolerances)
· Alt 2: Cat 2 LBT is not indicated to the UE for gaps less than 25 microseconds
· Notes (applicable to both alternatives): 
· This means that the gNB ensures that gaps between 16 and 25 microseconds do not occur
· This doesn’t change the previous agreement for Cat 1 and Cat 2 LBT for gaps of 16 microseconds or less
· FFS: Conditions on channel occupancy after a Cat. 1 or Cat. 2 LBT after a gap of 16 microseconds or less

Agreement:
The maximum DRS transmission window duration is 5 ms.
· The maximum number of candidate SSB positions within a DRS transmission window, Y, is selected as Y = 10 for 15 kHz SCS and Y = 20 for 30 kHz SCS.
· Note: The number of starting points for DRS transmissions with the 5 ms window that can use a Cat. 2 LBT is to be discussed further as part of channel access discussions.
· FFS: If the DRS transmission window is configurable, and if yes, how to configure and indicate the window, including the range of configurable values.

Agreement: 
For a given cell, the UE may assume that the PBCH DMRS sequence index is the same for SS/PBCH blocks that are transmitted at the same candidate positions across DRS transmission windows.

Agreement:
UE determines serving cell timing from the detected SSB candidate position, where the SSB candidate positions within the DRS transmission window are indexed from 0,…,Y-1 (Y = 10 for 15 kHz SCS and Y = 20 for 30 kHz SCS).

Agreement:
A non-numerical value is added to the possible range of PDSCH-to-HARQ-timing-indicator values defined in Rel-15, and is used to indicate to the UE that the HARQ-ACK feedback for the corresponding PDSCH is postponed until the timing and resource for the HARQ-ACK feedback is provided by the gNB.

Agreement:
Restrict further discussion on HARQ codebook to the following:
· For dynamic HARQ codebook:
· PDSCH grouping by explicitly signalling a group index in DCI scheduling the PDSCH
· gNB can request HARQ-ACK feedback in the same PUCCH for all PDSCHs in the same group
· Option 1: 
· One PUCCH can carry HARQ-ACK feedback for one or more PDSCH groups
· DCI can request HARQ-ACK feedback for one or more PDSCH groups 
· FFS one of the two options below
· C-DAI/T-DAI can be accumulated across multiple PDSCH groups for which feedback is requested in the same PUCCH
· C-DAI/T-DAI is accumulated only within one PDSCH group
· FFS: New ACK-Feedback Group Indicator for each PDSCH Group
· The number of HARQ-ACK bits for one PDSCH group is constant between a first HARQ-ACK feedback transmission and a HARQ-ACK feedback re-transmission, i.e. the PDSCH group cannot be enlarged after the first feedback transmission
· Option 2: 
· One PUCCH can carry HARQ-ACK feedback for a single PDSCH group
· FFS: Feedback for more than one PDSCH group
· DCI can request HARQ-ACK feedback for a single PDSCH group
· FFS: Requests for more than one PDSCH group
· C-DAI/T-DAI is accumulated within one PDSCH group
· A reset indicator signals new HARQ-ACK feedback for a PDSCH group
· The number of HARQ-ACK bits for one PDSCH group may not be constant between a first HARQ-ACK feedback transmission and a HARQ-ACK feedback re-transmission
· Semi-static codebook. Options FFS.
· If request/trigger for one-shot group HARQ ACK feedback for all configured HARQ processes is introduced (at least for non-CBG HARQ), select one or more of the following candidate schemes:
· The request is carried in a UE-specific DCI carrying a PUSCH grant
· The request is carried in a UE-specific DCI carrying a PDSCH assignment
· The request is carried in a UE-specific DCI not scheduling PDSCH nor PUSCH
· The request is carried in a UE-common DCI
· The request can be used for UE configured with dynamic or semi-static HARQ codebook
· Note: The discussion on preconfigured/pre-indicated multiple opportunities in frequency domain in different LBT subbands is a separate discussion

Agreement:
Select from the following additional options for type 1 and type 2 configured grant time domain resource allocation mechanism in NR by RAN1#97
· Option 1: A bitmap to selectively enable or disable configured UL transmission opportunities as per NR Rel-15 configurations.
· FFS: A bit in the bitmap can correspond to a slot or sub-slot or group of slots
· FFS: duration of bitmap in time, e.g. 40ms
· Option 2: A mechanism based on multiple NR Rel-15 configurations
· FFS: Whether any further enhancement is needed to Rel-16 beyond what is being considered in the URLLC WI
· Option 3: Configuration in addition to the Rel-15 baseline of one or more of the following aspects:
· Multiple offsets within an active configuration
· Duration of transmission for an offset
· Option 4: A bitmap to configure UL transmission opportunies to replace current time domain resource configuration
· FFS: A bit in the bitmap can correspond to a slot or sub-slot or group of slots
· FFS: duration of bitmap in time, e.g. 40ms
· Note: This is importing LAA AUL functionality into NR

Agreement:
For UL transmissions in a serving cell with carrier bandwidth greater than LBT bandwidth, for the case where UE performs CCA before UL transmission, support at least Alt. 1 among the following alternatives
· Alt. 1: UE transmits the PUSCH only if CCA is successful at UE in all LBT bandwidths of the scheduled PUSCH.
· Alt. 2: UE transmits the PUSCH in all or a subset of LBT bandwidths of the scheduled PUSCH for which CCA is successful at the UE. 
· Decision on whether this alternative is supported will depend on feedback from RAN4
· FFS on restrictions to the subset of LBT bandwidths, e.g., only contiguous LBT bandwidths allowed, based on feedback from RAN4
· Necessity of guard bands within the scheduled PUSCH should be determined by RAN4
· FFS: Whether this applies also to configured grant PUSCH
· FFS: Whether this applies also to PUCCH
LS to RAN4 on the above agreement captured in R1-1905892.

Agreement:
· Support a mechanism for a UE to detect gNB is transmitting across
· Multiple carriers 
· Multiple LBT bandwidths in a carrier. 
· The following mechanisms are to be considered:
· Option 1: Explicit indication via PDCCH
· FFS: The type of PDCCH (e.g., group common PDCCH or UE-specific PDCCH)
· FFS: Signaling details of the indication
· Option 2: Explicit indication via selection of a PDCCH DM-RS sequence from a set of PDCCH DM-RS sequences
· FFS: Details of the indication
· Option 3: Via UE implementation, i.e., implicit method based on NR-based signal such as DM-RS and/or corresponding PDCCH detection
· FFS: Which signals/channels or combination of signals/channels could be used by the UE
· Note: Above options are not mutually exclusive

Agreements in RAN1 #97
Agreement:
For SSB positions and type-0 PDCCH monitoring in a slot, only Alternatives 1 and 2 (from the previous agreement in RAN1#96bis) are considered further.
Note: As per the previous agreement one of Alternative 1 and 2 is to be selected at RAN1#97

Conclusion:
There is no consensus between Alternative 1 and Alternative 2 on the topic of SSB positions and type-0 PDCCH monitoring in a slot. No further online or scheduled offline discussions will be conducted on this topic. If there is consensus on such enhancements, the topic can be revisited in the Rel-16 NR-U work item. 

R1-1907884	[DRAFT] LS to RAN4 on impact of sync raster placement for NR-U in RAN1	Qualcomm
The final LS is approved in R1-1907896 with the main body of the LS changed to the following:
“RAN1 understands RAN4 is discussing the sync raster design for NR-U band in 5GHz with the options of placing the sync raster either in approximately the middle of each 20MHz channel, or at approximately the edge of each 20MHz channel. RAN1 evaluated the impact to RAN1 if either of the options are adopted in RAN4.

From a RAN1 perspective, in unlicensed bands, where the DL initial BWP is nominally 20 MHz, RAN4 decisions on sync raster points have consequences on RAN1 design. RAN1 has discussed these consequences. 
· If a SSB is not close to the edge, the number of RBs available to carry SIB1 would be limited although further enhancement to introduce rate matching around the SSBs to address this limitation are being discussed in RAN1
· If a SSB is close to the edge, the number of RBs available to carry SIB1 would be less limited although whether or not further enhancement to introduce rate matching around the SSBs is needed is being discussed in RAN1”

Agreement:
For a new enhanced design of NR-U PRACH in addition to the Rel-15 design (sequence length of 139) further discussion is limited to the following options
· ZC sequence of the following lengths
· 15 kHz: Choose one of L_RA=[571, 1151]
· 30 kHz: Choose one of L_RA=[283, 571]
· Repetition of Rel-15 PRACH sequences in frequency domain with potentially some mechanisms to improve the cubic metric
· Consider one of 2 and 4 repetitions for 30 kHz and one of 4 and 8 repetitions for 15 kHz
· Note: Decision will be based on previously agreed evaluation metrics, capacity per cell (i.e., number of preambles per RACH occasion and number of RACH occasions) for the same time and frequency resources, specification impact and implementation complexity.
· Note: Companies should state any deviations in assumptions from the agreed evaluation assumptions.

Agreement:
· Additional durations from 2 to 13 (other than 2, 4 and 7 which are already supported in Rel-15) for PDSCH mapping type B are supported. 
· FFS: A duration of 14
· FFS: DMRS aspects for the additional durations (Reuse Rel-15 patterns or define new patterns for these additional durations)
· Capability signalling will be defined for UEs to indicate which specific subset of durations are supported by the UE.
· FFS: Some duration(s) are mandatory for the UE to support for initial access
· FFS: PDSCH processing times for the new durations (reuse the values for durations of 2/4/7 or define new ones) 
· Note: PDCCH monitoring occasions will be discussed separately as part of the NR-U WI
· Note: This agreement does not by itself imply an increased requirement in PDSCH processing and decoding capabilities compared to Rel-15

Agreement:
Support enhancement of Rel-15 PUCCH formats PF0 and PF1 as follows:
· Mapping to physical resources of one full interlace in 20 MHz.
· FFS: Sequence type and mapping considering the following alternatives:
· Alt-1: Repetition of the length-12 Rel-15 PF0 and PF1 sequence in each PRB of an interlace with mechanism to control PAPR/CM considering the following alternatives
· Alt-1a: Cycling of cyclic shifts across PRBs 
· Alt-1b: Phase rotation across PRBs of an interlace where the phase rotation is can be per RE or per PRB
· Alt-2: Mapping of different length-12 Rel-15 PF0 and PF1 sequences to the PRBs of an interlace based on different group number u (range is 0 .. 29)
· Alt-3: Mapping of a single long sequence to the PRBs of an interlace
· FFS: Impact due to guardbands 
· Note: Decisions on the above should be based on at least performance using the agreed MCL metric and specification impact
· Note: Interlaced PF2 and 3 are not enhanced to support 1-2 bit payloads

Agreement:
For enhanced Rel-15 PF3 supporting interlaced mapping, do not replace DFT-s-OFDM with CP-OFDM

Agreement:
For LBT by a UE prior to transmission of a UL burst within a gNB-initiated channel occupancy as an LBE device, for gap durations shorter than 25 microseconds, Cat 2 LBT can be indicated (FFS: explicit and/or implicit) to the UE if the gap is 16 microseconds (allowing for implementation tolerances)
Note: this is the Alt 1 identified in RAN1#96bis

Agreement:
Select one of the following alternatives for Cat2 LBT in a 16 us gap. 
· Alt 1: The 16us measurement period is split into two slots with the first slot having a duration 7us and second slot having a duration of 9us. 
· Energy measurement is done in the 9us slot with the measurement including averaging for at least 4 us in any portion of the slot. LBT is said to be successful if the measured energy is lower than the ED threshold. 
· Alt 2: The 16us measurement period is split into two slots with the first slot having a duration 7us and second slot having a duration of 9us. 
· Energy measurement is done in both the 7us and 9us slot with the measurement including averaging for at least 4 us in any portion of each slot. LBT is said to be successful if the measured energy is lower than the ED threshold in both slots. 
· Alt 3: Energy measurement is done in any portion of the 16 us duration including averaging for at least 4 us. LBT is said to be successful if the measured energy is lower than the ED threshold. 

Agreement:
Multi-carrier channel access schemes that are applicable to multiple carriers with a single LBT sub-band per carrier that is the same as the carrier bandwidth are also applicable to multiple LBT sub-bands within a carrier when such carriers are used either as a single wideband carrier or as part of carrier aggregation of a set of carriers.

Agreement:
The mechanism to determine serving cell timing is as follows: 
· The SS/PBCH block position index within a DRS transmission window is detected using a combination of PBCH DMRS sequence index and 1 bit/2 bits for 15 kHz SCS/30 kHz SCS of the 3 available bits in the PBCH payload (not in MIB) originally used in Rel-15 FR2 for MSB SSB index 
· 10-bits SFN and half-frame indicator are indicated as in Rel-15 
· PBCH payload size is not increased compared to Rel-15
· FFS: Whether reuse of other available bits in PBCH payload is also required for timing determination
· If the UE is required to perform PBCH decoding of neighbor cell(s) (e.g., in asynchronous deployments), an explicit time allowance for acquisition of SSB index is provided to the UE

Agreement:
LBT category for msg 3 initial transmission is provided to the UE in RAR

Agreement:
Reply to the RAN2 LS informing them of the following:
· RAN1 has made the following agreement which facilitates COT sharing between Msg2 and Msg3:
· LBT category for msg 3 initial transmission is provided to the UE in RAR
· Multiple msg3 tx opportunities with a single or multiple RARs in the time domain is feasible from a RAN1 perspective but there is no consensus at this time in RAN1 to support this. RAN1 will continue discussions on the support of multiple msg3 tx opportunities.

R1-1907858 	Reply LS on RACH agreements for NR-U	Charter
Final LS approved in R1-1907902 with Observation 2 modified as follows:
Extending the maximum RAR window size was concluded to be beneficial during the study item but there has been no discussion in RAN1 during the work item on multiple msg1 transmissions and extending the RAR window size.

Agreement:
For a serving cell, UE may assume a QCL relation between SS/PBCH blocks which are detected across DRS transmission windows and have the same value of modulo(A, Q), once Q is known to the UE
· FFS: A is the SSB candidate position index and/or PBCH DMRS sequence index
· FFS: How Q is indicated or determined 
· FFS: Restriction on the range of Q.
Note: Neighbor cell RRM measurements will be addressed separately

Agreement:
For SSB-based RLM, UE may assume the RLM measurement window to be the same as the DRS transmission window.
· Note: This implies that the SSB-based RLM-RS cannot fall outside the measurement window 
· FFS: Whether and how DRS transmission window is configured to the UE

Agreement:
For multiple PUSCHs scheduled by a single DCI
· The following fields in the DCI are signalled per PUSCH
· NDI
· RV (FFS: compression scheme for RV)
· FFS if CBG-based re-transmission is supported for multi-TTI scheduling, at least the following options are considered for signalling the CBGTI field in the DCI
· Option 1: per re-transmitted PUSCH 
· FFS: limitations on number of re-transmitted PUSCH for which CBGTI field is signalled
· Option 2: per PUSCH
· Option 3: only for a fixed number of PUSCHs
· HARQ process ID signalled in the DCI applies to the first scheduled PUSCH. HARQ process ID is then incremented by 1 for subsequent PUSCHs in the scheduled order (with modulo operation as needed)
· Time domain resource assignment mechanism is enhanced for indicating the number of scheduled mapping Type A and Type B PUSCHs, and their starting and ending symbols
· At least continuous time domain resource assignment is supported 
· FFS: whether multiple mapping Type B PUSCHs is allowed within the first slot
· FFS: whether multiple starting positions is allowed for UE-initiated COT (discussed as part of agenda 7.2.2.1.3) 
· FFS: configuration/signalling details
· CSI request field in the DCI applies to a single PUSCH
· FFS: relation between the timing of the triggered CSI-RS and the PUSCH carrying the CSI feedback, and how to determine which PUSCH carries the CSI feedback
· FFS: Whether existing DCI formats can be extended or new formats are necessary and associated details for supporting scheduling multiple PUSCHs
· FFS: Potential impact on MCS signalling for re-transmission
· Note: Indication of the LBT type and priority class should be possible with the DCI
· Note: SRS request field in the DCI applies to a single slot with the applicable slot signalled as in Rel-15
· Note: The number of DAI fields is not increased as compared to the single PUSCH scheduling DCI in Rel-16. Applicability of the DAI field is the same as multi-slot PUSCH scheduling in Rel-15.

Agreement:
For operation with dynamic HARQ codebook (type-2 codebook):
· PDSCH grouping by explicitly signalling a group index in DCI scheduling the PDSCH
· For any PDSCH scheduled with numerical or non-numerical value of K1
· The number of HARQ-ACK bits for one PDSCH group can change between successive requests for HARQ-ACK feedback for the same PDSCH group
· HARQ-ACK feedback for all PDSCHs in the same group is carried in the same PUCCH 
· One DCI can request HARQ-ACK feedback for one or more PDSCH groups in the same PUCCH
· C-DAI/T-DAI is accumulated only within each PDSCH group
· FFS: Choose between the following options:
· T-DAI is included only for the scheduled group
· T-DAI is included for each group
· New ACK-Feedback Group Indicator for each PDSCH Group operates as a toggle bit
· Maximum number of PDSCH groups: 2 (FFS: maximum number of groups 4 and maximum number of groups for which feedback is requested in the same PUCCH)
· A UE can signal support of this feature as part of capability signaling

Agreement:
For configured grant time domain resource allocation, the mechanisms in Rel-15 (both Type 1 and Type 2) are extended so that the number of allocated slots following the time instance corresponding to the indicated offset can be configured 
· FFS: How to indicate multiple PUSCHs within a slot.

Agreement:
UE can only start transmissions accessing transmission opportunities provided by a configured grant at the configured/indicated starting position.

Agreement:
When GC-PDCCH is configured, explicit indication via GC-PDCCH is supported as a mechanism to inform the UE that one or more carriers and/or LBT bandwidths are not available or available for DL reception, at least for slot(s) that are not at the beginning of DL transmission burst.
· FFS: Signalling details of the indication, including e.g., the time domain validity of the indication
· FFS: Whether and how to support the mechanism at the beginning of DL transmission burst
· FFS: Whether and how to handle the case when GC-PDCCH is not configured or not received by the UE

Conclusion:
A UE can receive a PDSCH scheduled within an LBT bandwidth or over multiple LBT bandwidths as per Rel-15 and current agreements in Rel-16.

2.1.2	Remaining Open issues
The objectives from WID related to RAN1 are as follows:
-	Physical layer aspects including [RAN1]:
-	Frame structure including single and multiple DL to UL and UL to DL switching points within a shared COT with associated identified LBT requirements (TR Section 7.2.1.3.1).
-	NR-U supports a mode of operation where for a carrier and at least for intra-band CA on serving cells on unlicensed bands, all DL channels / signals can be operated with the same numerology, and all UL channels / signals can be operated with the same numerology. 
-	Subcarrier spacing for control and data channels supporting 15kHz, 30kHz, and 60kHz (air-interface perspective; optionality to be discussed separately).
-	Wide band operation (in integer multiples of 20MHz) for DL and UL for NR-U supported with multiple serving cells, and wideband operation (in integer multiples of 20MHz) for DL and UL for NR-U supported with one serving cell with bandwidth > 20MHz with potential scheduling constraint subject to input from RAN2 and RAN4 on feasibility of operating the wideband carrier when LBT is unsuccessful in one or more LBT subbands within the wideband carrier. For all wide-band operation cases, CCA is performed in units of 20MHz (at least for 5GHz).
-	NR-U Discovery Reference Signal (DRS) containing at least SS/PBCH block burst set transmission and possibly CSI-RS, RMSI-CORESET(s)+PDSCH(s), OSI and paging with properties and extensions from NR Rel-15 in line with the agreements during the study phase (TR 38.889, Section 7.2.1.2). 60kHz based SSB/PBCH block is outside the scope of the WI.
-	PRACH including possible extension of PRACH format(s) in line with agreements during the SI phase (TR 38.889, Section 7.2.1.2) to support minimum bandwidth requirement given by regulation. Determine the applicability of Rel-15 NR formats to NR-U operation.RAN1 should decide whether 60 kHz subcarrier spacing for PRACH is supported, based on a unified design with 15 kHz and 30 kHz PRACH for meeting occupied channel bandwidth (OCB) requirements.
-	UL control including extension of PUCCH format(s) to support PRB-based frequency block-interlaced  transmission and use of Rel-15 NR PUCCH formats 2 and 3 for NR-U operation. Applicability of sub-PRB frequency block-interlaced transmission for 60kHz to be decided by RAN1.
-	UL data channel including extension of PUSCH to support PRB-based frequency block-interlaced transmission; support of multiple PUSCH(s) starting positions in one or multiple slot(s) depending on the LBT outcome with the understanding that the ending position is indicated by the UL grant; design not requiring the UE to change a granted TBS for a PUSCH transmission depending on the LBT outcome. The necessary PUSCH enhancements based on CP-OFDM. Applicability of sub-PRB frequency block-interlaced transmission for 60kHz to be decided by RAN1. 
-	SRS including the introduction of additional flexibility in configuring/triggering SRS in line with agreements during the study phase.
-	For DL data channel, support of multiple PDSCH starting positions.
[bookmark: _Hlk532422148]-	Mechanism to detect a gNB’s transmission burst in line with the TR 38.889, Section 7.2.1.2 related to UE power consumption.
-	DL control in line with the agreements during the study phase (TR 38.889, Section 7.2.1.2) including extensions allowing dynamic change of the time domain instances in which the UE is expected to receive PDCCH, modifications enabling DRS transmissions without gaps in the time-domain, and indication of time domain COT structure; 
-	Physical layer procedure(s) including [RAN1, RAN2]:
-	For LBE, channel access mechanism in line with agreements from the NR-U study item (TR 38.889, Section 7.2.1.3.1). Specification work to be performed by RAN1.
-	For FBE, channel access mechanism in line with agreements from the NR-U study item (TR 38.889, Section 7.2.1.3.1). FBE is intended for environments where the absence of Wi-Fi is guaranteed (e.g., by level of regulations, private premises policies, etc. Further, the targeted scenario is limited to a single NR-U network (i.e. single operator) in the operating band and geographic area. Specification work to be performed by RAN1.
- 	Initial access: specify required NR modifications to increase the maximum number of candidate SS/PBCH block positions within the DRS transmission window; to handle reduced SS/PBCH block and RMSI transmission opportunities due to LBT failure; to determine frame timing and QCL assumptions from the detected SS/PBCH block; single SS/PBCH block numerology assumed per band for Pcells in unlicensed spectrum. (RAN1)
- 	Random access: specify required NR modifications to enhance RACH procedure in line with the agreements during the study phase, including 4-step RACH modifications to handle reduced Msg 1/2/3/4 transmission opportunities due to LBT failure (RAN1/RAN2); LBT for 2-step RACH and application of PRACH and PUSCH format improvements for NR-U to 2-step RACH. (RAN1 
-	Scheduling request: specify required NR modifications due to LBT failure in line with agreements during the study phase. (RAN1/RAN2)
- 	RLM/RRM extensions for NR-U operation due to uncertain and reduced transmission opportunities for DL signals and channels due to LBT failure in line with agreements during the study phase (NR-U TR section 7.2.1.3.2), including configuring different DRS Measurement Time Configuration (DMTCs) for RRM and RLM respectively, identifying the set of RLM-RSs to measure, which set(s) are used for in-sync, out-of-sync evaluations, potential definition of a metric to accurately identify unsuccessful detection of RLM-RS. Support RSSI reporting. Define a metric to measure channel occupancy or medium contention and its corresponding reporting. (RAN1/RAN2)
[bookmark: _Hlk532426838]- 	HARQ operation: NR HARQ feedback mechanisms are the baseline for NR-U operation with extensions in line with agreements during the study phase (NR-U TR section 7.2.1.3.3), including immediate transmission of HARQ A/N for the corresponding data in the same shared COT as well as transmission of HARQ A/N in a subsequent COT. Potentially support mechanisms to provide multiple and/or supplemental time and/or frequency domain transmission opportunities. (RAN1)
-	Scheduling multiple TTIs for PUSCH in-line with agreements from the study phase (TR 38.889, Section 7.2.1.3.3). (RAN1)
- 	Configured Grant operation: NR Type-1 and Type-2 configured grant mechanisms are the baseline for NR-U operation with modifications in line with agreements during the study phase (NR-U TR section 7.2.1.3.4). (RAN1)
-	CSI: NR Rel-15 CSI feedback mechanism is the baseline for NR-U operation. Enhancements can be considered in line with agreements from the NR-U study item (e.g., TR 38.889, Section 7.2.1.3.1). (RAN1)
- 	Data multiplexing aspects (for both UL and DL) considering LBT and channel access priorities. (RAN1/RAN2)

2.2	RAN2
2.2.1	Agreements
Agreements in RAN2 #105 bis
Adopt a mechanism in MAC spec to handle the UL LBT failure, where “consistent” UL LBT failures (at least for UL transmissions of SR, RACH, PUSCH) are used for problem detection
R2 assumes that the configured grant timer is not started/restarted when configured grant is not transmitted due to LBT failure. PDU overwrite need to be avoided somehow. 
The configured grant timer is not started/restarted when UL LBT fails on PUSCH transmission for grant received by PDCCH addressed to CS-RNTI scheduling retransmission for configured grant
The configured grant timer is not started/restarted when the UL LBT fails on PUSCH transmission for UL grant received by PDCCH addressed to C-RNTI, which indicates the same HARQ process configured for configured uplink grant
Upon UL transmission on configured grant, bwp-InactivityTimer is restarted as today (i.e. at LBT success)
Upon UL transmission on configured grant, sCellDeactivationTimer is restarted as today (i.e. at LBT success)
Content of a MAC PDU (including any PHR value) will not change after it has been built for transmission on dynamic grant even if the LBT fails.
For BSR/PHR transmitted on configured grant, it is up to the implementation of the UE to handle the content of BSR/PHR.
All BSRs triggered prior to MAC PDU assembly shall be cancelled when a MAC PDU is attempted transmission on PUSCH while UL LBT fails and this PDU includes a Long or Short BSR MAC CE which contains buffer status up to (and including) the last event that triggered a BSR prior to the MAC PDU assembly, i.e. no TS change for this case.
dataInactivityTimer should be restarted when any MAC entity attempts transmission of a MAC SDU for DTCH logical channel, or DCCH logical channel regardless UL LBT outcome.
drx-HARQ-RTT-TimerUL should be started/restarted regardless of the LBT outcome for PUSCH transmission with dynamic grant
drx-HARQ-RTT-TimerUL should not be started/restarted when LBT fails for PUSCH transmission with configured grant


Retransmissions of a TB using configured grant resources, when initial transmission or a retransmission of the TB was previously done using dynamically scheduled resources, is not allowed
A table for mapping between 5QI and CAPC, similar to Table 5.7.1-1 in 3GPP TS 36.300, shall be specified
All MAC CEs, except padding BSR MAC CE, uses the highest priority CAPC, that is the lowest number CAPC, FFS for recommended rate for Voice MAC CE
It is FFS if for CG, when several MAC SDUs are multiplexed, CAPC is selected according to the configuration for the LCH with lowest priority CAPC (for DRB). 


A new timer is introduced for auto retransmission (i.e. timer expiry = HARQ NACK) on configured grant for the case of the TB previous being transmitted on a configured grant “CG retransmission timer”.
the new timer is started when the TB is actually transmitted on the configured grant and stopped upon reception of HARQ feedback (DFI) or dynamic grant for the HARQ process. 
the legacy configured grant timer and behaviour is kept for preventing the configured grant overriding the TB scheduled by dynamic grant, i.e. it is (re)started upon reception of the PDCCH as well as transmission on the PUSCH of dynamic grant.


The PREAMBLE_TRANSMISSION_COUNTER is not increased if the preamble is not transmitted due to LBT failure
SR_COUNTER is increase only when SR is successfully transmitted
As earlier agreed, The POWER_RAMPING_COUNTER is not increased if the preamble is not transmitted due to LBT failure. For this purpose LBT failure indication or equiv. (used for other LBT outcome dependencies) from PHY is used. 
MAC returns to the resource selection step if LBT fails for Msg1 transmission opportunity(ies)
From MAC perspective, multiple msg1 transmissions are not supported (does not preclude beam sweeping enhancement if decided for NR)
Actual transmission for MSG1 (LBT success) is used for starting RAR window
R2 assumes the maximum RAR window size is extended to [20] ms
We ask R1 regarding the support of multiple MSG3 transmission opportunities
R2 assumes the range of ra-ContentionResolutionTimer is not extended for NR-U (note this contradicts earlier assumption)
Either a) the ra-ContentionResolutionTimer is started regardless of the LBT outcome of msg3 transmission or b) ra-ContentionResolutionTimer is started only at successful LBT outcome of msg3 transmission + immediately the UE to restart from RACH resource selection if all MSG3 transmissions fail. FFS
As agreed in the SI phase, the sr-ProhibitTimer shall not prohibit SR transmissions due to SR that was not transmitted due to LBT failure. 


As a starting point: If UE receives on PDCCH addressed to P-RNTI in a PDCCH monitoring occasion for paging corresponding to an SSB in a PO, UE is not required to monitor subsequent PDCCH monitoring occasions corresponding to that SSB in that PO


R2 assumes that missing measurements due to LBT failures do not impact the R2 specification of L3 filtering and the subsequent steps. 
Handling of delayed SSB transmissions due to LBT does not impact L3
FFS: A new RLF trigger mechanism for missing RLM-RS may be defined at upper layers but RAN2 should wait for RAN1 conclusion on this issue
RSSI and Channel Occupancy configuration and reporting, in particular measurements over an interval (at least for CO) and periodical reporting, are used as a baseline for NR-U
Measurement and reporting of WLAN nodes are not supported in NR-U


Agreements in RAN2 #106

The UE should also stop monitoring paging for the PO even if it does not decode a P-RNTI if it can detect that the gNB had access to the channel at the pdcch monitoring occasion. FFS if there are additional detection methods to detection of PRNTI and what those are. 

[bookmark: _Hlk9373926]We extend paging monitoring by extending PDCCH occasions for a PO

For the case when all broadcast SI can be put in one SI message, no optimization is needed. 

RSSI CO measurements are not used in Idle or Inactive in this release. 

If highest ranked or best cell is not suitable in an unlicensed frequency due to the fact that PLMN IDs is not the RPLMN (or EPLMN), only the highest ranked or best cell is considered not candidate for cell reselection for 300s or longer. Other cells in the frequency of the highest ranked or best cell should still be considered for cell reselection. FFS whether we have another limit in addition to Suitability criterion. 
To apply the cell barring and IntraFreqReselection in the MIB, the UE also has to acquire the SIB1 to check the PLMN IDs.
FFS if the UE should only act on the cell barring and intraFreqReselection in the MIB only if the registered PLMN or selected PLMN matches one of the PLMN IDs in SIB1. Otherwise, the UE should follow Proposal#1 Approach#2
RSSI and CO measurement quantities can be reported with existing triggers as in LAA

The reporting for RSSI and Channel Occupancy (CO) for NR-U is an optional UE capability as in LTE LAA.
For UL CG, select the highest CAPC index (lowest priority) of LCHs multiplexed in a TB, as in LTE LAA (for WiFi coexist)
For UL CG, FFS if it shall be possible to restrict data of which CAPC can be multiplexed into a TB with high priority data
SRB0, 1, 3 have highest priority (lowest CAPC index), SRB2 configurable


2.2.2	Remaining Open issues 
The objectives from WID related to RAN2 are as follows:
-	Physical layer procedure(s) including [RAN1, RAN2]:
-	For LBE, channel access mechanism in line with agreements from the NR-U study item (TR 38.889, Section 7.2.1.3.1). Specification work to be performed by RAN1.
-	For FBE, channel access mechanism in line with agreements from the NR-U study item (TR 38.889, Section 7.2.1.3.1). FBE is intended for environments where the absence of Wi-Fi is guaranteed (e.g., by level of regulations, private premises policies, etc. Further, the targeted scenario is limited to a single NR-U network (i.e. single operator) in the operating band and geographic area. Specification work to be performed by RAN1.
- 	Initial access: specify required NR modifications to increase the maximum number of candidate SS/PBCH block positions within the DRS transmission window; to handle reduced SS/PBCH block and RMSI transmission opportunities due to LBT failure; to determine frame timing and QCL assumptions from the detected SS/PBCH block; single SS/PBCH block numerology assumed per band for Pcells in unlicensed spectrum. (RAN1)
- 	Random access: specify required NR modifications to enhance RACH procedure in line with the agreements during the study phase, including 4-step RACH modifications to handle reduced Msg 1/2/3/4 transmission opportunities due to LBT failure (RAN1/RAN2); LBT for 2-step RACH and application of PRACH and PUSCH format improvements for NR-U to 2-step RACH. (RAN1 
-	Scheduling request: specify required NR modifications due to LBT failure in line with agreements during the study phase. (RAN1/RAN2)
- 	RLM/RRM extensions for NR-U operation due to uncertain and reduced transmission opportunities for DL signals and channels due to LBT failure in line with agreements during the study phase (NR-U TR section 7.2.1.3.2), including configuring different DRS Measurement Time Configuration (DMTCs) for RRM and RLM respectively, identifying the set of RLM-RSs to measure, which set(s) are used for in-sync, out-of-sync evaluations, potential definition of a metric to accurately identify unsuccessful detection of RLM-RS. Support RSSI reporting. Define a metric to measure channel occupancy or medium contention and its corresponding reporting. (RAN1/RAN2)
- 	HARQ operation: NR HARQ feedback mechanisms are the baseline for NR-U operation with extensions in line with agreements during the study phase (NR-U TR section 7.2.1.3.3), including immediate transmission of HARQ A/N for the corresponding data in the same shared COT as well as transmission of HARQ A/N in a subsequent COT. Potentially support mechanisms to provide multiple and/or supplemental time and/or frequency domain transmission opportunities. (RAN1)
-	Scheduling multiple TTIs for PUSCH in-line with agreements from the study phase (TR 38.889, Section 7.2.1.3.3). (RAN1)
- 	Configured Grant operation: NR Type-1 and Type-2 configured grant mechanisms are the baseline for NR-U operation with modifications in line with agreements during the study phase (NR-U TR section 7.2.1.3.4). (RAN1)
-	CSI: NR Rel-15 CSI feedback mechanism is the baseline for NR-U operation. Enhancements can be considered in line with agreements from the NR-U study item (e.g., TR 38.889, Section 7.2.1.3.1). (RAN1)
- 	Data multiplexing aspects (for both UL and DL) considering LBT and channel access priorities. (RAN1/RAN2)
-	Radio interface protocol architecture and procedures (ref. TR 38.889 section 7.2.2) [RAN2]:
-	Inactive and Idle mode procedures: Rel-15 NR design is the baseline, including NR licensed measurement framework (cell and beam quality derivation for RSRP, RSRQ, and SINR, filtering and combining multiple beams). Specify necessary extensions for NR-U operation for cell selection/reselection, including enabling the possibility for the UE to camp on a non-best cell if the best cell does not belong to the registered PLMN (or E-PLMN), where the non-best cell would still be the best cell of the registered PLMN; increased paging opportunities per DRX cycle for the UE to receive the page; increased opportunities for SI delivery
-	Introduction of access priority for control signalling (transmissions over SRBs) over unlicensed carriers (highest access priority). 
-	Mobility: For non-standalone NR-U deployments, connected mode mobility is supported on licensed spectrum using the baseline mobility procedure specified for the concerned licensed radio access technology (LTE or NR). For standalone NR-U deployments, specify mechanisms for inter-cell handover between NR-U and NR-U, inter-cell handover between NR-U and NR, and Inter-RAT handover between NR-U and LTE (connected to either EPC of 5GC). Extensions of mobility-related measurement reporting for unlicensed operation including channel occupancy indication and RSSI measurements. 
-	Potential enhancements to DRX considering channel access uncertainty.
-	Paging: specify required NR modifications to enhance paging opportunities by increasing time-domain paging occasions or paging monitoring occasions while taking UE power consumption into account.
-	System information: specify required NR modifications to enhance acquisition of system information in NR-U including increased transmission opportunities in time domain for SI transmission.

2.3	RAN3
2.3.1	Agreements
2.3.2	Remaining Open issues
2.4	RAN4
2.4.1	Agreements
RAN4 #90bis
Agreement: LS reply to RAN1 on wideband carrier operation for NR-U (R4-1905209)
Agreements for DL wideband carrier operation:
 It is feasible to operate single carrier wideband operation when LBT is successful in all LBT sub-bands
· FFS whether guardbands are needed in between LBT sub-bands or not

Mode 2 (Single wideband carrier when LBT is successful in a subset of the LBT sub-bands which are contiguous) is feasible at least if PRBs within the guardband of two contiguous LBT sub-bands are not scheduled by gNB.
· FFS filter adaptation time if PRBs within the guardband of two contiguous LBT sub-bands are scheduled by gNB.
· is feasible at least for WiFi-like requirements for in-carrier leakage (e.g. 20dbr).
· FFS what regional regulatory requirements apply in LBT sub-bands where LBT fails. 
· RAN4 will investigate the feasibility whether regional regulatory requirements are met or not for in-carrier leakage.

Mode 3 (Single wideband carrier when LBT is successful in a subset of the LBT sub-bands which are non-contiguous) 
· is feasible at least if PRBs within the guardband of two contiguous LBT sub-bands are not scheduled by gNB. 
· is feasible at least for WiFi-like requirements for in-carrier leakage (e.g. 20dbr).
· FFS what regional regulatory requirements apply in LBT sub-bands where LBT fails. 
· RAN4 will investigate the feasibility whether regional regulatory requirements are met or not for in-carrier leakage. 
· FFS what level of in-carrier leakage and blocking requirements can be met at the BS and UE
· FFS how to specify this in RAN4
· FFS filter adaptation time if PRBs within the guardband of two contiguous LBT sub-bands are scheduled by gNB.

RAN4 #91
Agreement: LS was sent to ETSI to ask whether 802.11ax puncture mask complies with ETSI emission mask for sub-bands within wideband channel.
Agreement: LS to RAN1 was agreed regarding the support of 10 MHz as SCC only
Agreement: With regard to operation of 10MHz channel bandwidth:
· 10MHz is only operated in non-standalone mode. 
· 10MHz shall be also restricted considering the WiFi and NR-U co-existence.

Agreement: Increase spectrum utilization for 20 MHz/60 kHz SCS to 25 RB’s
Agreement: NR-U bandplan and channelization for 5GHz range
Define 20MHz, 40 MHz, 80 MHz, 100MHz CBW for band n46 . 
· FFS for mandatory support for 100MHZ BW. 
· FFS for the needs of 60MHz
· It’s a Common understanding in RAN4 that for type A multi-LBT sub-band access, 60MHz CBW for band n46 might not be an issue.
· FFS for the feasibility of defining 160MHz BW with 60KHZ SCS. 
· FFS for defining 10MHz CBW

Agreement: Define reduced number of SS raster entries for NR-U
Agreement: Based on further RAN1 LS R4-1907801, RAN4’s common understanding is: 
· RAN1 SSB multiplexing scheme is waiting for RAN4 decision on the SSB placement. 
· From RAN4 perspective, NR-U sync raster shall be based on the global NR sync raster design in Rel-15. RAN4 intension is to reduce the number of SS entry per 20MHz for NR-U. Whether to restrict the SSB placement in the middle or edge will be defined in RAN4 considering the cell search performance.  

Agreement: Keep the same measurement capability as those in Rel-15 after introducing NR-U requirement.
Agreement: New reporting criteria for RSSI and Channel Occupancy are needed.
Agreement: for mobility and RRC_IDLE, the following will be considered 
· between NR-U and NR-U, 
· between NR-U and NR, 
· between NR-U and LTE 
Agreement: E-UTRAN- NR-U measurements/accuracy requirements in 36.133 are based on inter-frequency NR-U measurements requirements and measurements accuracy requirements.


2.4.2	Remaining Open issues
The objectives from WID related to RAN4 are as follows:
-	Core specifications for UE, gNB and RRM requirements [RAN4]: 
-	Specify new unlicensed band(s) for the 5 GHz and 6 GHz frequency ranges (see Note 1). The band(s) definition should include DL only and UL/DL operation.
-	Specify gNB and UE RF core requirements for the band(s) in the above frequency range,  including a limited set of example band combinations (see Note 2). 
-	Investigate the feasibility of increasing the number of usable PRBs for different numerologies and channel bandwidths in unlicensed bands, and if found feasible, specify such support.
- 	Specify RRM/RLM core requirements.
Note 1: The actual frequency range for specification can be further discussed based on regulatory updates in the US and Europe.
Note 2: The WI can be completed provided requirements for at least one band combination involving a new NR-U band is specified as long as it is in line with country-specific regulatory directives.

2.5	RAN5
2.5.1	Agreements
2.5.2	Remaining Open issues
2.5.3	Remaining Open issues with cross-WG dependencies
2.6	RAN6
2.6.1	Agreements
2.6.2	Remaining Open issues
3.	Detailed progress in SA/CT WGs since last TSG meeting (for all involved WGs)
NOTE: This section only needs to be filled in for WI/SIs where there is a corresponding relevant WI/SI in SA/CT. 
3.1	SAx/CTs
3.1.1	Agreements with cross-TSG impacts
3.1.2	Remaining Open issues with cross-TSG impacts
NOTE: This section should also flag any critical dependencies that need TSG attention. 
	
4.	References
NOTE:	This can be e.g. a list of all related Tdocs in the affected WGs since last TSG, references to LSs, produced TRs/TSs, the work/study item description or status reports of previous TSGs.



v04.81	31.07.2018		simplification of template and addition of cross-TSG aspects
v04.80	21.05.2018		minor adaptations for RAN #80
v04.79	26.02.2018		minor adaptations for RAN #79
v04.78	18.11.2017		minor adaptations for RAN #78
v04.77	06.08.2017		minor adaptations for RAN #77
v04.76	15.05.2017		minor adaptations for RAN #76
v04.75	31.01.2017		minor adaptations for RAN #75
v04.74	28.10.2016		minor adaptations for RAN #74
v04.73	01.09.2016		adaptations for RAN #73 (time units in extra Excel table, RAN6 reporting included)
v04.72	26.05.2016		adaptations for RAN #72 (introduction of NR & GERAN TUs)
v04.71	10.02.2016		minor adaptations for RAN #71
v04.70	30.10.2015		minor adaptations for RAN #70
v04.69	12.08.2015		minor adaptations for RAN #69
v04.68	21.05.2015		minor adaptations for RAN #68
v04.67	01.02.2015		minor adaptations for RAN #67
v04.66	16.11.2014		minor adaptations for RAN #66
v04.65	16.08.2014		minor adaptations for RAN #65
v04.64	22.05.2014		minor adaptations for RAN #64
v04.63	24.01.2014		restructuring for RAN #63 to cover Core & Perf. in one doc file
v03.62	11.11.2013		section 1.2.3 adapted for RAN #62
v03	11.08.2013		section 1.2.3 added on time budget
v02	07.05.2010		history added, some spelling corrections
v01	13.11.2009		First version of the template
3 / 3
