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	Reason for change:
	1. UE cannot derive the highest ranked LTE cell since the required parameters for cell ranking criterion are not provided in NR SIB5. However it is still specified that the UE shall reselect the highest ranked cell among the cells on the highest LTE frequency(ies) if more than one cell meets inter-RAT cell reseleciton criteria and if the highest-priority frequency is from LTE.

	
	

	Summary of change:
	1. Change “the highest ranked cell” to “the strongest cell” in 5.2.4.5.

	
	

	Consequences if not approved:
	1. Ambiguous UE behavior remains.   

Impact Analysis:
Impacted functionality:
Inter-RAT cell reselection for NR SA operation.

Inter-operability:
No inter-operability issue between the UE and network is foreseen since it is about idle UE behavior.  
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[bookmark: _Toc5982285]5.2.4.5	NR Inter-frequency and inter-RAT Cell Reselection criteria
If threshServingLowQ is broadcast in system information and more than 1 second has elapsed since the UE camped on the current serving cell, cell reselection to a cell on a higher priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	A cell of a higher priority NR or EUTRAN RAT/frequency fulfils Squal > ThreshX, HighQ during a time interval TreselectionRAT
Otherwise, cell reselection to a cell on a higher priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	A cell of a higher priority RAT/ frequency fulfils Srxlev > ThreshX, HighP during a time interval TreselectionRAT; and
-	More than 1 second has elapsed since the UE camped on the current serving cell.
Cell reselection to a cell on an equal priority NR frequency shall be based on ranking for intra-frequency cell reselection as defined in sub-clause 5.2.4.6.
If threshServingLowQ is broadcast in system information and more than 1 second has elapsed since the UE camped on the current serving cell, cell reselection to a cell on a lower priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	The serving cell fulfils Squal < ThreshServing, LowQ and a cell of a lower priority NR or E-UTRAN RAT/ frequency fulfils Squal > ThreshX, LowQ during a time interval TreselectionRAT.
Otherwise, cell reselection to a cell on a lower priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-	The serving cell fulfils Srxlev < ThreshServing, LowP and a cell of a lower priority RAT/ frequency fulfils Srxlev > ThreshX, LowP during a time interval TreselectionRAT; and
-	More than 1 second has elapsed since the UE camped on the current serving cell.
Cell reselection to a higher priority RAT/frequency shall take precedence over a lower priority RAT/frequency if multiple cells of different priorities fulfil the cell reselection criteria.
If more than one cell meets the above criteria, the UE shall reselect a cell as follows:
-	If the highest-priority frequency is an NR frequency, the highest ranked cell among the cells on the highest priority frequency(ies) meeting the criteria according to clause 5.2.4.6;
-	If the highest-priority frequency is from another RAT, the highest rankedstrongest cell among the cells on the highest priority frequency(ies) meeting the criteria of that RAT.

