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<Start of first modified section>

Table 4.6.3-178: Void
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


–
SPS-Config
Table 4.6.3-179: SPS-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SPS-Config ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SRB-Identity
Table 4.6.3-180: SRB-Identity

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRB-Identity
	1
	
	SRB1

	
	2
	
	SRB2

	
	3
	
	SRB3


	Condition
	Explanation

	SRB1
	SRB1

	SRB2
	SRB2

	SRB3
	SRB3


–
SRS-CarrierSwitching
Table 4.6.3-181: SRS-CarrierSwitching

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRS-CarrierSwitching ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SRS-Config
Table 4.6.3-182: SRS-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRS-Config ::= SEQUENCE {
	
	
	

	  srs-ResourceSetToReleaseList
	Not present
	
	

	  srs-ResourceSetToAddModList SEQUENCE (SIZE(0..maxNrofSRS-ResourceSets)) OF SEQUENCE {
	[1 entry]
	
	

	    srs-ResourceSetId
	0
	
	

	    srs-ResourceIdList SEQUENCE (SIZE(1..maxNrofSRS-ResourcesPerSet)) OF {
	1 entry
	
	

	      SRS-ResourceId[1]
	0
	
	

	    }
	
	
	

	    resourceType CHOICE {
	
	
	

	      aperiodic SEQUENCE {
	
	
	

	        aperiodicSRS-ResourceTrigger
	1
	
	

	        csi-RS
	Not present
	
	

	        slotOffset
	7
	
	FR1

	
	4
	
	FR2

	      }
	
	
	

	    }
	
	
	

	    usage
	codebook
	
	

	    alpha
	Alpha
	
	

	    p0
	0
	
	

	    pathlossReferenceRS CHOICE {
	
	
	

	      ssb-Index
	SSB-Index
	
	

	    }
	
	
	

	    srs-PowerControlAdjustmentStates
	Not present
	
	

	  }
	
	
	

	  srs-ResourceToReleaseList 
	Not present
	
	

	  srs-ResourceToAddModList SEQUENCE (SIZE(1..maxNrofSRS-Resources)) OF SEQUENCE {
	1 entry
	
	

	    srs-ResourceId
	0
	
	

	    nrofSRS-Ports
	ports2
	
	2TX_UL_MIMO

	
	port1
	
	

	    ptrs-PortIndex
	Not present
	
	

	    transmissionComb CHOICE {
	
	
	

	      n2 SEQUENCE {
	
	
	

	        combOffset-n2
	0
	
	

	        cyclicShift-n2
	0
	
	

	      }
	
	
	

	    }
	
	
	

	    resourceMapping SEQUENCE {
	
	
	

	      startPosition
	0
	
	

	      nrofSymbols
	n1
	
	

	      repetitionFactor
	n1
	
	

	    }
	
	
	

	    freqDomainPosition
	0
	
	

	    freqDomainShift
	0
	
	

	    freqHopping SEQUENCE {
	
	
	

	      c-SRS
	63
	
	FR1_100MHz

	
	17
	
	FR2_100MHz

	      b-SRS
	0
	
	

	      b-hop
	0
	
	

	    }
	
	
	

	    groupOrSequenceHopping 
	groupHopping
	
	

	    resourceType CHOICE {
	
	
	

	      aperiodic SEQUENCE {
	
	
	

	      }
	
	
	

	    }
	
	
	

	    sequenceId
	0
	
	

	    spatialRelationInfo SEQUENCE {
	SRS-SpatialRelationInfo
	
	

	      servingCellId
	Not present
	
	

	      referenceSignal  CHOICE {
	
	
	

	        ssb-Index
	SSB-Index
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	  tpc-Accumulation
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	2TX_UL_MIMO
	For the purpose of 2TX Uplink MIMO test.


–
SRS-TPC-CommandConfig
Table 4.6.3-183: SRS-TPC-CommandConfig

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SRS-TPC-CommandConfig ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SSB-Index
Table 4.6.3-184: SSB-Index

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SSB-Index
	1
	
	


–
SSB-MTC
Table 4.6.3-185: SSB-MTC
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SSB-MTC ::= SEQUENCE {
	
	
	

	  periodicityAndOffset CHOICE {
	
	
	

	    sf20
	0
	
	FR1

	    sf160
	0
	
	FR2

	  }
	
	
	

	  duration 
	sf2
	
	FR1

	
	sf3
	
	FR2

	}
	
	
	


Table 4.6.3-186: SSB-MTC2
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SSB-MTC2 ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


–
SSB-ToMeasure
Table 4.6.3-187: SSB-ToMeasure

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SSB-ToMeasure ::= CHOICE {
	
	
	

	  shortBitmap
	0100
	
	(FREQ<=3GHz AND (FR1_FDD OR NOT CASE_C)) OR (FREQ<=2.4GHz AND FR1_TDD)

	  mediumBitmap
	01000000
	
	(FREQ>3GHz AND FR1) OR (FREQ>2.4GHz AND FR1_TDD AND CASE_C)

	  longBitmap
	01000000 00000000 00000000 00000000 00000000 00000000 00000000 00000000
	
	FR2

	}
	
	
	


	Condition
	Explanation

	FREQ<=2.4GHz
	Frequency range <= 2.4GHz

	FREQ>2.4GHz
	Frequency range > 2.4GHz

	FREQ<=3GHz
	Frequency range <= 3GHz

	FREQ>3GHz
	Frequency range > 3GHz

	FR1_TDD
	TDD frequency range < 6GHz

	FR2_TDD
	TDD frequency range > 6GHz 

	FR1_FDD
	FDD frequency range < 6GHz

	CASE_C
	SS Block pattern “Case C” to be applied for the given band and subcarrier spacing according to TS 38.101-1 [7] Table 5.4.3.3-1


–
SS-RSSI-Measurement
Table 4.6.3-187A: SS-RSSI-Measurement
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SS-RSSI-Measurement ::= SEQUENCE {
	
	
	

	FFS
	
	
	

	}
	
	
	


<End of modified section>
