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	Reason for change:
	Common TDD UL DL Configuration for RRM test cases is missing from 38.508-1.

	
	

	Summary of change:
	Updated Table 4.6.3-192: TDD-UL-DL-Config with common RRM TDD UL DL Configuration to simplify RRM test cases configuration.
Revised to move the TDD UL DL common RRM config to RRM clause 7.3
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	This CR's revision history:
	This is final revision of R5-196655

R1: Updated to allign with R5-196882
R2: included dl-UL-TransmissionPeriodicity-v1530  for ms4 configuration

R3: 
Moved to RRM clause of 38.508-1

Added ms5 as a default value for dl-UL-TransmissionPeriodicity, as this field is mandatory then some value is required even for TDDConf.1.1 and TDDConf.2.1 


// Start of changes

7.2.1.2
Signal Levels for OTA testing

TBD

7.3 Default NG-RAN RRC message and information elements contents for RRM
7.3.1
Radio resource control information elements for RRM
As defined in clause 4.6.3 with the following exceptions:

–
TDD-UL-DL-Config
Table 7.3.1-1: TDD-UL-DL-Config

	Derivation Path: Table 4.6.3-192

	Information Element
	Value/remark
	Comment
	Condition

	TDD-UL-DL-ConfigCommon ::= SEQUENCE {
	
	
	

	  referenceSubcarrierSpacing
	SubcarrierSpacing
	
	

	  pattern1 SEQUENCE {
	
	
	

	    dl-UL-TransmissionPeriodicity
	ms0p625
	
	TDDConf.3.1

	
	ms5
	
	

	    nrofDownlinkSlots
	3
	
	TDDConf.2.1, TDDConf.3.1

	
	1
	
	TDDConf.1.1

	    nrofDownlinkSymbols
	10
	
	TDDConf.1.1, TDDConf.3.1

	
	6
	
	TDDConf.2.1

	    nrofUplinkSlots
	2
	
	TDDConf.1.1

	
	1
	
	TDDConf.3.1

	
	4
	
	TDDConf.2.1

	    nrofUplinkSymbols
	4
	
	TDDConf.2.1

	
	2
	
	TDDConf.1.1, TDDConf.3.1

	    dl-UL-TransmissionPeriodicity-v1530     
	Not present
	
	

	
	ms4
	
	TDDConf.1.1,

TDDConf.2.1

	  }
	
	
	

	  pattern2
	Not present
	
	

	  pattern2 SEQUENCE {
	
	
	TDDConf.1.1,

TDDConf.2.1

	    dl-UL-TransmissionPeriodicity
	ms1
	
	TDDConf.1.1,

TDDConf.2.1

	    nrofDownlinkSlots
	1
	
	TDDConf.1.1

	
	2
	
	TDDConf.2.1

	    nrofDownlinkSymbols
	0
	
	TDDConf.1.1,

TDDConf.2.1

	    nrofUplinkSlots
	0
	
	TDDConf.1.1,

TDDConf.2.1

	    nrofUplinkSymbols
	0
	
	TDDConf.1.1,

TDDConf.2.1

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	TDDConf.1.1
	TDD UL/DL configuration for SCS=15kHz

	TDDConf.2.1
	TDD UL/DL configuration for SCS=30kHz

	TDDConf.3.1
	TDD UL/DL configuration for SCS=120kHz


7.4 FFS
7.5
Common procedures for RRM testing

/// End of changes
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