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	Reason for change:
	Test frequencies for CA_n260O to CA_n260q need to be specified.

The supported channel bandwidth combinations in TS 38.101-2 are: 
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NR CA configurations, bandwidth com

Table 5.5A.
NR CA configuration / Bandwidth ¢
NRCA Uplink CA
CBW CBW CBW CBW
configuration | configurations | i) Gy Gy Gy
AN2600 | CAN2600 | 50,100 | 50.100
CAN260P | CAn260P | 50,100 | 50,100 | 50,100
CAn2600 | CAn2600 | 50,100 | 50,100, 50,100 | 50,100






	
	

	Summary of change:
	Added test frequencies and parameter values for CA_n260O and CA_n260P based on the nominal channel spacing in TS 38.101-2 clause 5.4A.1.
Added placeholder for CA_n260Q.
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	No test frequency parameters specified for CA_n260Oand CA_n260P.
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4.3.1.2.3.4.8
CA_n260I

Table 4.3.1.2.3.4.8-1: NR Intra-Band contiguous CA configuration CA_n260I (PCC=CC1, SCC=CC2-CC4), SCS=120 kHz.

	CA channel bandwidth combination
	CC
	Bandwidth [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image2.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	50+100+

100+100
	Channel spacing CC1-CC2=FFS MHz, CC2-CC3, CC3-CC4=FFS MHz

	
	CC1
	50
	32
	Downlink&

Uplink
	Low

Mid

High
	Same test frequencies as n260 for Low range and channel bandwidth=50 MHz in Table 4.3.1.2.1.4-2

	
	CC2
	100
	66
	Downlink
	Low
	FFS
	FFS
	FFS
	FFS
	FFS
	120
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	&
	Mid
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	Uplink
	High
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	CC3
	100
	66
	Downlink
	Low
	FFS
	FFS
	FFS
	FFS
	FFS
	120
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	&
	Mid
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	Uplink
	High
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	CC4
	100
	66
	Downlink
	Low
	FFS
	FFS
	FFS
	FFS
	FFS
	120
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	&
	Mid
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	Uplink
	High
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	100+100+

100+50
	Channel spacing CC1-CC2, CC2-CC3=FFS MHz, CC3-CC4=FFS MHz

	
	CC1
	100
	66
	Downlink&

Uplink
	Low

Mid

High
	Same test frequencies as n260 for Low range and channel bandwidth=50 MHz in Table 4.3.1.2.1.4-2

	
	CC2
	100
	66
	Downlink
	Low
	FFS
	FFS
	FFS
	FFS
	FFS
	120
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	&
	Mid
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	Uplink
	High
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	CC3
	100
	66
	Downlink
	Low
	FFS
	FFS
	FFS
	FFS
	FFS
	120
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	&
	Mid
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	Uplink
	High
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	CC4
	50
	32
	Downlink
	Low
	FFS
	FFS
	FFS
	FFS
	FFS
	120
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	&
	Mid
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	Uplink
	High
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	100+100+

100+100
	Channel spacing CC1-CC2, CC2-CC3, CC3-CC4=FFS MHz

	
	CC1
	100
	66
	Downlink&

Uplink
	Low

Mid

High
	Same test frequencies as n260 for Low range and channel bandwidth=50 MHz in Table 4.3.1.2.1.4-2

	
	CC2
	100
	66
	Downlink&

Uplink
	Low

Mid

High
	Same test frequencies as for CC2 in CC combination 100+100+100+100

	
	CC3
	100
	66
	Downlink&

Uplink
	Low

Mid

High
	Same test frequencies as for CC3 in CC combination 100+100+100+100

	
	CC4
	100
	66
	Downlink
	Low
	FFS
	FFS
	FFS
	FFS
	FFS
	120
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	&
	Mid
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-

	
	
	
	
	Uplink
	High
	FFS
	FFS
	FFS
	FFS
	FFS
	
	FFS
	FFS
	-
	-
	-
	-


<Guideline for CR implementation: Clauses 4.3.1.2.3.4.9 to 4.3.1.2.3.4.12 are introduced by CR 0888>
4.3.1.2.3.4.13
CA_n260O
Table 4.3.1.2.3.4.13-1: NR Intra-Band contiguous CA configuration CA_n260O (PCC=CC1 and SCC=CC2), SCS=60 kHz, nominal channel spacing.
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image3.wmf]SSB
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	50+100
	CC1
CC2
	50

100
	60
	66

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-1 for CBW combination 50+100, CC1, CC2 and SCS=60 kHz.

	100+50
	CC1
CC2
	100

50
	60
	132

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-1 for CBW combination 100+50, CC1, CC2 and SCS=60 kHz.

	100+100
	CC1
CC2
	100

100
	60
	132
132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-1 for CBW combination 100+100, CC1, CC2 and SCS=60 kHz.


Table 4.3.1.2.3.4.13-2: NR Intra-Band contiguous CA configuration CA_n260O (PCC=CC1 and SCC=CC2), SCS=60 kHz, nominal channel spacing.
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image4.wmf]SSB
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	50+100
	CC1
CC2
	50

100
	120
	32
66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-2 for CBW combination 50+100, CC1, CC2 and SCS=120 kHz.

	100+50
	CC1
CC2
	100

50
	120
	66

32
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-2 for CBW combination 100+50, CC1, CC2 and SCS=120 kHz.

	100+100
	CC1
CC2
	100

100
	120
	66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-2 for CBW combination 100+100, CC1, CC2 and SCS=120 kHz.


4.3.1.2.3.4.14
CA_n260P
Table 4.3.1.2.3.4.14-1: NR Intra-Band contiguous CA configuration CA_n260P (PCC=CC1 and SCC=CC2, CC3), SCS=60 kHz, nominal channel spacing.
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image5.wmf]SSB
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	50+100
+50
	CC1
CC2
	50

100
	60
	66

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-1 for CBW combination 50+100, CC1, CC2 and SCS=60 kHz.

	
	Channel spacing CC2-CC3=73.68 MHz (Note 1)

	
	CC3
	50
	60
	66
	Downlink
	Low
	37176.06
	2232100
	37152.3
	2231704
	0
	120
	-
	2231944
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38645.52
	2256591
	38548.32
	2254971
	102
	
	-
	2256435
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40114.32
	2281071
	39727.68
	2274627
	504
	
	-
	2280915
	-
	-
	-
	-

	50+100

+100
	CC1
CC2

CC3
	50

100

100
	60
	66

132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.7-1 for CBW combination 50+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	100+50
+50
	CC1
CC2
	100

50
	60
	132

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-1 for CBW combination 100+50, CC1, CC2 and SCS=60 kHz.

	
	Channel spacing CC2-CC3=49.92 MHz (Note 1)

	
	CC3
	50
	60
	66
	Downlink
	Low
	37176.06
	2232100
	37152.3
	2231704
	0
	120
	-
	2231944
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38622.48
	2256207
	38525.28
	2254587
	102
	
	-
	2256051
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40073.58
	2280392
	39686.94
	2273948
	504
	
	-
	2280236
	-
	-
	-
	-

	100+50

+100
	CC1
CC2
	100

50
	60
	132

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-1 for CBW combination 100+50, CC1, CC2 and SCS=60 kHz.

	
	Channel spacing CC2-CC3=73.68 MHz (Note 1)

	
	CC3
	100
	60
	132
	Downlink
	Low
	37199.82
	2232496
	37152.3
	2231704
	0
	120
	-
	2231944
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38646.24
	2256603
	38525.28
	2254587
	102
	
	-
	2256051
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40097.34
	2280788
	39686.94
	2273948
	504
	
	-
	2280236
	-
	-
	-
	-

	100+100

+50
	CC1
CC2

CC3
	100

100

50
	60
	132
132

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.7-1 for CBW combination 100+100+500, CC1, CC2, CC3 and SCS=60 kHz.

	100+100

+100
	CC1
CC2

CC3
	100
100

100
	60
	132
132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.7-1 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=60 kHz.


Table 4.3.1.2.3.4.14-2: NR Intra-Band contiguous CA configuration CA_n260P (PCC=CC1 and SCC=CC2, CC3), SCS=120 kHz, nominal channel spacing.
	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image6.wmf]SSB
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	50+100

+50
	CC1
CC2
	50

100
	120
	32
66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-2 for CBW combination 50+100, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=74.4 MHz (Note 1)

	
	CC3
	50
	120
	32
	Downlink
	Low
	37176.12
	2232101
	37153.08
	2231717
	0
	120
	-
	2231957
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38646.24
	2256603
	38476.32
	2253771
	102
	
	-
	2256459
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40115.04
	2281083
	39366.24
	2268603
	504
	
	-
	2280939
	-
	-
	-
	-

	50+100

+100
	CC1
CC2

CC3
	50

100

100
	120
	32
66
66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.7-2 for CBW combination 50+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	100+50

+50
	CC1
CC2
	100

50
	120
	66
32
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-2 for CBW combination 100+50, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=49.92 MHz (Note 1)

	
	CC3
	50
	120
	32
	Downlink
	Low
	37176.12
	2232101
	37153.08
	2231717
	0
	120
	-
	2231957
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38623.2
	2256219
	38453.28
	2253387
	102
	
	-
	2256075
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40074.24
	2280403
	39325.44
	2267923
	504
	
	-
	2280259
	-
	-
	-
	-

	100+50

+100
	CC1
CC2
	100

50
	120
	66
32
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-2 for CBW combination 100+50, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=74.4 MHz (Note 1)

	
	CC3
	100
	120
	66
	Downlink
	Low
	37200.6
	2232509
	37153.08
	2231717
	0
	120
	-
	2231957
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38647.68
	2256627
	38453.28
	2253387
	102
	
	-
	2256075
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40098.72
	2280811
	39325.44
	2267923
	504
	
	-
	2280259
	-
	-
	-
	-

	100+100

+50
	CC1
CC2

CC3
	100

100

50
	120
	66
66
32
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.7-2 for CBW combination 100+100+500, CC1, CC2, CC3 and SCS=120 kHz.

	100+100

+100
	CC1
CC2

CC3
	100

100

100
	120
	66

66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.7-2 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=120 kHz.


4.3.1.2.3.4.15
CA_n260Q

FFS
_1614443975.unknown

_1627507944.unknown

