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<< Start of changes >>

7.3C.2
Reference sensitivity power level for SUL

Editor’s Note: This clause is incomplete. The following aspects are either missing or not yet determined:

· Test point analysis and selection are FFS.
· 
· Test configuration for exceptional test points is FFS

7.3C.2.1
Test purpose

The test purpose is to verify the ability of the UE to receive data with a given average throughput for a specified reference measurement channel, under SUL operation and conditions of low signal level, ideal propagation and no added noise.

7.3C.2.2
Test applicability

This test case applies to all types of NR UE release 15 and forward that supports SUL operation on the SUL bands.

7.3C.2.3
Minimum conformance requirement
The minimum conformance requirements are defined in clause 7.3C.0.

7.3C.2.4
Test description
7.3C.2.4.1
Initial conditions

Same test description as specified in clause 7.3.2.4.1 with following exceptions:

· Instead of table 5.3.5-1 ( use Table 5.5C-1

· Instead of table 7.3.2.4.1-1 ( use Table 7.3C.2.4.1-1

Table 7.3C.2.4.1-1: Test Configuration Table

	Initial Conditions

	Test Environment as specified in TS 38.508-1 [5] subclause 4.1
	Normal, TL/VL, TL/VH, TH/VL, TH/VH 


	Test Frequencies as specified in TS 38.508-1 [5] subclause4.3.1
	Mid range for both SUL carrier and Non-SUL carrier 

	Test Channel Bandwidths as specified in TS 38.508-1 [5] subclause 4.3.1
	Lowest, Mid, Highest for both SUL carrier and Non-SUL carrier 

	Test SCS as specified in Table 5.3.5-1
	Lowest 

	Test Parameters

	Test ID
	Downlink Configuration
	Uplink Configuration
	SUL Configuration

	
	Modulation
	RB allocation
	Modulation
	RB allocation
	Modulation
	RB allocation

	1
	CP-OFDM QPSK
	Full RB (NOTE 1)
	DFT-s-OFDM QPSK
	REFSENS 
(NOTE 2)
	DFT-s-OFDM QPSK
	REFSENS 
(NOTE 2)

	NOTE 1: 
Full RB allocation shall be used per each SCS and channel BW as specified in Table 7.3.2.4.1-2.

NOTE 2: 
REFSENS refers to Table 7.3.2.4.1-3 which defines uplink RB configuration and start RB location for each SCS, channel BW and NR band. 



Table 7.3C.2.4.1-2: Test configurations table for SUL operation exceptions due to UL harmonic issue for n78 with SUL 80

FFS
1.
Connect the SS to the UE antenna connectors as shown in TS 38.508-1 [5] Annex A, Figure A.3.1.1.1 for TE diagram and section A.3.2 for UE diagram. 

2.
The parameter settings for the cell are set up according to TS 38.508-1 [5] subclause 4.4.3.

3.
Downlink signals are initially set up according to Annex C0, C.1, C.2, C3.1, and uplink signals according to Annex G.0, G.1, G.2, G.3.0 with consideration of supplementary uplink physical channels.

4.
The UL and DL Reference Measurement Channel shall be set according to Table 7.3.2.4.1-1, Table 7.3.2.4.1-2, Table 7.3.2.4.1-3 and Table 7.3C.2.4.1-1.

5.
The UL Reference Measurement Channel shall be set according to Table 7.3C.2.3-2 and 7.3C.2.3-3 when testing is performed with UL/DL band combination listed in Table 7.3C.2.3-2 for exceptions due to harmonic issue.
5.
Propagation conditions are set according to Annex B.0.

6.
Ensure the UE is in State RRC_CONNECTED with generic procedure parameters Connectivity NR, Connected without release On, Test Mode On and Test Loop Function On according to TS 38.508-1 [5] clause 4.5. Message contents are defined in clause 7.3C.2.4.3 
7.3C.2.4.2
Test procedure

1
SS transmits PDSCH via PDCCH DCI format [1_1] for C_RNTI to transmit the DL RMC according to Table 7.3.4.1-1. The SS sends downlink MAC padding bits on the DL RMC.

2.
SS sends uplink scheduling information for each UL HARQ process via PDCCH DCI format [0_1] for C_RNTI to schedule the UL RMC according to Tables 7.3.4.1-1. Since the UE has no payload data to send, the UE transmits uplink MAC padding bits on the UL RMC.

3.
Set the Downlink signal level to the appropriate REFSENS value defined in Table 7.3.3.1. Send continuously uplink power control "up" commands in the uplink scheduling information to the UE to ensure the UE transmits PUMAX level for at least the duration of the Throughput measurement.

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex H.2. 

7.3C.2.4.3
Message contents

Message contents are according to TS 38.508-1 [5] subclause 4.6 ensuring Tables 4.6.3-13, 4.6.3-97, and 4.6.3-129A with conditions SUL, and Table 4.6.3-167 with condition PUSCH_PUCCH_ON_SUL.

7.3C.2.5
Test requirement

The throughput shall be ≥ 95% of the maximum throughput of the reference measurement channels as specified in Annex A3.2 with parameters specified in Tables 7.3.2.3-1 and Tables 7.3.2.3-2.
For SUL operation, the reference receive sensitivity (REFSENS) requirement for downlink bands n78 and n79 specified in Table 7.3.2.5-1 and and 7.3.2.5-2 ( for 4 Rx ports) shall be met for an uplink transmission bandwidth less than or equal to that specified in Table 7.3.2.4.1-3 or supplementary uplink transmission bandwidth less than or equal to that specified in Table 7.3C.0.2-1 with exceptions listed in clause 7.3C.2.5.1.

7.3C.2.5.1
Reference sensitivity exceptions due to harmonic issue

For SUL operation with DL band listed in Table 7.3C.2.3-2 with supplementary uplink transmission bandwidth less than or equal to that specified in Table 7.3C.2.3-1, the reference receive sensitivity (REFSENS) requirement for downlink bands specified in Table 7.3C.2.5.1-1 due to harmonic exceptions.  

Table 7.3C.2.5.1-1: Reference sensitivity for SUL operation (exceptions due to harmonic issue)
	SUL band
	DL band
	SCS
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	
	
	kHz
	dBm
	dBm
	dBm
	dBm
	dBm
	dBm
	dBm
	dBm
	dBm
	dBm
	dBm
	dBm

	n80
	n781,2
	15
	
	-70.9 +TT
	-70.9 +TT
	-70.8 +TT
	
	
	-70.7 +TT
	
	
	
	
	

	
	
	30
	
	-71.2 +TT
	-71.0 +TT
	-70.9 +TT
	
	
	-70.8 +TT
	
	
	
	
	

	
	
	60
	
	-71.6 +TT
	-71.3 +TT
	-71.2 +TT
	
	
	-71.0 +TT
	
	
	
	
	

	n80
	n783
	15
	
	-93.7 +TT
	-92.2 +TT
	-91.4 +TT
	
	
	
	
	
	
	
	

	
	
	30
	
	-94.0 +TT
	-92.3 +TT
	-91.5 +TT
	
	
	
	
	
	
	
	

	
	
	60
	
	-94.4 +TT
	-92.6 +TT
	-91.8
	
	
	
	
	
	
	
	

	n82
	n783
	15
	
	-85.0 +TT
	-84.9 +TT
	-84.7 +TT
	
	
	-83.6 +TT
	
	
	
	
	

	
	
	30
	
	-85.3  +TT
	-85.0 +TT
	-84.9 +TT
	
	
	-83.7 +TT
	
	
	
	
	

	
	
	60
	
	-85.7 +TT
	-85.3 +TT
	-85.1 +TT
	
	
	-83.9 +TT
	
	
	
	
	

	n81
	n784
	15
	
	-85.0 +TT
	-84.9 +TT
	-84.7 +TT
	
	
	-84.5 +TT
	-84.4 +TT
	
	
	
	

	
	
	30
	
	-85.3 +TT
	-85.0 +TT
	-84.9 +TT
	
	
	-84.6 +TT
	-84.5 +TT
	-84.4 +TT
	-84.3 +TT
	
	-84.2 +TT

	
	
	60
	
	-85.7 +TT
	-85.3 +TT
	-85.1 +TT
	
	
	-84.8 +TT
	-84.6 +TT
	-84.5 +TT
	-84.4 +TT
	
	-84.3 +TT

	n81
	n785
	15
	
	-85.4 +TT
	-85.1 +TT
	-84.9 +TT
	
	
	-84.9 +TT
	-84.9 +TT
	
	
	
	

	
	
	30
	
	-85.7 +TT
	-85.2 +TT
	-85.1 +TT
	
	
	-85.0 +TT
	-85.0 +TT
	-84.9 +TT
	-84.9 +TT
	-84.9 +TT
	-84.9 +TT

	
	
	60
	
	-86.1 +TT
	-85.5 +TT
	-85.3 +TT
	
	
	-85.2 +TT
	-85.1 +TT
	-85.0 +TT
	-85.0 +TT
	-85.0 +TT
	-85.0 +TT

	n86
	n786
	15
	
	-71.9 +TT
	-71.9 +TT
	-71.8 +TT
	
	
	-71.7 +TT
	
	
	
	
	

	
	
	30
	
	-72.2 +TT
	-72.0 +TT
	-72.0 +TT
	
	
	-71.8 +TT
	
	
	
	
	

	
	
	60
	
	-72.6 +TT
	-72.3 +TT
	-72.2 +TT
	
	
	-72.0 +TT
	
	
	
	
	

	n86
	n787
	15
	
	-94.7 +TT
	-93.2 +TT
	-92.4 +TT
	
	
	
	
	
	
	
	

	
	
	30
	
	-95.0 +TT
	-93.3 +TT
	-92.6 +TT
	
	
	
	
	
	
	
	

	
	
	60
	
	-95.4 +TT
	-93.6 +TT
	-92.8 +TT
	
	
	
	
	
	
	
	

	n81
	n798
	15
	
	
	
	
	
	
	-82.8 +TT
	-82.4 +TT
	
	
	
	

	
	
	30
	
	
	
	
	
	
	-85.0 +TT
	-85.0 +TT
	-84.9 +TT
	-84.9 +TT
	
	-84.9 +TT

	
	
	60
	
	
	
	
	
	
	-85.2 +TT
	-85.1 +TT
	-85.0 +TT
	-85.0 +TT   
	
	-85.0 +TT

	NOTE 1: 1 indicates requirement for test configuration specified by Table [TBD]

NOTE 2: 2 indicates requirement for test configuration specified by Table [TBD]

NOTE 3: 3 indicates requirement for test configuration specified by Table [TBD]

NOTE 4: 4 indicates requirement for test configuration specified by Table [TBD]

NOTE 5: 5 indicates requirement for test configuration specified by Table [TBD]

NOTE 6: 6 indicates requirement for test configuration specified by Table [TBD]

NOTE 7: 7 indicates requirement for test configuration specified by Table [TBD]

NOTE 8: 8 indicates requirement for test configuration specified by Table [TBD]

NOTE 9: TT for each frequency and channel bandwidth is specified in Table 7.3C.2.5.1-2.


	Table 7.3C.2.5.1-2: Test Tolerance (TT) for RX sensitivity level

f ≤ 3.0GHz
	3.0GHz < f ≤ 6.0 GHz

	0.7 dB
	1.0 dB


For the UE which supports SUL band combination, the minimum requirement for reference sensitivity in Table 7.3C.2.3-1 shall be increased by the amount given in ΔRIB,c defined in subclause 7.3C.0.3. 
<< End of changes >>
