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	Reason for change:
	Test case 7.3.2_1 (Reference sensitivity level with 4 Rx antenna ports) does not exist in TS 38.521-1 not in the work plan. There is a need to remove the reference to the test case in Table F.1.3-1 and Table Table F.3.3-1

	
	

	Summary of change:
	Removed test case 7.3.2_1 from Table F.1.3-1 and Table Table F.3.3-1

	
	

	Consequences if not approved:
	Annex F refers to non-existing test case.
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F.1.3
Measurement of receiver

Table F.1.3-1: Maximum Test System Uncertainty for receiver tests

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	7.3.2 Reference sensitivity power level
	±0.7 dB, f ≤ 3.0GHz

±1.0 dB, 3.0GHz < f ≤ 4.2GHz

±1.5 dB, 4.2GHz < f ≤ 6GHz
	

	
	


	

	<Skipped rows>

	7.9 Spurious emissions
	for results > -60 dBm:

±2.0 dB, 9kHz < f ≤ 3GHz

±2.5 dB, 3GHz < f ≤ 4GHz

±4.0 dB, 4GHz < f ≤ 19GHz

±6.0 dB, 19GHz < f ≤ 26GHz
	


<Skipped text>
F.3.3
Measurement of receiver
Table F.3.3-1: Derivation of Test Requirements (Receiver tests)

	Sub clause
	Test Tolerance (TT)
	Formula for test requirement

	7.3.2 Reference sensitivity power level
	0.7 dB, f ≤ 3.0GHz

1.0 dB, 3.0GHz < f ≤ 6.0GHz
	Reference sensitivity power level + TT

T-put limit unchanged

	
	

	


	<Skipped rows>

	7.9 Spurious emissions
	0 dB
	Minimum requirement + TT


