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10.1.3.1
Network-requested PDU session release / Accepted / Reactivation / For the same [S-NSSAI, DNN] combination
10.1.3.1.1
Test Purpose (TP)

(1)

with { the UE in PDU SESSION ACTIVE state }

ensure that {

  when { the UE receives a PDU SESSION RELEASE COMMAND message includes 5GSM cause #39 "reactivation requested"}

    then { the UE re-initiates a PDU SESSION establishment procedure for the same [S-NSSAI, DNN] combination provided in PDU session establishment procedure }

            }
10.1.3.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 24.501, clauses 6.3.3.3. Unless otherwise stated these are Rel-15 requirements.
[TS 24.501, clause 6.3.3.3]

Upon receipt of a PDU SESSION RELEASE COMMAND message and a PDU session ID, using the NAS transport procedure as specified in subclause 5.4.5, the UE considers the PDU session as released and the UE shall create a PDU SESSION RELEASE COMPLETE message.

If the PDU SESSION RELEASE COMMAND message contains the PTI value allocated in the UE-requested PDU session release procedure, the UE shall stop the timer T3582. The UE should ensure that the PTI value assigned to this procedure is not released immediately.

NOTE 1:
The way to achieve this is implementation dependent. For example, the UE can ensure that the PTI value assigned to this procedure is not released during the time equal to or greater than the default value of timer T3592.

While the PTI value is not released, the UE regards any received PDU SESSION RELEASE COMMAND message with the same PTI value as a network retransmission (see subclause 7.3.1).
If the PDU SESSION RELEASE COMMAND message includes 5GSM cause #39 "reactivation requested", then after completion of the network-requested PDU session release procedure, the UE should re-initiate the UE-requested PDU session establishment procedure as specified in subclause 6.4.1 for:

a)
the PDU session type associated with the released PDU session;

b)
the SSC mode associated with the released PDU session;

c)
the DNN associated with the released PDU session; and

d)
the S-NSSAI associated with (if available in roaming scenarios) a mapped S-NSSAI if provided in the UE-requested PDU session establishment procedure of the released PDU session.

If the PDU SESSION RELEASE COMMAND message includes 5GSM cause #39 "reactivation requested" and the UE provided an S-NSSAI during the PDU session establishment, the UE shall stop timer T3585 if it is running for the S-NSSAI provided by the UE. The UE should then re-initiate the UE requested PDU session establishment procedure for the same S-NSSAI. If the UE did not provide an S-NSSAI during the PDU session establishment and the request type was different from "initial emergency request" and different from "existing emergency PDU session", the UE shall stop the timer T3585 associated with no S-NSSAI if it is running, and should re-initiate the UE requested PDU session establishment procedure without including an S-NSSAI. If the PDU SESSION RELEASE COMMAND message was received for an emergency PDU session, the UE shall not stop the timer T3585 associated with no S-NSSAI if it is running. 
If the PDU SESSION RELEASE COMMAND message includes 5GSM cause #39 "reactivation requested" and the UE provided a DNN during the PDU session establishment, the UE shall stop timer T3396 if it is running for the DNN provided by the UE. The UE should then re-initiate the UE requested PDU session establishment procedure for the same DNN. If the UE did not provide a DNN during the PDU session establishment and the request type was different from "initial emergency request" and different from "existing emergency PDU session", the UE shall stop the timer T3396 associated with no DNN if it is running, and should re-initiate the UE requested PDU session establishment procedure without including a DNN. If the PDU SESSION RELEASE COMMAND message was received for an emergency PDU session, the UE shall not stop the timer T3396 associated with no DNN if it is running. 

If the PDU SESSION RELEASE COMMAND message includes 5GSM cause #39 "reactivation requested" and the UE provided an S-NSSAI and a DNN during the PDU session establishment, the UE shall stop timer T3584 if it is running for the same [S-NSSAI, DNN] combination provided by the UE. The UE should then re-initiate the UE requested PDU session establishment procedure for the same [S-NSSAI, DNN] combination. If the UE did not provide an S-NSSAI during the PDU session establishment, the UE shall stop the timer T3584 associated with [no S-NSSAI, DNN] if it is running, and should re-initiate the UE requested PDU session establishment procedure with the same DNN but without an S-NSSAI. If the UE did not provide a DNN during the PDU session establishment  and the request type was different from "initial emergency request" and different from "existing emergency PDU session", the UE shall stop the timer T3584 associated with [S-NSSAI, no DNN] if it is running, and should re-initiate the UE requested PDU session establishment procedure with the same S-NSSAI but without a DNN. If the PDU SESSION RELEASE COMMAND message was received for an emergency PDU session, the UE shall not stop the timer T3584 associated with [S-NSSAI, no DNN] if it is running. If the UE provided neither a DNN nor an S-NSSAI during the PDU session establishment and the request type was different from "initial emergency request" and different from "existing emergency PDU session", the UE shall stop the timer T3584 associated with [no S-NSSAI, no DNN] if it is running, and should re-initiate the UE requested PDU session establishment procedure without an S-NSSAI and a DNN. If the PDU SESSION RELEASE COMMAND message was received for an emergency PDU session, the UE shall not stop the timer T3584 associated with [no S-NSSAI, no DNN] if it is running.

NOTE 2:
User interaction is necessary in some cases when the UE cannot re-initiate the UE-requested PDU session establishment procedure automatically.

NOTE 3:
If the PDU SESSION RELEASE COMMAND message includes 5GSM cause #39 "reactivation requested" for a PDU session, the UE provided a DNN (or no DNN) and an S-NSSAI (or no S-NSSAI) when the PDU session is established, timer T3396 associated with the DNN (or no DNN, if no DNN was provided by the UE) is running, and timer T3584 associated with the DNN (or no DNN, if no DNN was provided by the UE) and the S-NSSAI (or no S-NSSAI, if no S-NSSAI was provided by the UE) is running, then the UE stops both the timer T3396 and the timer T3584.

NOTE 4:
If the PDU SESSION RELEASE COMMAND message includes 5GSM cause #39 "reactivation requested" for a PDU session, the UE provided a DNN (or no DNN) and an S-NSSAI (or no S-NSSAI) when the PDU session is established, timer T3585 associated with the S-NSSAI (or no S-NSSAI, if no S-NSSAI was provided by the UE) is running, and timer T3584 associated with the DNN (or no DNN, if no DNN was provided by the UE) and the S-NSSAI (or no S-NSSAI, if no S-NSSAI was provided by the UE) is running, then the UE stops both the timer T3585 and the timer T3584.
10.1.3.1.3
Test description

10.1.3.1.3.1
Pre-test conditions

System Simulator:

-
NGC Cell A.

UE:

-
None.

Preamble:

-
The UE is in state 3N-A on NGC Cell A according to 38.508-1[4]
10.1.3.1.3.2
Test procedure sequence

Table 10.1.3.1.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a PDU SESSION RELEASE COMMAND including 5GSM cause #39 “reactivation requested " with PDU session ID IE is set to the same value in PDU SESSION ESTABLISHMENT REQUEST message in preamble. 
	<--
	5GMM: DL NAS TRANSPORT

5GSM: PDU SESSION RELEASE COMMAND
	-
	-

	2
	UE transmits a PDU session release complete message with PDU session ID IE is set to the value indicated in PDU SESSION RELEASE COMMAND message.
	-->
	5GMM: UL NAS TRANSPORT

5GSM: PDU SESSION RELEASE COMPLETE
	-
	-

	3
	Check: Does the UE transmit a PDU SESSION ESTABLISHMENT REQUEST and  the S-NSSAI and DNN in UL NAS TRANSPORT message are the same values in UL NAS TRANSPORT message in preamble?
	-->
	5GMM: UL NAS TRANSPORT

5GSM: PDU SESSION ESTABLISHMENT REQUEST
	1
	P

	4
	The SS transmits an PDU SESSION ESTABLISHMENT ACCEPT
	<--
	5GMM: DL NAS TRANSPORT

5GSM: PDU SESSION ESTABLISHMENT ACCEPT
	
	


10.1.3.1.3.3
Specific message contents

Table 10.1.3.1.3.3-1: PDU SESSION RELEASE COMMAND (Step 1, Table 10.1.3.1.3.2-1)

	Derivation path: 38.508-1 [4], table 4.7.2-14

	Information Element
	Value/Remark
	Comment
	Condition

	PDU session ID
	The same value indicated in PDU SESSION ESTABLISHMENT REQUEST message in preamble
	
	

	5GSM cause
	‘00100111’B
	Reactivation requested
	


Table 10.1.3.1.3.3-2: UL NAS TRANSPORT (Step 3, Table 10.1.3.1.3.2-1)

	Derivation path: 38.508-1 [4], table 4.7.1-10

	Information Element
	Value/Remark
	Comment
	Condition

	S-NSSAI
	The same value indicated in UL NAS TRANSPORT message in preamble
	
	If present in UL NAS TRANSPORT message in preamble

	
	Not present
	
	If not present in UL NAS TRANSPORT message in preamble

	DNN
	The same value indicated in UL NAS TRANSPORT message in preamble
	
	If present in UL NAS TRANSPORT message in preamble

	
	Not present
	
	If not present in UL NAS TRANSPORT message in preamble


