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<START OF MODIFIED SECTION>
A.1.3
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	Header/param
	Cond
	Value/remark
	Rel
	Reference

	Status-Line
	
	
	
	RFC 3261 [15]

	
SIP-Version
	
	SIP/2.0
	
	

	
Status-Code
	
	200
	
	

	
Reason-Phrase
	
	OK
	
	

	Via
	
	
	
	RFC 3261 [15]

	
via-parm
	
	same value as received in REGISTER message
	
	

	To
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	same value as received in REGISTER message
	
	

	
tag
	
	common to-tag (register)
	
	

	From
	
	
	
	RFC 3261 [15]

	
addr-spec
	
	same value as received in REGISTER message
	
	

	
tag
	
	same value as received in REGISTER message
	
	

	Call-ID
	
	
	
	RFC 3261 [15]

	
callid
	
	same value as received in REGISTER message
	
	

	CSeq
	
	
	
	RFC 3261 [15]

	
value
	
	same value as received in REGISTER message
	
	

	Contact
	
	
	
	RFC 3261 [15]
RFC 5627 [61]

	
addr-spec
	
	same value as received in REGISTER message
	
	

	
pub-gruu
	A1
	Public GRUU as the SIP URI got from the To header of the REGISTER request, together with the gr parameter with an arbitrary value
	
	

	
temp-gruu
	A1
	Temporary GRUU with an arbitrary value in the user part and the host part matching with the domain of the To header of the REGISTER and gr parameter without any value
	
	

	
	A3
	not present
	
	

	
feature-param
	
	same value as received in REGISTER message
	
	

	
expires
	
	600000
	
	

	P-Associated-URI
	
	order of the parameters in this header must be like in the respective rows 
	
	RFC 7315 [132]

	
addr-spec
	A2
	all the IMPUs within the set of IMPUs on ISIM (NOTE 1), additional associated TEL URI (NOTE 2)
	
	

	
	A3
	emergency public user identity (NOTE 3)
	
	

	
	A5
	IMPU preconfigured in the UE, additional associated TEL URI (NOTE 2)
	
	

	Service-Route
	A2
	
	
	RFC 3608 [19]

	
addr-spec
	
	scscf.3gpp.org
	
	

	
uri-parameter
	
	lr
	
	

	Path
	
	
	
	RFC 3327 [20]

	
addr-spec
	
	SS P-CSCF address
	
	

	
uri-parameter
	
	lr
	
	

	Feature-Caps
	
	
	
	RFC 6809 [125]

	
feature-param
	A4
	+g.3gpp.atcf="tel:+1-237-888-9999”
	Rel-11
	

	
	A4
	+g.3gpp.cs2ps-srvcc="<sip:sti-sr@atcf.visited2.net>" 
	Rel-11
	

	Feature-Caps
	A5
	not present
	
	

	Content-Length
	
	
	
	RFC 3261 [15]

	
value
	
	0
	
	


	
	

	
	

	
	

	
	

	
	

	
	


	Condition
	Explanation

	A1
	obtaining and using GRUUs in the Session Initiation Protocol (SIP) (A.4/53 3GPP TS 34.229-2 [5])

	A2
	Response for an non-emergency registration

	A3
	Response for an emergency registration

	A4
	Response if the UE provided the +g.3gpp.cs2ps-srvcc and +g.3gpp.cs2ps-srvcc-alerting feature-params in the REGISTER message

	A5
	SIP Digest without TLS for Fixed Broadband Access (SIP Digest without TLS, A.6a/5 3GPP TS 34.229-2 [5])
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