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Table 4-1: Applicability of tests and additional information for testing

<Skip unchaged sections>
	22.5.18
	NB-IoT / Attach & Normal tracking area update Procedure / Success / without Idle eDRX parameters / With Idle eDRX parameters/ With and without Idle eDRX and PSM parameters
	Rel-13
	C266
	UEs supporting NB-IoT
	
	
	
	

	22.5.19
	Void
	
	
	
	
	
	
	

	22.5.20
	NB-IoT/ UE in NB-S1 mode supporting control plane data back-off timer/ Service reject with extended wait time CP data/ Release with extended wait time CP data/ Attach accept with extended wait time CP data
	Rel-14
	C341
	UEs supporting NB-IoT
	
	
	
	


<Skip unchaged sections>
Table 4-1a: Applicability of tests Conditions

<Skip unchaged sections>
	C338
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.2.1.1-1/11 AND A.4.4-1/149 THEN R ELSE N/A

	C339
IF A.4.1-1/8 AND A.4.4-1/167 AND A.4.3.2-1A/2 THEN R ELSE N/A

	C340
Void

	C341
IF A.4.1-1/8 THEN R ELSE N/A

	C342
IF A.4.1-1/8 AND A.4.4-2/27 AND A.4.4-2/31 THEN R ELSE N/A

	C343
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/148 AND A.4.4-1/154 AND A.4.4-1/178 THEN R ELSE N/A

	C344
IF (A.4.1-1/1 OR A.4.1-1/2) AND A.4.4-1/148 AND NOT(A.4.4-1/154) AND A.4.4-1/178 THEN R ELSE N/A


