
3GPP TSG-RAN5 Meeting #84 DOCPROPERTY  MtgTitle  \* MERGEFORMAT 
R5-196971
Ljubljana, Slovenia, 26th Aug 2019 - 30th Aug 2019
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	36.508
	CR
	1274
	rev
	1
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Update to dataCodingScheme in SystemInformationBlockType11, required for ETWS test case

	
	

	Source to WG:
	Keysight Technologies UK Ltd

	Source to TSG:
	R5 DOCPROPERTY  SourceIfTsg  \* MERGEFORMAT 

	
	

	Work item code:
	TEI8_Test
	
	Date:
	2019-08-05

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Current ETWS TC is tested with Data Coding Scheme 0. To handle multiple language requirement, the dataCodingScheme value in SIB11 should be updated.

	
	

	Summary of change:
	The dataCodingScheme value in Table 4.4.3.3-10 SIB11 is changed into variable as per the pixit px_PWS_CB_DataCodingScheme value.


	
	

	Consequences if not approved:
	Test cases may fail conformant UE.

	
	

	Clauses affected:
	4.4.3.3-10

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	This document is a product of R5s195831 and 1 revision


4.4.3.3
Common contents of system information blocks

-
SystemInformationBlockType2

The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.

<Skipped unmodified Text>

-
SystemInformationBlockType11

The IE SystemInformationBlockType11 contains an ETWS secondary notification.

Table 4.4.3.3-10: SystemInformationBlockType11 (1st Segment)

	Derivation Path: 36.331 clause 6.3.1

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformationBlockType11 ::= SEQUENCE {
	
	
	

	  messageIdentifier
	'0001 0001 0000 0010'B
	ETWS message identifier for earthquake and tsunami message [see TS 23.041]
	

	serialNumber

- Geographical Scope (2 bit)

- Message Code (10 bit)

  - Emergency User Alert (1 bit)

  - Popup (1 bit)

  - Update Number (4 bit)
	'0011 0000 0000 0000'B

Octet 1 bit 7 ~ 6

Octet 1 bit 5 ~ Octet 2 bit 4

Octet 1 bit 5

Octet 1 bit 4

Octet 2 bit 3 ~ 0
	Cell wide;

'11 0000 0000'B

Activate emergency user alert;

Activate popup;

For each update, incremented by one. 

[see TS 23.041]
	

	  warningMessageSegmentType
	notLastSegment
	
	

	  warningMessageSegmentNumber
	0
	
	

	  warningMessageSegment
	Octetstring of N 
	where N ≥ 1 and less than 1246.

[see TS 23.041]
	

	  dataCodingScheme
	Bitstring (8) ID of the alphabet/coding and the applied language [see TS 23.041]
	Provided  as PIXITs [see TS 36.523-3 [20] cl. 9]

	

	}
	
	
	


