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	Reason for change:
	Following the MCC160 implementation of TTCN CR R5s190178, the template cs_RRCConnectionReconfiguration_NR_2Entries was updated to use a new template cs_508_ENDC_MeasGapConfig_GP2, with GP1 set as 20ms.
A similar change is required to the template  cs_RRCConnectionReconfiguration_NR_Periodical_1Entry as used by test case 8.2.3.3.1.

From R5s190178 : 

Measurement gap gapOffset of 30ms falls into odd SFNs while SSB are transmitted into even SFNs. Measurement gap and SSB transmission are not aligned. UEs that uses measurement gap for measurements will not send measurement reports.


	
	

	Summary of change:
	Replace cs_508_MeasGapConfig_GP2 with cs_508_ENDC_MeasGapConfig_GP2 in cs_RRCConnectionReconfiguration_NR_Periodical_1Entry
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	A conformant UE may fail test case
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	Other comments:
	


Change 1
	Function name
	template cs_RRCConnectionReconfiguration_NR_Periodical_1Entry()

	Reason for change
	Following the MCC160 implementation of TTCN CR R5s190178, the template cs_RRCConnectionReconfiguration_NR_2Entries was updated to use a new template cs_508_ENDC_MeasGapConfig_GP2, with GP1 set as 20ms.

A similar change is required to the template  cs_RRCConnectionReconfiguration_NR_Periodical_1Entry as used by test case 8.2.3.3.1.

From R5s190178 : 

Measurement gap gapOffset of 30ms falls into odd SFNs while SSB are transmitted into even SFNs. Measurement gap and SSB transmission are not aligned. UEs that uses measurement gap for measurements will not send measurement reports.


	Summary of change
	Replace cs_508_MeasGapConfig_GP2 with cs_508_ENDC_MeasGapConfig_GP2

	TTCN module
	RRCMeasurement_ENDC_EUTRA

	MCC160 Comment
	


Before Change
template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_NR_Periodical_1Entry(RRC_TransactionIdentifier p_RRC_TI,

                                                                                        integer p_NR_ARFCN_f1,

                                                                                        RS_ConfigSSB_NR_r15.subcarrierSpacingSSB_r15 p_SCS,

                                                                                        FreqBandIndicatorNR_r15 p_FreqBandIndicatorNR_r15, //@sic R5-194875 sic@

                                                                                        ReportConfigInterRAT.reportAmount p_ReportAmount,

                                                                                        FilterCoefficient p_FilterCoefficientRSRP,

                                                                                        FilterCoefficient p_FilterCoefficientRSRQ,

                                                                                        FilterCoefficient p_FilterCoefficientSINR,

                                                                                        template (omit) ReportQuantityNR_r15 p_ReportQuantityCellNR_r15 := omit) := //@sic R5-190621, R5-185070 sic@

    cs_RRCConnectionReconfiguration_Common(p_RRC_TI,

                                           cs_MeasConfig(omit,

                                                         cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_NR_f1,

                                                                                          cs_MeasObject_measObjectNR(p_NR_ARFCN_f1, p_SCS, p_FreqBandIndicatorNR_r15)), //@sic R5-194875 sic@

                                                         omit,

                                                         cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_B1_NR,

                                                                                            cs_508_ReportConfigInterRAT_Periodical_NR(p_ReportAmount, p_ReportQuantityCellNR_r15)),

                                                         omit,

                                                         cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_NR_f1, tsc_IdReportConfig_B1_NR),

                                                         cs_QuantityConfig_NR(cs_QuantityConfig_NRList(p_FilterCoefficientRSRP, p_FilterCoefficientRSRQ, p_FilterCoefficientSINR)), //@sic R5-185070 sic@

                                                         cs_508_MeasGapConfig_GP2));
After Change
    template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_NR_Periodical_1Entry(RRC_TransactionIdentifier p_RRC_TI,

                                                                                        integer p_NR_ARFCN_f1,

                                                                                        RS_ConfigSSB_NR_r15.subcarrierSpacingSSB_r15 p_SCS,

                                                                                        FreqBandIndicatorNR_r15 p_FreqBandIndicatorNR_r15, //@sic R5-194875 sic@

                                                                                        ReportConfigInterRAT.reportAmount p_ReportAmount,

                                                                                        FilterCoefficient p_FilterCoefficientRSRP,

                                                                                        FilterCoefficient p_FilterCoefficientRSRQ,

                                                                                        FilterCoefficient p_FilterCoefficientSINR,

                                                                                        template (omit) ReportQuantityNR_r15 p_ReportQuantityCellNR_r15 := omit) := //@sic R5-190621, R5-185070 sic@

    cs_RRCConnectionReconfiguration_Common(p_RRC_TI,

                                           cs_MeasConfig(omit,

                                                         cs_MeasObjectToAddModList_1Entry(tsc_IdMeasObject_NR_f1,

                                                                                          cs_MeasObject_measObjectNR(p_NR_ARFCN_f1, p_SCS, p_FreqBandIndicatorNR_r15)), //@sic R5-194875 sic@

                                                         omit,

                                                         cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_B1_NR,

                                                                                            cs_508_ReportConfigInterRAT_Periodical_NR(p_ReportAmount, p_ReportQuantityCellNR_r15)),

                                                         omit,

                                                         cs_MeasIdToAddModList_1Entry(1, tsc_IdMeasObject_NR_f1, tsc_IdReportConfig_B1_NR),

                                                         cs_QuantityConfig_NR(cs_QuantityConfig_NRList(p_FilterCoefficientRSRP, p_FilterCoefficientRSRQ, p_FilterCoefficientSINR)), //@sic R5-185070 sic@

                                                         cs_508_ENDC_MeasGapConfig_GP2));
