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	Reason for change:
	In RAN2#AH2 2017 meeting, it was agreed that for NE-DC case CA duplication can only be configured for MCG bearer, the agreement was as following:
	Agreements
1:	CA packet duplication is not applied to LTE CA of EN-DC.
2: 	In the EN-DC and NG-EN-DC case, CA packet duplication can only be configured for SCG bearer. In the NE-DC case, CA packet duplication can only be configured for the MCG bearer.
3: 	In the NR-NR DC case, CA packet duplication can only be configured for non-split bearer.


And in RAN2#103 meeting, it was agreed LTE CA duplication is not supported in combincationwith NR PDCP in Rel-15 for EN-DC, this applies for NE-DC, Option5 and Option7.
	=>  LTE CA duplication is not supported in combination with NR-PDCP in Rel-15. This applies for EN-DC, Option 5 and Option 7. (Hence LTE CA duplication could be used in combination with EN-DC but only on an MCG bearer using LTE PDCP).


And the restriction has been captured in the field description of pdcp-Duplication within PDCP-Config in 38.331:”PDCP duplication is not configured for CA packet duplication of LTE RLC bearer.” 
So from the agreements, it is clear that for NE-DC, it doesn’t support EUTRAN CA duplication in Rel-15.
Since NE-DC doesn’t support EUTRAN CA duplication, NE-DC doesn’t support FailureInformation report for SCG RLC bearer failure via NR ULInformationTransferMRDC, either. 
However, the field description of the ul-DCCH-MessageEUTRA within the ULInformationTransferMRDC supports report of EUTRAN FailureInofrmation: “Includes the UL-DCCH-Message. In this version of the specification, the field is only used to transfer the E-UTRA RRC MeasurementReport and FailureInformation messages”, which doesn’t align with the previous agreements.

	
	

	Summary of change:
	Clarify that the NE-DC doesn’t support CA duplication for SCG in Rel-15, and the NR ULInformationTransferMRDC can’t include the EUTRAN FailureInformation message in Rel-15.
1. Modify the related procedure, so that ul-DCCH-MessageEUTRA within the ULInformationTransferMRDC can only be used to transfer EUTRAN RRC MeasurementReport message.
2. Modify the field description of ul-DCCH-MessageEUTRA, so that in this version of the specification it can only be used to transfer the EUTRAN RRC MeasurementReport message.

Impact analysis
Impacted architecture options: 
Impacted 5G architecture: NE-DC

Impacted functionality:
FailureInformation report

Inter-operability: 
If the Network is implemented according to the CR and the UE is not, there is no inter-operability, as the Network will not configure EUTRAN CA duplication for UE configured with NE-DC.
If the UE is implemented according to the CR and the Network is not, the network may confuse whether the EUTRAN CA duplication can be configured for UE for NE-DC, if the NW configure EUTRAN CA duplication for UE configured with NE-DC, failure will occur due to the UE doesn’t support it.


	
	

	Consequences if not approved:
	As the mismatching between the field descrption for NE-DC doesn’t support EUTRAN CA duplication and the ul-DCCH-MessageEUTRA for supporting EUTRAN FailureInformation report, it is not clear whether CA duplication can be configured for SCG bearer for NE-DC case.
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START OF CHANGE
[bookmark: _Toc12718138][bookmark: _Toc12718209]5.7.2a.3	Actions related to transmission of ULInformationTransferMRDC message
The UE shall set the contents of the ULInformationTransferMRDC message as follows:
1>	if there is a need to transfer MR-DC dedicated information related to NR:
2>	set the ul-DCCH-MessageNR to include the NR MR-DC dedicated information to be transferred (e.g., NR RRC MeasurementReport and FailureInformation message);
1>	else if there is a need to tranfer MR-DC dedicated information related to E-UTRA:
2>	set the ul-DCCH-MessageEUTRA to include the E-UTRA MR-DC dedicated information to be transferred (e.g., E-UTRA RRC MeasurementReport and FailureInformation message);
1>	submit the ULInformationTransferMRDC message to lower layers for transmission, upon which the procedure ends;
NEXT OF CHANGE
–	ULInformationTransferMRDC
The ULInformationTransferMRDC message is used for the uplink transfer of MR-DC dedicated information  (e.g. for transferring the NR or E-UTRA RRC MeasurementReport message or the FailureInformation message).
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
ULInformationTransferMRDC message
-- ASN1START
-- TAG-ULINFORMATIONTRANSFERMRDC-START

ULInformationTransferMRDC ::=               SEQUENCE {
    criticalExtensions                          CHOICE {
        c1                                          CHOICE {
            ulInformationTransferMRDC                   ULInformationTransferMRDC-IEs,
            spare3 NULL, spare2 NULL, spare1 NULL
        },
        criticalExtensionsFuture            SEQUENCE {}
    }
}

ULInformationTransferMRDC-IEs::=           SEQUENCE {
    ul-DCCH-MessageNR                           OCTET STRING                    OPTIONAL,
    ul-DCCH-MessageEUTRA                        OCTET STRING                    OPTIONAL,
    lateNonCriticalExtension                    OCTET STRING                    OPTIONAL,
    nonCriticalExtension                        SEQUENCE {}                     OPTIONAL
}

-- TAG-ULINFORMATIONTRANSFERMRDC-STOP
-- ASN1STOP

	ULInformationTransferMRDC field descriptions

	ul-DCCH-MessageNR
Includes the UL-DCCH-Message. In this version of the specification, the field is only used to transfer the NR RRC MeasurementReport and FailureInformation messages.

	ul-DCCH-MessageEUTRA
Includes the UL-DCCH-Message. In this version of the specification, the field is only used to transfer the E-UTRA RRC MeasurementReport and FailureInformation messages.



END OF CHANGE

