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[bookmark: _Toc12746280]–	SCG-ConfigInfo
This message is used by MeNB to request the SeNB to perform certain actions e.g. to establish, modify or release an SCG, and it may include additional information e.g. to assist the SeNB with assigning the SCG configuration.
Direction: Master eNB to secondary eNB
SCG-ConfigInfo message
-- ASN1START

SCG-ConfigInfo-r12 ::=					SEQUENCE {
	criticalExtensions					CHOICE {
		c1									CHOICE{
			scg-ConfigInfo-r12					SCG-ConfigInfo-r12-IEs,
			spare7 NULL,
			spare6 NULL, spare5 NULL, spare4 NULL,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

SCG-ConfigInfo-r12-IEs ::=			SEQUENCE {
	radioResourceConfigDedMCG-r12	RadioResourceConfigDedicated		OPTIONAL,
	sCellToAddModListMCG-r12		SCellToAddModList-r10				OPTIONAL,
	measGapConfig-r12				MeasGapConfig						OPTIONAL,
	powerCoordinationInfo-r12		PowerCoordinationInfo-r12			OPTIONAL,
	scg-RadioConfig-r12				SCG-ConfigPartSCG-r12				OPTIONAL,
	eutra-CapabilityInfo-r12		OCTET STRING (CONTAINING UECapabilityInformation)	OPTIONAL,
	scg-ConfigRestrictInfo-r12		SCG-ConfigRestrictInfo-r12			OPTIONAL,
	mbmsInterestIndication-r12		OCTET STRING (CONTAINING
										MBMSInterestIndication-r11)		OPTIONAL,
	measResultServCellListSCG-r12	MeasResultServCellListSCG-r12		OPTIONAL,
	drb-ToAddModListSCG-r12			DRB-InfoListSCG-r12					OPTIONAL,
	drb-ToReleaseListSCG-r12		DRB-ToReleaseList					OPTIONAL,
	sCellToAddModListSCG-r12		SCellToAddModListSCG-r12			OPTIONAL,
	sCellToReleaseListSCG-r12		SCellToReleaseList-r10				OPTIONAL,
	p-Max-r12							P-Max								OPTIONAL,
	nonCriticalExtension			SCG-ConfigInfo-v1310-IEs			OPTIONAL
}

SCG-ConfigInfo-v1310-IEs ::=		SEQUENCE {
	measResultSSTD-r13				MeasResultSSTD-r13					OPTIONAL,
	sCellToAddModListMCG-Ext-r13		SCellToAddModListExt-r13			OPTIONAL,
	measResultServCellListSCG-Ext-r13	MeasResultServCellListSCG-Ext-r13	OPTIONAL,
	sCellToAddModListSCG-Ext-r13		SCellToAddModListSCG-Ext-r13			OPTIONAL,
	sCellToReleaseListSCG-Ext-r13	SCellToReleaseListExt-r13			OPTIONAL,
	nonCriticalExtension			SCG-ConfigInfo-v1330-IEs			OPTIONAL
}

SCG-ConfigInfo-v1330-IEs ::=		SEQUENCE {
	measResultListRSSI-SCG-r13		MeasResultListRSSI-SCG-r13			OPTIONAL,
	nonCriticalExtension			SCG-ConfigInfo-v1430-IEs							OPTIONAL
}

SCG-ConfigInfo-v1430-IEs ::=		SEQUENCE {
	makeBeforeBreakSCG-Req-r14		ENUMERATED {true}					OPTIONAL,
	measGapConfigPerCC-List		MeasGapConfigPerCC-List-r14			OPTIONAL,
	nonCriticalExtension			SCG-ConfigInfo-v1530-IEs					OPTIONAL
}

SCG-ConfigInfo-v1530-IEs ::=		SEQUENCE {
	drb-ToAddModListSCG-r15			DRB-InfoListSCG-r15					OPTIONAL,
	drb-ToReleaseListSCG-r15		DRB-ToReleaseList-r15				OPTIONAL,
	nonCriticalExtension			SEQUENCE {}							OPTIONAL
}

DRB-InfoListSCG-r12 ::=				SEQUENCE (SIZE (1..maxDRB)) OF DRB-InfoSCG-r12
DRB-InfoListSCG-r15 ::=				SEQUENCE (SIZE (1..maxDRB-r15)) OF DRB-InfoSCG-r12

DRB-InfoSCG-r12 ::=				SEQUENCE {
	eps-BearerIdentity-r12			INTEGER (0..15)				OPTIONAL,	-- Cond DRB-Setup
	drb-Identity-r12				DRB-Identity,
	drb-Type-r12					ENUMERATED {split, scg}		OPTIONAL,	-- Cond DRB-Setup
	...
}

SCellToAddModListSCG-r12 ::=	SEQUENCE (SIZE (1..maxSCell-r10)) OF Cell-ToAddMod-r12

SCellToAddModListSCG-Ext-r13 ::=	SEQUENCE (SIZE (1..maxSCell-r13)) OF Cell-ToAddMod-r12

Cell-ToAddMod-r12 ::=				SEQUENCE {
	sCellIndex-r12						SCellIndex-r10,
	cellIdentification-r12				SEQUENCE {
		physCellId-r12						PhysCellId,
		dl-CarrierFreq-r12					ARFCN-ValueEUTRA-r9
	}																OPTIONAL,	-- Cond SCellAdd
	measResultCellToAdd-r12				SEQUENCE {
		rsrpResult-r12						RSRP-Range,
		rsrqResult-r12						RSRQ-Range
	}																OPTIONAL,	-- Cond SCellAdd2
	...,
	[[		sCellIndex-r13					SCellIndex-r13				OPTIONAL,
		measResultCellToAdd-v1310			SEQUENCE {
			rs-sinr-Result-r13					RS-SINR-Range-r13
		}															OPTIONAL	-- Cond SCellAdd2
	]]
}

MeasResultServCellListSCG-r12 ::=	SEQUENCE (SIZE (1..maxServCell-r10)) OF MeasResultServCellSCG-r12

MeasResultServCellListSCG-Ext-r13 ::=	SEQUENCE (SIZE (1..maxServCell-r13)) OF MeasResultServCellSCG-r12

MeasResultServCellSCG-r12 ::=			SEQUENCE {
	servCellId-r12						ServCellIndex-r10,
	measResultSCell-r12					SEQUENCE {
		rsrpResultSCell-r12					RSRP-Range,
		rsrqResultSCell-r12					RSRQ-Range
	},
	...,
	[[		servCellId-r13						ServCellIndex-r13		OPTIONAL,
		measResultSCell-v1310				SEQUENCE {
			rs-sinr-ResultSCell-r13				RS-SINR-Range-r13
		}															OPTIONAL
	]]
}

MeasResultListRSSI-SCG-r13 ::=	SEQUENCE (SIZE (1..maxServCell-r13)) OF MeasResultRSSI-SCG-r13

MeasResultRSSI-SCG-r13 ::=			SEQUENCE {
	servCellId-r13						ServCellIndex-r13,
	measResultForRSSI-r13				MeasResultForRSSI-r13
}

SCG-ConfigRestrictInfo-r12 ::=		SEQUENCE {
	maxSCH-TB-BitsDL-r12				INTEGER (1..100),
	maxSCH-TB-BitsUL-r12				INTEGER (1..100)
}

-- ASN1STOP

	SCG-ConfigInfo field descriptions

	drb-ToAddModListSCG
Includes DRBs the SeNB is requested to establish or modify (DRB type change). When drb-ToAddModListSCG-r15 is configured, UE shall ignore the drb-ToAddModListSCG-r12.

	drb-ToReleaseListSCG
Includes DRBs the SeNB is requested to release. When drb-ToReleaseListSCG-r15 is configured, UE shall ignore the drb-ToReleaseListSCG-r12.

	makeBeforeBreakSCG-Req
To request the target eNB to add the makeBeforeBreakSCG indication in the mobilityControlInfoSCG in case of intra-frequency SCG change.

	maxSCH-TB-BitsXL
Indicates the maximum DL-SCH/UL-SCH TB bits that may be scheduled in a TTI. Specified as a percentage of the value defined for the applicable UE category.

	measGapConfig
Includes the current measurement gap configuration.

	measResultListRSSI-SCG
Includes RSSI measurement results of SCG (serving) cells

	measResultSSTD
Includes measurement results of UE SFN and Subframe Timing Difference between the PCell and the PSCell.

	measResultServCellListSCG
Includes measurement results of SCG (serving) cells.

	radioResourceConfigDedMCG
Includes the current dedicated MCG radio resource configuration.

	sCellIndex
If sCellIndex-r13 is present, sCellIndex-r12 shall be ignored.

	sCellToAddModListMCG, sCellToAddModListMCG-Ext
Includes the current MCG SCell configuration. Field sCellToAddModListMCG is used to add the first 4 SCells with sCellIndex-r10 while sCellToAddModListMCG-Ext is used to add the rest.

	sCellToAddModListSCG, sCellToAddModListSCG-Ext
Includes SCG cells the SeNB is requested to establish. Measurement results may be provided for these cells. Field sCellToAddModListSCG is used to add the first 4 SCells with sCellIndex-r12 while sCellToAddModListSCG-Ext is used to add the rest.

	sCellToReleaseListSCG, sCellToReleaseListSCG-Ext
Includes SCG cells the SeNB is requested to release.

	scg-RadioConfig
Includes the current dedicated SCG configuration.

	scg-ConfigRestrictInfo
Includes fields for which MeNB explictly indicates the restriction to be observed by SeNB.

	servCellId
If servCellId-r13 is present, servCellId-r12 shall be ignored.

	p-Max
Cell specific value i.e. as broadcast by PCell.



	Conditional presence
	Explanation

	DRB-Setup
	The field is mandatory present in case DRB establishment is requested; otherwise the field is not present.

	SCellAdd
	The field is mandatory present in case SCG cell establishment is requested; otherwise the field is not present.

	SCellAdd2
	The field is optional present in case SCG cell establishment is requested; otherwise the field is not present.





