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Introduction
The SI on 6 GHz bands is investigating the existing regulatory framework in different regions for the frequency range 5.925 – 7.125 GHz and to monitor ongoing work within the regulatory organizations on this range.
This TP is adding information about 6GHz allocation in Europe and update on ETSI TFES TR.
Text proposal 

<Start of changes>
4.1
ITU Region 1

4.1.1
Europe

4.1.1.1
Introduction


In Europe, 5.925-6.700 GHz frequency range is allocated on a primary basis to FS-Fixed Service and FSS-Fixed Satellite Service (earth to space), and on a secondary basis to Earth Exploration Satellite Service - EESS (passive); 6.700-7.025 GHz frequency range is allocated on a primary basis to FS and FSS (earth to space, space to earth), and on a secondary basis to EESS (passive); 7.025-7.125 GHz is allocated on a primary basis to FS and on a secondary basis to EESS (passive), but in Russian federation, where, according to RR 5.459, 7.100-7.125 GHz is allocated to space operation service (Earth-to-space) on a primary basis. Generic SRD (UWB), LPR and TLPR also operate in these frequency ranges in no protection and no interference basis. More details are provided in Table 4.1.1.1-1 [20]. 
Table 4.1.1.1-1: European Allocation in 6 GHz

	Frequency Range [MHz]
	Allocation
	Applications/Notes

	5 925 – 6 700
	FIXED

FIXED-SATELLITE (EARTH TO SPACE)

Earth Exploration Satellite (Passive)

5.149

5.440

5.458
	ESV/Within 5925-6425 MHz

FSS Earth stations/Priority for civil networks

Fixed/Point-to-point

Passive sensors (satellite)/For sea surface temperature, sea surface wind speed and soil moisture measurements

Radio astronomy/Spectral line observations, VLBI

Radiodetermination applications/Within 4500-7000 MHz for TLRP application and 6000-8500 MHz for LPR applications

UWB applications/Generic UWB as well as UWB on-board aircraft regulation within 6.0-8.5 GHz

	6 700 – 7 045
	FIXED

FIXED-SATELLITE (EARTH TO SPACE) (SPACE TO EARTH)  5.441

Earth Exploration Satellite (Passive)

5.458

5.458A

5.458B


	FSS Earth stations/Within 6725-7025 MHz. Priority for civil networks

Feeder links

Fixed/ Point-to-point

PMSE/ portable or mobile wireless video, cordless cameras, temporary P-t-P video links in 7-8.5 GHz tuning range

Passive sensors (satellite)/For sea surface temperature, sea surface wind speed and soil moisture measurements

Radiodetermination applications/Within 4500-7000 MHz for TLRP application and 6000-8500 MHz for LPR applications

UWB applications/Generic UWN as well as UWB on-board aircraft regulation within 6.0-8.5 GHz



	7 045 – 7 145
	FIXED

Earth Exploration Satellite (Passive)

5.458


	Fixed/ Point-to-point

PMSE/ portable or mobile wireless video, cordless cameras, temporary P-t-P video links in 7-8.5 GHz tuning range
Passive sensors (satellite) / For sea surface temperature, sea surface wind speed and soil moisture measurements
Radiodetermination applications/Within 6000-8500 MHz for LPR applications

UWB applications/Generic UWB as well as UWB on-board aircraft regulation within 6.0-8.5 GHz




Allocation for services (ITS, UWB, WIA, non-specific SRDs) in adjacent bands is shown in Table 4.1.1.1-2 and 4.1.1.1-3.

Table 4.1.1.1-2: Adjacent services below 5.925 GHz

	Frequency Range [MHz]
	Allocation
	Applications/Notes

	5 850 – 5 925
	FIXED

FIXED-SATELLITE (EARTH TO SPACE)

MOBILE

5.150
	BFWA/Within 5725-5875 MHz

DA2GC/Within 5855-5875 MHz

FSS Earth stations/ priority for civil networks

ISM/Within 5725-5875 MHz

MBR/Within 5852-5872 MHz and 5880-5900 MHz

ITS/ Within 5875-5925 MHz and 5855-5875 MHz. Traffic safety applications within 5875-5905 MHz

NON-specific SRDs/Within 5725-5875 MHz

Radiodetermination applications/ Within 4500-7000 MHz for TLPR applications

WIA/Within 5725-5875 MHz


Table 4.1.1.1-3: Adjacent services above 7.145 GHz

	Frequency Range [MHz]
	Allocation
	Applications/Notes

	7 145 – 7 190
	FIXED

MOBILE

SPACE RESEARCH (DEEP SPACE) (EARTH TO SPACE)

Space Operation (Earth-to-space)

5.458
	Fixed/ Point-to-point

PMSE/ portable or mobile wireless video, cordless camera, temporary video links in 7-8.5 GHz tuning range

Radiodetermination applications/ within 6.0-8.5 GHz for LPR applications

UWB applications/Generic UWB. On-board aircraft regulations within 6.0-8.5 GHz


4.1.1.2
Licensed operations

ETSI TFES has initiated a Technical Report [26] to describe the technical parameters of licensed services in the 6.425 – 7.125 GHz frequency range. 

Editor’s note: To be further investigated. This report should be published by end of 2019.
<End of changes>
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