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4.2
RRM conformance test cases

Table 4.2-1: Applicability of RRM conformance test cases, ref. TS 36.521-3 [2]
NOTE:
To determine applicability of a test case, FGI support in combined or fdd-Add-UE-EUTRA-Capabilities or tdd-Add-UE-EUTRA-Capabilities is taken into account.
	Clause
	Title
	Release
	Applicability
	Additional Information

	
	
	
	Condition
	Comments
	Number of TC Executions
	Release on other RAT
	Branch

	E-UTRAN RRC_IDLE State Mobility
	

	4.2.1
	E-UTRAN FDD - FDD cell re-selection intra frequency case
	Rel-8
	C01
	UE supporting E-UTRA FDD
	
	
	2Rx, 4Rx

	< Unchanged rows omitted >



	8.16.87
	4 DL CA Event Triggered Reporting under Deactivated SCells in Non-DRX with generic duplex modes
	Rel-11
	C220
	UE supporting E-UTRA FDD or TDD and 4DL CA and Feature Group Indicator 111.
	The UE shall execute only either 8.16.87 or the corresponding test from 8.16.51, 8.16.52, 8.16.53 and 8.16.54.
	
	2Rx, 4Rx

	
	
	Rel-12
	C220a
	UE supporting E-UTRA FDD, TDD and 4DL CA and Feature Group Indicator 111.
	
	
	2Rx, 4Rx

	8.16.88
	4 DL CA Event Triggered Reporting on Deactivated SCell with PCell and SCell Interruptions in Non-DRX with generic duplex modes
	Rel-11
	C220
	UE supporting E-UTRA FDDor TDD and 4DL CA and Feature Group Indicator 111.
	The UE shall execute only either 8.16.88 or the corresponding test from 8.16.55 and 8.16.56.
	
	2Rx, 4Rx

	
	
	Rel-12
	C220a
	UE supporting E-UTRA FDD, TDD and 4DL CA and Feature Group Indicator 111.
	
	
	2Rx, 4Rx

	8.16.89
	4 DL CA Activation and Deactivation of Known SCell in Non-DRX with generic duplex modes
	Rel-11
	C222
	UE supporting E-UTRA FDD or E-UTRA TDD and 4DL CA and Feature Group Indicator 25.
	
	
	2Rx, 4Rx

	
	
	Rel-12
	C222a
	UE supporting E-UTRA FDD, E-UTRA TDD and 4DL CA and Feature Group Indicator 25.
	
	
	2Rx, 4Rx

	8.16.90
	4 DL CA Activation and Deactivation of Unknown SCell in Non-DRX with generic duplex modes
	Rel-11
	C222
	UE supporting E-UTRA FDD or E-UTRA TDD and 4DL CA and Feature Group Indicator 25. 
	
	
	2Rx, 4Rx

	
	
	Rel-12
	C222a
	UE supporting E-UTRA FDD, E-UTRA TDD and 4DL CA and Feature Group Indicator 25.
	
	
	2Rx, 4Rx

	8.16.91
	5 DL CA Event Triggered Reporting under Deactivated SCells in Non-DRX with generic duplex modes
	Rel-11
	C221
	UE supporting E-UTRA FDD or TDD and 5DL CA and Feature Group Indicator 111.
	The UE shall execute only either 8.16.91 or the corresponding test from 8.16.65, 8.16.66, 8.16.71 and 8.16.72.
	
	2Rx, 4Rx

	
	
	Rel-12
	C221a
	UE supporting E-UTRA FDD, TDD and 5DL CA and Feature Group Indicator 111.
	
	
	2Rx, 4Rx

	8.16.92
	5 DL CA Event Triggered Reporting on Deactivated SCell with PCell and SCell Interruptions in Non-DRX with generic duplex modes
	Rel-11
	C221
	UE supporting E-UTRA FDD or TDD and 5DL CA and Feature Group Indicator 111.
	The UE shall execute only either 8.16.92 or the corresponding test from 8.16.73 and 8.16.74.
	
	2Rx, 4Rx

	
	
	Rel-12
	C221a
	UE supporting E-UTRA FDD, TDD and 5DL CA and Feature Group Indicator 111.
	
	
	2Rx, 4Rx

	8.16.93
	5 DL CA Activation and Deactivation of Known SCell in Non-DRX with generic duplex modes
	Rel-11
	C223
	UE supporting E-UTRA FDD or E-UTRA TDD and 5DL CA and Feature Group Indicator 25. 
	
	
	2Rx, 4Rx

	
	
	Rel-12
	C223a
	UE supporting E-UTRA FDD, E-UTRA TDD and 5DL CA and Feature Group Indicator 25.
	
	
	2Rx, 4Rx

	8.16.94
	5 DL CA Activation and Deactivation of Unknown SCell in Non-DRX with generic duplex modes
	Rel-11
	C223
	UE supporting E-UTRA FDD or E-UTRA TDD and 5DL CA and Feature Group Indicator 25. 
	
	
	2Rx, 4Rx

	
	
	Rel-12
	C223a
	UE supporting E-UTRA FDD, E-UTRA TDD and 5DL CA and Feature Group Indicator 25.
	
	
	2Rx, 4Rx

	< Unchanged rows omitted >



	9.1.68
	3DL RSRP for E-UTRAN in Carrier Aggregation with generic duplex modes
	Rel-10
	C191e
	UE supporting E-UTRA FDD or E-UTRA TDD and 3DL CA. Note: the UE shall execute only either 9.1.68 or the corresponding test from 9.1.37, 9.1.38, 9.1.39 and 9.1.40.
	
	
	2Rx, 4Rx

	
	
	Rel-12
	C191d
	UE supporting E-UTRA FDD and E-UTRA TDD and 3DL CA. Note: the UE shall execute only either 9.1.68 or the corresponding test from 9.1.37, 9.1.38, 9.1.39 and 9.1.40.
	
	
	2Rx, 4Rx

	9.1.69
	4 DL RSRP for E-UTRAN in Carrier Aggregation with generic duplex modes
	Rel-11
	C191b
	UE supporting E-UTRA FDD or E-UTRA TDD and 4DL CA.
	Note: the UE shall execute only either 9.1.69 or the corresponding test from 9.1.44, 9.1.45, 9.1.46 and 9.1.47.
	
	2Rx, 4Rx

	
	
	Rel-12
	C191f
	UE supporting E-UTRA FDD, E-UTRA TDD and 4DL CA
	
	
	2Rx, 4Rx

	9.1.70
	5 DL RSRP for E-UTRAN in Carrier Aggregation with generic duplex modes
	Rel-11
	C191c
	UE supporting E-UTRA FDD or E-UTRA TDD and 5DL CA.
	Note: the UE shall execute only either 9.1.70 or the corresponding test from 9.1.48, 9.1.49, 9.1.50 and 9.1.51
	
	2Rx, 4Rx

	
	
	Rel-12
	C191g
	UE supporting E-UTRA FDD, E-UTRA TDD and 5DL CA
	
	
	2Rx, 4Rx

	< Unchanged rows omitted >



	9.2.55
	3DL RSRQ for E-UTRAN in Carrier Aggregation with generic duplex modes
	Rel-10
	C191e
	UE supporting E-UTRA FDD or E-UTRA TDD and 3DL CA. Note: the UE shall execute only either 9.2.55 or the corresponding test from 9.2.38, 9.2.39, 9.2.40 or 9.2.41
	
	
	2Rx, 4Rx

	
	
	Rel-12
	C191d
	UE supporting E-UTRA FDD and E-UTRA TDD and 3DL CA. Note: the UE shall execute only either 9.2.55 or the corresponding test from 9.2.38, 9.2.39, 9.2.40 or 9.2.41
	
	
	2Rx, 4Rx

	9.2.56
	4 DL RSRQ for E-UTRAN in Carrier Aggregation with generic duplex modes
	Rel-11
	C191b
	UE supporting E-UTRA FDD or E-UTRA TDD and 4DL CA.
	Note: the UE shall execute only either 9.2.56 or the corresponding test from 9.2.45, 9.2.46, 9.2.53 or 9.2.54
	
	2Rx, 4Rx

	
	
	Rel-12
	C191f
	UE supporting E-UTRA FDD, E-UTRA TDD and 4DL CA
	
	
	2Rx, 4Rx

	9.2.57
	5 DL RSRQ for E-UTRAN in Carrier Aggregation with generic duplex modes
	Rel-11
	C191c
	UE supporting E-UTRA FDD or E-UTRA TDD and 5DL CA.
	Note: the UE shall execute only either 9.2.57 or the corresponding test from 9.2.47, 9.2.48, 9.2.49 or 9.2.50.
	
	2Rx, 4Rx

	
	
	Rel-12
	C191g
	UE supporting E-UTRA FDD, E-UTRA TDD and 5DL CA
	
	
	2Rx, 4Rx

	< Unchanged rows omitted >




Table 4.2-1a: Applicability of RRM conformance test cases Conditions

	C01
IF (NOT(A.4.3-4a/1 OR A.4.3-4a/1a OR A.4.3-4aa/1)) AND A.4.1-1/1 THEN R ELSE N/A

	< Unchanged rows omitted >



	C190
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/3 AND A.4.5-1/15 AND (A.4.4-1a/25 AND A.4.4-1b/25)) THEN R ELSE N/A

	C190a
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/4 AND A.4.5-1/15 AND (A.4.4-1a/25 AND A.4.4-1b/25)) THEN R ELSE N/A

	C191
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/3 AND A.4.5-1/14 AND (A.4.4-1a/25 AND A.4.4-1b/25)) THEN R ELSE N/A

	C191a
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/4 AND A.4.5-1/14 AND (A.4.4-1a/25 AND A.4.4-1b/25)) THEN R ELSE N/A

	C191b
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6-1/3) THEN R ELSE N/A

	C191c
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6-1/4) THEN R ELSE N/A

	C191d
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/2) THEN R ELSE N/A

	C191e
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6-1/2) THEN R ELSE N/A

	C191f
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/3) THEN R ELSE N/A

	C191g
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/4) THEN R ELSE N/A

	C192
IF (A.4.1-1/2 AND (A.4.6.3-1/6 OR A.4.6.3-1/7 OR A.4.6.3-1/9 OR A.4.6.3-1/10 OR A.4.6.3-1/11 OR A.4.6.3-1/12 OR A.4.6.2-1/4 OR A.4.6.2-1/5) AND A.4.4-1b/25) THEN R ELSE N/A

	C193
IF (A.4.1-1/2 AND (A.4.6.1-1/4 OR A.4.6.3-1/6 OR A.4.6.3-1/7 OR A.4.6.3-1/9 OR A.4.6.3-1/10 OR A.4.6.3-1/11 OR A.4.6.3-1/12 OR A.4.6.2-1/4 OR A.4.6.2-1/5) AND A.4.4-1b/25) THEN R ELSE N/A

	< Unchanged rows omitted >



	C220
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6-1/3 AND (A.4.4-3a/111 OR A.4.4-3b/111)) THEN R ELSE N/A

	C220a
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/3 AND (A.4.4-3a/111 OR A.4.4-3b/111)) THEN R ELSE N/A

	C221
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6-1/4 AND (A.4.4-3a/111 OR A.4.4-3b/111)) THEN R ELSE N/A

	C221a
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/4 AND (A.4.4-3a/111 OR A.4.4-3b/111)) THEN R ELSE N/A

	C222
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6-1/3 AND (A.4.5-1/14 OR A.4.5-1/15)) THEN R ELSE N/A

	C222a
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/3 AND (A.4.5-1/14 OR A.4.5-1/15)) THEN R ELSE N/A

	C223
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6-1/4 AND (A.4.5-1/14 OR A.4.5-1/15)) THEN R ELSE N/A

	C223a
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/4 AND (A.4.5-1/14 OR A.4.5-1/15)) THEN R ELSE N/A

	C224
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/2 AND (A.4.4-3a/111 OR A.4.4-3b/111)) THEN R ELSE N/A

	C225
IF ((A.4.1-1/1 AND A.4.1-1/2) AND A.4.6-1/2 AND (A.4.5-1/14 OR A.4.5-1/15)) THEN R ELSE N/A

	C226
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6-1/2 AND (A.4.4-3a/111 OR A.4.4-3b/111)) THEN R ELSE N/A

	C227
IF ((A.4.1-1/1 OR A.4.1-1/2) AND A.4.6-1/2 AND (A.4.5-1/14 OR A.4.5-1/15)) THEN R ELSE N/A


Table 4.2-1b: Number of TC Executions - Notes

	Note 1:
The Carrier Aggregation TCs verify the same core requirement(s) however with different channel bandwidth configurations, this according to the guidance in TS 36.521-3, Annex C.3.3 [2].

	Note 2:
The Dual Connectivity TCs verify the same RRM requirements(s) however with different synchronous or asynchronous DC scenarios, this according to the guidance in TS 36.521-3, Annex 3A.5 [2].

	Note 3:
Unique FS3 Event triggered reporting tests are defined for one or more FS3 cells. Therefore, only the test case specific to the number of FS3 cells needs to be executed.


< End of changes >
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