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4.6.3
Radio resource control information elements
<<MANY TABLES SKIPPED>>
–
BWP-UplinkDedicated
Table 4.6.3-15: BWP-UplinkDedicated
	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	BWP-UplinkDedicated ::= SEQUENCE {
	
	
	

	  pucch-Config CHOICE {
	
	
	

	    setup
	PUCCH-Config
	
	

	  }
	
	
	

	  pusch-Config CHOICE {
	
	
	

	    setup
	PUSCH-Config
	
	

	  }
	
	
	

	  configuredGrantConfig
	Not present

	
	

	  srs-Config
	Not present
	
	Short_DCI

	
	SRS-Config
	
	

	  beamFailureRecoveryConfig
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	
	

	Short_DCI
	DCI_0_0 is used


<<MANY TABLES SKIPPED>>
–
PUSCH-Config
Table 4.6.3-118: PUSCH-Config

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	PUSCH-Config ::= SEQUENCE {
	
	
	

	  dataScramblingIdentityPUSCH
	Not present
	
	

	  txConfig
	Not Present
	
	Short_DCI

	
	codebook
	
	

	  dmrs-UplinkForPUSCH-MappingTypeA CHOICE {
	
	
	

	    setup
	DMRS-UplinkConfig
	
	

	  }
	
	
	

	  dmrs-UplinkForPUSCH-MappingTypeB
	Not present
	
	

	  pusch-PowerControl
	PUSCH-PowerControl
	
	

	  frequencyHopping
	Not present
	
	

	  frequencyHoppingOffsetLists
	Not present
	
	

	  resourceAllocation
	resourceAllocationType1
	
	

	   pusch-TimeDomainAllocationList
	Not present
	
	

	  pusch-AggregationFactor
	Not present
	
	

	  mcs-Table
	
	
	

	
	Not present
	
	

	  mcs-TableTransformPrecoder
	
	
	

	
	Not present
	
	

	  transformPrecoder
	enabled
	
	TRANSFORM_PRECODER_ENABLED

	
	Not present
	TRANSFORM_PRECODER_DISABLED
	

	  codebookSubset
	Not present 
	
	Short_DCI

	
	nonCoherent
	
	

	  maxRank
	Not present
	
	Short_DCI

	
	1
	
	Non_UL_MIMO

	
	2
	
	2TX_UL_MIMO 

	  rbg-Size
	Not present
	
	

	  uci-OnPUSCH CHOICE {
	
	
	

	    setup SEQUENCE {
	
	
	

	      betaOffsets CHOICE {
	
	
	

	        semiStatic SEQUENCE {
	
	
	

	          betaOffsetACK-Index1
	9
	
	

	          betaOffsetACK-Index2
	9
	
	

	          betaOffsetACK-Index3
	9
	
	

	          betaOffsetCSI-Part1-Index1
	6
	
	

	          betaOffsetCSI-Part1-Index2
	6
	
	

	          betaOffsetCSI-Part2-Index1
	6
	
	

	          betaOffsetCSI-Part2-Index2
	6
	
	

	        }
	
	
	

	      }
	
	
	

	      scaling
	f1
	
	

	    }
	
	
	

	  }
	
	
	

	  tp-pi2BPSK
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	TRANSFORM_PRECODER_ENABLED
	Transform precoding is enabled (DFT-s-OFDM UL waveform is configured)

	
	

	Non_UL_MIMO
	Non UL-MIMO test cases

	2TX_UL_MIMO
	UL-MIMO test cases with 2 Tx antenna ports

	Short_DCI
	DCI_0_0 is used


<<MANY TABLES SKIPPED>>
–
SearchSpace
Table 4.6.3-162: SearchSpace

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  searchSpaceId
	SearchSpaceId with condition CSS
	
	CSS

	
	SearchSpaceId with condition USS
	
	USS

	
	SearchSpaceId with condition SISS
	
	SISS

	  controlResourceSetId
	ControlResourceSetId
	
	

	  monitoringSlotPeriodicityAndOffset CHOICE {
	
	
	

	    sl1
	NULL
	
	

	    sl10
	5
	
	SISS

	  }
	
	
	

	  duration
	Not present
	1 slot per default
	

	
	2
	
	SISS

	  monitoringSymbolsWithinSlot
	10000000000000
	
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n4
	
	

	
	n2
	
	FR1_5MHz OR FR1_10MHz

	    aggregationLevel4
	n2
	
	

	
	n1
	
	FR1_5MHz OR FR1_10MHz

	    aggregationLevel8
	n1
	
	

	
	n2
	
	FR1_60MHz

	
	n0
	
	FR1_5MHz OR FR1_10MHz

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	  searchSpaceType CHOICE {
	
	
	

	    common SEQUENCE {
	
	
	CSS, SISS

	      dci-Format0-0-AndFormat1-0 SEQUENCE {
	
	
	

	      }
	
	
	

	     dci-Format2-0
	Not present
	
	

	     dci-Format2-1
	Not present
	
	

	     dci-Format2-2
	Not present
	
	

	     dci-Format2-3
	Not present
	
	

	    }
	
	
	

	    ue-Specific SEQUENCE {
	
	
	USS

	      dci-Formats
	formats0-0-And-1-0
	
	Short_DCI

	      dci-Formats
	formats0-1-And-1-1
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	FR1_5MHz
	FR1 is used under the test. CBW is set to 5MHz.

	FR1_10MHz
	FR1 is used under the test. CBW is set to 10MHz.

	FR1_60MHz
	FR1 is used under the test. CBW is set to 60MHz.

	CSS
	Common SearchSpace

	USS
	UE-Specific SearchSpace

	Short_DCI
	Used in test scenarios requiring DCI formats0-0-And-1-0.

	SISS
	SearchSpace for SI


