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<Start of first modified section>
–
MeasResults
Table 4.6.3-79: MeasResults

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasResults::= SEQUENCE {
	
	
	

	  measId
	MeasId
	
	

	  measResultServingMOList::= SEQUENCE (SIZE (1.. maxNrofServingCells)) OF SEQUENCE {
	1 entry
	
	

	    servCellId
	ServCellIndex
	
	

	    measResultServingCell SEQUENCE {
	
	
	

	      physCellId
	PhysCellId
	
	

	      measResult SEQUENCE {
	
	
	

	        cellResults SEQUENCE {
	
	
	

	          resultsSSB-Cell SEQUENCE {
	
	
	

	            rsrp
	Not checked
	
	

	            rsrq
	Not checked
	
	

	            sinr
	Not checked
	
	

	          }
	
	
	

	          resultsCSI-RS-Cell
	Not present
	
	

	        }
	
	
	

	        rsIndexResults
	Not present
	
	

	      }
	
	
	

	      cgi-Info
	Not present
	
	

	    }
	
	
	

	    measResultBestNeighCell
	Not present
	
	

	  }
	
	
	

	  measResultNeighCells
	Not present
	
	A1, A2

	
	Set according to specific message content
	
	A3, A4, A5, A6

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	}
	
	
	


	Condition
	Explanation

	A1
	If event trigger Id in corresponding Measurement Configuration was Event A1 

	A2
	If event trigger Id in corresponding Measurement Configuration was Event A2

	A3
	If event trigger Id in corresponding Measurement Configuration was Event A3

	A4
	If event trigger Id in corresponding Measurement Configuration was Event A4

	A5
	If event trigger Id in corresponding Measurement Configuration was Event A5

	A6
	If event trigger Id in corresponding Measurement Configuration was Event A6


<End of modified section>
