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4.3.1.2.3.2
NR Intra-band contiguous CA configurations for CA_n258


4.3.1.2.3.2.1
CA_n258B
Table 4.3.1.2.3.2.1-1: NR Intra-Band contiguous CA configuration CA_n258B (PCC=CC1 and SCC=CC2), SCS=60 kHz, nominal channel spacing.

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	50+50
	Channel spacing CC1-CC2=49.92 MHz (Note 1)

	
	CC1
	50
	60
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=50 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	50
	60
	66
	Downlink
	Low
	24325.98
	2017932
	24302.22
	2017536
	0
	120
	-
	2017776
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	25927.26
	2044620
	25830.06
	2043000
	102
	
	-
	2044464
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27523.44
	2071223
	27136.8
	2064779
	504
	
	-
	2071067
	-
	-
	-
	-

	50+100
	Channel spacing CC1-CC2=73.68 MHz (Note 1)

	
	CC1
	50
	60
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=50 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	60
	132
	Downlink
	Low
	24349.74
	2018328
	24302.22
	2017536
	0
	120
	-
	2017776
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	25951.02
	2045016
	25830.06
	2043000
	102
	
	-
	2044464
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27547.2
	2071619
	27136.8
	2064779
	504
	
	-
	2071067
	-
	-
	-
	-

	50+200
	Channel spacing CC1-CC2=121.2 MHz (Note 1)

	
	CC1
	50
	60
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=50 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	200
	60
	264
	Downlink
	Low
	24397.26
	2019120
	24302.22
	2017536
	0
	120
	-
	2017776
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	25998.54
	2045808
	25830.06
	2043000
	102
	
	-
	2044464
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27594.72
	2072411
	27136.8
	2064779
	504
	
	-
	2071067
	-
	-
	-
	-

	100+50
	Channel spacing CC1-CC2=73.68 MHz (Note 1)

	
	CC1
	100
	60
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=100 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	50
	60
	66
	Downlink
	Low
	24373.68
	2018727
	24349.92
	2018331
	0
	120
	-
	2018571
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	25946.64
	2044943
	25849.44
	2043323
	102
	
	-
	2044787
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27519.12
	2071151
	27132.48
	2064707
	504
	
	-
	2070995
	-
	-
	-
	-

	100+100
	Channel spacing CC1-CC2=99.96 MHz (Note 1)

	
	CC1
	100
	60
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=100 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	60
	132
	Downlink
	Low
	24399.96
	2019165
	24352.44
	2018373
	0
	120
	-
	2018613
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	25972.92
	2045381
	25851.96
	2043365
	102
	
	-
	2044829
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27545.4
	2071589
	27135
	2064749
	504
	
	-
	2071037
	-
	-
	-
	-

	100+200
	Channel spacing CC1-CC2=147.48 MHz (Note 1)

	
	CC1
	100
	60
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=100 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	200
	60
	264
	Downlink
	Low
	24447.48
	2019957
	24352.44
	2018373
	0
	120
	-
	2018613
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26020.44
	2046173
	25851.96
	2043365
	102
	
	-
	2044829
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27592.92
	2072381
	27135
	2064749
	504
	
	-
	2071037
	-
	-
	-
	-

	200+50
	Channel spacing CC1-CC2=121.2 MHz (Note 1)

	
	CC1
	200
	60
	264
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=200 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	50
	60
	66
	Downlink
	Low
	24480.06
	2020500
	24456.3
	2020104
	0
	120
	-
	2020344
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26000.7
	2045844
	25903.5
	2044224
	102
	
	-
	2045688
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27510.48
	2071007
	27123.84
	2064563
	504
	
	-
	2070851
	-
	-
	-
	-

	200+100
	Channel spacing CC1-CC2=147.48 MHz (Note 1)

	
	CC1
	200
	60
	264
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=200 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	60
	132
	Downlink
	Low
	24506.34
	2020938
	24458.82
	2020146
	0
	120
	-
	2020386
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26026.98
	2046282
	25906.02
	2044266
	102
	
	-
	2045730
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27536.76
	2071445
	27126.36
	2064605
	504
	
	-
	2070893
	-
	-
	-
	-

	200+200
	Channel spacing CC1-CC2=199.92 MHz (Note 1)

	
	CC1
	200
	60
	264
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=200 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	200
	60
	264
	Downlink
	Low
	24558.78
	2021812
	24463.74
	2020228
	0
	120
	-
	2020468
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26079.42
	2047156
	25910.94
	2044348
	102
	
	-
	2045812
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27589.2
	2072319
	27131.28
	2064687
	504
	
	-
	2070975
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.2.1-2: NR Intra-Band contiguous CA configuration CA_n258B (PCC=CC1 and SCC=CC2), SCS=120 kHz, nominal channel spacing.

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	50+50
	Channel spacing CC1-CC2=49.92 MHz (Note 1)

	
	CC1
	50
	120
	32
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=50 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	50
	120
	32
	Downlink
	Low
	24324.96
	2017915
	24301.92
	2017531
	0
	120
	-
	2017771
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	25925.88
	2044597
	25755.96
	2041765
	102
	
	-
	2044453
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27522.72
	2071211
	26773.92
	2058731
	504
	
	-
	2071067
	-
	-
	-
	-

	50+100
	Channel spacing CC1-CC2=74.4 MHz (Note 1)

	
	CC1
	50
	120
	32
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=50 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	120
	66
	Downlink
	Low
	24349.44
	2018323
	24301.92
	2017531
	0
	120
	-
	2017771
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	25950.36
	2045005
	25755.96
	2041765
	102
	
	-
	2044453
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27547.2
	2071619
	26773.92
	2058731
	504
	
	-
	2071067
	-
	-
	-
	-

	50+200
	Channel spacing CC1-CC2=121.92 MHz (Note 1)

	
	CC1
	50
	120
	32
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=50 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	200
	120
	132
	Downlink
	Low
	24396.96
	2019115
	24301.92
	2017531
	0
	120
	-
	2017771
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	25997.88
	2045797
	25755.96
	2041765
	102
	
	-
	2044453
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27594.72
	2072411
	26773.92
	2058731
	504
	
	-
	2071067
	-
	-
	-
	-

	50+400
	Channel spacing CC1-CC2=216.96 MHz (Note 1)

	
	CC1
	50
	120
	32
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=50 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	400
	120
	264
	Downlink
	Low
	24492
	2020699
	24301.92
	2017531
	0
	120
	-
	2017771
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26092.92
	2047381
	25755.96
	2041765
	102
	
	-
	2044453
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27689.76
	2073995
	26773.92
	2058731
	504
	
	-
	2071067
	-
	-
	-
	-

	100+50
	Channel spacing CC1-CC2=74.4 MHz (Note 1)

	
	CC1
	100
	120
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	50
	120
	32
	Downlink
	Low
	24374.4
	2018739
	24351.36
	2018355
	0
	120
	-
	2018595
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	25947.36
	2044955
	25777.44
	2042123
	102
	
	-
	2044811
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27519.84
	2071163
	26771.04
	2058683
	504
	
	-
	2071019
	-
	-
	-
	-

	100+100
	Channel spacing CC1-CC2=99.96 MHz (Note 1)

	
	CC1
	100
	120
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	120
	66
	Downlink
	Low
	24399.96
	2019165
	24352.44
	2018373
	0
	120
	-
	2018613
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	25972.92
	2045381
	25778.52
	2042141
	102
	
	-
	2044829
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27545.4
	2071589
	26772.12
	2058701
	504
	
	-
	2071037
	-
	-
	-
	-

	100+200
	Channel spacing CC1-CC2=147.48 MHz (Note 1)

	
	CC1
	100
	120
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	200
	120
	132
	Downlink
	Low
	24447.48
	2019957
	24352.44
	2018373
	0
	120
	-
	2018613
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26020.44
	2046173
	25778.52
	2042141
	102
	
	-
	2044829
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27592.92
	2072381
	26772.12
	2058701
	504
	
	-
	2071037
	-
	-
	-
	-

	100+400
	Channel spacing CC1-CC2=242.52 MHz (Note 1)

	
	CC1
	100
	120
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	400
	120
	264
	Downlink
	Low
	24542.52
	2021541
	24352.44
	2018373
	0
	120
	-
	2018613
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26115.48
	2047757
	25778.52
	2042141
	102
	
	-
	2044829
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27687.96
	2073965
	26772.12
	2058701
	504
	
	-
	2071037
	-
	-
	-
	-

	200+50
	Channel spacing CC1-CC2=121.92 MHz (Note 1)

	
	CC1
	200
	120
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=200 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	50
	120
	32
	Downlink
	Low
	24480.12
	2020501
	24457.08
	2020117
	0
	120
	-
	2020357
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26000.76
	2045845
	25830.84
	2043013
	102
	
	-
	2045701
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27521.88
	2071197
	26773.08
	2058717
	504
	
	-
	2071053
	-
	-
	-
	-

	200+100
	Channel spacing CC1-CC2=147.48 MHz (Note 1)

	
	CC1
	200
	120
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=200 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	120
	66
	Downlink
	Low
	24505.68
	2020927
	24458.16
	2020135
	0
	120
	-
	2020375
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26026.32
	2046271
	25831.92
	2043031
	102
	
	-
	2045719
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27547.44
	2071623
	26774.16
	2058735
	504
	
	-
	2071071
	-
	-
	-
	-

	200+200
	Channel spacing CC1-CC2=199.92 MHz (Note 1)

	
	CC1
	200
	120
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=200 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	200
	120
	132
	Downlink
	Low
	24558.12
	2021801
	24463.08
	2020217
	0
	120
	-
	2020457
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26078.76
	2047145
	25836.84
	2043113
	102
	
	-
	2045801
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27599.88
	2072497
	26779.08
	2058817
	504
	
	-
	2071153
	-
	-
	-
	-

	200+400
	Channel spacing CC1-CC2=294.96 MHz (Note 1)

	
	CC1
	200
	120
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=200 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	400
	120
	264
	Downlink
	Low
	24653.16
	2023385
	24463.08
	2020217
	0
	120
	-
	2020457
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26173.8
	2048729
	25836.84
	2043113
	102
	
	-
	2045801
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27694.92
	2074081
	26779.08
	2058817
	504
	
	-
	2071153
	-
	-
	-
	-

	400+50
	Channel spacing CC1-CC2=216.96 MHz (Note 1)

	
	CC1
	400
	120
	264
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=400 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	50
	120
	32
	Downlink
	Low
	24670.2
	2023669
	24647.16
	2023285
	0
	120
	-
	2023525
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26092.92
	2047381
	25923
	2044549
	102
	
	-
	2047237
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27511.2
	2071019
	26762.4
	2058539
	504
	
	-
	2070875
	-
	-
	-
	-

	400+100
	Channel spacing CC1-CC2=242.52 MHz (Note 1)

	
	CC1
	400
	120
	264
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=400 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	120
	66
	Downlink
	Low
	24695.76
	2024095
	24648.24
	2023303
	0
	120
	-
	2023543
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26118.48
	2047807
	25924.08
	2044567
	102
	
	-
	2047255
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27536.76
	2071445
	26763.48
	2058557
	504
	
	-
	2070893
	-
	-
	-
	-

	400+200
	Channel spacing CC1-CC2=294.96 MHz (Note 1)

	
	CC1
	400
	120
	264
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=400 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	200
	120
	132
	Downlink
	Low
	24748.2
	2024969
	24653.16
	2023385
	0
	120
	-
	2023625
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26170.92
	2048681
	25929
	2044649
	102
	
	-
	2047337
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27589.2
	2072319
	26768.4
	2058639
	504
	
	-
	2070975
	-
	-
	-
	-

	400+400
	Channel spacing CC1-CC2=399.96 MHz (Note 1)

	
	CC1
	400
	120
	264
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.2 for bandwidth=400 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	400
	120
	264
	Downlink
	Low
	24853.2
	2026719
	24663.12
	2023551
	0
	120
	-
	2023791
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	26275.92
	2050431
	25938.96
	2044815
	102
	
	-
	2047503
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	27694.2
	2074069
	26778.36
	2058805
	504
	
	-
	2071141
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.
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