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<Start of modified section>

5.5.1
General

The following conditions apply throughout subclause 5.5:
Table 5.5.1-1: Conditions

	Condition
	Explanation

	ON-NETWORK
	Message/IE sent only in on-network scenario.

	OFF-NETWORK
	Message/IE sent only in off-network scenario.

	PRIVATE-CALL
	Message/IE sent only as part of a Private call handling.

	GROUP-CALL
	Message/IE sent only as part of a Group call handling.

	EMERGENCY-CALL
	Message/IE sent only as part of an Emergency call handling.

	IMMPERIL-CALL
	Message/IE sent only as part of an Immanent Peril call handling.

	EMERGENCY-ALERT
	Message/IE sent only as part of an Emergency Alert.

	CONFIG
	Message/IE sent only in configuration/authentication/authorisation scenario.

	GROUPCONFIG
	Message/IE sent only in group configuration scenario.

	UDP
	UE uses UDP for sending a request (this implies UDP to be used for a corresponding response)

	TCP
	UE uses TCP for sending a request (this implies TCP to be used for a corresponding response)

	MO_CALL
	Call (dialog) as been initiated by the UE (mobile originated call)

	MT_CALL
	Call (dialog) as been initiated by the SS (mobile terminated call)
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