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	Reason for change:
	According to the principle of non-critical extension, empty sequences may be used if length determinant is not required, e.g., it is at the end of a message or at the end of a structure contained in a BIT STRING or OCTET STRING. 
Currently, nonCriticalExtension in NRDC-Parameters makes the nonCriticalExtention appear in middle of the UE-NR-Capability-v1560 message, which brings a potential non-backward compatible issue if the nonCriticalExtention is extended in the future, as the network cannot decode the following fileds without knowing the exact extension length. 
Therefore it is necessary to clarify that the nonCriticalExtesion will never be used in the future.
UE-NR-Capability-v1560 ::=               SEQUENCE {
    nrdc-Parameters                         NRDC-Parameters                         OPTIONAL,
    receivedFilters                         OCTET STRING (CONTAINING UECapabilityEnquiry-v1560-IEs)       OPTIONAL,
    nonCriticalExtension                    SEQUENCE {}                             OPTIONAL
}

-- ASN1START
-- TAG-NRDC-PARAMETERS-START

NRDC-Parameters ::=                 SEQUENCE {
    measAndMobParametersNRDC            MeasAndMobParametersMRDC                    OPTIONAL,
   generalParametersNRDC               GeneralParametersMRDC-XDD-Diff              OPTIONAL,
    fdd-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddXDD-Mode               OPTIONAL,
    tdd-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddXDD-Mode               OPTIONAL,
    fr1-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddFRX-Mode               OPTIONAL,
    fr2-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddFRX-Mode               OPTIONAL,
    lateNonCriticalExtension            OCTET STRING                                OPTIONAL,
    nonCriticalExtension                SEQUENCE {}                                 OPTIONAL
}

-- TAG-NRDC-PARAMETERS-STOP
-- ASN1STOP


	
	

	Summary of change:
	Dummify nonCriticalExtention in NRDC-Parameters. 

Impact Analysis
Impacted 5G architecture options: 
NR-DC

Impacted functionality:
UE radio capability 

Inter-operability:
1.	 If the network is implemented according to the CR and the UE is not, there is no inter-operability problem, as nonCritialExtension in NRDC-Parameters has not been used.
2.	 If the UE is implemented according to the CR and the network is not, there is no inter-operability problem as nonCritialExtension in NRDC-Parameters has not been used.

	
	

	Consequences if not approved:
	There is a potential non-backward compatible problem if the nonCriticalExtention in NRDC-Parameters is extended in the future.
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[bookmark: _Toc5883512]---------------------------------------------START OF CHANGE-------------------------------------------
[bookmark: _Toc12718435][bookmark: _Toc12718469]6.3.3	UE capability information elements
–	NRDC-Parameters
The IE NRDC-Parameters contains parameters specific to NR-DC, i.e., which are not applicable to NR SA. 
NRDC-Parameters information element
-- ASN1START
-- TAG-NRDC-PARAMETERS-START

NRDC-Parameters ::=                 SEQUENCE {
    measAndMobParametersNRDC            MeasAndMobParametersMRDC                    OPTIONAL,
    generalParametersNRDC               GeneralParametersMRDC-XDD-Diff              OPTIONAL,
    fdd-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddXDD-Mode               OPTIONAL,
    tdd-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddXDD-Mode               OPTIONAL,
    fr1-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddFRX-Mode               OPTIONAL,
    fr2-Add-UE-NRDC-Capabilities        UE-MRDC-CapabilityAddFRX-Mode               OPTIONAL,
    lateNonCriticalExtension            OCTET STRING                                OPTIONAL,
[bookmark: _GoBack]    nonCriticalExtensiondummy                SEQUENCE {}                                 OPTIONAL
}

-- TAG-NRDC-PARAMETERS-STOP
-- ASN1STOP
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