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<Unchanged sections skipped>
7.4
Void
7.4A
Maximum Input Level for CA

7.4A.1
Test purpose

Same test purpose as in clause 7.4 in TS 38.521-1 [8] for NR FR1 carrier(s) and clause 7.4 in TS 38.521-2 [9] for NR FR2 carrier(s).

7.4A.2
Test applicability

The requirements in this test are not testable due to issues with combined testing of NR FR1 conducted mode with NR FR2 in radiated mode. Therefore, the conducted and radiated requirements are tested separately.

No test case details are specified. The SA requirements for maximum input level apply and are tested in TS 38.521-1 [8] clause 7.4 and 7.4A and TS 38.521-2 [9] clauses 7.4 and 7.4A.
7.4B
Maximum Input Level for EN-DC

7.4B.0
Minimum conformance requirement

7.4B.0.1
Intra-band contiguous EN-DC in FR1

Intra-band contiguous EN-DC maximum input level requirement and parameters are defined in Table 7.4B.0.1-1.

Table 7.4B.0.1-1: Maximum Input

	Power in Largest CC, E-UTRA or NR, dBm
	X1

	Power in each other CC, dBm
	X1 – 10*log10(NxSCSx/NySCSy)

	NOTE 1:
Power in Largest E-UTRA or NR bandwidth CC, listed in Table 7.4-1 [2]

NOTE 2:
Nx, SCSx is the number of RB’s and Sub carrier spacing in the largest carrier bandwidth and could be LTE or NR carrier

NOTE 3:
Ny, SCSy is the number of RB’s in any other carrier.

NOTE 4:
For NR carrier, the transmitter shall be set to 4dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.2-3 [2] with PCMAX_L as defined in subclause 6.2B.4.

NOTE 5:
For E-UTRA carrier, the transmitter shall be set to 4dB below PCMAX_L at the minimum uplink configuration specified in Table 7.3.1-2 [5] with PCMAX_L as defined in subclause 6.2B.4.
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