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<< Start of changes >>
Table 4.3-2: NR UE receiver test point selection for NR CA and EN-DC

	Subclause
	Number of test points
	Justification in attachment
	Comments

	7.3B.2.1 Reference sensitivity for Intra-band Contiguous EN-DC
	45
	“38.521-3_TP analysis_7.3B.2.1_RxSense_Intra-band Contiguous EN-DC with FR1.zip”
	RAN5#35G-NR Adhoc

	7.3B.2.3 Reference sensitivity for Inter-band EN-DC within FR1
	45
	“38.521-3_TP analysis_7.3B.2.3_RxSense_ Inter-band EN-DC with FR1.zip”
	RAN5#35G-NR Adhoc

	7.4B.1 Maximum Input Level for Intra-Band Contiguous EN-DC
	6
	“38.521-3_TPanalysis_7.4B.1.1_MaxIL_Intra_B_contig.zip”
	RAN5#82

	7.4B.2 Maximum Input Level for Intra-Band Non-Contiguous EN-DC
	6
	“38.521-3_TPanalysis_7.4B.2_MaxIL_Intra_B_noncontig.zip”
	RAN5#82

	7.5B.1
Adjacent Channel Selectivity for intra-band contiguous EN-DC (2 CCs)
	Same as Table 7.3B.2.1.4.1-1, test case 7.3B.2.1.
	Same as Table 7.3B.2.1.4.1-1, test case 7.3B.2.1.
	RAN5#85

	7.8B.2.3 Wideband Intermodulation for inter-band EN-DC within FR1
	Same as Table 4.1-2, test case 7.8.2.
	Same as Table 4.1-2, test case 7.8.2.
	RAN5#81

	7.9A.1 Spurious emission for 2DL CA
	3
	“38.521-1_TPanalysis_7.9A_Spurious Emission_DL CA.zip”
	RAN5#82

	7.9B.3 Spurious Emissions for inter-band EN-DC within FR1
	Same as Table 4.1-2, test case 7.9.
	Same as Table 4.1-2, test case 7.9.
	RAN5#81


<< End of changes >>
