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<Unchanged sections skipped>
6.2C.5
UE additional maximum output power reduction for SUL

Editor’s notes:

-  Connection diagram is TBD.
-  TP analysis is FFS.
- Tests for network signalling values NS_03, NS_05, NS_17, NS_18, NS_43 and NS_100 not complete.
6.2C.5.1
Test purpose

Same test purpose as in clause 6.2.3.1

6.2C.5.2
Test applicability

This test applies to all types of NR UE release 15 and forward that support SUL operating on the SUL bands.

6.2C.5.3
Minimum conformance requirements

For a terminal that supports SUL for the band combination specified in Table 5.2C-1, the current version of the specification assumes the terminal is configured with active transmission either on UL carrier or SUL carrier at any time in one serving cell and the UE requirements for single carrier shall apply for the active UL or SUL carrier accordingly.
The normative reference for this requirement is TS 38.101-1 [2] clauses 4.3and 6.2.3.
6.2C.5.4
Test description

Same test description as specified in clause 6.2.3.4 with following exceptions:

Instead of table 5.3.5-1 ( use Table 5.5C-1.
Table 6.2C.5.4-1: Test Configuration Table for NS_03
FFS

Editor’s note: The following lines belong at the end of subclause 6.2.3.4.1. As new tables are added to this section, these lines should always follow the tables
-
The parameter setting for the cell are set up according to the TS 38.508-1 [5] subclause 4.4.3.
-
Downlink signals are initially setup according to Annex C.0, C.1, C.2 and uplink signals according to Annex G.0, G.1, G.2, and G.3.0 with consideration of supplementary uplink physical channels.
Message contents in initial conditions are according to TS 38.508-1 [5] subclause 4.6 ensuring Table 4.6.1-28 with condition SUL AND RF, Tables 4.6.3-14, 4.6.3-15 and 4.6.3-19 with conditions SUL, and Table 4.6.3-167 with condition PUSCH_ON_SUL. All the AdditionalSpectrumEmission in 6.2.3.4.3 are sent in SIB1 as part of supplementaryUplink instead of uplinkConfigCommon. Additionally the following exception shown in Table 6.2C.5.4-1 is considered.
Table 6.2C.5.4-1: DCI Format 0-1
	Derivation Path: TS 38.508-1 [5], Table 4.3.6.1.1.2-1

	Information Element
	Value/remark
	Comment
	Condition

	UL/SUL indicator
	1
	
	UE configured with SUL in the cell


6.2C.5.5
Test requirement

The maximum output power, derived in step 3 shall be within the range prescribed by the nominal maximum output power and tolerance in the applicable table from table 6.2C.5.5-1. The allowed A-MPR values specified in table 6.2.3.3-1 are in addition to the allowed MPR requirements specified in clause 6.2C.4. For the UE maximum output power modified by MPR and/or A-MPR, the power limits specified in table 6.2.1.3-1 apply.

Table 6.2C.5.5-1: UE Power Class 3 test requirements (NS_03) for band n86
FFS
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