Page 1



3GPP TSG-RAN5 Meeting #85
R5-198506
 Reno, Nevada, United States,  18th Nov 2019 - 22nd Nov 2019
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.508-1
	CR
	1044
	rev
	-
	Current version:
	16.1.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Addition of RRCReconfiguration for Speech call setup

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R5

	
	

	Work item code:
	5GS_NR_LTE-UEConTest
	
	Date:
	2019-11-08

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	There is no default message definition for the RRCReconfiguration to use for test cases that needs to setup a speech bearer.

	
	

	Summary of change:
	Added a new table, 4.8.1-1C: RRCReconfiguration-Speech, that can be used in test cases when there is a need to setup a new DRB for speech.

	
	

	Consequences if not approved:
	Test cases may become unnecessarily complex.
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–
RRCReconfiguration-HO

Table 4.8.1-1A: RRCReconfiguration-HO

	Derivation Path: TS 38.508-1, table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      radioBearerConfig
	RadioBearerConfig with conditions SRB1 and SRB2 and DRBn and Re-establish_PDCP
	
	RBConfig_KeyChange

	
	RadioBearerConfig with conditions DRBn and Recover_PDCP
	
	RBConfig_NoKeyChange

	      secondaryCellGroup
	Not present
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	          masterCellGroup
	CellGroupConfig with conditions  PCell_change
	OCTET STRING (CONTAINING CellGroupConfig)
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	RBConfig_KeyChange
	RadioBearerConfig to perform Intra-NR handover with security key change

	RBConfig _NoKeyChange
	RadioBearerConfig to perform Intra-NR handover without security key change


–
RRCReconfiguration-Speech
Table 4.8.1-1C: RRCReconfiguration-Speech
	Derivation Path: TS 38.508-1, table 4.6.1-13 with condition NR

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      rrcReconfiguration ::= SEQUENCE {
	
	
	

	        radioBearerConfig
	RadioBearerConfig-DRB(0,1)
	
	

	      }
	
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	        masterCellGroup
	CellGroupConfig-DRB(0.1)
	OCTET STRING (CONTAINING CellGroupConfig)
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


