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<<< START OF CHANGES >>> 
4.3.1.2.3.4.6
CA_n260G

Table 4.3.1.2.3.4.6-1: NR Intra-Band contiguous CA configuration CA_n260G (PCC=CC1 and SCC=CC2), SCS=60 kHz, nominal channel spacing

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	50+100
	Channel spacing CC1-CC2=73.68 MHz (Note 1)

	
	CC1
	50
	60
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.4 for bandwidth=50 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	60
	132
	Downlink
	Low
	37102.38
	2230872
	37054.86
	2230080
	0
	120
	-
	2230320
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38571.84
	2255363
	38450.88
	2253347
	102
	
	-
	2254811
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40040.64
	2279843
	39630.24
	2273003
	504
	
	-
	2279291
	-
	-
	-
	-

	100+50
	Channel spacing CC1-CC2=73.68 MHz (Note 1)

	
	CC1
	100
	60
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.4 for bandwidth=100 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	50
	60
	66
	Downlink
	Low
	37126.14
	2231268
	37102.38
	2230872
	0
	120
	-
	2231112
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38572.56
	2255375
	38475.36
	2253755
	102
	
	-
	2255219
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40023.66
	2279560
	39637.02
	2273116
	504
	
	-
	2279404
	-
	-
	-
	-

	100+100
	Channel spacing CC1-CC2=99.96 MHz (Note 1)

	
	CC1
	100
	60
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.4 for bandwidth=100 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	60
	132
	Downlink
	Low
	37152.42
	2231706
	37104.9
	2230914
	0
	120
	-
	2231154
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38598.84
	2255813
	38477.88
	2253797
	102
	
	-
	2255261
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40049.94
	2279998
	39639.54
	2273158
	504
	
	-
	2279446
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.4.6-2: NR Intra-Band contiguous CA configuration CA_n260G (PCC=CC1 and SCC=CC2), SCS=120 kHz, nominal channel spacing

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image2.wmf]SSB

k


	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	50+100
	Channel spacing CC1-CC2=74.4 MHz (Note 1)

	
	CC1
	50
	120
	32
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.4 for bandwidth=50 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	120
	66
	Downlink
	Low
	37101.72
	2230861
	37054.2
	2230069
	0
	120
	-
	2230309
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38571.84
	2255363
	38377.44
	2252123
	102
	
	-
	2254811
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40040.64
	2279843
	39267.36
	2266955
	504
	
	-
	2279291
	-
	-
	-
	-

	100+50
	Channel spacing CC1-CC2=74.4 MHz (Note 1)

	
	CC1
	100
	120
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.4 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	50
	120
	32
	Downlink
	Low
	37126.2
	2231269
	37103.16
	2230885
	0
	120
	-
	2231125
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38573.28
	2255387
	38403.36
	2252555
	102
	
	-
	2255243
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40024.32
	2279571
	39275.52
	2267091
	504
	
	-
	2279427
	-
	-
	-
	-

	100+100
	Channel spacing CC1-CC2=99.96 MHz (Note 1)

	
	CC1
	100
	120
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.4 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	120
	66
	Downlink
	Low
	37151.76
	2231695
	37104.24
	2230903
	0
	120
	-
	2231143
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38598.84
	2255813
	38404.44
	2252573
	102
	
	-
	2255261
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40049.88
	2279997
	39276.6
	2267109
	504
	
	-
	2279445
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.4.7
CA_n260H

Table 4.3.1.2.3.4.7-1: NR Intra-Band contiguous CA configuration CA_n260H (PCC=CC1 and SCC=CC2, CC3), SCS=60 kHz, nominal channel spacing

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	

	

	

	
	

	


	
	

	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	50+100

+100
	CC1

CC2
	50

100
	60
	66

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-1 for CBW combination 50+100, CC1, CC2 and SCS=60 kHz.

	
	Channel spacing CC2-CC3=99.96 MHz (Note 1)

	
	CC3
	100
	60
	132
	Downlink
	Low
	37202.34
	2232538
	37154.82
	2231746
	0
	120
	-
	2231986
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38671.8
	2257029
	38550.84
	2255013
	102
	
	-
	2256477
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40140.6
	2281509
	39730.2
	2274669
	504
	
	-
	2280957
	-
	-
	-
	-

	100+100

+50
	CC1

CC2
	100

100
	60
	132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-1 for CBW combination 100+100, CC1, CC2 and SCS=60 kHz.

	
	Channel spacing CC2-CC3=73.68 MHz (Note 1)

	
	CC3
	50
	60
	66
	Downlink
	Low
	37226.1
	2232934
	37202.34
	2232538
	0
	120
	-
	2232778
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38672.52
	2257041
	38575.32
	2255421
	102
	
	-
	2256885
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40123.62
	2281226
	39736.98
	2274782
	504
	
	-
	2281070
	-
	-
	-
	-

	100+100

+100
	CC1

CC2
	100

100
	60
	132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-1 for CBW combination 100+100, CC1, CC2 and SCS=60 kHz.

	
	Channel spacing CC2-CC3=99.96 MHz (Note 1)

	
	CC3
	100
	60
	132
	Downlink
	Low
	37252.38
	2233372
	37204.86
	2232580
	0
	120
	-
	2232820
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38698.8
	2257479
	38577.84
	2255463
	102
	
	-
	2256927
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40149.9
	2281664
	39739.5
	2274824
	504
	
	-
	2281112
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.4.7-2: NR Intra-Band contiguous CA configuration CA_n260H (PCC=CC1 and SCC=CC2, CC3), SCS=120 kHz, nominal channel spacing

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image4.wmf]SSB
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	

	

	

	
	

	


	
	

	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	50+100

+100
	CC1

CC2
	50

100
	120
	32

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-2 for CBW combination 50+100, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=99.96 MHz (Note 1)

	
	CC3
	100
	120
	66
	Downlink
	Low
	37201.68
	2232527
	37154.16
	2231735
	0
	120
	-
	2231975
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38671.8
	2257029
	38477.4
	2253789
	102
	
	-
	2256477
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40140.6
	2281509
	39367.32
	2268621
	504
	
	-
	2280957
	-
	-
	-
	-

	100+100

+50
	CC1

CC2
	100

100
	120
	66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-2 for CBW combination 100+100, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=74.4 MHz (Note 1)

	
	CC3
	50
	120
	32
	Downlink
	Low
	37226.16
	2232935
	37203.12
	2232551
	0
	120
	-
	2232791
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38673.24
	2257053
	38503.32
	2254221
	102
	
	-
	2256909
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40124.28
	2281237
	39375.48
	2268757
	504
	
	-
	2281093
	-
	-
	-
	-

	100+100

+100
	CC1

CC2
	100

100
	120
	66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.6-2 for CBW combination 100+100, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=99.96 MHz (Note 1)

	
	CC3
	100
	120
	66
	Downlink
	Low
	37251.72
	2233361
	37204.2
	2232569
	0
	120
	-
	2232809
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38698.8
	2257479
	38504.4
	2254239
	102
	
	-
	2256927
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40149.84
	2281663
	39376.56
	2268775
	504
	
	-
	2281111
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.4.8
CA_n260I

Table 4.3.1.2.3.4.8-1: NR Intra-Band contiguous CA configuration CA_n260I (PCC=CC1, SCC=CC2, CC3, CC4), SCS=60 kHz, nominal channel spacing

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	

	


	


	
	


	


	
	

	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	50+100

+100+100
	CC1

CC2

CC3
	50

100

100
	60
	66

132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.7-1 for CBW combination 50+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	
	Channel spacing CC3-CC4=99.96 MHz (Note 1)

	
	CC4
	100
	60
	132
	Downlink
	Low
	37302.3
	2234204
	37254.78
	2233412
	0
	120
	-
	2233652
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38771.76
	2258695
	38650.8
	2256679
	102
	
	-
	2258143
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40240.56
	2283175
	39830.16
	2276335
	504
	
	-
	2282623
	-
	-
	-
	-

	100+100

+100+50
	CC1

CC2

CC3
	100

100

100
	60
	132

132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.7-1 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	
	Channel spacing CC3-CC4=73.68 MHz (Note 1)

	
	CC4
	50
	60
	66
	Downlink
	Low
	37326.06
	2234600
	37302.3
	2234204
	0
	120
	-
	2234444
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38772.48
	2258707
	38675.28
	2257087
	102
	
	-
	2258551
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40223.58
	2282892
	39836.94
	2276448
	504
	
	-
	2282736
	-
	-
	-
	-

	100+100

+100+100
	CC1

CC2

CC3
	100

100

100
	60
	132

132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.7-1 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	
	Channel spacing CC3-CC4=99.96 MHz (Note 1)

	
	CC4
	100
	60
	132
	Downlink
	Low
	37352.34
	2235038
	37304.82
	2234246
	0
	120
	-
	2234486
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38798.76
	2259145
	38677.8
	2257129
	102
	
	-
	2258593
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40249.86
	2283330
	39839.46
	2276490
	504
	
	-
	2282778
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.4.8-2: NR Intra-Band contiguous CA configuration CA_n260I (PCC=CC1, SCC=CC2, CC3,CC4), SCS=120 kHz, nominal channel spacing

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	

	


	


	
	


	


	
	

	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	50+100

+100+100
	CC1

CC2

CC3
	50

100

100
	120
	32

66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.7-2 for CBW combination 50+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	
	Channel spacing CC3-CC4=99.96 MHz (Note 1)

	
	CC4
	100
	120
	66
	Downlink
	Low
	37301.64
	2234193
	37254.12
	2233401
	0
	120
	-
	2233641
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38771.76
	2258695
	38577.36
	2255455
	102
	
	-
	2258143
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40240.56
	2283175
	39467.28
	2270287
	504
	
	-
	2282623
	-
	-
	-
	-

	100+100

+100+50
	CC1

CC2

CC3
	100

100

100
	120
	66

66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.7-2 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	
	Channel spacing CC3-CC4=74.4 MHz (Note 1)

	
	CC4
	50
	120
	32
	Downlink
	Low
	37326.12
	2234601
	37303.08
	2234217
	0
	120
	-
	2234457
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38773.2
	2258719
	38603.28
	2255887
	102
	
	-
	2258575
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40224.24
	2282903
	39475.44
	2270423
	504
	
	-
	2282759
	-
	-
	-
	-

	100+100

+100+100
	CC1

CC2

CC3
	100

100

100
	120
	66

66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.4.7-2 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	
	Channel spacing CC3-CC4=99.96 MHz (Note 1)

	
	CC4
	100
	120
	66
	Downlink
	Low
	37351.68
	2235027
	37304.16
	2234235
	0
	120
	-
	2234475
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	38798.76
	2259145
	38604.36
	2255905
	102
	 
	-
	2258593
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	40249.8
	2283329
	39476.52
	2270441
	504
	 
	-
	2282777
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.
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