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7.2.2.2.1_1
2Rx TDD FR2 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for SA and NSA

Editor's Note: This clause is incomplete. The following aspects are either missing or not yet determined:

· MU/TT is pending analysis.




7.2.2.2.1_1.1

Test Purpose

Verify the PDSCH mapping Type A normal performance with different channel models, MCSs and number of MIMO layers 

7.2.2.2.1_1.2
Test Applicability

This test applies to all types of NR UE release 15 and forward.

This test also applies to all types of EUTRA UE release 15 and forward supporting EN-DC.

7.2.2.2.1_1.3
Test Description

7.2.2.2.1_1.3.1
Initial Conditions

Initial conditions are a set of test configurations the UE needs to be tested in and the steps for the SS to take with the UE to reach the correct measurement state.

The initial test configurations consist of environmental conditions, test frequencies, test channel bandwidths and sub-carrier spacing based on NR operating bands specified in Table 5.3.5-1 of 38.521-1. 

Configurations of PDSCH and PDCCH before measurement are specified in Annex C.

Test Environment: Normal, as defined in TS 38.508-1 [6] clause 4.1.
Frequencies to be tested: Mid Range, as defined in TS 38.508-1 [6] clause 4.3.1.1.

For EN-DC within FR2 operation, setup the LTE radiated link according to Annex D:

1.
Connection between SS, the faders, AWGN noise source and the UE is shown in TS 38.508-1 [6] Annex A, Figure A.3.3.2 for TE diagram and Figure A.3.4.2 for UE diagram.

2.
The parameter settings for the NR cell are set up according to Table 7.2-1 and Table 7.2.2.2.1.0-2 and as appropriate.

3.
Downlink signals for NR cell are initially set up according to Annexes C.0, C.1, C.2, and uplink signals according to Annexes G.0, G.1, G.2, G.3.1.

4.
Propagation conditions for NR cell are set according to Annex B.0.

6.
Ensure the UE is in state RRC_CONNECTED with generic procedure parameters Connectivity NR for SA with Connected without release On, Test Mode On or (EN-DC, DC bearer MCG and SCG), Connected without release On) for NSA according to TS 38.508-1 [6] clause 4.5. Message content are defined in clause 7.2.2.2.1.4.3.

7.2.2.2.1_1.3.2
Test Procedure

1.
Set the UE in a direction that satisfies the 3 normative criteria specified in Annex H.0.If no direction found, mark the test as inconclusive.


2.
SS transmits PDSCH via PDCCH DCI format [1_1] for C_RNTI to transmit the DL RMC according to Table 7.2.2.2.1_1.3-3 and 7.2.2.2.1_1.3-4. The SS sends downlink MAC padding bits on the DL RMC.

3.
Set the parameters of the bandwidth, MCS, reference channel, the propagation condition, the correlation matrix and the SNR according to Tables 7.2.2.2.1_1.4.4-1 and 7.2.2.2.1_1.4.4-2 as appropriate.

4.
Measure the average throughput for a duration sufficient to achieve statistical significance according to Annex G.1.5. Count the number of NACKs, ACKs and statDTXs on the UL during each subtest and decide pass or fail according to Tables G.1.5-1 in Annex G.

5.
Repeat steps from 1 to 4 for each subtest in Table 7.2.2.2.1_1.4.4-1 and Table 7.2.2.2.1_1.4.4-2 as appropriate.

7.2.2.2.1_1.3.3
Message Contents

Message contents are according to TS 38.508-1 [6] subclause 4.6.1 with the following exceptions:

7.2.2.2.1_1.3.3_1
Message exceptions for SA

Table 7.2.2.2.1_1.3.3_1: message exceptions for SA

FFS

7.2.2.2.1_1.3.3_2
Message exceptions for NSA

Table 7.2.2.2.1_1.3.3_2: message exceptions for NSA

Table 7.2.2.2.1_1.3.3_2-1: CSI-RS-ResourceMapping for TRS

	Derivation Path: TS 38.508-1 Table 4.6.3-45

	Information Element
	Value/remark
	Comment
	Condition

	CSI-RS-ResourceMapping ::= SEQUENCE {
	
	
	

	  firstOFDMSymbolInTimeDomain
	3
	l0 = 3 for CSI-RS resource 1 and 3
	TRS, Test 1-1, 1-2

	
	7
	l0 = 7 for CSI-RS resource 2 and 4
	TRS, Test 1-1, 1-2

	nrofPorts
	p1
	1 for CSI-RS resource 1,2,3,4
	TRS

	}
	
	
	


Table 7.2.2.2.1_1.3.3_2-2: CSI-ResourcePeriodicityAndOffset for TRS

	Derivation Path: TS 38.508-1 Table 4.6.3-43

	Information Element
	Value/remark
	Comment
	Condition

	CSI-ResourcePeriodicityAndOffset ::= CHOICE {
	
	
	

	  Slots160
	82
	Periodicity 20 slots and offset 10 for CSI-RS resource 1 and 2
	

	  Slots160
	83
	Periodicity 20 slots and offset 11 for CSI-RS resource 3 and 4
	

	}
	
	
	


Table 7.2.2.2.1_1.3.3_2-3: PDCCH Search Space

	Derivation Path: TS 38.508-1 Table 4.6.3-162

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n0
	
	

	    aggregationLevel4
	n1
	
	Test 2-3

	    aggregationLevel8
	n1
	AL8
	Other than test 2-3

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	}
	
	
	


Table 7.2.2.2.1_1.3.3_2-4: DMRS-DownlinkConfig

	Derivation Path: TS 38.508-1 Table 4.6.3-50

	Information Element
	Value/remark
	Comment
	Condition

	DMRS-DownlinkConfig ::= SEQUENCE {
	
	
	

	  dmrs-Type
	Type 1
	
	

	  dmrs-AdditionalPosition
	pos1
	
	

	  maxLength
	len1
	
	

	}
	
	
	


Table 7.2.2.2.1_1.3.3_2-5: PDSCH-Config

	Derivation Path: TS 38.508-1 Table 4.6.3-100

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-Config ::= SEQUENCE {
	
	
	

	  vrb-ToPRB-Interleaver
	Not present
	
	

	  resourceAllocation
	resourceAllocationType0
	
	

	  pdsch-AggregationFactor
	Not present
	
	

	  prb-BundlingType CHOICE {
	
	
	

	    staticBundling SEQUENCE {
	
	
	

	      bundleSize
	Not present
	PRB Bundling size of 2
	Other than test 1-1

	
	Wideband
	
	Test 1-1

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 7.2.2.2.1_1.3.3_2-6: PDSCH-ServingCellConfig

	Derivation Path: TS 38.508-1 Table 4.6.3-102

	Information Element
	Value/remark
	Comment
	Condition

	PDSCH-ServingCellConfig ::= SEQUENCE {
	
	
	

	  nrofHARQ-ProcessesForPDSCH
	Set according to the test id
	
	8 for Test 1-1, 1-3, 2-2, 2-4

10 for Test 2-1, 2-3, 2-5, 2-6, 3-1
16 for Test 1-2


	}
	
	
	


7.2.2.2.1_1.4
Test Requirements

Table 7.2.2.2.1-2 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A.3.2 for each throughput test shall meet or exceed the specified value in Table 7.2.2.2.1_1.4-1 and Table 7.2.2.21_1.4-2 for the specified SNR including test tolerances for all throughput tests.
Table 7.2.2.2.1_1.4-1: Test Requirement for Rank 1 (FRC) 
	Test num.
	Reference channel
	Bandwidth (MHz)/Subcarrier spacing (kHz)
	Modulation and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNRBB (dB)

	1-1
	R.PDSCH.5-1.1TDD
	100/120
	QPSK, 0.30
	FR2.120-1.1
	TDLC60-300
	2x2 ULA Low
	70
	-0.4 + TT

	1-2
	R.PDSCH.5-2.1TDD
	100/120
	16QAM, 0.48
	FR2.120-1
	TDLA30-300
	2x2 ULA Low
	30
	1.7 + TT

	1-3
	R.PDSCH.5-3.1TDD
	100/120
	64QAM, 0.45
	FR2.120-1
	TDLA30-300
	2x2 XPL Med-A
	70
	12.4 + TT


Table 7.2.2.2.1_1.4-2: Test Requirement for Rank 2 (FRC) 

	Test num.
	Reference channel
	Bandwidth (MHz)/Subcarrier spacing (kHz)
	Modulation and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNRBB (dB)

	2-1
	R.PDSCH.5-4.1TDD
	100/120
	QPSK, 0.30
	FR2.120-2
	TDLA30-75
	2x2 ULA Low
	70
	4.1+TT

	2-2
	R.PDSCH.5-2.2TDD
	100/120
	16QAM, 0.48
	FR2.120-1
	TDLA30-300
	2x2 ULA Low
	70
	14.4+TT

	2-3
	R.PDSCH.5-5.2TDD
	50/120
	16QAM,0.48
	FR2.120-2
	TDLA30-75
	2x2 ULA Low
	70
	14.0+TT

	2-4
	R.PDSCH.5-2.3TDD
	200/120
	16QAM, 0.48
	FR2.120-1
	TDLA30-300
	2x2 ULA Low
	70
	14.2+TT

	2-5
	R.PDSCH.4-1.1TDD
	50/60
	16QAM, 0.48
	FR2.60-1
	TDLA30-75
	2x2 ULA Low
	70
	14.3+TT

	2-6
	R.PDSCH.5-6.1TDD
	100/120
	64QAM, 0.43
	FR2.120-2
	TBD
	2x2 ULA Low
	70
	18.6+TT


<Many sections skipped>
Annex B (normative):
Propagation conditions

B.0
No interference

The downlink connection between the System Simulator and the UE is without Additive White Gaussian Noise, and has no fading or multipath effects.
