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5
Demodulation performance requirements (Conducted requirements)

5.1
General

5.1.1
Applicability of requirements

5.1.1.1
General

The minimum performance requirements are applicable to all FR1 operating bands defined in TS 38.101-1 [2].

The minimum performance requirements in Clause 5 are mandatory for UE supporting NR operation, except test cases listed in Clauses 5.1.1.3, 5.1.1.4.

5.1.1.2
Applicability of requirements for different number of RX antenna ports

The number of RX antenna ports for different RF operating bands is up to UE declaration.

The UE shall support 2 or 4 RX antenna ports for different RF operating bands. The operating bands, where 4 RX antenna ports shall be the baseline, are defined in clause 7.2 of TS 38.101-1 [3]. The UE requirements applicability for UEs with different number of RX antenna ports is defined in Table 5.1.1.2-1.

Table 5.1.1.2-1: Requirements applicability

	Supported RX antenna ports
	Test type
	Test list

	UE supports only 2RX 
	PDSCH
	All tests in Clause 5.2.2

	
	PDCCH
	All tests in Clause 5.3.2

	
	PBCH
	All tests in Clause 5.4.2

	UE supports only 4RX or both 2RX and 4RX
	PDSCH
	All tests in Clause 5.2.3

	
	PDCCH
	All tests in Clause 5.3.3

	
	PBCH
	All tests in Clause 5.4.2 or 5.4.3Note 1 

	Note1: Requirements for PBCH with 4Rx is up to UE declaration


5.1.1.3
Applicability of requirements for optional UE features

The performance requirements in Table 5.1.1.3-1 shall apply for UEs which support optional UE features only.
Table 5.1.1.3-1: Requirements applicability for optional UE features

	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	SU-MIMO Interference Mitigation advanced receiver
	FR1 FDD
	PDSCH
	5.2.2.1.1 Minimum requirements for PDSCH Mapping Type A (Test 3-1)

5.2.3.1.1 Minimum requirements for PDSCH Mapping Type A (Test 5-1)
	

	
	FR1 TDD
	PDSCH
	5.2.2.2.1 Minimum requirements for PDSCH Mapping Type A (Test 3-1)

5.2.3.2.1 Minimum requirements for PDSCH Mapping Type A (Test 5-1)
	

	Alternative additional DMRS position for co-existence with LTE CRS (additionalDMRS-DL-Alt)
	FR1 FDD
	PDSCH
	5.2.2.1.4 Minimum requirements for PDSCH Mapping Type A and LTE-NR coexistence (Test 1-2)

5.2.3.1.4 Minimum requirements for PDSCH Mapping Type A and LTE-NR coexistence (Test 1-2)
	

	Basic DL NR-NR CA operation (supportedBandCombinationList)
	NR-NR CA
	SDR
	5.5A.1 FR1 CA requirements
	1)Up to 16 DL carriers

2)Same numerology across carrier for data/control channel at a given time


5.1.1.4
Applicability of requirements for mandatory UE features with capability signalling

The performance requirements in Table 5.1.1.4-1 shall apply for UEs which support mandatory UE features with capability signalling only.
Table 5.1.1.4-1: Requirements applicability for mandatory features with UE capability signalling

	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	256QAM modulation scheme for PDSCH for FR1 (pdsch-256QAM-FR1)
	FR1 FDD
	PDSCH
	5.2.2.1.1 Minimum requirements for PDSCH Mapping Type A (Test 1-3)

5.2.3.1.1 Minimum requirements for PDSCH Mapping Type A (Test 1-3)
	

	
	FR1 TDD
	PDSCH
	5.2.2.2.1 Minimum requirements for PDSCH Mapping Type A (Test 1-3)

5.2.3.2.1 Minimum requirements for PDSCH Mapping Type A (Test 1-3)
	

	PDSCH mapping type B (pdsch-MappingTypeB)
	FR1 FDD
	PDSCH
	5.2.2.1.3 Minimum requirements for PDSCH Mapping Type B

5.2.3.1.3 Minimum requirements for PDSCH Mapping Type B
	

	
	FR1 TDD
	PDSCH
	5.2.2.2.3 Minimum requirements for PDSCH Mapping Type B

5.2.3.2.3 Minimum requirements for PDSCH Mapping Type B


	

	Rate-matching around LTE CRS (rateMatchingLTE-CRS)
	FR1 FDD
	PDSCH
	5.2.2.1.4 Minimum requirements for PDSCH Mapping Type A and LTE-NR coexistence 
	

	
	FR1 FDD
	PDSCH
	5.2.3.1.4 Minimum requirements for PDSCH Mapping Type A and LTE-NR coexistence
	

	Supported max number of ports across all configured NZP-CSI-RS resources per CC

(maxConfigNumberPortsAcrossNZP-CSI-RS-PerCC)
	FR1 FDD and TDD
	PDSCH
	5.2.2.1.4
Minimum requirements for PDSCH Mapping Type A and LTE-NR coexistence (Test 1-1, 1-2)

5.2.3.1.1
Minimum requirements for PDSCH Mapping Type A (Test 3-1, 4-1, 5-1)

5.2.3.1.4
Minimum requirements for PDSCH Mapping Type A and LTE-NR coexistence (Test 1-1, 1-2)

5.2.3.2.1
Minimum requirements for PDSCH Mapping Type A (Test 3-1, 4-1, 5-1)


	The requirements apply only in case the number of NZP-CSI-RS ports in the test case does not exceed UE maximum number of NZP-CSI-RS ports capability

	Supported maximum number of PDSCH MIMO layers (maxNumberMIMO-LayersPDSCH)
	FR1 FDD
	PDSCH
	5.2.3.1.1  Minimum requirements for PDSCH Mapping Type A (Test 2-1, 2-2, 3-1, 4-1)
	The requirements apply only in case the PDSCH MIMO rank in the test case does not exceed UE PDSCH MIMO layers capability

	
	FR1 TDD
	PDSCH
	5.2.3.2.1
 Minimum requirements for PDSCH Mapping Type A (Test 2-1, 2-2, 3-1, 4-1)
	


5.2
PDSCH demodulation requirements

The parameters specified in Table 5.2-1 are valid for all PDSCH tests unless otherwise stated.

Table 5.2-1: Common test parameters

	Parameter
	Unit
	Value

	PDSCH transmission scheme
	
	Transmission scheme 1

	Carrier configuration
	Offset between Point A and the lowest usable subcarrier on this carrier (Note 2)
	RBs
	0

	
	Subcarrier spacing
	kHz
	15 or 30

	DL BWP configuration #1
	Cyclic prefix
	
	Normal

	
	RB offset
	RBs
	0

	
	Number of contiguous PRB
	PRBs
	Maximum transmission bandwidth configuration as specified in TS 38.101-1 [2] clause 5.3.2 for tested channel bandwidth and subcarrier spacing

	Common serving cell parameters
	Physical Cell ID
	
	0

	
	SSB position in burst
	
	First SSB in Slot #0

	
	SSB periodicity
	ms
	20

	
	
	
	

	PDCCH configuration
	Slots for PDCCH monitoring
	
	Each slot

	
	Symbols with PDCCH
	Symbols
	0, 1

	
	Number of PRBs in CORESET
	
	Table 5.2-2 for tested channel bandwidth and subcarrier spacing

	
	Number of PDCCH candidates and aggregation levels
	
	1/AL8

	
	CCE-to-REG mapping type
	
	Non-interleaved

	
	DCI format
	
	1_1

	
	TCI state
	
	TCI state #1

	Cross carrier scheduling
	
	Not configured

	CSI-RS for tracking
	First subcarrier index in the PRB used for CSI-RS 
	
	k0=0 for CSI-RS resource 1,2,3,4

	
	First OFDM symbol in the PRB used for CSI-RS 
	
	 l0 = 6 for CSI-RS resource 1 and 3

l0 = 10 for CSI-RS resource 2 and 4

	
	Number of CSI-RS ports (X)
	
	1 for CSI-RS resource 1,2,3,4

	
	CDM Type
	
	‘No CDM’ for CSI-RS resource 1,2,3,4

	
	Density (ρ)
	
	3 for CSI-RS resource 1,2,3,4

	
	CSI-RS periodicity
	Slots
	15 kHz SCS: 20 for CSI-RS resource 1,2,3,4

30 kHz SCS: 40 for CSI-RS resource 1,2,3,4

	
	CSI-RS offset
	Slots
	15 kHz SCS:

10 for CSI-RS resource 1 and 2

11 for CSI-RS resource 3 and 4

30 kHz SCS:

20 for CSI-RS resource 1 and 2

21 for CSI-RS resource 3 and 4

	
	Frequency Occupation
	
	Start PRB 0

Number of PRB = BWP size

	
	QCL info
	
	TCI state #0

	NZP CSI-RS for CSI acquisition
	First subcarrier index in the PRB used for CSI-RS 
	
	k0 = 0

	
	First OFDM symbol in the PRB used for CSI-RS 
	
	l0 = 12

	
	Number of CSI-RS ports (X)
	
	Same as number of transmit antenna

	
	CDM Type
	
	'No CDM' for 1 transmit antenna
'FD-CDM2' for 2 and 4 transmit antenna

	
	Density (ρ)
	
	1

	
	CSI-RS periodicity
	Slots
	15 kHz SCS: 20

30 kHz SCS: 40

	
	CSI-RS offset
	Slots
	0

	
	Frequency Occupation
	
	Start PRB 0

Number of PRB = BWP size

	
	QCL info
	
	TCI state #1

	ZP CSI-RS for CSI acquisition
	First subcarrier index in the PRB used for CSI-RS 
	
	k0 = 4

	
	First OFDM symbol in the PRB used for CSI-RS 
	
	l0 = 12

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	‘FD-CDM2’

	
	Density (ρ)
	
	1

	
	CSI-RS periodicity
	Slots
	15 kHz SCS: 20

30 kHz SCS: 40

	
	CSI-RS offset
	Slots
	0

	
	Frequency Occupation
	
	Start PRB 0

Number of PRB = BWP size

	PDSCH DMRS configuration
	Antenna ports indexes
	
	{1000} for Rank 1 tests
{1000, 1001} for Rank 2 tests

{1000-1002} for Rank 3 tests

{1000-1003} for Rank 4 tests

	
	Position of the first DMRS for PDSCH mapping type A
	
	2

	
	Number of PDSCH DMRS CDM group(s) without data
	
	1 for Rank 1 and Rank 2 tests

2 for Rank 3 and Rank 4 tests

	TCI state #0
	Type 1 QCL information 
	SSB index
	
	SSB #0

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	N/A

	
	
	QCL Type
	
	N/A

	TCI state #1
	Type 1 QCL information 
	CSI-RS resource
	
	CSI-RS resource 1 from ‘CSI-RS for tracking’ configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	N/A

	
	
	QCL Type
	
	N/A

	PT-RS configuration
	
	PT-RS is not configured

	Maximum number of code block groups for ACK/NACK feedback
	
	1

	Maximum number of HARQ transmission
	
	4

	HARQ ACK/NACK bundling
	
	Multiplexed

	Redundancy version coding sequence
	
	{0,2,3,1}

	Precoding configuration
	
	SP Type I, Random per slot with PRB bundling granularity

	Symbols for all unused REs
	
	OCNG Annex A.5

	Note 1:
UE assumes that the TCI state for the PDSCH is identical to the TCI state applied for the PDCCH transmission.
Note 2: 
Point A coincides with minimum guard band as specified in Table 5.3.3-1 from TS 38.101-1 [6] for tested channel bandwidth and subcarrier spacing.


Table 5.2-2: Number of PRBs in CORESET

	SCS (kHz)
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50MHz
	60 MHz
	80 MHz
	100 MHz

	15
	24
	48
	78
	102
	132
	156
	216
	270
	N/A
	N/A
	N/A

	30
	6
	24
	36
	48
	60
	78
	102
	132
	162
	216
	270


The normative reference for this requirement is TS 38.101-4 [5] clause 5.2
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5.2.2
2RX requirements

5.2.2.1
FDD

5.2.2.1.1
2Rx FDD FR1 PDSCH mapping Type A performance

5.2.2.1.1.0
Minimum conformance requirements

The performance requirements are specified in Table 5.2.2.1.1.0-3 and Table 5.2.2.1.1.0-4, with the test parameters defined in table 5.2.2.1.1.0-2 and the downlink physical channel setup according to Annex C.3.1. 

The test purposes are specified in Table 5.2.2.1.1.0-1.

Table 5.2.2.1.1.0-1: Tests purpose

	Purpose
	Test index

	Verify the PDSCH mapping Type A normal performance under 2 receive antenna conditions and with different channel models, MCSs and number of MIMO layers
	1-1, 1-2, 1-3, 1-5, 2-1, 2-2

	Verify the PDSCH mapping Type A HARQ soft combining performance under 2 receive antenna conditions.
	1-4

	Verify the PDSCH mapping Type A performance requirements for Enhanced Receiver Type 1 under 2 receive antenna conditions.
	3-1


Table 5.2.2.1.1.0-2: Test Parameters for Testing

	Parameter
	Unit
	Value

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	4 for Test 1-1

2 for other tests

	
	Resource allocation type
	
	Test 1-2: Type 1 with start RB = 23, LRBs = 6

Other tests: Type 0

	
	RBG size
	
	Test 1-2: N/A
Other tests: Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	2 for Tests 1-1, 1-5
1 for other tests

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	CSI-RS for tracking
	CSI-RS periodicity
	Slots
	Test 1-5:
10 for CSI-RS resource 1,2,3,4.


Other tests: Table 5.2-1.

	
	CSI-RS offset
	Slots
	Test 1-5:
1 for CSI-RS resource 1 and 2
2 for CSI-RS resource 3 and 4.


Other tests: Table 5.2-1.

	Number of HARQ Processes
	
	8 for Test 1-4 
4 for other tests

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	2


Table 5.2.2.1.1.0-3: Minimum performance for Rank 1

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.1-1.1 FDD
	10 / 15
	QPSK, 0.30
	TDLB100-400
	2x2, ULA Low
	70
	-0.8

	1-2
	R.PDSCH.1-1.2 FDD
	10 / 15
	QPSK, 0.30
	TDLC300-100
	2x2, ULA Low
	70
	0.2

	1-3
	R.PDSCH.1-4.1 FDD
	10 / 15
	256QAM, 0.82
	TDLA30-10
	2x2, ULA Low
	70
	24.6

	1-4
	R.PDSCH.1-2.1 FDD
	10 / 15
	16QAM, 0.48
	TDLC300-100
	2x2, ULA Low
	30
	1.1

	1-5
	R.PDSCH.1-8.1 FDD
	10 / 15
	16QAM, 0.48
	HST-750
	1x2
	70
	6.2


Table 5.2.2.1.1.0-4: Minimum performance for Rank 2

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	2-1
	R.PDSCH.1-3.1 FDD
	10 / 15
	64QAM, 0.50
	TDLA30-10
	2x2, ULA Low
	70
	19.4

	2-2
	R.PDSCH.2-1.1 FDD
	20 / 30
	64QAM, 0.50
	TDLA30-10
	2x2, ULA Low
	70
	19.7


Table 5.2.2.1.1.0-5: Minimum performance for Rank 2 and Enhanced Receiver Type 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	3-1
	R.PDSCH.1-2.2 FDD
	10 / 15
	16QAM, 0.48
	TDLA30-10
	2x2, ULA Medium
	70
	17.6


The normative reference for this requirement is TS 38.101-4 [5], clause 5.2.2.1.1.
5.2.2.1.1_1
2Rx FDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA

Editor's note: This test case is incomplete. The following aspects are either missing or TBD

<<Unchaged sections skipped>>
5.2.2.1.1_1.4
Test requirement

Tables 5.2.2.1.1_1.4-1 and 5.2.2.1.1_1.4-2 define the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A TBD for each throughput test shall meet or exceed the specified value in Table 5.2.2.1.1_1.4-1 and Table 5.2.2.1.1_1.4-2 for the specified SNR including test tolerances for all throughput tests.

Table 5.2.2.1.1_1.4-1: Test Requirements for Rank 1

	Test num.
	Reference channel
	Modulation format
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.1-1.1 FDD
	QPSK, 0.30
	TDLB100-400
	2x2, ULA Low
	70
	0.1

	1-2
	R.PDSCH.1-1.2 FDD
	QPSK, 0.30
	TDLC300-100
	2x2, ULA Low
	70
	1.1

	1-3
	R.PDSCH.1-4.1 FDD
	256AM, 0.82
	TDLA30-10
	2x2, ULA Low
	70
	25.6

	1-4
	R.PDSCH.1-2.1 FDD
	16QAM, 0.48
	TDLC300-100
	2x2, ULA Low
	30
	2

	1-5
	R.PDSCH.1-8.1 FDD
	16QAM, 0.48
	HST-750
	1x2
	70
	7.1


Table 5.2.2.1.1_1.4-2: Test Requirements for Rank 2

	Test num.
	Reference channel
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	2-1
	R.PDSCH.1-3.1 FDD
	64QAM, 0.51
	TDLA30-10
	2x2, ULA Low
	70
	20.4

	2-2
	R.PDSCH.2-1.1 FDD
	64QAM, 0.51
	TDLA30-10
	2x2, ULA Low
	70
	20.7


5.2.2.1.1_2
2Rx FDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with enhanced receiver type 1 for both SA and NSA

5.2.2.1.1_2.1
Test purpose

To verify the PDSCH mapping Type A normal performance under 2 receive antenna conditions and with different channel models, MCSs and number of MIMO layers for a specified downlink Reference Measurement Channel (RMC) to achieve a certain throughput and as well verify the HARQ soft combining with enhanced receiver type 1 configuration, for Rank 2 scenarios.

5.2.2.1.1_2.2
Test applicability

This test applies to all types of NR UE release 15 and forward supporting NR enhanced receiver type 1.

This test also applies to all types of EUTRA UE release 15 and forward supporting EN-DC and NR enhanced receiver type 1.

<<Unchaged sections skipped>>
5.2.2.1.2
2Rx FDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance

5.2.2.1.2.0
Minimum conformance requirements

The performance requirements are specified in Table 5.2.2.1.2.0-3, with the addition of test parameters in table 5.2.2.1.2.0-2 and the downlink physical channel setup according to Annex C.3.1.

The test purposes are specified in Table 5.2.2.1.2.0-1.

Table 5.2.2.1.2.0-1: Tests purpose

	Purpose
	Test index

	[Verify the PDSCH mapping Type A normal performance under 2 receive antenna conditions and CSI-RS overlapped with PDSCH]
	1-1


Table 5.2.2.1.2.0-2: Test parameters

	Parameter
	Unit
	Value

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	PRB size
	
	Config2

	
	Resource allocation type
	
	Type 0

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Length
	
	1

	NZP CSI-RS for CSI acquisition
	OFDM symbols in the PRB used for CSI-RS
	
	l0 = 13

	
	CSI-RS periodicity
	Slots
	5

	ZP CSI-RS for CSI acquisition
	Subcarrier index in the PRB used for CSI-RS
	
	(k0, k1, k2, k3)=(2, 4, 6, 8)

	
	Number of CSI-RS ports (X)
	
	8

	
	CSI-RS periodicity
	Slots
	5

	Number of HARQ Processes
	
	4

	K1 value
(PDSCH-to-HARQ-timing-indicator)
	
	2


<<Unchaged sections skipped>>
5.2.2.1.4
2Rx FDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance

5.2.2.1.4.0
Minimum conformance requirements

The performance requirements are specified in Table 5.2.2.1.4-3, with the addition of test parameters in Table 5.2.2.1.4-2 and the downlink physical channel setup according to Annex C.3.1.

The test purposes are specified in Table 5.2.2.1.4-1.

Table 5.2.2.1.4.0-1: Tests purpose

	Purpose
	Test index

	Verify the PDSCH mapping Type A normal performance under 2 receive antenna conditions with CRS rate matching configured
	1-1, 1-2


Table 5.2.2.1.4.0-2: Test parameters

	Parameter
	Unit
	Value

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	NR UL transmission with a 7.5 kHz shift to the LTE raster 
	
	true

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	3

	
	Length (L)
	
	9 for Test 1-1
11 for Test 1-2

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2 

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Position of the first DM-RS for downlink
	
	3

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	CRS for rate matching (Note 1)
	LTE carrier centre subcarrier location
	
	Same as NR carrier centre subcarrier location

	
	LTE carrier BW
	MHz
	10

	
	Number of antenna ports
	
	4

	
	v-shift
	
	0

	Number of HARQ Processes
	
	4

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	2

	Note 1: No MBSFN is configured on LTE carrier


Table 5.2.2.1.4.0-3: Minimum performance for Rank 1

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition 
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.1-7.1 FDD
	10 / 15
	QPSK, 0.30
	TDLA30-10
	4x2, ULA Low
	70
	-1.0

	1-2
	R.PDSCH.1-7.2 FDD
	10 / 15
	QPSK, 0.30
	TDLA30-10
	4x2, ULA Low
	70
	-1.0


The normative reference for this requirement is TS 38.101-4 [5], clause 5.2.2.1.4.

<<Unchaged sections skipped>>

5.2.2.2.1
2Rx TDD FR1 PDSCH mapping Type A performance

5.2.2.2.1.0
Minimum conformance requirements

The performance requirements are specified in Table 5.2.2.2.1.0-3 and Table 5.2.2.2.1.0-4, with the addition of test parameters in Table 5.2.2.2.1.0-2 and the downlink physical channel setup according to Annex C.3.1. 

The test purposes are specified in Table 5.2.2.2.1.0-1.

Table 5.2.2.2.1.0-1: Tests purpose

	Purpose
	Test index

	Verify the PDSCH mapping Type A normal performance under 2 receive antenna conditions and with different channel models, MCSs and number of MIMO layers
	1-1, 1-2, 1-3, 1-5, 1-6, 1-7, 1-8, 1-9, 2-1, 2-2

	Verify the PDSCH mapping Type A HARQ soft combining performance under 2 receive antenna conditions.
	1-4

	Verify the PDSCH mapping Type A performance requirements for Enhanced Receiver Type 1 under 2 receive antenna conditions.
	3-1


Table 5.2.2.2.1.0-2: Test parameters

	Parameter
	Unit
	Value

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	
	
	
	


	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	Specific to each Reference channel

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	
4 for Tests 1-1, 1-8, 1-9

2 for other tests


	
	Resource allocation type
	
	Test 1-2: Type 1 with start RB = 50, LRBs = 6

Other tests: Type 0

	
	RBG size
	
	Test 1-2: N/A
Other tests: Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	2 for Tests 1-1 , 1-7, 1-8, 1-9
1 for other tests

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	CSI-RS for tracking
	First OFDM symbol in the PRB used for CSI-RS
	
	Tests 1-8, 1-9:

l0 = 4 for CSI-RS resource 1 and 3

l0 = 8 for CSI-RS resource 2 and 4

Other tests; Table 5.2-1.

	
	CSI-RS periodicity
	Slots
	Test 1-7:
20 for CSI-RS resource 1,2,3,4.


Other tests: Table 5.2-1.

	
	CSI-RS offset
	Slots
	Test 1-7:
1 for CSI-RS resource 1 and 2
2 for CSI-RS resource 3 and 4.


Other tests: Table 5.2-1.

	
	Frequency Occupation
	
	Test 1-7:
Start PRB 0
Number of PRB = 52


Other tests: Table 5.2-1.

	Number of HARQ Processes
	
	16 for Test 1-4

10 for Test 1-9

8 for other tests

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern and as defined in Annex A.1.2


Table 5.2.2.2.1.0-3: Minimum performance for Rank 1

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.2-1.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-1A
	TDLB100-400
	2x2, ULA Low
	70
	-1.1

	1-2
	R.PDSCH.2-1.2 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-1
	TDLC300-100
	2x2, ULA Low
	70
	0.2

	1-3
	R.PDSCH.2-4.1 TDD
	40 / 30
	256QAM, 0.82
	FR1.30-1
	TDLA30-10
	2x2, ULA Low
	70
	25.3

	1-4
	R.PDSCH.2-2.1 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	TDLC300-100
	2x2, ULA Low
	30
	1.6

	1-5
	R.PDSCH.2-5.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-2
	TDLA30-10
	2x2, ULA Low
	70
	-0.9

	1-6
	R.PDSCH.2-6.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-3
	TDLA30-10
	2x2, ULA Low
	70
	-0.8

	1-7
	R.PDSCH.2-10.1 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	HST-1000
	1x2
	70
	6.4

	1-8
	R.PDSCH.2-11.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-5
	TDLB100-400
	2x2, ULA Low
	70
	-1.0

	1-9
	R.PDSCH.2-12.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-6
	TDLB100-400
	2x2, ULA Low
	70
	-1.1


Table 5.2.2.2.1.0-4: Minimum performance for Rank 2

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	2-1
	R.PDSCH.2-3.1 TDD
	40 / 30
	64QAM, 0.50
	FR1.30-1
	TDLA30-10
	2x2, ULA Low
	70
	19.8

	2-2
	R.PDSCH.2-9.1 TDD
	20 / 30
	64QAM, 0.50
	FR1.30-4
	TDLA30-10
	2x2, ULA Low
	70
	19.8


Table 5.2.2.2.1.0-5: Minimum performance for Rank 2 and EnhancedReceiver Type 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	3-1
	R.PDSCH.2-2.2 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	TDLA30-10
	2x2, ULA Medium
	70
	18.0


The normative reference for this requirement is TS 38.101-4 [5] clause 5.2.2.2.1.0.
5.2.2.2.1_1
2Rx TDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA

Editor’s Note: SNR requirement for test points (1-7, 1-8, 1-9) added by RAN4 is in [].

<<Unchaged sections skipped>>

5.2.2.2.1_1.4
Test Requirements

Table 5.2.2.2.1_1.3-2 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A.3.2.2  for each throughput test shall meet or exceed the specified value in Table 5.2.2.2.1_1.4-1 and 1 and Table 5.2.2.2.1_1.4-2 for the specified SNR including test tolerances for all throughput tests
Table 5.2.2.2.1_1.4-1: Test requirement for Rank 1

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.2-1.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-1A
	TDLB100-400
	2x2, ULA Low
	70
	-0.2

	1-2
	R.PDSCH.2-1.2 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-1
	TDLC300-100
	2x2, ULA Low
	70
	1.1

	1-3
	R.PDSCH.2-4.1 TDD
	40 / 30
	256QAM, 0.82
	FR1.30-1
	TDLA30-10
	2x2, ULA Low
	70
	26.3

	1-4
	R.PDSCH.2-2.1 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	TDLC300-100
	2x2, ULA Low
	30
	2.5

	1-5
	R.PDSCH.2-5.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-2
	TDLA30-10
	2x2, ULA Low
	70
	0.1

	1-6
	R.PDSCH.2-6.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-3
	TDLA30-10
	2x2, ULA Low
	70
	0.2

	1-7
	R.PDSCH.2-10.1 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	[HST-1000]
	1x2
	70
	7.3

	1-8
	R.PDSCH.2-11.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-5
	TDLB100-400
	2x2, ULA Low
	70
	-0.1

	1-9
	R.PDSCH.2-12.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-6
	TDLB100-400
	2x2, ULA Low
	70
	-0.2


Table 5.2.2.2.1_1.4-2: Test requirement for Rank 2

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	2-1
	R.PDSCH.2-3.1 TDD
	40 / 30
	64QAM, 0.50
	FR1.30-1
	TDLA30-10
	2x2, ULA Low
	70
	20.8

	2-2
	R.PDSCH.2-9.1 TDD
	20 / 30
	64QAM, 0.50
	FR1.30-4
	TDLA30-10
	2x2, ULA Low
	70
	20.8


5.2.2.2.1_2
2Rx TDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with enhanced receiver type 1 for both SA and NSA

<<Unchaged sections skipped>>

5.2.2.2.1_2.2
Test Applicability

This test applies to all types of NR UE release 15 and forward supporting NR enhanced receiver type 1.

This test also applies to all types of EUTRA UE release 15 and forward supporting EN-DC and NR enhanced receiver type 1.

<<Unchaged sections skipped>>

5.2.2.2.1_2.4
Test Requirements

Table 5.2.2.2.1_1.3-2 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A.3.2.2  for each throughput test shall meet or exceed the specified value in Table 5.2.2.2.1.4.4-1 for the specified SNR including test tolerances for all throughput tests.
Table 5.2.2.2.1_2.4-1: Test requirement for Rank 2 and EnhancedReceiver Type 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	3-1
	R.PDSCH.2-2.2 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	TDLA30-10
	2x2, ULA Medium
	70
	19.0


<<Unchaged sections skipped>>
5.2.2.2.2
2Rx TDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance

5.2.2.2.2_1
2Rx TDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x2 MIMO with baseline receiver for both SA and NSA

5.2.2.2.2_1.1
Test Purpose

Verify the PDSCH mapping Type A normal performance under 2 receive antenna conditions and CSI-RS overlapped with PDSCH
5.2.2.2.2_1.2
Test Applicability

This test applies to all types of NR UE release 15 and forward.

This test also applies to all types of EUTRA UE release 15 and forward supporting EN-DC.

5.2.2.2.2_1.3
Minimum conformance requirements

The performance requirements are specified in Table 5.2.2.2.2_1.3-3, with the addition of test parameters in table 5.2.2.2.2_1.3-2 and the downlink physical channel setup according to Annex C.3.1.

The test purposes are specified in Table 5.2.2.2.2_1.3-1.

Table 5.2.2.2.2_1.3-1: Tests purpose

	Purpose
	Test index

	Verify the PDSCH mapping Type A normal performance under 2 receive antenna conditions and CSI-RS overlapped with PDSCH
	1-1


Table 5.2.2.2.2_1.3-2: Test parameters

	Parameter
	Unit
	Value

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	Specific to each Reference channel

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	1

	
	Length
	
	1

	NZP CSI-RS for CSI acquisition
	OFDM symbols in the PRB used for CSI-RS
	
	l0 = 13

	
	CSI-RS periodicity
	Slots
	5

	ZP CSI-RS for CSI acquisition
	Subcarrier index in the PRB used for CSI-RS
	
	(k0, k1, k2, k3)=(2, 4, 6, 8)

	
	Number of CSI-RS ports (X)
	
	8

	
	CSI-RS periodicity
	Slots
	5

	Number of HARQ Processes
	
	8

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern and as defined in Annex A.1.2


<<Unchaged sections skipped>>
5.2.3
4RX requirements

5.2.3.1
FDD

5.2.3.1.1
4Rx FDD FR1 PDSCH mapping Type A performance

5.2.3.1.1.0
Minimum conformance requirements

The performance requirements are specified in Table 5.2.3.1.1.0-3, Table 5.2.3.1.1.0-4, Table 5.2.3.1.1.0-5, Table 5.2.3.1.1.0-6 and Table 5.2.3.1.1.0-7, with the addition of test parameters in Table 5.2.3.1.1.0-2 and the downlink physical channel setup according to Annex C.3.1. 

The test purposes are specified in Table 5.2.3.1.1.0-1.

Table 5.2.3.1.1.0-1: Tests purpose

	Purpose
	Test index

	Verify the PDSCH mapping Type A normal performance under 4 receive antenna conditions and with different channel models, MCSs and number of MIMO layers
	1-1, 1-2, 1-3, 1-5, 2-1, 2-2, 3-1, 4-1

	Verify the PDSCH mapping Type A HARQ soft combining performance under 4 receive antenna conditions.
	1-4

	Verify the PDSCH mapping Type A enhanced performance requirement Type X under 4 receive antenna conditions and with 3 MIMO layers.
	5-1


Table 5.2.3.1.1.0-2: Test parameters

	Parameter
	Unit
	Value

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	12

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	4 for Test 1-1
WB for Test 3-1
2 for other tests

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	2 for Test 1-1
1 for other tests

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	CSI-RS for tracking
	CSI-RS periodicity
	Slots
	Test 1-5:
10 for CSI-RS resource 1,2,3,4.


Other tests: Table 5.2-1.

	
	CSI-RS offset
	Slots
	Test 1-5:
1 for CSI-RS resource 1 and 2
2 for CSI-RS resource 3 and 4.


Other tests: Table 5.2-1.

	Number of HARQ Processes
	
	8 for Test 1-4, 2-1
4 for other tests

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	2


Table 5.2.3.1.1.0-3: Minimum performance for Rank 1

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.1-1.1 FDD
	10 / 15
	QPSK, 0.30
	TDLB100-400
	2x4, ULA Low
	70
	-3.5

	1-2
	R.PDSCH.1-1.2 FDD
	10 / 15
	QPSK, 0.30
	TDLC300-100
	2x4, ULA Low
	70
	-2.9

	1-3
	R.PDSCH.1-4.1 FDD
	10 / 15
	256QAM, 0.82
	TDLA30-10
	2x4, ULA Low
	70
	21.0

	1-4
	R.PDSCH.1-2.1 FDD
	10 / 15
	16QAM, 0.48
	TDLC300-100
	2x4, ULA Low
	30
	-1.5

	1-5
	R.PDSCH.1-8.1 FDD
	10 / 15
	16QAM, 0.48
	[HST-750]
	1x4
	70
	[3.5]


Table 5.2.3.1.1.0-4: Minimum performance for Rank 2

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	2-1
	R.PDSCH.1-3.1 FDD
	10 / 15
	64QAM, 0.51
	TDLA30-10
	2x4, ULA Low
	70
	13.5

	2-2
	R.PDSCH.2-1.1 FDD
	20 / 30
	64QAM, 0.51
	TDLA30-10
	2x4, ULA Low
	70
	13.7


Table 5.2.3.1.1.0-5: Minimum performance for Rank 3

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	3-1
	R.PDSCH.1-2.3 FDD
	10 / 15
	16QAM, 0.48
	TDLA30-10
	4x4, ULA Low
	70
	11.0


Table 5.2.3.1.1.0-6: Minimum performance for Rank 4

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	4-1
	R.PDSCH.1-2.4 FDD
	10 / 15
	16QAM, 0.48
	TDLA30-10
	4x4, ULA Low
	70
	15.6


Table 5.2.3.1.1.0-7: Minimum performance for Rank 3 and Enhanced Type X Receiver

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5-1
	R.PDSCH.1-2.3 FDD
	10 / 15
	16QAM, 0.48
	TDLA30-10
	4x4, ULA Medium A
	70
	22.3


The normative reference for this requirement is TS 38.101-4 [5] clause 5.2.3.1.1.

5.2.3.1.1_1
4Rx FDD FR1 PDSCH mapping Type A performance - 2x4 MIMO with baseline receiver for both SA and NSA

Editor’s note: SNR requirement for test point 1-5 is in [ ].

- Minimum test time is FFS for test point 1-5.

<<Unchaged sections skipped>>

5.2.3.1.1_1.4
Test requirement

Table 5.2.3.1.1.0-3 and Table 5.2.3.1.1.0-4 define the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A.3.2.1 for each throughput test shall meet or exceed the specified value in Table 5.2.3.1.1_1.4-1 and Table 5.2.3.1.1_1.4-2 for the specified SNR including test tolerances for all throughput tests.

Table 5.2.3.1.1_1.4-1: Test Requirement for Rank 1

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.1-1.1 FDD
	10 / 15
	QPSK, 0.30
	TDLB100-400
	2x4, ULA Low
	70
	-2.6

	1-2
	R.PDSCH.1-1.2 FDD
	10 / 15
	QPSK, 0.30
	TDLC300-100
	2x4, ULA Low
	70
	-2.0

	1-3
	R.PDSCH.1-4.1 FDD
	10 / 15
	256QAM, 0.82
	TDLA30-10
	2x4, ULA Low
	70
	22.0

	1-4
	R.PDSCH.1-2.1 FDD
	10 / 15
	16QAM, 0.48
	TDLC300-100
	2x4, ULA Low
	30
	-0.6

	1-5
	R.PDSCH.1-8.1 FDD
	10 / 15
	16QAM, 0.48
	[HST-750]
	1x4
	70
	[3.5 + TT]


Table 5.2.3.1.1_1.4-2: Test Requirement for Rank 2

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	2-1
	R.PDSCH.1-3.1 FDD
	10 / 15
	64QAM, 0.51
	TDLA30-10
	2x4, ULA Low
	70
	14.5

	2-2
	R.PDSCH.2-1.1 FDD
	20 / 30
	64QAM, 0.51
	TDLA30-10
	2x4, ULA Low
	70
	14.7


<<Unchaged sections skipped>>

5.2.3.1.1_4
4Rx FDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with enhanced receiver type X for both SA and NSA

5.2.3.1.1_4.1
Test purpose

To verify the PDSCH mapping Type A enhanced performance under 4 receive antenna conditions for a specified downlink Reference Measurement Channel (RMC) to achieve a certain throughput and as well verify the HARQ soft combining with default enhanced receiver type X configuration, for Rank 3 scenario.

5.2.3.1.1_4.2
Test applicability

This test applies to all types of NR UE release 15 and forward supporting 4 Rx antenna ports and NR enhanced receiver type X.

This test also applies to all types of EUTRA UE release 15 and forward supporting EN-DC, 4 Rx antenna ports and NR enhanced receiver type X.

<<Unchaged sections skipped>>

5.2.3.1.1_4.4
Test requirement

Table 5.2.3.1.1.0-7 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A.3.2.1 for each throughput test shall meet or exceed the specified value in Table 5.2.3.1.1_4.4-1 for the specified SNR including test tolerances for all throughput tests.

Table 5.2.3.1.1_4.4-1: Test Requirement for Rank 3 and Enhanced Type X Receiver
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5-1
	R.PDSCH.1-2.3 FDD
	10 / 15
	16QAM, 0.48
	TDLA30-10
	4x4, ULA Medium A
	70
	23.3


<<Unchaged sections skipped>>

5.2.3.1.4
4Rx FDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance

5.2.3.1.4.0
Minimum conformance requirements

The performance requirements are specified in Table 5.2.3.1.4-3, with the addition of test parameters in Table 5.2.3.1.4.0-2 and the downlink physical channel setup according to Annex C.3.1.

The test purposes are specified in Table 5.2.3.1.4.0-1.

Table 5.2.3.1.4.0-1: Tests purpose

	Purpose
	Test index

	Verify the PDSCH mapping Type A normal performance under 4 receive antenna conditions with CRS rate matching configured
	1-1, 1-2


Table 5.2.3.1.4.0-2: Test parameters

	Parameter
	Unit
	Value

	Duplex mode
	
	FDD

	Active DL BWP index
	
	1

	NR UL transmission with a 7.5 kHz shift to the LTE raster 
	
	true

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S)
	
	3

	
	Length (L)
	
	9 for Test 1-1
11 for Test 1-2

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	2

	
	Resource allocation type
	
	Type 0

	
	RBG size
	
	Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Position of the first DM-RS for downlink
	
	3

	
	Number of additional DMRS
	
	1

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	CRS for rate matching (Note 1)
	LTE carrier centre subcarrier location
	
	Same as NR carrier centre subcarrier location

	
	LTE carrier BW
	MHz
	10

	
	Number of antenna ports
	
	4

	
	v-shift
	
	0

	Number of HARQ Processes
	
	4

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	2

	Note 1: No MBSFN is configured on LTE carrier


Table 5.2.3.1.4.0-3: Minimum performance for Rank 1

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.1-7.1 FDD
	10 / 15
	QPSK, 0.30
	TDLA30-10
	4x4, ULA Low
	70
	-4.0

	1-2
	R.PDSCH.1-7.2 FDD
	10 / 15
	QPSK, 0.30
	TDLA30-10
	4x4, ULA Low
	70
	-4.0


The normative reference for this requirement is TS 38.101-4 [5], clause 5.2.3.1.4.
<<Unchaged sections skipped>>

5.2.3.2
TDD

5.2.3.2.1
4Rx TDD FR1 PDSCH mapping Type A performance

5.2.3.2.1.0
Minimum conformance requirements for PDSCH Mapping Type A

The performance requirements are specified in Table 5.2.3.2.1.0-3, Table 5.2.3.2.1.0-4, Table 5.2.3.2.1.0-5 and Table 5.2.3.2.1.0-6, with the test parameters defined in Table 5.2.3.2.1.0-2 and the downlink physical channel setup according to Annex C.3.1. 

The test purposes are specified in Table 5.2.3.2.1.0-1.

Table 5.2.3.2.1.0-1: Tests purpose

	Purpose
	Test index

	Verify the PDSCH mapping Type A normal performance under4 receive antenna conditions and with different channel models, MCSs and number of MIMO layers
	1-1, 1-2, 1-3, 1-5, 1-6, 1-7, 1-8, 1-9, 2-1, 2-2, 3-1, 4-1

	Verify the PDSCH mapping Type A HARQ soft combining performance under 4 receive antenna conditions.
	1-4

	Verify the PDSCH mapping Type A performance requirements for Enhanced Receiver Type 1 under 4 receive antenna conditions.
	5-1


Table 5.2.3.2.1.0-2: Test Parameters for Testing

	Parameter
	Unit
	Value

	Duplex mode
	
	TDD

	Active DL BWP index
	
	1

	PDSCH configuration
	Mapping type
	
	Type A

	
	k0
	
	0

	
	Starting symbol (S) 
	
	2

	
	Length (L)
	
	Specific to each Reference channel

	
	PDSCH aggregation factor
	
	1

	
	PRB bundling type
	
	Static

	
	PRB bundling size
	
	4 for Tests 1-1, 1-8, 1-9

WB for Test 3-1

2 for other tests

	
	Resource allocation type
	
	Test 1-2: Type 1 with start RB = 50, LRBs = 6

Other tests: Type 0

	
	RBG size
	
	Test 1-2: N/A
Other tests: Config2

	
	VRB-to-PRB mapping type
	
	Non-interleaved

	
	VRB-to-PRB mapping interleaver bundle size
	
	N/A

	PDSCH DMRS configuration
	DMRS Type
	
	Type 1

	
	Number of additional DMRS
	
	2 for Tests 1-1, 1-7, 1-8, 1-9
1 for other tests

	
	Maximum number of OFDM symbols for DL front loaded DMRS
	
	1

	CSI-RS for tracking
	First OFDM symbol in the PRB used for CSI-RS 
	
	Tests 1-8, 1-9:

l0 = 4 for CSI-RS resource 1 and 3

l0 = 8 for CSI-RS resource 2 and 4

Other tests; Table 5.2-1.

	
	CSI-RS periodicity
	Slots
	Test 1-7:
20 for CSI-RS resource 1,2,3,4.


Other tests: Table 5.2-1.

	
	CSI-RS offset
	Slots
	Test 1-7:
1 for CSI-RS resource 1 and 2
2 for CSI-RS resource 3 and 4.


Other tests: Table 5.2-1.

	
	Frequency Occupation
	
	Test 1-7:
Start PRB 0
Number of PRB = 52


Other tests: Table 5.2-1.

	Number of HARQ Processes
	
	16 for Test 1-4
8 for other tests

	The number of slots between PDSCH and corresponding HARQ-ACK information
	
	Specific to each TDD UL-DL pattern and as defined in Annex A.1.2


Table 5.2.3.2.1.0-3: Minimum performance for Rank 1

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.2-1.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-1A
	TDLB100-400
	2x4, ULA Low
	70
	-4.1

	1-2
	R.PDSCH.2-1.2 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-1
	TDLC300-100
	2x4, ULA Low
	70
	-2.7

	1-3
	R.PDSCH.2-4.1 TDD
	40 / 30
	256QAM, 0.82
	FR1.30-1
	TDLA30-10
	2x4, ULA Low
	70
	21.6

	1-4
	R.PDSCH.2-2.1 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	TDLC300-100
	2x4, ULA Low
	30
	-1.2

	1-5
	R.PDSCH.2-5.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-2
	TDLA30-10
	2x4, ULA Low
	70
	-3.8

	1-6
	R.PDSCH.2-6.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-3
	TDLA30-10
	2x4, ULA Low
	70
	-3.6

	1-7
	R.PDSCH.2-10.1 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	HST-1000
	1x4
	70
	3.4

	1-8
	R.PDSCH.2-11.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-5
	TDLB100-400
	2x4, ULA Low
	70
	-4.0

	1-9
	R.PDSCH.2-12.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-6
	TDLB100-400
	2x4, ULA Low
	70
	-4.0


Table 5.2.3.2.1.0-4: Minimum performance for Rank 2

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	2-1
	R.PDSCH.2-3.1 TDD
	40 / 30
	64QAM, 0.50
	FR1.30-1
	TDLA30-10
	2x4, ULA Low
	70
	13.6

	2-2
	R.PDSCH.2-9.1 TDD
	20 / 30
	64QAM, 0.50
	FR1.30-4
	TDLA30-10
	2x4, ULA Low
	70
	13.7


Table 5.2.3.2.1.0-5: Minimum performance for Rank 3

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	3-1
	R.PDSCH.2-2.3 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	TDLA30-10
	4x4, ULA Low
	70
	11.1


Table 5.2.3.2.1.0-6: Minimum performance for Rank 4

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	4-1
	R.PDSCH.2-2.4 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	TDLA30-10
	4x4, ULA Low
	70
	15.4


Table 5.2.3.2.1.0-7: Minimum performance for Rank 3 and EnhancedReceiver Type 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5-1
	R.PDSCH.2-2.3 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	TDLA30-10
	4x4, ULA Medium A
	70
	22.9


The normative reference for this requirement is TS 38.101-4 [5] clause 5.2.3.2.1. 

5.2.3.2.1_1
4Rx TDD FR1 PDSCH mapping Type A performance - 2x4 MIMO with baseline receiver for both SA and NSA

Editor's note: SNR requirement for test point 1-7, 1-8, 1-9 added by RAN4 is in [ ].

<<Unchaged sections skipped>>

5.2.3.2.1_1.3.4
Test requirement

Table 5.2.3.2.1.0-2 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A clause A.3.2.1 for each throughput test shall meet or exceed the specified value in Table 5.2.3.2.1_1.3.4-1 and Table 5.2.3.2.1_1.3.4-2 for the specified SNR including test tolerances for all throughput tests.

Table 5.2.3.2.1_1.3.4-1: Test Requirements for Rank 1

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	1-1
	R.PDSCH.2-1.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-1A
	TDLB100-400
	2x4, ULA Low
	70
	-3.1

	1-2
	R.PDSCH.2-1.2 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-1
	TDLC300-100
	2x4, ULA Low
	70
	-1.7

	1-3
	R.PDSCH.2-4.1 TDD
	40 / 30
	256QAM, 0.82
	FR1.30-1
	TDLA30-10
	2x4, ULA Low
	70
	22.5

	1-4
	R.PDSCH.2-2.1 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	TDLC300-100
	2x4, ULA Low
	30
	-0.3

	1-5
	R.PDSCH.2-5.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-2
	TDLA30-10
	2x4, ULA Low
	70
	-2.8 

	1-6
	R.PDSCH.2-6.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-3
	TDLA30-10
	2x4, ULA Low
	70
	-2.6 

	1-7
	R.PDSCH.2-10.1 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	HST-1000
	1x4
	70
	4.3

	1-8
	R.PDSCH.2-11.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-5
	TDLB100-400
	2x4, ULA Low
	70
	-3.1

	1-9
	R.PDSCH.2-12.1 TDD
	40 / 30
	QPSK, 0.30
	FR1.30-6
	TDLB100-400
	2x4, ULA Low
	70
	-3.1


Table 5.2.3.2.1_1.3.4-2: Test Requirements for Rank 2

	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	2-1
	R.PDSCH.2-3.1 TDD
	40 / 30
	64QAM, 0.50
	FR1.30-1
	TDLA30-10
	2x4, ULA Low
	70
	14.6 

	2-2
	R.PDSCH.2-9.1 TDD
	20 / 30
	64QAM, 0.50
	FR1.30-4
	TDLA30-10
	2x4, ULA Low
	70
	14.7


5.2.3.2.1_2
4Rx FDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with baseline receiver for both SA and NSA

<<Unchaged sections skipped>>
5.2.3.2.1_3
4Rx TDD FR1 PDSCH mapping Type A performance - 2x4 MIMO with enhanced receiver type 1 for both SA and NSA

FFS

5.2.3.2.1_4
4Rx TDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with enhanced receiver type 1 for both SA and NSA

5.2.3.2.1_4.1
Test purpose

To verify the PDSCH mapping Type A enhanced performance under 4 receive antenna conditions for a specified downlink Reference Measurement Channel (RMC) to achieve a certain throughput and as well verify the HARQ soft combining with default enhanced receiver type 1 configuration, for Rank 3 scenario.
5.2.3.2.1_4.2
Test applicability

This test applies to all types of NR UE release 15 and forward supporting 4 Rx antenna ports and NR enhanced receiver type 1.

This test also applies to all types of EUTRA UE release 15 and forward supporting EN-DC, 4 Rx antenna ports and NR enhanced receiver type1.

<<Unchaged sections skipped>>

5.2.3.2.1_4.3.4
Test requirement

Table 5.2.3.2.1.0-2 defines the primary level settings.

The fraction of maximum throughput percentage for the downlink reference measurement channels specified in Annex A A.3.2.1 for each throughput test shall meet or exceed the specified value in Table 5.2.3.2.1_4.3.4-1 for the specified SNR including test tolerances for all throughput tests.
Table 5.2.3.2.1_4.3.4-1: Test Requirements for Rank 3 and Enhanced Receiver Type 1
	Test num.
	Reference channel
	Bandwidth (MHz) / Subcarrier spacing (kHz)
	Modulation format and code rate
	TDD UL-DL pattern
	Propagation condition
	Correlation matrix and antenna configuration
	Reference value

	
	
	
	
	
	
	
	Fraction of maximum throughput (%)
	SNR (dB)

	5-1
	R.PDSCH.2-2.3 TDD
	40 / 30
	16QAM, 0.48
	FR1.30-1
	TDLA30-10
	4x4, ULA Medium A
	70
	23.9


<<Unchaged sections skipped>>

5.3
PDCCH demodulation requirements

The receiver characteristics of the PDCCH are determined by the probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg). 

The parameters specified in Table 5.3-1 are valid for all PDCCH tests unless otherwise stated.
Table 5.3-1: Common test Parameters

	Parameter
	Unit
	Value

	Carrier configuration
	Offset between Point A and the lowest usable subcarrier on this carrier (Note 1)
	
	0

	DL BWP configuration #1
	Cyclic prefix
	
	Normal

	
	RB offset
	RBs
	0

	Common serving cell parameters
	Physical Cell ID
	
	0

	
	SSB position in burst
	
	1

	
	SSB periodicity
	ms
	20

	PDCCH configuration
	Slots for PDCCH monitoring
	
	Each slot

	
	Number of PDCCH candidates
	
	1

	
	Frequency domain resource allocation for CORESET
	
	Start from RB = 0 with contiguous RB allocation

	
	TCI state
	
	TCI state #1

	CSI-RS for tracking
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	0

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	CSI-RS resource 1: 4
CSI-RS resource 2: 8
CSI-RS resource 3: 4
CSI-RS resource 4: 8

	
	Number of CSI-RS ports (X)
	
	1

	
	CDM Type
	
	No CDM

	
	Density (ρ)
	
	3

	
	CSI-RS periodicity
	Slots
	15 kHz SCS: 20

30 kHz SCS: 40

	
	CSI-RS offset
	Slots
	15 kHz SCS:

10 for CSI-RS resource 1 and 2

11 for CSI-RS resource 3 and 4

30 kHz SCS:

20 for CSI-RS resource 1 and 2

21 for CSI-RS resource 3 and 4

	
	Frequency Occupation
	
	Start PRB 0

Number of PRB = BWP size

	
	QCL info
	
	TCI state #0

	TCI state #0
	Type 1 QCL information 
	SSB index
	
	SSB #0

	
	
	QCL Type
	
	Type C

	
	Type 2 QCL information
	SSB index
	
	SSB #0

	
	
	QCL Type
	
	Type D

	TCI state #1
	Type 1 QCL information 
	CSI-RS resource
	
	CSI-RS resource 1 from ‘CSI-RS for tracking’ configuration

	
	
	QCL Type
	
	Type A

	
	Type 2 QCL information
	CSI-RS resource
	
	CSI-RS resource 1 from ‘CSI-RS for tracking’ configuration

	
	
	QCL Type
	
	Type D

	Precoding configuration
	
	SP Type I, Random per slot with REG bundling granularity for number of Tx larger than 1

	Symbols for all unused Res
	
	OCNG in Annex A.5

	Note 1:
Point A coincides with minimum guard band as specified in Table 5.3.3-1 from TS 38.101-1 [6] for tested channel bandwidth and subcarrier spacing.


The normative reference for this requirement is TS 38.101-4 [2] clause 5.3.
<<Unchaged sections skipped>>
5.3.2.1.1
2Rx FDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA

5.3.2.1.1.1
Test Purpose

This test verifies the demodulation performance of PDCCH for a single-antenna port with a given SNR for which the average probability of miss-detection of the Downlink Scheduling Grant (Pm-dsg), shall be below the specified value in Table 5.3.2.1.1.3-1. The downlink physical setup is in accordance with Annex C.3.1.

5.3.2.1.1.2
Test applicability

This test applies to all types of NR UE release 15 and forward.

This test also applies to all types of EUTRA UE release 15 and forward supporting EN-DC.

5.3.2.1.1.3
Minimum conformance requirements 

For the parameters specified in Table 5.3.2.1-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.2.1.1.3-1. The downlink physical setup is in accordance with Annex C.3.1.

Table 5.3.2.1.1.3-1: Minimum performance for 1 Tx PDCCH with 15 kHz SCS

	Test number
	Bandwidth
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	10 MHz
	24
	2
	2
	R.PDCCH.1-2.1 FDD
	TDLA30-10
	1x2 Low
	1
	8.1

	2
	10 MHz
	24
	2
	2
	R.PDCCH.1-2.3 FDD
	TDLC300-100
	1x2 Low
	1
	8.2

	3
	10 MHz
	48
	2
	4
	R.PDCCH.1-2.4 FDD
	TDLA30-10
	1x2 Low
	1
	5.5

	4
	10 MHz
	48
	1
	4
	R.PDCCH.1-1.1 FDD 
	TDLA30-10
	1x2 Low
	1
	4.4

	5
	10 MHz
	48
	2
	16
	R.PDCCH.1-2.6 FDD
	TDLA30-10
	1x2 Low
	1
	-2.1


The normative reference for this requirement is TS 38.101-4 [2] clause 5.3.
<<Unchaged sections skipped>>

5.3.2.1.1.4.4
Test requirement

Table 5.3.2.1.1.4.4-1 defines the primary level settings.

For the parameters specified in Table 5.3-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.2.1.1.4.4-1.

Table 5.3.2.1.1.4.4-1: Test Requirement for 1Tx PDCCH with 15 kHz SCS

	Test number
	Bandwidth
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	10 MHz
	24
	2
	2
	R.PDCCH.1-2.1 FDD
	TDLA30-10
	1x2 Low
	1
	9.0

	2
	10 MHz
	24
	2
	2
	R.PDCCH.1-2.3 FDD
	TDLC300-100
	1x2 Low
	1
	9.1

	3
	10 MHz
	48
	2
	4
	R.PDCCH.1-2.4 FDD
	TDLA30-10
	1x2 Low
	1
	6.4

	4
	10 MHz
	48
	1
	4
	R.PDCCH.1-1.1 FDD 
	TDLA30-10
	1x2 Low
	1
	5.3

	5
	10MHz
	48
	2
	16
	R.PDCCH.1-2.6 FDD
	TDLA30-10
	1x2 Low
	1
	-1.2


5.3.2.1.2
2Rx FDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
<<Unchaged sections skipped>>
5.3.2.1.2.3
Minimum conformance requirements 

For the parameters specified in Table 5.3.2.1-1, the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.2.1.2.3-1. The downlink physical setup is in accordance with Annex C.3.1.

Table 5.3.2.1.2.3-1: Minimum performance for 2 Tx PDCCH with 15 kHz SCS

	Test number
	Bandwidth
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	10 MHz
	24
	2
	4
	R.PDCCH. 1-2.2 FDD
	TDLC300-100
	2x2 Low
	1
	2.0

	2
	10 MHz
	48
	2
	8
	R.PDCCH. 1-2.5 FDD
	TDLC300-100
	2x2 Low
	1
	-1.3

	3
	10 MHz
	48
	1
	8
	R.PDCCH.1-1.3 FDD
	TDLA30-10
	2x2 Low
	1
	-0.2


The normative reference for this requirement is TS 38.101-4 [2] clause 5.3.
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5.3.2.1.2.4.4
Test requirement

Table 5.3.2.1.2.4.4-1 defines the primary level settings.

For the parameters specified in Table 5.3-1 the average probability of a missed downlink scheduling grant (Pm-dsg) shall be below the specified value in Table 5.3.2.1.2.4.4-1.

Table 5.3.2.1.2.4.4-1: Test Requirements for 2 Tx PDCCH with 15 kHz SCS

	Test number
	Bandwidth
	CORESET RB
	CORESET duration
	Aggregation level
	Reference Channel
	Propagation Condition
	Antenna configuration and correlation Matrix
	Reference value

	
	
	
	
	
	
	
	
	Pm-dsg (%)
	SNR (dB)

	1
	10 MHz
	24
	2
	4
	R.PDCCH. 1-2.2 FDD
	TDLC300-100
	2x2 Low
	1
	3.0

	2
	10 MHz
	48
	2
	8
	R.PDCCH. 1-2.5 FDD
	TDLC300-100
	2x2 Low
	1
	-0.3

	3
	10 MHz
	48
	1
	8
	R.PDCCH.1-1.3 FDD
	TDLA30-10
	2x2 Low
	1
	0.8


5.3.2.2
TDD

The parameters specified in Table 5.3.2.2-1 are valid for all TDD tests unless otherwise stated.

Table 5.3.2.2-1: Test Parameters

	Parameter
	Unit
	1 Tx Antenna
	2 Tx Antenna

	TDD UL-DL pattern
	
	FR1.30-1

	
	
	

	CCE to REG mapping type
	
	Test 3: non-interleaved

Other tests: interleaved
	interleaved

	Interleaver size
	
	3

	REG bundle size
	
	Test 3: 6

Other tests: 2
	6

	Shift Index
	
	0


<<Unchaged sections skipped>>
5.3.3.2
TDD

The parameters specified in Table 5.3.3.2-1 are valid for all TDD tests unless otherwise stated.

Table 5.3.3.2-1: Common Test Parameters

	Parameter
	Unit
	1 Tx Antenna
	2 Tx Antenna

	TDD UL-DL pattern
	
	FR1.30-1

	
	
	

	
	
	

	CCE to REG mapping type
	
	Test 3: Non-interleaved

Other tests: interleaved
	interleaved

	Interleaver size
	
	3
	

	REG bundle size
	
	Test 3: 6

Other tests: 2
	6

	Shift Index
	
	0


<<Unchaged sections skipped>>

Table 5.5.1.3-5: MCS indexes for indicated UE capabilities

	Maximum number of PDSCH MIMO layers
	Maximum modulation format
	Scaling factor
	MCS

	1
	8
	1
	26

	1
	8
	0.8
	21

	1
	8
	0.75
	20

	1
	8
	0.4
	11

	1
	6
	1
	27

	1
	6
	0.8
	23

	1
	6
	0.75
	22

	1
	6
	0.4
	14

	1
	4
	1
	16

	1
	4
	0.8
	16

	1
	4
	0.75
	16

	1
	4
	0.4
	10

	1
	2
	1
	9

	1
	2
	0.8
	9

	1
	2
	0.75
	9

	1
	2
	0.4
	4

	2
	8
	1
	26

	2
	8
	0.8
	21

	2
	8
	0.75
	20

	2
	8
	0.4
	11

	2
	6
	1
	27

	2
	6
	0.8
	23

	2
	6
	0.75
	22

	2
	6
	0.4
	14

	2
	4
	1
	16

	2
	4
	0.8
	16

	2
	4
	0.75
	16

	2
	4
	0.4
	10

	2
	2
	1
	9

	2
	2
	0.8
	9

	2
	2
	0.75
	9

	2
	2
	0.4
	4

	4
	8
	1
	26

	4
	8
	0.8
	23

	4
	8
	0.75
	22

	4
	8
	0.4
	12

	4
	6
	1
	27

	4
	6
	0.8
	24

	4
	6
	0.75
	23

	4
	6
	0.4
	14

	4
	4
	1
	16

	4
	4
	0.8
	16

	4
	4
	0.75
	16

	4
	4
	0.4
	11

	4
	2
	1
	9

	4
	2
	0.8
	9

	4
	2
	0.75
	9

	4
	2
	0.4
	5

	Note 1:
MCS Index for maximum modulation format 2,4 and 6 is based on MCS index table 1 defined in clause 5.1.3.1 of TS 38.214 [12]

Note 2: 
MCS Index for maximum modulation format 8 is based on MCS index table 2 defined in clause 5.1.3.1 of TS 38.214 [12]
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6
CSI reporting requirements (Conducted requirements)

6.1
General

This section includes conducted requirements for the reporting of channel state information (CSI).
6.1.1
Applicability of requirements

6.1.1.1
General

The minimum performance requirements are applicable to all FR1 operating bands defined in TS 38.101-1 [2].

The minimum performance requirements in Clause 6 are mandatory for UE supporting NR operation, except test cases listed in Clause 6.1.1.3, 6.1.1.4.

6.1.1.2
Applicability of requirements for different number of RX antenna ports

The number of RX antenna ports for different RF operating bands is up to UE declaration.

The UE shall support 2 or 4 RX antenna ports for different RF operating bands. The operating bands, where 4 RX antenna ports shall be the baseline, are defined in TS 38.101-1 [2] clause 7.2. The UE requirements applicability for UEs with different number of RX antenna ports is defined in Table 6.1.1.2-1.

Table 6.1.1.2-1: Requirements applicability

	Supported RX antenna ports
	Test type
	Test list

	UE supports only 2RX 
	CQI
	All tests in Clause 6.2.2

	
	PMI
	All tests in Clause 6.3.2

	
	RI
	All tests in Clause 6.4.2

	UE supports only 4RX or both 2RX and 4RX
	CQI
	All tests in Clause 6.2.3

	
	PMI
	All tests in Clause 6.3.3

	
	RI
	All tests in Clause 6.4.3


6.1.1.3
Applicability of requirements for optional UE features (void)

6.1.1.4
Applicability of requirements for mandatory UE features with capability signalling

The performance requirements in Table 6.1.1.4-1 shall apply for UEs which support mandatory UE features with capability signalling only.
Table 6.1.1.4-1: Requirements applicability for mandatory features with UE capability signalling

	
	
	
	

	
	
	
	


	

	
	
	
	


	

	UE feature/capability [14]
	Test type
	Test list
	Applicability notes

	PDSCH MIMO layers (maxNumberMIMO-LayersPDSCH)
	FR1 FDD
	CQI
	6.2.3.1.1
.1  Minimum requirement for CQI periodic reporting
	The requirements apply only in case the PDSCH MIMO rank in the test case does not exceed UE PDSCH MIMO layers capability

	
	
	PMI
	6.3.3.1.2  Single PMI with 8TX TypeI-SinglePanel Codebook
	

	
	
	RI
	6.4.3.1 (Test 1 - 4)
	

	
	FR1 TDD
	PDSCH
	6.2.3.2.1.1 Minimum requirement for CQI periodic reporting

6.3.3.2.2
Single PMI with 8TX TypeI-SinglePanel Codebook
6.4.3.2 (Test 1 - 4)


	

	
	
	PMI
	6.3.3.2.2
Single PMI with 8TX TypeI-SinglePanel Codebook
	

	
	
	RI
	6.4.3.2 (Test 1 - 4)
	

	Supported max number of ports across all configured NZP-CSI-RS resources per CC

(maxConfigNumberPortsAcrossNZP-CSI-RS-PerCC)
	FR1 FDD and TDD
	CQI, PMI and RI
	All test cases with the max number of ports across all configured NZP-CSI-RS resource per CC larger than 2
	The requirements apply only in case the number of NZP-CSI-RS ports in the test case does not exceed UE maximum number of NZP-CSI-RS ports capability
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6.2.2.1.1.1
2Rx FDD FR1 periodic CQI reporting under AWGN conditions for both SA and NSA

<<Unchaged sections skipped>>

6.2.2.1.1.1.3
Minimum requirement for periodic CQI reporting

For the parameters specified in Table 6.2.2.1.1.1.3-1, and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified by the following:

a)
The reported CQI value according to the reference channel shall be in the range of ±1 of the reported median more than 90% of the time.

b)
If the PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, then the BLER using the transport format indicated by the (median CQI+1) shall be greater than 0.1. If the PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, then the BLER using transport format indicated by (median CQI-1) shall be less than or equal to 0.1.

Table 6.2.2.1.1.1.3-1: CQI reporting definition test

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	Duplex Mode
	
	FDD

	Subcarrier spacing
	kHz
	15

	 SNR
	 dB
	8
	9
	14
	15

	Propagation channel
	
	AWGN

	Antenna configuration
	
	2×2 with static channel specified in Annex B.1

	Beamforming Model
	
	As specified in Section Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5,4

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9

	
	CSI-RS

periodicity and offset
	slot
	5/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 3,(6,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	5/1

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic

	
	CSI-IM RE pattern
	
	0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4, 9)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	5/1

	ReportConfigType
	
	Periodic

	CQI-table
	
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator
	
	Wideband

	Sub-band Size
	RB
	8

	CSI-reportingBand
	
	1111111

	CSI-Report periodicity and offset
	slot
	5/0

	aperiodicTriggeringOffset
	
	Not configured

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	010000

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUCCH

	CQI/RI/PMI delay 
	ms
	8

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-2, TBS.2-2


The normative reference for this requirement is TS 38.101-4 [5] clause 6.2.2.1.1.1.
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6.2.2.1.2.1
2Rx FDD FR1 periodic wideband CQI reporting under fading conditions for both SA and NSA

<<Unchaged sections skipped>>

6.2.2.1.2.1.3
Minimum conformance requirements

For the parameters specified in Table 6.2.2.1.2.1.3-1 and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified by the following:

a)
A CQI index not in the set {median CQI -1, median CQI, median CQI +1} shall be reported at least α% of the time where α% is specified in Table 6.2.2.1.2.1-2;

b)
The ratio of the throughput obtained when transmitting the transport format indicated by each reported wideband CQI index and that obtained when transmitting a fixed transport format configured according to the wideband CQI median shall be ≥ γ, where γ is specified in Table 6.2.2.1.2.1.3-2;

c)
When transmitting the transport format indicated by each reported wideband CQI index, the average BLER for the indicated transport formats shall be greater than or equal to 0.02.

Table 6.2.2.1.2.1.3-1: Wideband CQI reporting test under frequency non-selective fading conditions

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	Subcarrier spacing
	kHz
	15

	Duplex Mode
	
	FDD

	 SNR
	 dB
	6
	7
	12
	13

	Propagation channel
	
	TDLA30-5

	Antenna configuration
	
	2×2 

	Correlation configuration
	
	ULA high

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5,4

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9

	
	CSI-RS

periodicity and offset
	slot
	5/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 3,(6,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	5/1

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic

	
	CSI-IM RE pattern
	
	0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4, 9)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	5/1

	ReportConfigType
	
	Periodic

	CQI-table
	
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator  
	
	Wideband

	Sub-band Size
	RB
	8

	Csi-ReportingBand
	
	1111111

	CSI-Report periodicity and offset
	slot
	5/0

	aperiodicTriggeringOffset
	
	Not configured

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	000001

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUCCH

	CQI/RI/PMI delay 
	ms
	8

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-2, TBS.2-1


Table 6.2.2.1.2.1.3-2: Minimum requirements

	Parameters
	Test 1
	Test 2

	 [%]
	20
	20

	 
	1.05
	1.05


The normative reference for this requirement is TS 38.101-4 [5] clause 6.2.2.1.2.1.
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6.2.2.1.2.1.5
Test requirement

The pass/fail decision is as specified in the test procedure in clause 6.2.2.1.2.1.4.2.

Table 6.2.2.1.2.1.5-1: Wideband CQI reporting test under frequency non-selective fading conditions

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	Subcarrier spacing
	kHz
	15

	Duplex Mode
	
	FDD

	 SNR
	 dB
	6 + TT
	7 + TT
	12 + TT
	13 + TT

	Propagation channel
	
	TDLA30-5

	Antenna configuration
	
	2×2 

	Correlation configuration
	
	ULA high

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5,4

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9

	
	CSI-RS

periodicity and offset
	slot
	5/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 3,(6,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	5/1

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic

	
	CSI-IM RE pattern
	
	0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4, 9)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	5/1

	ReportConfigType
	
	Periodic

	CQI-table
	
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator  
	
	Wideband

	Sub-band Size
	RB
	8

	Csi-ReportingBand
	
	1111111

	CSI-Report periodicity and offset
	slot
	5/5

	aperiodicTriggeringOffset
	
	Not configured

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	000001

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUCCH

	CQI/RI/PMI delay
	ms
	8

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-2, TBS.2-1

	Note 1: TT = TBD


Table 6.2.2.1.2.1.5-2: Minimum requirements

	Parameters
	Test 1
	Test 2

	 [%]
	20
	20

	 
	1.05 -TT
	1.05 -TT

	Note 1: TT = 0.01
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6.2.2.1.2.2
2Rx FDD FR1 aperiodic subband CQI reporting under fading conditions for both SA and NSA

<<Unchaged sections skipped>>

6.2.2.1.2.2.3
Minimum conformance requirements

The accuracy of sub-band channel CQI reporting under the frequency-selective fading conditions is determined by a double-sided percentile of  the reported differential CQI offset level 0 per sub-band, and the relative increase of the throughput obtained when transmitting the transport format indicated by the corresponding reported sub-band CQI on a randomly selected sub-band among the sub-bands with the highest reported differential CQI offset level compared to the throughput when transmitting a fixed transport format according to the wideband CQI median on a randomly selected sub-band among all the sub-bands.

For the parameters specified in Table 6.2.2.1.2.2.3-1 and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified by the following:

a)
A sub-band differential CQI offset level of 0 shall be reported at least α% of the time but less than β% of the time for each sub-band, where α and β are specified in Table 6.2.2.1.2.2.3-2.

b)
The ratio of the throughput obtained when transmitting the corresponding transport format on a randomly selected sub-band among the sub-bands with the highest differential CQI offset level and that obtained when transmitting the transport format indicated by the reported wideband CQI median on a randomly selected sub-band among all the sub-bands shall be ≥ γ, where γ is specified in Table 6.2.2.1.2.2.3-2.

c)
When transmitting the corresponding transport format on a randomly selected sub-band among the sub-bands with the highest differential CQI offset level, the average BLER for the indicated transport format shall be greater than or equal to 0.02.
The requirements only apply for sub-bands of full size and the random scheduling across the sub-bands is done by selecting a new sub-band in each TTI for FDD.

Table 6.2.2.1.2.2.3-1: Sub-band CQI reporting test under frequency-selective fading conditions

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	10

	Subcarrier spacing
	kHz
	15

	Duplex Mode
	
	FDD

	SNR
	 dB
	8
	9
	14
	15

	Propagation channel
	
	Two tap model specified in Annex B.2.4 with a=1, fD = 5Hz, and τd=0.45μs

	Antenna configuration
	
	2×2

	Correlation configuration
	
	As per Annex B.1

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5,4

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9

	
	CSI-RS

periodicity and offset
	slot
	5/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 3,(6,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	5/1

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic

	
	CSI-IM RE pattern
	
	0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4, 9)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	5/1

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Subband

	pmi-FormatIndicator  
	
	Wideband

	Sub-band Size
	RB
	8

	csi-ReportingBand
	
	1111111

	CSI-Report interval and offset
	slot
	Not configured

	Aperiodic Report Slot Offset
	
	5

	CSI request
	
	1 in slots i, where mod(i, 5) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration

Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	aperiodicTriggeringOffset
	
	Not configured

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	000001

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	8

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-2, TBS.2-5


Table 6.2.2.1.2.2.3-2: Minimum requirements

	Parameters
	Test 1
	Test 2

	α [%]
	2
	2

	β [%]
	55
	55

	 
	1.05
	1.05


The normative reference for this requirement is TS 38.101-4 [5] clause 6.2.2.1.2.2.
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6.2.2.2.1.1
2Rx TDD FR1 periodic CQI reporting under AWGN conditions for both SA and NSA

<<Unchaged sections skipped>>

6.2.2.2.1.1.3
Minimum requirement for periodic CQI reporting

The purpose of the requirements is to verify that the reported CQI values are in accordance with the CQI definition given in TS 38.214 [12]. The reporting accuracy of CQI under AWGN condition is determined by the reporting variance and BLER performance using the transport format indicated by the reported CQI median.

For the parameters specified in Table 6.2.2.2.1.1.3-1, and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified by the following:

a)
The reported CQI value according to the reference channel shall be in the range of ±1 of the reported median more than 90% of the time.

b)
If the PDSCH BLER using the transport format indicated by median CQI is less than or equal to 0.1, then the BLER using the transport format indicated by the (median CQI+1) shall be greater than 0.1. If the PDSCH BLER using the transport format indicated by the median CQI is greater than 0.1, then the BLER using transport format indicated by (median CQI-1) shall be less than or equal to 0.1.

Table 6.2.2.2.1.1.3-1: CQI reporting definition test
	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	40

	Subcarrier spacing
	kHz
	30

	Duplex Mode
	
	TDD

	TDD UL-DL pattern
	
	FR1.30-1

	 SNR
	 dB
	8
	9
	14
	15

	Propagation channel
	
	AWGN

	Antenna configuration
	
	2×2 with static channel specified in Annex B.1

	Beamforming Model
	
	As specified in Section Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5,4

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9

	
	CSI-RS

periodicity and offset
	slot
	10/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 3,(6,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	10/1

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic

	
	CSI-IM RE pattern
	
	0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4, 9)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	10/1

	ReportConfigType
	
	Periodic

	CQI-table
	
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator
	
	Wideband

	Sub-band Size
	RB
	16

	CSI-reportingBand
	
	1111111

	CSI-Report periodicity and offset
	slot
	10/9

	aperiodicTriggeringOffset
	
	Not configured

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	010000

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUCCH

	CQI/RI/PMI delay 
	ms
	9.5

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-2, TBS.2-4


The normative reference for this requirement is TS 38.101-4 [5] clause 6.2.2.2.1.1.
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6.2.2.2.2.1
2Rx TDD FR1 periodic wideband CQI reporting under fading conditions for both SA and NSA
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6.2.2.2.2.1.3
Minimum conformance requirements

For the parameters specified in Table 6.2.2.2.2.1.3-1 and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified by the following:

a)
A CQI index not in the set {median CQI -1, median CQI, median CQI +1} shall be reported at least α% of the time where α% is specified in Table 6.2.2.2.2.1.3-2;

b)
The ratio of the throughput obtained when transmitting the transport format indicated by each reported wideband CQI index and that obtained when transmitting a fixed transport format configured according to the wideband CQI median shall be ≥ γ, where γ is specified in Table 6.2.2.2.2.1.3-2;

c)
When transmitting the transport format indicated by each reported wideband CQI index, the average BLER for the indicated transport formats shall be greater than or equal to 0.02.

Table 6.2.2.2.2.1-1: Wideband CQI reporting test under frequency non-selective fading conditions

	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	40

	Subcarrier spacing
	kHz
	30

	Duplex Mode
	
	TDD

	TDD UL-DL pattern
	
	FR1.30-1

	 SNR
	dB
	6
	7
	12
	13

	Propagation channel
	
	TDLA30-5

	Antenna configuration
	
	2×2 

	Correlation configuration
	
	ULA high

	Beamforming Model
	
	As specified in AnnexB.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5,4

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9

	
	CSI-RS

periodicity and offset
	slot
	10/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 3,(6,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	10/1

	CSI-IM configuration
	CSI-RS resource Type
	
	Periodic

	
	CSI-IM RE pattern
	
	0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4, 9)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	10/1

	ReportConfigType
	
	Periodic

	CQI-table
	
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator
	
	Wideband

	Sub-band Size
	RB
	16

	Csi-ReportingBand
	
	1111111

	CSI-Report periodicity and offset
	slot
	10/9

	aperiodicTriggeringOffset
	
	Not configured

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	000001

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUCCH

	CQI/RI/PMI delay 
	ms
	9.5

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-1, TBS.2-3


Table 6.2.2.2.2.1-2: Minimum requirements

	Parameters
	Test 1
	Test 2

	 [%]
	20
	20

	 
	1.05
	1.05


The normative reference for this requirement is TS 38.101-4 [5] clause 6.2.2.2.2.1.

<<Unchaged sections skipped>>
6.2.2.2.2.2
2Rx TDD FR1 aperiodic subband CQI reporting under fading conditions for both SA and NSA

<<Unchaged sections skipped>>

6.2.2.2.2.2.3
Minimum conformance requirements

The purpose of the requirements is to verify that the preferred sub-bands can be used for frequency-selective scheduling under the frequency-selective fading conditions.

The accuracy of sub-band channel CQI reporting under the frequency-selective fading conditions is determined by a double-sided percentile of  the reported differential CQI offset level 0 per sub-band, and the relative increase of the throughput obtained when transmitting the transport format indicated by the corresponding reported sub-band CQI on a randomly selected sub-band among the sub-bands with the highest reported differential CQI offset level compared to the throughput when transmitting a fixed transport format according to the wideband CQI median on a randomly selected sub-band among all the sub-bands.

For the parameters specified in Table 6.2.2.2.2.2.3-1 and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified by the following:

a)
A sub-band differential CQI offset level of 0 shall be reported at least α% of the time but less than β% of the time for each sub-band, where α and β are specified in Table 6.2.2.2.2.2.3-2;

b)
The ratio of the throughput obtained when transmitting the corresponding transport format on a randomly selected sub-band among the sub-bands with the highest differential CQI offset level and that obtained when transmitting the transport format indicated by the reported wideband CQI median on a randomly selected sub-band among all the sub-bands shall be ≥ γ, where γ is specified in Table 6.2.2.2.2.2.3-2;

c)
When transmitting the corresponding transport format on a randomly selected sub-band among the sub-bands with the highest differential CQI offset level, the average BLER for the indicated transport format shall be greater than or equal to 0.02.
The requirements only apply for sub-bands of full size and the random scheduling across the sub-bands is done by selecting a new sub-band in each available downlink transmission instance for TDD.
Table 6.2.2.2.2.2.3-1: Sub-band CQI reporting test under frequency-selective fading conditions
	Parameter
	Unit
	Test 1
	Test 2

	Bandwidth
	MHz
	40

	Subcarrier spacing
	kHz
	30

	Duplex Mode
	
	TDD

	TDD UL-DL pattern
	
	FR1.30-1

	 SNR
	 dB
	8
	9
	14
	15

	Propagation channel
	
	Two tap model specified in Annex B.2.4 with a=1, fD = 5Hz, and τd=0.1125μs

	Antenna configuration
	
	2×2

	Correlation configuration
	
	As per Annex B.1

	Beamforming Model
	
	As specified in Section Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0)
	
	Row 5,4

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	9

	
	CSI-RS

periodicity and offset
	slot
	10/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic

	
	Number of CSI-RS ports (X)
	
	2

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 3,(6,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0)
	
	13

	
	NZP CSI-RS-timeConfig
periodicity and offset
	slot
	10/1

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic

	
	CSI-IM RE pattern
	
	0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4, 9)

	
	CSI-IM timeConfig
periodicity and offset
	slot
	10/1

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Subband

	pmi-FormatIndicator
	
	Wideband

	Sub-band Size
	RB
	16

	csi-ReportingBand
	
	1111111

	CSI-Report interval and offset
	slot
	Not configured

	Aperiodic Report Slot Offset
	
	9

	CSI request
	
	1 in slots i, where mod(i, 10) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration

Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	aperiodicTriggeringOffset
	
	Not configured

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	Not configured

	
	CodebookSubsetRestriction
	
	000001

	
	RI Restriction
	
	N/A

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay
	ms
	9.5

	Maximum number of HARQ transmission
	
	1

	Measurement channel
	
	As specified in Table A.4-2, TBS.2-6


Table 6.2.2.2.2.2.3-2: Minimum requirements

	Parameters
	Test 1
	Test 2

	α [%]
	2
	2

	β [%]
	55
	55

	 
	1.05
	1.05


The normative reference for this requirement is TS 38.101-4 [5] clause 6.2.2.2.2.2.

<<Unchaged sections skipped>>

6.3.2.1.1
2Rx FDD FR1 Single PMI with 4Tx Type I- SinglePanel codebook for both SA and NSA

<<Unchaged sections skipped>>

6.3.2.1.1.3
Minimum conformance requirements

For the parameters specified in Table 6.3.2.1.1-1, and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified in Table 6.3.2.1.1-2.

Table 6.3.2.1.1-1: Test parameters (single layer)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Subcarrier spacing
	kHz
	15

	Duplex Mode
	
	FDD

	Propagation channel
	
	TDLA30-5

	Antenna configuration
	
	High XP 4 x 2
(N1,N2) = (2,1)

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 5, (4,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(9,-)

	
	CSI-RS

interval and offset
	slot
	Not configured 

	
	ZP CSI-RS trigger
	
	1 in slots i, where mod(i, 5) = 1, otherwise it is equal to 0

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 4, (0,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(13,-)

	
	CSI-RS

interval and offset
	
	Not configured

	
	aperiodicTriggeringOffset
	
	0

	CSI-IM configuration
	CSI-IM resource Type
	
	Aperiodic

	
	CSI-IM RE pattern
	
	Patten 0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4,9)

	
	CSI-IM timeConfig

interval and offset
	slot
	Not configured

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator  
	
	Wideband

	Sub-band Size
	RB
	8

	csi-ReportingBand
	
	1111111

	CSI-Report interval and offset
	slot
	Not configured

	Aperiodic Report Slot Offset
	
	4

	CSI request
	
	1 in slots i, where mod(i, 5) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration

Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	
	
	

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	(2,1)

	
	(CodebookConfig-O1,CodebookConfig-O2)
	
	(4,1)

	
	CodebookSubsetRestriction
	
	11111111

	
	RI Restriction
	
	00000001

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	6

	Maximum number of HARQ transmission
	
	4

	Measurement channel
	
	R.PDSCH.1-6.1 FDD

	Note 1:
For random precoder selection, the precoder shall be updated in each slot (1 ms granularity).

Note 2:
If the UE reports in an available uplink reporting instance at slot#n based on PMI estimation at a downlink slot not later than slot#(n-3), this reported PMI cannot be applied at the eNB downlink before slot#(n+3).

Note 3:
Randomization of the principle beam direction shall be used as specified in Annex B.2.3.2.3.


Table 6.3.2.1.1-2: Minimum requirement
	Parameter
	Test 1

	
	1.3


<<Unchaged sections skipped>>
6.3.2.1.2
2Rx FDD FR1 Single PMI with 8Tx Type I – SinglePanel codebook for both SA and NSA

Editor’s Note: This test case is incomplete. The following aspects are either missing or TBD

-TT is TBD

<<Unchaged sections skipped>>

6.3.2.1.2.3
Minimum conformance requirements 

For the parameters specified in Table 6.3.2.1.2-1 and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified in Table 6.3.2.1.2-2.
Table 6.3.2.1.2.3-1: Test parameters (dual-layer)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Subcarrier spacing
	kHz
	15

	Duplex Mode
	
	FDD

	Propagation channel
	
	TDLA30-5

	Antenna configuration
	
	High XP 8 x 2
(N1,N2) = (4,1)

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 5, (4,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(9,-)

	
	CSI-RS

interval and offset
	slot
	Not configured 

	
	ZP CSI-RS trigger
	
	1 in slots i, where mod(i, 5) = 1, otherwise it is equal to 0

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	8

	
	CDM Type
	
	CDM4 (FD2, TD2)

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 8, (4,6)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(5,-)

	
	CSI-RS

interval and offset
	slot
	Not configured 

	
	aperiodicTriggeringOffset
	
	0

	CSI-IM configuration
	CSI-IM resource Type
	
	Aperiodic

	
	CSI-IM RE pattern
	
	Pattern 0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4,9)

	
	CSI-IM timeConfig

interval and offset
	slot
	Not configured 

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator  
	
	Wideband

	Sub-band Size
	RB
	8

	csi-ReportingBand
	
	1111111

	CSI-Report interval and offset
	slot
	Not configured

	Aperiodic Report Slot Offset
	
	5

	CSI request
	
	1 in slots i, where mod(i, 5) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	
	
	

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	(4,1)

	
	(CodebookConfig-O1,CodebookConfig-O2)
	
	(4,1)

	
	CodebookSubsetRestriction
	
	0x FFFF

	
	RI Restriction
	
	00000010

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	8

	Maximum number of HARQ transmission
	
	4

	Measurement channel
	
	R.PDSCH.1-6.2 

	Note 1:
For random precoder selection, the precoder shall be updated in each slot (1 ms granularity).

Note 2:
If the UE reports in an available uplink reporting instance at slot#n based on PMI estimation at a downlink slot not later than slot#(n-4), this reported PMI cannot be applied at the eNB downlink before slot#(n+4).

Note 3:
Randomization of the principle beam direction shall be used as specified in Annex B.2.3.2.3.


Table 6.3.2.1.2-2: Minimum requirement
	Parameter
	Test 1

	
	1.5


<<Unchaged sections skipped>>

6.3.2.2.1
2Rx TDD FR1 Single PMI with 4Tx Type1 - SinglePanel codebook for both SA and NSA

<<Unchaged sections skipped>>

6.3.2.2.1.3
Minimum Conformance Requirements

For the parameters specified in Table 6.3.2.2.1.3-1, and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified in Table 6.3.2.2.1.3-2.
Table 6.3.2.2.1.3-1: Test parameters (single layer)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	40

	Subcarrier spacing
	kHz
	30

	Duplex Mode
	
	TDD

	TDD DL-UL configuration
	
	FR1.30-1 as specified in Annex A

	DL BWP configuration #1
	First PRB
	
	0

	
	Number of contiguous PRB
	
	106

	
	Subcarrier spacing
	kHz
	30

	Propagation channel
	
	TDLA30-5

	Antenna configuration
	
	High XP 4 x 2
(N1,N2) = (2,1)

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 5, (4,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(9,-)

	
	CSI-RS

interval and offset
	slot
	Not configured 

	
	ZP CSI-RS trigger
	
	1 in slots i, where mod(i, 10) = 1, otherwise it is equal to 0

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 4, (0,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(13,-)

	
	CSI-RS

interval and offset
	slot
	Not configured 

	
	aperiodicTriggeringOffset
	
	0

	CSI-IM configuration
	CSI-IM resource Type
	
	Aperiodic

	
	CSI-IM RE pattern  
	
	Patten 0

	
	CSI-IM Resource Mapping

(kCSI-IM, lCSI-IM)
	
	(4,9)

	
	CSI-IM timeConfig

interval and offset
	slot
	Not configured 

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator 
	
	Wideband

	Sub-band Size
	RB
	16

	csi-ReportingBand
	
	1111111

	CSI-Report interval and offset            
	slot
	Not configured 

	Aperiodic Report Slot Offset
	
	8

	CSI request
	
	1 in slots i, where mod(i, 10) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration

Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	
	
	

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	(2,1)

	
	(CodebookConfig-O1,CodebookConfig-O2)
	
	(4,1)

	
	CodebookSubsetRestriction
	
	11111111

	
	RI Restriction
	
	00000001

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	5.5

	Maximum number of HARQ transmission
	
	4

	Measurement channel
	
	R.PDSCH.2-8.1 TDD

	Note 1:
For random precoder selection, the precoder shall be updated in each slot (0.5 ms granularity).

Note 2:
If the UE reports in an available uplink reporting instance at slot #n based on PMI estimation at a downlink slot not later than slot#[(n-4)], this reported PMI cannot be applied at the eNB downlink before slot#[(n+4)].

Note 3:
Randomization of the principle beam direction shall be used as specified inAnnex B.2.3.2.3.


Table 6.3.2.2.1.3-2: Minimum requirement
	Parameter
	Test 1

	
	[1.3]


<<Unchaged sections skipped>>
6.3.2.2.2
2Rx TDD FR1 Single PMI with 8Tx TypeI - SinglePanel codebook for both SA and NSA

<<Unchaged sections skipped>>

6.3.2.2.2.3
Minimum conformance requirements

For the parameters specified in Table 6.3.2.2.2.3-1, and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified in Table 6.3.2.2.2.3-2.

Table 6.3.2.2.2.3-1: Test parameters (dual-layer)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	40

	Duplex Mode
	
	TDD

	TDD DL-UL configurations
	
	FR1.30-1 as specified in Annex A

	DL BWP configuration #1
	First PRB 
	
	0

	
	Number of contiguous PRB
	
	106

	
	Subcarrier spacing
	kHz
	30

	Propagation channel
	
	TDLA30-5

	Antenna configuration
	
	High XP 8 x 2
(N1,N2) = (4,1)

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 5, (4,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(9,-)

	
	CSI-RS

interval and offset
	slot
	Not configured 

	
	ZP CSI-RS trigger
	
	1 in slots i, where mod(i, 10) = 1, otherwise it is equal to 0

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	8

	
	CDM Type
	
	CDM4 (FD2, TD2)

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 8, (4,6)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(5,-)

	
	CSI-RS

interval and offset
	slot
	Not configured 

	
	aperiodicTriggeringOffset
	
	0

	CSI-IM configuration
	CSI-IM resource Type
	
	Aperiodic

	
	CSI-IM RE pattern    
	
	Patten 0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4,9)

	
	CSI-IM timeConfig

interval and offset
	slot
	Not configured 

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForIChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator  
	
	Wideband

	Sub-band Size
	RB
	16

	csi-ReportingBand
	
	1111111

	CSI-Report interval and offset
	slot
	Not configured 

	Aperiodic Report Slot Offset
	
	8

	CSI request
	
	1 in slots i, where mod(i, 10) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration

Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	
	
	

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	(4,1)

	
	(CodebookConfig-O1,CodebookConfig-O2)
	
	(4,1)

	
	CodebookSubsetRestriction
	
	0x FFFF

	
	RI Restriction
	
	00000010

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	6.5

	Maximum number of HARQ transmission
	
	4

	Measurement channel
	
	R.PDSCH.2-8.2 TDD

	Note 1:
For random precoder selection, the precoder shall be updated in each slot (0.5 ms granularity).

Note 2:
If the UE reports in an available uplink reporting instance at slot#n based on PMI estimation at a downlink slot not later than slot#[(n-6)], this reported PMI cannot be applied at the eNB downlink before slot#[(n+6)].

Note 3:
Randomization of the principle beam direction shall be used as specified inAnnex B.2.3.2.3.


Table 6.3.2.2.2.3-2: Minimum requirement
	Parameter
	Test 1

	
	1.5


<<Unchaged sections skipped>>
6.3.3.1.1
Single PMI with 4TX TypeI-SinglePanel Codebook– SinglePanel codebook for both SA and NSA

Editor’s note: This test case is incomplete. The following aspects are either missing or TBD

- TT is TBD

<<Unchaged sections skipped>>

6.3.3.1.1.3
Minimum conformance requirements

For the parameters specified in Table 6.3.3.1.1-1, and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified in Table 6.3.3.1.1-2.
Table 6.3.3.1.1.3-1: Test parameters (single layer)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Subcarrier spacing
	kHz
	15

	Duplex Mode
	
	FDD

	Propagation channel
	
	TDLA30-5

	Antenna configuration
	
	High XP 4 x 4

(N1,N2) = (2,1)

	Beamforming Model
	
	As specified in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 5, (4,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(9,-)

	
	CSI-RS

interval and offset
	slot
	Not configured 

	
	ZP CSI-RS trigger
	
	1 in slots i, where mod(i, 5) = 1, otherwise it is equal to 0

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 4, (0,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(13,-)

	
	CSI-RS

interval and offset
	slot
	Not configured 

	
	aperiodicTriggeringOffset
	
	0

	CSI-IM configuration
	CSI-IM resource Type
	
	Aperiodic

	
	CSI-IM RE pattern
	
	Pattern 0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4,9)

	
	CSI-IM timeConfig

interval and offset
	slot
	Not configured 

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator  
	
	Wideband

	Sub-band Size
	RB
	8

	csi-ReportingBand
	
	1111111

	CSI-Report interval and offset
	slot
	Not configured 

	Aperiodic Report Slot Offset
	
	4

	CSI request
	
	1 in slots i, where mod(i, 5) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration

Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	
	
	

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	(2,1)

	
	(CodebookConfig-O1,CodebookConfig-O2)
	
	(4,1)

	
	CodebookSubsetRestriction
	
	11111111

	
	RI Restriction
	
	00000001

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	6

	Maximum number of HARQ transmission
	
	4

	Measurement channel
	
	R.PDSCH.1-6.1 FDD

	Note 1:
For random precoder selection, the precoder shall be updated in each slot (1 ms granularity).

Note 2:
If the UE reports in an available uplink reporting instance at slot#n based on PMI estimation at a downlink slot not later than slot#(n-3), this reported PMI cannot be applied at the eNB downlink before slot#(n+3).

Note 3:
Randomization of the principle beam direction shall be used as specified in Annex B.2.3.2.3.


Table 6.3.3.1.1.3-2: Minimum requirement
	Parameter
	Test 1

	
	1.3


The normative reference for this requirement is TS 38.101-4 [5] clause 6.3.3.1.1.

<<Unchaged sections skipped>>
6.3.3.1.2
Single PMI with 8TX TypeI-SinglePanel Codebook– SinglePanel codebook for both SA and NSA

Editor’s note: This test case is incomplete. The following aspects are either missing or TBD

- TT is TBD

<<Unchaged sections skipped>>

6.3.3.1.2.3
Minimum conformance requirements

For the parameters specified in Table 6.3.3.1.2.3-1, and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified in Table 6.3.3.1.2.3-2.
Table 6.3.3.1.2.3-1: Test parameters (dual-layer)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	10

	Subcarrier spacing
	kHz
	15

	Duplex Mode
	
	FDD

	Propagation channel
	
	TDLA30-5

	Antenna configuration
	
	High XP 8 x 4

(N1,N2) = (4,1)

	Beamforming Model
	
	As specified in Section Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 5, (4,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(9,-)

	
	CSI-RS

interval and offset
	slot
	Not configured

	
	ZP CSI-RS trigger
	
	1 in slots i, where mod(i, 5) = 1, otherwise it is equal to 0

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	8

	
	CDM Type
	
	CDM4 (FD2, TD2)

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 8, (4,6)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(5,-)

	
	CSI-RS

interval and offset
	slot
	Not configured

	
	aperiodicTriggeringOffset
	
	0

	CSI-IM configuration
	CSI-IM resource Type
	
	Aperiodic

	
	CSI-IM RE pattern    
	
	Patten 0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4,9)

	
	CSI-IM timeConfig

interval and offset
	slot
	Not configured

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator  
	
	Wideband

	Sub-band Size
	RB
	8

	csi-ReportingBand
	
	1111111

	CSI-Report interval and offset
	slot
	Not configured

	Aperiodic Report Slot Offset
	
	5

	CSI request
	
	1 in slots i, where mod(i, 5) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration

Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	
	
	

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	(4,1)

	
	(CodebookConfig-O1,CodebookConfig-O2)
	
	(4,1)

	
	CodebookSubsetRestriction
	
	0x FFFF

	
	RI Restriction
	
	00000010

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	8

	Maximum number of HARQ transmission
	
	4

	Measurement channel
	
	R.PDSCH.1-6.2 FDD

	Note 1:
For random precoder selection, the precoder shall be updated in each slot (1 ms granularity).

Note 2:
If the UE reports in an available uplink reporting instance at slot#n based on PMI estimation at a downlink slot not later than slot#[(n-4)], this reported PMI cannot be applied at the eNB downlink before slot#[(n+4)].

Note 3:
Randomization of the principle beam direction shall be used as specified in Annex B.2.3.2.3


Table 6.3.3.1.2.3-2: Minimum requirement
	Parameter
	Test 1

	
	1.5


The normative reference for this requirement is TS 38.101-4 [5] clause 6.3.3.1.2.

<<Unchaged sections skipped>>
6.3.3.2.1
4Rx TDD FR1 Single PMI with 4Tx Type1 - SinglePanel codebook for both SA and NSA
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD

- TT is TBD

<<Unchaged sections skipped>>

6.3.3.2.1.3
Minimum conformance requirements

For the parameters specified in Table 6.3.3.2.1.3-1 and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified in Table 6.3.3.2.1.3-2.
Table 6.3.3.2.1.3-1: Test parameters (single layer)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	40

	Subcarrier spacing
	kHz
	30

	Duplex Mode
	
	TDD

	TDD DL-UL configuration
	
	FR1.30-1 as specified in Annex A

	Propagation channel
	
	TDLA30-5

	Antenna configuration
	
	High XP 4 x 4

(N1,N2) = (2,1)

	Beamforming Model
	
	As specified in Section Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 5, (4,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(9,-)

	
	CSI-RS

interval and offset
	slot
	Not configured

	
	ZP CSI-RS trigger
	
	1 in slots i, where mod(i, 10) = 1, otherwise it is equal to 0

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 4, (0,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(13,-)

	
	CSI-RS

interval and offset
	
	Not configured

	
	aperiodicTriggeringOffset
	
	0

	CSI-IM configuration
	CSI-IM resource Type
	
	Aperiodic

	
	CSI-IM RE pattern    
	
	Patten 0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4,9)

	
	CSI-IM timeConfig

interval and offset
	slot
	Not configured

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator  
	
	Wideband

	Sub-band Size
	RB
	16

	csi-ReportingBand
	
	1111111

	CSI-Report interval and offset
	slot
	Not configured

	Aperiodic Report Slot Offset
	
	8

	CSI request
	
	1 in slots i, where mod(i, 10) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration

Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	
	
	

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	(2,1)

	
	(CodebookConfig-O1,CodebookConfig-O2)
	
	(4,1)

	
	CodebookSubsetRestriction
	
	11111111

	
	RI Restriction
	
	00000001

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	5.5

	Maximum number of HARQ transmission
	
	4

	Measurement channel
	
	R.PDSCH.2-8.1 TDD

	Note 1:
For random precoder selection, the precoder shall be updated in each slot (0.5 ms granularity).

Note 2:
If the UE reports in an available uplink reporting instance at slot#n based on PMI estimation at a downlink slot not later than slot#[(n-4)], this reported PMI cannot be applied at the eNB downlink before slot#[(n+4)].

Note 3:
Randomization of the principle beam direction shall be used as specified in Annex B.2.3.2.3


Table 6.3.3.2.1.3-2: Minimum requirement
	Parameter
	Test 1

	
	1.3


<<Unchaged sections skipped>>
6.3.3.2.2
4Rx TDD FR1 Single PMI with 8Tx Type1 - SinglePanel codebook for both SA and NSA
Editor’s note: This test case is incomplete. The following aspects are either missing or TBD

- TT is TBD

<<Unchaged sections skipped>>

6.3.3.2.2.3
Minimum conformance requirements

For the parameters specified in Table 6.3.3.2.2.3-1, and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified in Table 6.3.3.2.2.3-2.
Table 6.3.3.2.2.3-1: Test parameters (dual-layer)

	Parameter
	Unit
	Test 1

	Bandwidth
	MHz
	40

	Subcarrier spacing
	kHz
	30

	Duplex Mode
	
	TDD

	TDD DL-UL configurations
	
	FR1.30-1 as specified in Annex A

	Propagation channel
	
	TDLA30-5

	Antenna configuration
	
	High XP 8 x 4

(N1,N2) = (4,1)

	Beamforming Model
	
	As specified in Section Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	4

	
	CDM Type
	
	FD-CDM2

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 5, (4,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(9,-)

	
	CSI-RS

interval and offset
	slot
	Not configured

	
	ZP CSI-RS trigger
	
	1 in slots i, where mod(i, 10) = 1, otherwise it is equal to 0

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Aperiodic

	
	Number of CSI-RS ports (X)
	
	8

	
	CDM Type
	
	CDM4 (FD2, TD2)

	
	Density (ρ)
	
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 8, (4,6)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(5,-)

	
	CSI-RS

interval and offset
	slot
	Not configured

	
	aperiodicTriggeringOffset
	
	0

	CSI-IM configuration
	CSI-IM resource Type
	
	Aperiodic

	
	CSI-IM RE pattern    
	
	Patten 0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4,9)

	
	CSI-IM timeConfig

interval and offset
	slot
	Not configured

	ReportConfigType
	
	Aperiodic

	CQI-table
	
	Table 1

	reportQuantity
	
	cri-RI-PMI-CQI

	timeRestrictionForChannnelMeasurements
	
	Not configured

	timeRestrictionForInterferenceMeasurements
	
	Not configured

	cqi-FormatIndicator
	
	Wideband

	pmi-FormatIndicator
	
	Wideband

	Sub-band Size
	RB
	16

	csi-ReportingBand
	
	1111111

	CSI-Report interval and offset
	slot
	Not configured

	Aperiodic Report Slot Offset
	
	8

	CSI request
	
	1 in slots i, where mod(i, 10) = 1, otherwise it is equal to 0

	reportTriggerSize
	
	1

	CSI-AperiodicTriggerStateList
	
	One State with one Associated Report Configuration

Associated Report Configuration contains pointers to NZP CSI-RS and CSI-IM

	
	
	

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel

	
	Codebook Mode
	
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	(4,1)

	
	(CodebookConfig-O1,CodebookConfig-O2)
	
	(4,1)

	
	CodebookSubsetRestriction
	
	0x FFFF

	
	RI Restriction
	
	00000010

	Physical channel for CSI report
	
	PUSCH

	CQI/RI/PMI delay 
	ms
	6.5

	Maximum number of HARQ transmission
	
	4

	Measurement channel
	
	R.PDSCH.2-8.2 TDD

	Note 1:
For random precoder selection, the precoder shall be updated in each slot (0.5 ms granularity).

Note 2:
If the UE reports in an available uplink reporting instance at slot#n based on PMI estimation at a downlink slot not later than slot#[(n-6)], this reported PMI cannot be applied at the eNB downlink before slot#[(n+6)].

Note 3:
Randomization of the principle beam direction shall be used as specified in Annex B.2.3.2.3


Table 6.3.3.2.2.3-2: Minimum requirement
	Parameter
	Test 1

	
	1.5


<<Unchaged sections skipped>>

6.4.2.2.1
2Rx TDD FR1 RI reporting for both SA and NSA

<<Unchaged sections skipped>>

6.4.2.2_1.3
Minimum Conformance Requirements

The minimum performance requirement in Table 6.4.2.2_1.3-2 is defined as:

a)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 1 shall be ≥ ;

b)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 2 shall be ≥ ;

For the parameters specified in Table 6.4.2.2_1.3-1, and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified in Table 6.4.2.2_1.3-2.

Table 6.4.2.2_1.3-1: RI Test (TDD)

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	Bandwidth
	MHz
	40
	40
	40

	Subcarrier spacing
	kHz
	30
	30
	30

	Duplex Mode
	
	TDD
	TDD
	TDD

	TDD Slot Configuration
	
	FR1.30-1
	FR1.30-1
	FR1.30-1

	 SNR 
	dB
	0
	20
	20

	Propagation channel
	
	TDLA30-5
	TDLA30-5
	TDLA30-5

	Antenna configuration
	
	ULA Low 2x2
	ULA Low 2x2
	ULA High 2x2

	Beamforming Model
	
	As defined in Annex B.4.1
	As defined in Annex B.4.1
	As defined in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic
	Periodic
	Periodic

	
	Number of CSI-RS ports (X)
	
	4
	4
	4

	
	CDM Type
	
	FD-CDM2
	FD-CDM2
	FD-CDM2

	
	Density (ρ)
	
	1
	1
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 5, (4,-)
	Row 5, (4,-)
	Row 5, (4,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(9,-)
	(9,-)
	(9,-)

	
	CSI-RS

periodicity and offset
	slot
	10/1
	10/1
	10/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic
	Periodic
	Periodic

	
	Number of CSI-RS ports (X)
	
	2
	2
	2

	
	CDM Type
	
	FD-CDM2
	FD-CDM2
	FD-CDM2

	
	Density (ρ)
	
	1
	1
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 3 (6,-)
	Row 3 (6,-)
	Row 3 (6,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(13,-)
	(13,-)
	(13,-)

	
	NZP CSI-RS-timeConfig

periodicity and offset
	slot
	10/1
	10/1
	10/1

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic
	Periodic
	Periodic

	
	CSI-IM RE pattern
	
	Pattern 0
	Pattern 0
	Pattern 0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4,9)
	(4,9)
	(4,9)

	
	CSI-IM timeConfig

periodicity and offset
	slot
	10/1
	10/1
	10/1

	ReportConfigType
	
	Periodic
	Periodic
	Periodic

	CQI-table
	
	Table 2
	Table 2
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	not configured
	not configured
	not configured

	timeRestrictionForInterferenceMeasurements
	
	not configured
	not configured
	not configured

	cqi-FormatIndicator
	
	Wideband
	Wideband
	Wideband

	pmi-FormatIndicator  
	
	Wideband
	Wideband
	Wideband

	Sub-band Size
	RB
	16
	16
	16

	csi-ReportingBand
	
	1111111
	1111111
	1111111

	CSI-Report periodicity and offset
	slot
	10/9
	10/9
	10/9

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel
	typeI-SinglePanel
	typeI-SinglePanel

	
	Codebook Mode
	
	1
	1
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	N/A
	N/A
	N/A

	
	CodebookSubsetRestriction
	
	010000 for fixed rank 2,

010011 for following rank
	000011 for fixed rank 1,

010011 for following rank
	000011 for fixed rank 1,

010011 for following rank

	
	RI Restriction
	
	N/A
	N/A
	N/A

	Physical channel for CSI report
	
	PUCCH
	PUCCH
	PUCCH

	CQI/RI/PMI delay 
	ms
	9.5
	9.5
	9.5

	Maximum number of HARQ transmission
	
	1
	1
	1

	RI Configuration
	
	Fixed RI = 2 and follow RI
	Fixed RI = 1 and follow RI
	Fixed RI = 1 and follow RI


Table 6.4.2.2_1.3-2: Minimum requirement (TDD)

	
	Test 1
	Test 2
	Test 3

	1
	N/A
	1.05
	0.9

	2
	1.0
	N/A
	N/A


The normative reference for this requirement is TS 38.101-4 [2] clause 6.4.2.2.

<<Unchaged sections skipped>>

6.4.3.2_1
4Rx TDD FR1 RI reporting for both SA and NSA
<<Unchaged sections skipped>>

6.4.3.2_1.3
Minimum Conformance Requirements

The minimum performance requirement in Table 6.4.3.2_1.3-2 is defined as

a)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 1 shall be ≥ ;

b)
The ratio of the throughput obtained when transmitting based on UE reported RI and that obtained when transmitting with fixed rank 2 shall be ≥ ;
For the parameters specified in Table 6.4.3.2_1.3-1, and using the downlink physical channels specified in Annex C.3.1, the minimum requirements are specified in Table 6.4.3.2_1.3-2.

Table 6.4.3.2_1.3-1: RI Test (TDD)

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Bandwidth
	MHz
	40
	40
	40
	40

	Duplex Mode
	
	TDD
	TDD
	TDD
	TDD

	TDD Slot Configuration
	
	FR1.30-1
	FR1.30-1
	FR1.30-1
	FR1.30-1

	DL BWP configuration #1
	First PRB 
	
	0
	0
	0
	0

	
	Number of contiguous PRB
	
	106
	106
	106
	106

	
	Subcarrier spacing
	kHz
	30
	30
	30
	30

	 SNR 
	dB
	TBD
	[16]
	[16]
	TBD

	Propagation channel
	
	TDLA30-5
	TDLA30-5
	TDLA30-5
	TDLA30-5

	Antenna configuration
	
	ULA Low 2x4
	ULA Low 2x4
	ULA High 2x4
	ULA Low 4x4

	Beamforming Model
	
	As defined in Annex B.4.1
	As defined in Annex B.4.1
	As defined in Annex B.4.1
	As defined in Annex B.4.1

	ZP CSI-RS configuration
	CSI-RS resource Type
	
	Periodic
	Periodic
	Periodic
	Periodic

	
	Number of CSI-RS ports (X)
	
	4
	4
	4
	4

	
	CDM Type
	
	FD-CDM2
	FD-CDM2
	FD-CDM2
	FD-CDM2

	
	Density (ρ)
	
	1
	1
	1
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 5, (4,-)
	Row 5, (4,-)
	Row 5, (4,-)
	Row 5, (4,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(9,-)
	(9,-)
	(9,-)
	(9,-)

	
	CSI-RS

periodicity and offset
	slot
	10/1
	10/1
	10/1
	10/1

	NZP CSI-RS for CSI acquisition
	CSI-RS resource Type
	
	Periodic
	Periodic
	Periodic
	Periodic

	
	Number of CSI-RS ports (X)
	
	2
	2
	2
	2

	
	CDM Type
	
	FD-CDM2
	FD-CDM2
	FD-CDM2
	FD-CDM2

	
	Density (ρ)
	
	1
	1
	1
	1

	
	First subcarrier index in the PRB used for CSI-RS (k0, k1 )
	
	Row 3 (6,-)
	Row 3 (6,-)
	Row 3 (6,-)
	Row 4 (0,-)

	
	First OFDM symbol in the PRB used for CSI-RS (l0, l1)
	
	(13,-)
	(13,-)
	(13,-)
	(13,-)

	
	NZP CSI-RS-timeConfig

periodicity and offset
	slot
	10/1
	10/1
	10/1
	10/1

	CSI-IM configuration
	CSI-IM resource Type
	
	Periodic
	Periodic
	Periodic
	Periodic

	
	CSI-IM RE pattern    
	
	Pattern 0
	Pattern 0
	Pattern 0
	Pattern 0

	
	CSI-IM Resource Mapping

(kCSI-IM,lCSI-IM)
	
	(4,9)
	(4,9)
	(4,9)
	(4,9)

	
	CSI-IM timeConfig

periodicity and offset
	slot
	10/9
	10/9
	10/9
	10/9

	ReportConfigType
	
	Periodic
	Periodic
	Periodic
	Periodic

	CQI-table
	
	Table 2
	Table 2
	Table 2
	Table 2

	reportQuantity
	
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI
	cri-RI-PMI-CQI

	timeRestrictionForChannelMeasurements
	
	not configured
	not configured
	not configured
	not configured

	timeRestrictionForInterferenceMeasurements
	
	not configured
	not configured
	not configured
	not configured

	cqi-FormatIndicator
	
	Wideband
	Wideband
	Wideband
	Wideband

	pmi-FormatIndicator
	
	Wideband
	Wideband
	Wideband
	Wideband

	Sub-band Size
	RB
	[16]
	[16]
	[16]
	[16]

	csi-ReportingBand
	
	[1111111]
	[1111111]
	[1111111]
	[1111111]

	CSI-Report periodicity and offset
	slot
	10/1
	10/1
	10/1
	10/1

	Codebook configuration
	Codebook Type
	
	typeI-SinglePanel
	typeI-SinglePanel
	typeI-SinglePanel
	typeI-SinglePanel

	
	Codebook Mode
	
	1
	1
	1
	1

	
	(CodebookConfig-N1,CodebookConfig-N2)
	
	N/A
	N/A
	N/A
	(2,1)

	
	CodebookSubsetRestriction
	
	[010000 for fixed rank 2,

010011 for following rank]
	[000011 for fixed rank 1,

010011 for following rank]
	[000011 for fixed rank 1,

010011 for following rank]
	11111111

	
	RI Restriction
	
	N/A
	N/A
	N/A
	00000010 for fixed Rank 2 and 00001111 for follow RI

	Physical channel for CSI report
	
	PUCCH
	PUCCH
	PUCCH
	PUCCH

	CQI/RI/PMI delay 
	ms
	9.5
	9.5
	9.5
	9.5

	Maximum number of HARQ transmission
	
	1
	1
	1
	1

	RI Configuration
	
	Fixed RI = 2 and follow RI
	Fixed RI = 1 and follow RI
	Fixed RI = 1 and follow RI
	Fixed RI = 2 and follow RI


Table 6.4.3.2_1.3-2: Minimum requirement (TDD)

	
	Test 1
	Test 2
	Test 3
	Test 4

	1
	N/A
	[1.05]
	[0.9]
	N/A

	2
	TBD
	N/A
	N/A
	TBD


The normative reference for this requirement is TS 38.101-4 [2] clause 6.4.3.2.
<<Unchaged sections skipped>>

F.1.1.2
Measurement of Demod Performance requirements

This clause defines the maximum test system uncertainty for Demod Performance requirements. The maximum test system uncertainty allowed for the measurement uncertainty contributors are defined in Table F.1.1.2-1.

Table F.1.1.2-1: Maximum measurement uncertainty values for the test system for FR1 (up to 6 GHz) and Channel BW ≤ 40 MHz
	MU contributor
	Unit
	Value
	Comment

	AWGN and signal flatness
	dB
	±2.0
	Same as in LTE

	Signal to noise ratio uncertainty
	dB
	±0.3
	Same as in LTE

	Signal to noise ratio variation
	dB
	±0.5
	Same as in LTE

	Fading profile power uncertainty for 1Tx
	dB
	±0.5
	Same as in LTE

	Fading profile power uncertainty for 2Tx
	dB
	±0.7
	Same as in LTE


The maximum test system uncertainty for test cases defined in section 5 is defined in Table F.1.1.2-2.

Table F.1.1.2-2: Maximum test system uncertainty for FR1 demodulation performance test cases

	Subclause
	Maximum Test System Uncertainty
	Derivation of Test System Uncertainty

	5.2.2.1.1_1 2Rx FDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA
	± 0.9 dB for > 10Hz doppler

± 1 dB for 10Hz doppler
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. SNR uncertainty due to finite test time

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2) + SNR uncertainty due to finite test time2
Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for 2Tx
AWGN flatness and signal flatness ±2.0 dB 

SNR uncertainty due to finite test time ±0.3 dB for 10Hz Doppler, otherwise ±0.0 dB

	5.2.2.1.1_2 2Rx FDD FR1 PDSCH Mapping Type A performance - 2x2 MIMO with enhanced receiver type X for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.2_1 2Rx FDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.3_1 2Rx FDD FR1 PDSCH mapping Type B performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.1.4_1 2Rx FDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x2  MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.1_1 2Rx TDD FR1 PDSCH mapping Type A performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.1_2 2Rx TDD FR1 PDSCH Mapping Type A performance - 2x2 MIMO with enhanced receiver type X for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.2_1 2Rx TDD FR1 PDSCH mapping Type A and CSI-RS overlapped with PDSCH performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.2.2.3_1 2Rx TDD FR1 PDSCH mapping Type B performance - 2x2 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.3.2.1.1 2Rx FDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	± 0.9 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. SNR uncertainty due to finite test time

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2+ SNR uncertainty due to finite test time2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.5 dB for 1Tx
AWGN flatness and signal flatness ±2.0 dB

SNR uncertainty due to finite test time ±0.4 dB

	5.3.2.1.2 2Rx FDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	± 1.0 dB
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty
3. Effect of AWGN flatness and signal flatness

4. SNR uncertainty due to finite test time

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:
AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2+ SNR uncertainty due to finite test time2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for 2 Tx

AWGN flatness and signal flatness ±2.0 dB

SNR uncertainty due to finite test time ±0.4 dB

	5.3.2.2.1 2Rx TDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.1
	Same as 5.3.2.1.1

	5.3.2.2.2 2Rx TDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.2
	Same as 5.3.2.1.2

	5.3.3.1.1 4Rx FDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.1
	Same as 5.3.2.1.1

	5.3.3.1.2 4Rx FDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	Same as 5.2.2.1.2
	Same as 5.2.2.1.2

	5.3.3.2.1 4Rx TDD FR1 PDCCH 1 Tx antenna performance for both SA and NSA
	Same as 5.3.2.1.1
	Same as 5.3.2.1.1

	5.3.3.2.2 4Rx TDD FR1 PDCCH 2 Tx antenna performance for both SA and NSA
	Same as 5.2.2.1.2
	Same as 5.2.2.1.2

	5.2.3.1.1_1 4Rx FDD FR1 PDSCH mapping Type A performance - 2x4 MIMO with baseline receiver for both SA and NSA
	± 0.9 dB for > 10Hz doppler

± 1.0 dB for 10Hz doppler
	Overall system uncertainty for fading conditions comprises four quantities:

1. Signal-to-noise ratio uncertainty

2. Fading profile power uncertainty

3. Effect of AWGN flatness and signal flatness

4. SNR uncertainty due to finite test time

Items 1, 2, 3 and 4 are assumed to be uncorrelated so can be root sum squared:

AWGN flatness and signal flatness has x 0.25 effect on the required SNR, so use sensitivity factor of x 0.25 for the uncertainty contribution.

Test System uncertainty = SQRT (Signal-to-noise ratio uncertainty 2 + Fading profile power uncertainty 2 + (0.25 x AWGN flatness and signal flatness) 2 + SNR uncertainty due to finite test time 2)

Signal-to-noise ratio uncertainty ±0.3 dB

Fading profile power uncertainty ±0.7 dB for 2Tx
AWGN flatness and signal flatness ±2.0 dB

SNR uncertainty due to finite test time ±0.3 dB for 10Hz Doppler, otherwise ±0.0 dB

	5.2.3.1.1_2 4Rx FDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.1_4 4Rx TDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with enhanced receiver type X for both SA and NSA
	Same as 5.2.3.1.1_1
	Same as 5.2.3.1.1_1

	5.2.3.1.4_1 4Rx FDD FR1 PDSCH Mapping Type A and LTE-NR coexistence performance - 4x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.3.2.1_1 4Rx TDD FR1 PDSCH mapping Type A performance - 2x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.3.2.1_2 4Rx TDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with baseline receiver for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1

	5.2.3.2.1_4 4Rx TDD FR1 PDSCH mapping Type A performance - 4x4 MIMO with enhanced receiver type 1 for both SA and NSA
	Same as 5.2.2.1.1_1
	Same as 5.2.2.1.1_1


<<End of change>>
