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<Start of modified section>
8.1.2.1.2
RRC reconfiguration / RRC bearer establishment / uplinkTxDirectCurrentList
8.1.2.1.2.1
Test Purpose (TP)

(1)

with { UE in NR RRC_CONNECTED state }

ensure that {

  when {  UE receives a RRCReconfiguration message containing reportUplinkTxDirectCurrent }

    then { UE will include the uplinkTxDirectCurrentList in RRCReconfigurationComplete message. }

            }

8.1.2.1.2.2
Conformance requirements

References: The conformance requirements covered in the current TC are specified in: TS 38.331 clauses 5.3.5.3. Unless otherwise stated these are Rel-15 requirements.

[TS 38.331, clause 5.3.5.3]

The UE shall perform the following actions upon reception of the RRCReconfiguration:

…
1>
set the content of RRCReconfigurationComplete message as follows:

2>
if the RRCReconfiguration includes the masterCellGroup containing the reportUplinkTxDirectCurrent, or;

2>
if the RRCReconfiguration includes the secondaryCellGroup containing the reportUplinkTxDirectCurrent:

3>
include the uplinkTxDirectCurrentList;

8.1.2.1.2.3
Test description

8.1.2.1.2.3.1
Pre-test conditions

System Simulator:

-
NR Cell 1. 

-
System information combination NR-1 as defined in TS 38.508-1 [4] clause 4.4.3.1 is used in NR cell.

UE:

-
None.

Preamble:
- The UE is in state 3N-A according to TS 38.508-1 [4], clause 4.4A.2 Table 4.4A.2-3.

8.1.2.1.2.3.2
Test procedure sequence

Table 8.1.2.1.2.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a RRCReconfiguration message containing uplinkBWP-ToAddModList IE  to add BWP#1 and including reportUplinkTxDirectCurrent IE.
	<--
	NR RRC: RRCReconfiguration
	-
	-

	2
	Check: Does the UE transmit the RRCReconfigurationComplete message including the uplinkTxDirectCurrentList? 
	-->
	NR RRC: RRCReconfigurationComplete
	1
	P


8.1.2.1.2.3.3
Specific message contents

Table 8.1.2.1.2.3.3-1: RRCReconfiguration (step 1, Table 8.1.2.1.2.3.2-1)

	Derivation Path: 38.508-1 [4], Table 4.6.1-13

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration ::= SEQUENCE {
	
	
	

	      secondaryCellGroup
	CellGroupConfig
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.1.2.3.3-2: CellGroupConfig (Table 8.1.2.1.2.3.3-1)

	Derivation Path: 38.508-1 [4], Table 4.6.3-19

	Information Element
	Value/remark
	Comment
	Condition

	CellGroupConfig ::= SEQUENCE {
	
	
	

	  spCellConfig SEQUENCE {
	
	
	

	    spCellConfigDedicated
	ServingCellConfig
	
	

	  }
	
	
	

	  reportUplinkTxDirectCurrent-v1530
	true
	
	

	}
	
	
	


Table 8.1.2.1.2.3.3-3: ServingCellConfig (Table 8.1.2.1.2.3.3-2)
	Derivation Path: 38.508-1 [4] Table 4.6.3-167

	Information Element
	Value/remark
	Comment
	Condition

	ServingCellConfigCommon ::= SEQUENCE {
	
	
	

	  uplinkConfig SEQUENCE {
	
	
	

	    uplinkBWP-ToAddModList SEQUENCE (SIZE (1..maxNrofBWPs)) OF BWP-Uplink {
	1 entry
	
	

	      BWP-Uplink[1]
	BWP-Uplink
	TS 38.508-1 [4], Table 4.6.3-13 to add BWP#1
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 8.1.2.1.2.3.3-4: RRCReconfigurationComplete (step 2, Table 8.1.2.1.2.3.2-1)

	Derivation Path: 38.508-1 [4], Table 4.6.1-14

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfigurationComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	Not checked
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfigurationComplete SEQUENCE {
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	

	         UplinkTxDirectCurrentList SEQUENCE (SIZE (1..maxNrofServingCells)) OF SEQUENCE {
	
	
	

	          UplinkTxDirectCurrentCell SEQUENCE {
	
	
	

	            servCellIndex
	0
	
	

	            UplinkTxDirectCurrentBWP SEQUENCE {
	2 entries
	
	

	              UplinkTxDirectCurrentBWP[1] SEQUENCE {
	
	
	

	                bwp-Id
	0
	
	

	                shift7dot5kHz
	Not checked
	
	

	                txDirectCurrentLocation
	Any value between 0 and 3299
	
	

	              }
	
	
	

	              UplinkTxDirectCurrentBWP[2] SEQUENCE {
	
	
	

	                bwp-Id
	1
	
	

	                shift7dot5kHz
	Not checked
	
	

	                txDirectCurrentLocation
	Any value between 0 and 3299
	
	

	              }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        nonCriticalExtension
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<End of modified section>
