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	Reason for change:
	At step 10 the prose states “Check: Does UE transmit a MAC PDU containing an RLC SDU and a long truncated BSR indicating pending data available for LCG1 and LCG2 and ‘Buffer size’ field > ‘0’ for logicalChannelGroup 1?” but currently the TTCN is only expecting LCG 1 indicated in the LCG presence field.

	
	

	Summary of change:
	Correct LCG presence in expected long truncated BSR at step 10

	
	

	Consequences if not approved:
	A conformant UE can fail this test case
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Change 1

	Function name
	f_TC_7_1_1_3_5_NR_TestBody()

	Reason for change
	At step 10 the prose states “Check: Does UE transmit a MAC PDU containing an RLC SDU and a long truncated BSR indicating pending data available for LCG1 and LCG2 and ‘Buffer size’ field > ‘0’ for logicalChannelGroup 1?” but currently the TTCN is only expecting LCG 1 indicated in the LCG presence field.

	Summary of change
	Correct LCG presence in expected long truncated BSR at step 10

	TTCN module
	MAC_TC_Common_NR

	MCC160 Comment
	


Before change

   function f_TC_7_1_1_3_5_NR_TestBody(DRB_Identity p_NR_DRB_Id) runs on NR_BASE_PTC

  {

    ………………………………
    // @siclog "Step 10" siclog@

    v_SDU_SubPDUListUL := { cr_NR_MAC_SDU_SubPDU(cr_NR_MAC_SubHeaderWithLI(tsc_LCID2, int2bit(13, 8), '0'B), ?) };

    v_CE_SubPDUListUL := { cr_NR_MAC_CE_SubPDU_UL(cr_NR_MAC_LongTruncatedBSR_SubHeader(int2bit(2, 8)), cr_LongBSR_Payload('00000010'B, {?})) }; //LCG 1

    v_MAC_PDUListUL := { cr_NR_UL_MAC_PDU(v_SDU_SubPDUListUL, v_CE_SubPDUListUL, omit) };

    DRB.receive(car_NR_DRB_COMMON_IND_MAC_PDUList(nr_Cell1, p_NR_DRB_Id, -, v_MAC_PDUListUL));

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 10");

……………..

}
After change

    function f_TC_7_1_1_3_5_NR_TestBody(DRB_Identity p_NR_DRB_Id) runs on NR_BASE_PTC

  {

    ………………………………
    // @siclog "Step 10" siclog@

    v_SDU_SubPDUListUL := { cr_NR_MAC_SDU_SubPDU(cr_NR_MAC_SubHeaderWithLI(tsc_LCID2, int2bit(13, 8), '0'B), ?) };

    v_CE_SubPDUListUL := { cr_NR_MAC_CE_SubPDU_UL(cr_NR_MAC_LongTruncatedBSR_SubHeader(int2bit(2, 8)), cr_LongBSR_Payload('00000110'B, {?})) }; //LCG 1 and 2
    v_MAC_PDUListUL := { cr_NR_UL_MAC_PDU(v_SDU_SubPDUListUL, v_CE_SubPDUListUL, omit) };

    DRB.receive(car_NR_DRB_COMMON_IND_MAC_PDUList(nr_Cell1, p_NR_DRB_Id, -, v_MAC_PDUListUL));

    f_NR_PreliminaryPass(__FILE__, __LINE__, "Step 10");

……………..

}
