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	Reason for change:
	In Section 12, it says that a UE is not expected to transmit HARQ-ACK when the UE changes its UL BWP on PCell between a time of a detection of BWP switching DCI and a time of HARQ-ACK transmission. However, in Section 9.1.3, it says that a UE transmits NACK in this case for Type-2 HARQ-ACK codebook.

	
	

	Summary of change:
	Delete the description related to HARQ-ACK transmission with BWP change in Section 12.

	
	

	Consequences if not approved:
	UE behaviours on HARQ-ACK transmission for Type-2 HARQ-ACK codebook, described in Section 9.1.3 and Section 12 conflict with each other.
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	Other comments:
	Impact Analysis: 
If gNB and UE implements HARQ-ACK transmission for Type-2 HARQ-ACK codebook based on different Sections (Section 9.1.3 or Section 12), Type-2 HARQ-ACK codebook doesn’t work when a UE changes its DL BWP on a serving cell or UL BWP on PCell between a time of a detection of BWP switching DCI and a time of HARQ-ACK transmission.


12
    Bandwidth part operation 
<Unchanged part omitted>
If a UE is provided by firstActiveDownlinkBWP-Id a first active DL BWP and by firstActiveUplinkBWP-Id a first active UL BWP on a carrier of a secondary cell, the UE uses the indicated DL BWP and the indicated UL BWP as the respective first active DL BWP on the secondary cell and first active UL BWP on the carrier of the secondary cell. 

A UE does not expect to monitor PDCCH when the UE performs RRM measurements [10, TS 38.133] over a bandwidth that is not within the active DL BWP for the UE.
