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<<Start of Change1>>
[bookmark: _Toc13119434]5.2	Operating bands
NR is designed to operate in the FR1 operating bands defined in Table 5.2-1.
Table 5.2-1: NR operating bands in FR1
	NR operating band
	Uplink (UL) operating band
BS receive / UE transmit
FUL_low   –  FUL_high

	Downlink (DL) operating band
BS transmit / UE receive
FDL_low   –  FDL_high
	Duplex Mode

	n1
	1920 MHz – 1980 MHz
	2110 MHz – 2170 MHz
	FDD

	n2
	1850 MHz – 1910 MHz
	1930 MHz – 1990 MHz
	FDD

	n3
	1710 MHz – 1785 MHz
	1805 MHz – 1880 MHz
	FDD

	n5
	824 MHz – 849 MHz
	869 MHz – 894 MHz
	FDD

	n7
	2500 MHz – 2570 MHz
	2620 MHz – 2690 MHz
	FDD

	n8
	880 MHz – 915 MHz
	925 MHz – 960 MHz
	FDD

	n12
	699 MHz – 716 MHz
	729 MHz – 746 MHz
	FDD

	n14
	788 MHz – 798 MHz
	758 MHz – 768 MHz
	FDD

	n18
	815 MHz – 830 MHz
	860 MHz – 875 MHz
	FDD

	n20
	832 MHz – 862 MHz
	791 MHz – 821 MHz
	FDD

	n25
	1850 MHz – 1915 MHz
	1930 MHz – 1995 MHz
	FDD

	n28
	703 MHz – 748 MHz
	758 MHz – 803 MHz
	FDD

	n29
	N/A
	717 MHz – 728 MHz
	SDL

	n303
	2305 Mhz – 2315 MHz
	2350 MHz – 2360 MHz
	FDD

	n34
	2010 MHz – 2025 MHz
	2010 MHz – 2025 MHz
	TDD

	n38
	2570 MHz – 2620 MHz
	2570 MHz – 2620 MHz
	TDD

	n39
	1880 MHz – 1920 MHz
	1880 MHz – 1920 MHz
	TDD

	n40
	2300 MHz – 2400 MHz
	2300 MHz – 2400 MHz
	TDD

	n41
	2496 MHz – 2690 MHz
	2496 MHz – 2690 MHz
	TDD

	n48
	3550 MHz – 3700 MHz
	3550 MHz – 3700 MHz
	TDD

	n50
	1432 MHz – 1517 MHz
	1432 MHz – 1517 MHz
	TDD1

	n51
	1427 MHz – 1432 MHz
	1427 MHz – 1432 MHz
	TDD

	n65
	1920 MHz – 2010 MHz
	2110 MHz – 2200 MHz
	FDD4

	n66
	1710 MHz – 1780 MHz
	2110 MHz – 2200 MHz
	FDD

	n70
	1695 MHz – 1710 MHz
	1995 MHz – 2020 MHz
	FDD

	n71
	663 MHz – 698 MHz
	617 MHz – 652 MHz
	FDD

	n74
	1427 MHz – 1470 MHz
	1475 MHz – 1518 MHz
	FDD

	n75
	N/A
	1432 MHz – 1517 MHz
	SDL

	n76
	N/A
	1427 MHz – 1432 MHz
	SDL

	n77
	3300 MHz – 4200 MHz
	3300 MHz – 4200 MHz
	TDD

	n78
	3300 MHz – 3800 MHz
	3300 MHz – 3800 MHz
	TDD

	n79
	4400 MHz – 5000 MHz
	4400 MHz – 5000 MHz
	TDD

	n80
	1710 MHz – 1785 MHz
	N/A
	SUL 

	n81
	880 MHz – 915 MHz
	N/A
	SUL 

	n82
	832 MHz – 862 MHz
	N/A
	SUL 

	n83
	703 MHz – 748 MHz
	N/A
	SUL

	n84
	1920 MHz – 1980 MHz
	N/A
	SUL

	n86
	1710 MHz – 1780 MHz
	N/A
	SUL

	n89
	824 MHz – 849 MHz
	N/A
	SUL

	[n90]
	2496 MHz – 2690 MHz
	2496 MHz – 2690 MHz
	TDD5

	n91
	832 MHz – 862 MHz
	1427 MHz – 1432 MHz
	FDD8

	n92
	832 MHz – 862 MHz
	1432 MHz – 1517 MHz
	FDD8

	n93
	880 MHz – 915 MHz
	1427 MHz – 1432 MHz
	FDD8

	n94
	880 MHz – 915 MHz
	1432 MHz – 1517 MHz
	FDD8

	NOTE 1:	UE that complies with the NR Band n50 minimum requirements in this specification         shall also comply with the NR Band n51 minimum requirements.
NOTE 2:	UE that complies with the NR Band n75 minimum requirements in this specification         shall also comply with the NR Band n76 minimum requirements.
NOTE 3:	Uplink transmission is not allowed at this band for UE with external vehicle-mounted antennas.
NOTE 4:	A UE that complies with the NR Band n65 minimum requirements in this specification shall also comply with the NR Band n1 minimum requirements.
NOTE 5:	Unless otherwise stated, the applicability of requirements for Band [n90] is in accordance with that for Band n41; a UE supporting Band [n90] shall meet the requirements for Band n41.
NOTE 6:	A UE that supports NR Band n66 shall receive in the entire DL operating band.
NOTE 7:	A UE that supports NR Band n66 and CA operation in any CA band shall also comply with the minimum requirements specified for the DL CA configurations CA_n66B and CA_n66(2A) in the current version of the specification.
NOTE 8:   Variable duplex operation does not enable dynamic variable duplex configuration by the network, and is used such that DL and UL frequency ranges are supported independently in any valid frequency range for the band.


<<End of Change1>>
<<Start of Change2>>
[bookmark: _Toc13119446]5.3.5	UE channel bandwidth per operating band
The requirements in this specification apply to the combination of channel bandwidths, SCS and operating bands shown in Table 5.3.5-1. The transmission bandwidth configuration in Table 5.3.2-1 shall be supported for each of the specified channel bandwidths. The channel bandwidths are specified for both the TX and RX path.

Table 5.3.5-1 Channel bandwidths for each NR band
	
	NR band / SCS / UE Channel bandwidth

	NR Band
	SCS
kHz
	5 MHz
	101,2 MHz
	152 MHz
	202 MHz
	252 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	904 MHz
	100 MHz

	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n2
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n12
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n14
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n18
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n25
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n28
	15
	Yes
	Yes
	Yes
	Yes7
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes7
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n29
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n30
	15
	Yes
	Yes
	
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n34
	15
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	n38
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n39
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	

	n40
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	

	n41
	15
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	n48
	15
	Yes5
	Yes
	Yes
	Yes
	
	
	Yes
	Yes6
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes6
	Yes6
	Yes6
	Yes6
	Yes6

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes6
	Yes6
	Yes6
	Yes6
	Yes6

	n50
	15
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes3
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes3
	
	

	n51
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n65
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	n70
	15
	Yes
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	

	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n76
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes

	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	

	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes

	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes

	n80
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	n81
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n82
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n83
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n84
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	n86
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	

	n89
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	[n90]
	15
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	
	
	
	

	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes4
	Yes

	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes4
	Yes

	n91
	15
	Yes
	Yes8
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n92
	15
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n93
	15
	Yes
	Yes8
	
	
	
	
	
	
	
	
	
	

	
	30
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	n94
	15
	Yes
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	
	

	
	30
	
	Yes
	Yes3
	Yes3
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	

	NOTE 1:	90% spectrum utilization may not be achieved for 30kHz SCS.
NOTE 2:	90% spectrum utilization may not be achieved for 60kHz SCS.
NOTE 3:	This UE channel bandwidth is applicable only to downlink.
NOTE 4:	This UE channel bandwidth is optional in this release of the specification.
NOTE 5:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration.
NOTE 6:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an downlink SCell part of CA configuration.
NOTE 7:	For the 20 MHz bandwidth, the minimum requirements are specified for NR UL carrier frequencies confined to either 713-723 MHz or 728-738 MHz.
NOTE 8:   This UE channel bandwidth is applicable only to uplink.



<<End of Change2>>
<<Start of Change3>>
[bookmark: _Toc13119447]5.3.6	Asymmetric channel bandwidths
The UE channel bandwidth can be asymmetric in downlink and uplink. In asymmetric channel bandwidth operation, the narrower carrier shall be confined within the frequency range of the wider channel bandwidth. For FDD the assignments of the paired UL and DL channels are subject to a TX-RX separation as specified in subclause 5.4.4.
In FDD bands n66, n70 and n71, the confinement is defined as a deviation to the default Tx-Rx carrier center frequency separation (defined in table 5.4.4-1) as following:
ΔFTX-RX = | (BWDL – BWUL)/2 |
The operating bands and supported asymmetric channel bandwidth combinations are defined in table 5.3.6-1.
Table 5.3.6-1: FDD asymmetric UL and DL channel bandwidth combinations
	NR Band
	Channel bandwidths for UL (MHz)
	Channel bandwidths for DL (MHz)

	n66
	5, 10
	20, 40

	
	20
	40

	n70
	5
	10, 15

	
	5, 10, 15
	20, 25

	n71
	5
	10

	
	10
	15

	
	15
	20

	n91
	10
	5

	n92
	5
	10, 15, 20

	
	10
	15, 20

	n93
	10
	5

	n94
	5
	10, 15, 20

	
	10
	15, 20



In TDD, the operating bands and supported asymmetric channel bandwidth combinations are defined in table 5.3.6-2.
Table 5.3.6-2: TDD asymmetric UL and DL channel bandwidth combinations
	NR Band
	Channel bandwidths for UL (MHz)
	Channel bandwidths for DL (MHz)

	n50
	60
	80



<<End of Change3>>
<<Start of Change4>>
5.4.2.3	Channel raster entries for each operating band
The RF channel positions on the channel raster in each NR operating band are given through the applicable NR-ARFCN in Table 5.4.2.3‑1, using the channel raster to resource element mapping in subclause 5.4.2.2.
For NR operating bands with 100 kHz channel raster, ΔFRaster = 20 × ΔFGlobal. In this case every 20th NR-ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3‑1 is given as <20>.
For NR operating bands with 15 kHz channel raster below 3GHz, ΔFRaster = I × ΔFGlobal, where I ϵ {3,6}. Every Ith NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in Table 5.4.2.3‑1 is given as < I >.
For NR operating bands with 15 kHz channel raster above 3GHz, ΔFRaster = I × ΔFGlobal, where I ϵ {1,2}. Every Ith  NR‑ARFCN within the operating band are applicable for the channel raster within the operating band and the step size for the channel raster in table 5.4.2.3-1 is given as <I>.
In frequency bands with two ΔFRaster, the higher ΔFRaster applies to channels using only the SCS that is equal to or larger than the higher ΔFRaster and SSB SCS (subcarriercarrierspacingCommon) is equal to the higher ∆FRaster .
Table 5.4.2.3-1: Applicable NR-ARFCN per operating band
	NR operating band
	ΔFRaster
(kHz) 
	Uplink
Range of NREF
(First – <Step size> – Last)
	Downlink
Range of NREF
(First – <Step size> – Last)

	n1
	100
	384000 – <20> – 396000
	422000 – <20> – 434000

	n2
	100
	370000 – <20> – 382000
	386000 – <20> – 398000

	n3
	100
	342000 – <20> – 357000
	361000 – <20> – 376000

	n5
	100
	164800 – <20> – 169800
	173800 – <20> – 178800

	n7
	100
	500000 – <20> – 514000
	524000 – <20> – 538000

	n8
	100
	176000 – <20> – 183000
	185000 – <20> – 192000

	n12
	100
	139800 – <20> – 143200
	145800 – <20> – 149200

	n14
	100
	157600 – <20> – 159600
	151600 – <20> – 153600

	n18
	100
	163000 – <20> – 166000
	172000 – <20> – 175000

	n20
	100
	166400 – <20> – 172400
	158200 – <20> – 164200

	n25
	100
	370000 – <20> – 383000
	386000 – <20> – 399000

	n28
	100
	140600 – <20> – 149600
	151600 – <20> – 160600

	n29
	100
	N/A
	143400 – <20> – 145600

	n30
	100
	461000 – <20> – 463000
	470000 – <20> – 472000

	n34
	100
	402000 – <20> – 405000
	402000 – <20> – 405000

	n38
	100
	514000 – <20> – 524000
	514000 – <20> – 524000

	n39
	100
	376000 – <20> – 384000
	376000 – <20> – 384000

	n40
	100
	460000 – <20> – 480000
	460000 – <20> – 480000

	n41
	15
	499200 – <3> – 537999
	499200 – <3> – 537999

	
	30
	499200 – <6> – 537996
	499200 – <6> – 537996

	n48
	15
	636667 – <1> – 646666
	636667 – <1> – 646666

	
	30
	636668 – <2> – 646666
	636668 – <2> – 646666

	n50
	100
	286400 – <20> – 303400
	286400 – <20> – 303400

	n51
	100
	285400 – <20> – 286400
	285400 – <20> – 286400

	n65
	100
	384000 – <20> – 402000
	422000 – <20> – 440000

	n66
	100
	342000 – <20> – 356000
	422000 – <20> – 440000

	n70
	100
	339000 – <20> – 342000
	399000 – <20> – 404000

	n71
	100
	132600 – <20> – 139600
	123400 – <20> – 130400

	n74
	100
	285400 – <20> – 294000
	295000 – <20> – 303600

	n75
	100
	N/A
	286400 – <20> – 303400

	n76
	100
	N/A
	285400 – <20> – 286400

	n77
	15
	620000 – <1> – 680000
	620000 – <1> – 680000

	
	30
	620000 – <2> – 680000
	620000 – <2> – 680000

	n78
	15
	620000 – <1> – 653333
	620000 – <1> – 653333

	
	30
	620000 – <2> – 653332
	620000 – <2> – 653332

	n79
	15
	693334 – <1> – 733333
	693334 – <1> – 733333

	
	30
	693334 – <2> – 733332
	693334 – <2> – 733332

	n80
	100
	342000 – <20> – 357000
	N/A

	n81
	100
	176000 – <20> – 183000
	N/A

	n82
	100
	166400 – <20> – 172400 
	N/A

	n83
	100
	140600 – <20> –149600
	N/A

	n84
	100
	384000 – <20> – 396000
	N/A

	n86
	100
	342000 – <20> – 356000
	N/A

	n89
	100
	164800 – <20> – 169800
	N/A

	[n90]
	15
	499200 – <3> – 537999
	499200 – <3> – 537999

	
	30
	499200 – <6> – 537996
	499200 – <6> – 537996

	
	100
	499200 – <20> – 538000
	499200 – <20> – 538000

	n91
	100
	166400 – <20> – 172400
	285400 – <20> – 286400

	n92
	100
	166400 – <20> – 172400
	286400 – <20> – 303400

	n93
	100
	176000 – <20> – 183000
	285400 – <20> – 286400

	n94
	100
	176000 – <20> – 183000
	286400 – <20> – 303400



<<End of Change4>>
<<Start of Change5>>
[bookmark: _Toc21344430]5.4.3.3	Synchronization raster entries for each operating band
The synchronization raster for each band is give in Table 5.4.3.3-1. The distance between applicable GSCN entries is given by the <Step size> indicated in Table 5.4.3.3-1.
Table 5.4.3.3-1: Applicable SS raster entries per operating band
	NR operating band
	SS Block SCS
	SS Block pattern1
	Range of GSCN
(First – <Step size> – Last)

	n1
	15 kHz
	Case A
	5279 – <1> – 5419

	n2
	15 kHz
	Case A
	4829 – <1> – 4969

	n3
	15 kHz
	Case A
	4517 – <1> – 4693

	n5
	15 kHz
	Case A
	2177 – <1> – 2230

	
	30 kHz
	Case B
	2183 – <1> – 2224

	n7
	15 kHz
	Case A
	6554 – <1> – 6718

	n8
	15 kHz
	Case A
	2318 – <1> – 2395

	n12
	15 kHz
	Case A
	1828 – <1> – 1858

	n14
	15 kHz
	Case A
	1901 – <1> – 1915

	n18
	15 kHz
	Case A
	2156 – <1> – 2182

	n20
	15 kHz
	Case A
	1982 – <1> – 2047

	n25
	15 kHz
	Case A
	4829 – <1> – 4981

	n28
	15 kHz
	Case A
	1901 – <1> – 2002

	n29
	15 kHz
	Case A
	1798 – <1> – 1813

	n30
	15 kHz
	Case A
	5879 – <1> – 5893

	n34
	15 kHz
	Case A
	5030 – <1> – 5056

	n38
	15 kHz
	Case A
	6431 – <1> – 6544

	n39
	15 kHz
	Case A
	4706 – <1> – 4795

	n40
	15 kHz
	Case A
	5756 – <1> – 5995

	n41
	15 kHz
	Case A
	6246 – <3> – 6717

	
	30 kHz
	Case C
	6252 – <3> – 6714

	n48
	30 kHz
	Case C
	7884 – <1> – 7982

	n50
	15 kHz
	Case A
	3584 – <1> – 3787

	n51
	15 kHz
	Case A
	3572 – <1> – 3574

	n65
	15 kHz
	Case A
	5279 – <1> – 5494

	n66
	15 kHz
	Case A
	5279 – <1> – 5494

	
	30 kHz
	Case B
	5285 – <1> – 5488

	n70
	15 kHz
	Case A
	4993 – <1> – 5044

	n71
	15 kHz
	Case A
	1547 – <1> – 1624

	n74
	15 kHz
	Case A
	3692 – <1> – 3790

	n75
	15 kHz
	Case A
	3584 – <1> – 3787

	n76
	15 kHz
	Case A
	3572 – <1> – 3574

	n77
	30 kHz
	Case C
	7711 – <1> – 8329

	n78
	30 kHz
	Case C
	7711 – <1> – 8051

	n79
	30 kHz
	Case C
	8480 – <16> – 8880

	[n90]
	15 kHz
	Case A
	6246 – <1> – 6717

	
	30 kHz
	Case C
	6252 – <1> – 6714

	n91
	15 kHz
	Case A
	3572 – <1> – 3574

	n92
	15 kHz
	Case A
	3584 – <1> – 3787

	n93
	15 kHz
	Case A
	3572 – <1> – 3574

	n94
	15 kHz
	Case A
	3584 – <1> – 3787

	NOTE 1:	SS Block pattern is defined in section 4.1 in TS 38.213 [8]



<<End of Change5>>
<<Start of Change6>>
5.4.4	TX–RX frequency separation
The default TX channel (carrier centre frequency) to RX channel (carrier centre frequency) separation for operating bands is specified in Table 5.4.4-1. For each NR band, the UE shall meet the minimum requirements for DL and UL channel bandwidth pairs with a TX-RX frequency separation as specified in Table 5.4.4-1.
Table 5.4.4-1: Default UE TX-RX frequency separation
	NR Operating Band
	TX – RX 
carrier centre frequency
separation

	n1
	190 MHz

	n2
	80 MHz

	n3
	95 MHz

	n5
	45 MHz

	n7
	120 MHz

	n8
	45 MHz

	n12
	30 MHz

	n14
	-30 MHz

	n18
	45 MHz

	n20
	-41 MHz

	n25
	80 MHz

	n28
	55 MHz

	n30
	45 MHz

	n65
	190 MHz

	n66
	400 MHz
(NOTE 3)

	n70
	295,3001 MHz
(NOTE 3)

	n71
	-46 MHz
(NOTE 3)

	n74
	48 MHz

	n91
	570 MHz – 595 MHz
(NOTE 2)

	n92
	575 MHz – 680 MHz (μ = 0)
580 MHz – 675 MHz (μ = 1)
(NOTE 2)

	n93
	517 MHz – 547 MHz
(NOTE 2)

	n94
	522 MHz – 632 MHz (μ = 0)
527 MHz – 627 MHz (μ = 1)
(NOTE 2)

	NOTE 1:	Default TX-RX carrier centre frequency separation.
NOTE 2:	The range of TX-RX frequency separation given paired UL and DL channel bandwidths BWUL and BWDL is given by the respective lower and upper limit                                                               FDL_low – FUL_high + 0.5(BWDL + BWUL)                          and                                                                         FDL_high – FUL_low – 0.5(BWDL + BWUL).                         The UL and DL channel bandwidth combinations specified in Table 5.3.5-1 and 5.3.6-1 depend on the subcarrier spacing configuration μ [6].
NOTE 3:   The minimum requirements apply for a deviation to the TX-Rx frequency separation defined by ΔFTX-RX = | (BWDL – BWUL)/2 |.


<<End of Change6>>
<<Start of Change7>>
[bookmark: _Toc21342892]6.2.1	UE maximum output power
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of NR carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).
Table 6.2.1-1: UE Power Class
	NR band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n1
	
	
	
	
	23
	±2

	n2
	
	
	
	
	23
	±23

	n3
	
	
	
	
	23
	±23

	n5
	
	
	
	
	23
	±2

	n7
	
	
	
	
	23
	±23

	n8
	
	
	
	
	23
	±23

	n12
	
	
	
	
	23
	±23

	n20
	
	
	
	
	23
	±23

	n25
	
	
	
	
	23
	±2

	n28
	
	
	
	
	23
	+2/-2.5

	n34
	
	
	
	
	23
	±2

	n38
	
	
	
	
	23
	±2

	n39
	
	
	
	
	23
	±2

	n40
	
	
	
	
	23
	±2

	n41
	
	
	26
	+2/-33
	23
	±23

	n50
	
	
	
	
	23
	±2

	n51
	
	
	
	
	23
	±2

	n66
	
	
	
	
	23
	±2

	n70
	
	
	
	
	23
	±2

	n71
	
	
	
	
	23
	+2/-2.5

	n74
	
	
	
	
	23
	±2

	n77
	
	
	26
	+2/-3
	23
	+2/-3

	n78
	
	
	26
	+2/-3
	23
	+2/-3

	n79
	
	
	26
	+2/-3
	23
	+2/-3

	n80
	
	
	
	
	23
	±2

	n81
	
	
	
	
	23
	±2

	n82
	
	
	
	
	23
	±2

	n83
	
	
	
	
	23
	±2/-2.5

	n84
	
	
	
	
	23
	±2

	n86
	
	
	
	
	23
	±2

	n91
	
	
	
	
	23
	±23, 4

	n92
	
	
	
	
	23
	±23, 4

	n93
	
	
	
	
	23
	±23, 4

	n94
	
	
	
	
	23
	±23, 4

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance
NOTE 2:	Power class 3 is default power class unless otherwise stated
NOTE 3:	Refers to the transmission bandwidths confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB
NOTE 4:   The maximum output power requirement is relaxed by reducing the lower tolerance limit by 0.3 dB



[bookmark: _Hlk494452010]If a UE supports a different power class than the default UE power class for the band and the supported power class enables the higher maximum output power than that of the default power class:
-	if the field of UE capability maxUplinkDutyCycle is absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 50% (The exact evaluation period is no less than one radio frame); or
-	if the field of UE capability maxUplinkDutyCycle is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle as defined in TS 38.331 (The exact evaluation period is no less than one radio frame); or
-	if the IE P-Max as defined in TS 38.331 [7] is provided and set to the maximum output power of the default power class or lower;
-	shall apply all requirements for the default power class to the supported power class and set the configured transmitted power as specified in subclause 6.2.4;
-	else if the IE P-Max as defined in TS 38.331 [7] is not provided or set to the higher value than the maximum output power of the default power class and the percentage of uplink symbols transmitted in a certain evaluation period is less than or equal to maxUplinkDutyCycle as defined in TS 38.331; or
-	if the IE P-Max as defined in TS 38.331 [7] is not provided or set to the higher value than the maximum output power of the default power class and the percentage of uplink symbols transmitted in a certain evaluation period is less than or equal to 50% when maxUplinkDutyCycle is absent. (The exact evaluation period is no less than one radio frame):
-	shall apply all requirements for the supported power class and set the configured transmitted power as specified in subclause 6.2.4.
<<End of Change7>>
<<Start of Change8>>
7.3.2	Reference sensitivity power level
The throughput shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.2.2, A.2.3.2, A3.2 and A.3.3 (with one sided dynamic OCNG Pattern OP.1 FDD/TDD for the DL-signal as described in Annex A.5.1.1/A.5.2.1) with parameters specified in Table 7.3.2-1 and Table 7.3.2-2.
[bookmark: _Hlk507958268]Table 7.3.2-1: Two antenna port reference sensitivity QPSK PREFSENS
	Operating band / SCS / Channel bandwidth / Duplex-mode

	Operating Band
	SCS kHz
	5
MHz
(dBm)
	10
MHz
(dBm)
	15
MHz
(dBm)
	20
MHz
(dBm)
	25
MHz
(dBm)
	30 MHz (dBm)
	40
MHz
(dBm)
	50
MHz
(dBm)
	60
MHz
(dBm)
	80
MHz
(dBm)
	90
MHz
(dBm)
	100 MHz
(dBm)
	Duplex Mode

	n1
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	
	

	n2
	15
	-98.0
	-94.8
	-93.0
	-91.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	
	
	
	
	
	
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	
	
	
	
	
	
	
	

	n3
	15
	-97.0
	-93.8
	-92.0
	-90.8
	-89.7
	-88.9
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-92.1
	-91.0
	-89.8
	-89.0
	
	
	
	
	
	
	

	
	60
	
	-94.5
	-92.4
	-91.2
	-90.0
	-89.1
	
	
	
	
	
	
	

	n5
	15
	-98.0
	-94.8
	-93.0
	-86.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-88.6
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n71
	15
	-98.0
	-94.8
	-93.0
	-91.8
	-90.7
	-89.9
	-88.6
	-81.5
	
	
	
	
	FDD

	
	30
	
	-95.1
	-93.1
	-92.0
	-90.8
	-90.0
	-88.7
	-81.5
	
	
	
	
	

	
	60
	
	-95.5
	-93.4
	-92.2
	-91.0
	-90.1
	-88.9
	-81.5
	
	
	
	
	

	n8
	15
	-97.0
	-93.8
	-91.4
	-85.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-91.7
	-87.2
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n12
	15
	-97.0
	-93.8
	-84.0
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-84.1
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n14
	15
	-97.0
	-93.8
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n18
	15
	-100.0
	-96.8
	-95.0
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	-97.0
	-93.8
	-91.0
	-89.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.1
	-91.1
	-90.0
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n25
	15
	-96.5
	-93.3
	-91.5
	-90.3
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-93.6
	-91.6
	-90.5
	
	
	
	
	
	
	
	
	

	
	60
	
	-94.0
	-91.9
	-90.7
	
	
	
	
	
	
	
	
	

	n28
	15
	-98.5
	-95.5
	-93.5
	-90.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-95.6
	-93.6
	-91.0
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n30
	15
	-99.0
	-95.8
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-96.1
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n34
	15
	-100.0
	-96.8
	-95.0
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	
	
	
	
	
	
	
	
	
	

	n381
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	
	
	
	
	
	
	
	

	n39
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	-91.9
	-90.6
	
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	-92.0
	-90.7
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	-92.1
	-90.9
	
	
	
	
	
	

	n40
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	-91.9
	-90.6
	-89.6
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	-92.0
	-90.7
	-89.7
	-88.9
	-87.6
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	-92.1
	-90.9
	-89.8
	-89.1
	-87.6
	
	
	

	n411
	15
	
	-94.8
	-93.0
	-91.8
	
	-89.9
	-88.6
	-87.6
	
	
	
	
	TDD

	
	30
	
	-95.1
	-93.1
	-92.0
	
	-90.0
	-88.7
	-87.7
	-86.9
	-85.6
	-85.1
	-84.7
	

	
	60
	
	-95.5
	-93.4
	-92.2
	
	-90.1
	-88.9
	-87.8
	-87.1
	-85.6
	-85.1
	-84.7
	

	n481
	15
	-99
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.65
	
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.75
	-87.95
	-86.65
	-86.15
	-85.65
	

	
	60
	
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.85
	-88.05
	-86.75
	-86.25
	-85.75
	

	n50
	15
	-100.0
	-96.8
	-95.0
	-93.8
	
	-91.9
	-90.6
	-89.6
	
	
	
	
	TDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	-92.0
	-90.7
	-89.7
	-88.9
	-87.6
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	
	-92.1
	-90.9
	-89.8
	-89.1
	-87.6
	
	
	

	n51
	15
	-100.0
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n65
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	
	
	
	
	
	
	

	n66
	15
	-99.5
	-96.3
	-94.5
	-93.3
	
	
	-90.1
	
	
	
	
	
	FDD

	
	30
	
	-96.6
	-94.6
	-93.5
	
	
	-90.2
	
	
	
	
	
	

	
	60
	
	-97.0
	-94.9
	-93.7
	
	
	-90.4
	
	
	
	
	
	

	n70
	15
	-100.0
	-96.8
	-95.0
	-93.8
	-92.7
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	-92.8
	
	
	
	
	
	
	
	

	
	60
	
	-97.5
	-95.4
	-94.2
	-93.0
	
	
	
	
	
	
	
	

	n71
	15
	-97.2
	-94.0
	-91.6
	-86.0
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-94.3
	-91.9
	-87.4
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	-99.53
	-96.33
	-94.53
	-89.33
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-96.63
	-94.63
	-89.53
	
	
	
	
	
	
	
	
	

	
	60
	
	-97.03
	-94.93
	-89.63
	
	
	
	
	
	
	
	
	

	n771,4
	15
	
	-95.3
	-93.5
	-92.2
	
	
	-89.1
	-88.1
	
	
	
	
	TDD

	
	30
	
	-95.6
	-93.6
	-92.4
	
	
	-89.2
	-88.2
	-87.4
	-86.1
	-85.6
	-85.1
	

	
	60
	
	-96.0
	-93.9
	-92.6
	
	
	-89.4
	-88.3
	-87.5
	-86.2
	-85.7
	-85.2
	

	n781
	15
	
	-95.8
	-94.0
	-92.7
	
	
	-89.6
	-88.6
	
	
	
	
	TDD

	
	30
	
	-96.1
	-94.1
	-92.9
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	-86.1
	-85.6
	

	
	60
	
	-96.5
	-94.4
	-93.1
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	-86.2
	-85.7
	

	n791
	15
	
	
	
	
	
	
	-89.6
	-88.6
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	-89.7
	-88.7
	-87.9
	-86.6
	
	-85.6
	

	
	60
	
	
	
	
	
	
	-89.9
	-88.8
	-88.0
	-86.7
	
	-85.7
	

	n91
	15
	-100
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n92
	15
	-100
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n93
	15
	-100
	
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n94
	15
	-100
	-96.8
	-95.0
	-93.8
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	-97.1
	-95.1
	-94.0
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	NOTE 1:	Four Rx antenna ports shall be the baseline for this operating band except for two Rx vehicular UE.
NOTE 2:	The transmitter shall be set to PUMAX as defined in subclause 6.2.4
NOTE 3:	The requirement is modified by -0.5 dB when the assigned NR channel bandwidth is confined within 1475.9 - 1510.9 MHz.
NOTE 4:	The requirement is modified by -0.5 dB when the assigned UE channel bandwidth is confined within 3300 - 3800 MHz.
NOTE 5:	For these bandwidths, the minimum requirements are restricted to operation when carrier is configured as a downlink carrier part of CA configuration



For UE(s) equipped with 4 Rx antenna ports, reference sensitivity for 2Rx antenna ports in Table 7.3.2-1 shall be modified by the amount given in ΔRIB,4R in Table 7.3.2-2 for the applicable operating bands.
Table 7.3.2-2: Four antenna port reference sensitivity allowance ΔRIB,4R
	Operating band
	ΔRIB,4R (dB)

	n1, n2, n3, n40, n7, n34, n38, n39, n41, n66, n70
	-2.7

	n48, n77, n78, n79
	-2.2



The reference receive sensitivity (REFSENS) requirement specified in Table 7.3.2-1 and Table 7.3.2-2 shall be met with uplink transmission bandwidth less than or equal to that specified in Table 7.3.2-3.
Table 7.3.2-3: Uplink configuration for reference sensitivity
	Operating band / SCS / Channel bandwidth / Duplex mode

	Operating Band
	SCS kHz
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25 MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100 MHz
	Duplex Mode

	n1
	15
	25
	501
	751
	1001
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	
	

	n2
	15
	25
	501
	501
	501
	
	
	
	
	
	
	
	
	FDD

	
	30
	101
	24
	241
	241
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	101
	1011
	
	
	
	
	
	
	
	
	

	n3
	15
	25
	501
	501
	501
	501
	501 
	
	
	
	
	
	
	FDD

	
	30
	
	24
	241
	241
	241
	241
	
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	101
	101
	
	
	
	
	
	
	

	n5
	15
	25
	251
	201
	201
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101 
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n7
	15
	25
	501
	751
	751
	721
	641
	451
	451
	
	
	
	
	FDD

	
	30
	
	24
	361
	361
	361
	321
	201
	201
	
	
	
	
	

	
	60
	
	101
	18
	181
	181
	161
	101
	101
	
	
	
	
	

	n8
	15
	25
	251
	201
	201
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n12
	15
	201
	201
	201
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n14
	15
	201
	201
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n18
	15
	25
	251
	251
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n20
	15
	25
	201
	202
	202
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	102
	102
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n25
	15
	25
	501
	501
	501
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	241
	241
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	101
	101
	
	
	
	
	
	
	
	
	

	n28
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n30
	15
	201
	201
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n34
	15
	25
	50
	75
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	18
	
	
	
	
	
	
	
	
	
	

	n38
	15
	25
	50
	75
	100
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	
	
	
	
	
	
	
	

	
	60
	
	10
	18
	24
	
	
	
	
	
	
	
	
	

	n39
	15
	25
	50
	75
	100
	128
	160
	216
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	100
	
	
	
	
	
	

	
	60
	
	10
	18
	24
	30
	36
	50
	
	
	
	
	
	

	n40
	15
	25
	50
	75
	100
	128
	160
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	64
	75
	100
	128
	162
	216
	
	
	

	
	60
	
	10
	18
	24
	30
	36
	50
	64
	75
	100
	
	
	

	n41
	15
	
	50
	75
	100
	
	160
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	75
	100
	128
	162
	216
	243
	270
	

	
	60
	
	10
	18
	24
	
	36
	50
	64
	75
	100
	120
	135
	

	n48
	15
	25
	50
	75
	100
	
	
	216
	
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	
	100
	
	
	
	
	
	

	
	60
	
	10
	18
	24
	
	
	50
	
	
	
	
	
	

	n50
	15
	25
	50
	75
	100
	
	160
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	75
	100
	128
	162
	NOTE 3
	
	
	

	
	60
	
	10
	18
	24
	
	36
	50
	64
	75
	NOTE 3
	
	
	

	n51
	15
	25
	
	
	
	
	
	
	
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n65
	15
	25
	501
	751
	1001
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	
	
	
	
	
	
	

	n66
	15
	25
	501
	751
	1001
	
	
	216
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	501
	
	
	1001
	
	
	
	
	
	

	
	60
	
	101
	18
	24
	
	
	501
	
	
	
	
	
	

	n70
	15
	25
	501
	751
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	FDD

	
	30
	
	24
	361
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	

	
	60
	
	101
	18
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	

	n71
	15
	25
	251
	201
	201
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	101
	101
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n74
	15
	25
	251
	251
	251
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	101
	101
	
	
	
	
	
	
	
	
	

	
	60
	
	51
	51
	51
	
	
	
	
	
	
	
	
	

	n77
	15
	
	50
	75
	100
	
	
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	
	100
	128
	162
	216
	243
	270
	

	
	60
	
	10
	18
	24
	
	
	50
	64
	75
	100
	120
	135
	

	n78
	15
	
	50
	75
	100
	
	
	216
	270
	
	
	
	
	TDD

	
	30
	
	24
	36
	50
	
	
	100
	128
	162
	216
	243
	270
	

	
	60
	
	10
	18
	24
	
	
	50
	64
	75
	100
	120
	135
	

	n79
	15
	
	
	
	
	
	
	216
	270
	
	
	
	
	TDD

	
	30
	
	
	
	
	
	
	100
	128
	162
	216
	
	270
	

	
	60
	
	
	
	
	
	
	50
	64
	75
	100
	
	135
	

	n91
	15
	254
	201,4
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n92
	15
	25
	201
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	101
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n93
	15
	254
	251,4
	
	
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	n94
	15
	25
	251
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	
	FDD

	
	30
	
	121
	NOTE 3
	NOTE 3
	
	
	
	
	
	
	
	
	

	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	NOTE 1:	UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth (Table 5.3.2-1).
NOTE 2:	For Band 20; for 15 kHz SCS, in the case of 15 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 11 and in the case of 20 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 16; for 30 kHz SCS, in the case of 15 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 6 and in the case of 20 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 8; for 60 kHz SCS, in the case of 15 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 3 and in the case of 20 MHz channel bandwidth, the UL resource blocks shall be located at RBstart 4;
NOTE 3:	For DL channel bandwidths that do not have symmetric UL channel bandwidth, highest valid UL configuration with lowest TX-RX separation (Table 5.4.4-1)  duplex distance shall be used.
NOTE 4:   For band n91 and n93, largest supported UL bandwidth configuration shall be used.



Unless given by Table 7.3.2-4, the minimum requirements specified in Tables 7.3.2-1 and 7.3.2-2 shall be verified with the network signalling value NS_01 (Table 6.2.3-1) configured.
Table 7.3.2-4: Network signaling value for reference sensitivity
	Operating band
	Network Signalling value

	n2
	NS_03

	n12
	NS_06

	n14
	NS_06

	n25
	NS_03

	n30
	NS_21

	n48
	NS_27

	n66
	NS_03

	n70
	NS_03

	n71
	NS_35



<<End of Change8>>

